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To 60% whom it may concern. 
Be it known that I, HENRY J. SwAETs, of 

Detroit, in the county of Wayne and State of 
Michigan, have invented certain new and use 
ful Improvements in Electrical Hand-Cord 
Tips, of which the following is a speci?cation, 
reference being had to the accompanying 
drawings. 
The object of my invention is to produce a 

tip by means of which a perfect mechanical 
and electrical connection with the conductor 
can be secured; and my invention consists in 
the improved tip hereinafter described and 

- claimed. 
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In the drawings, Figure 1 is a view of a 
hand-cord provided with my improved tips; 
Fig. 2, a larger view with the clamp removed; 
and Fig. 3 is a longitudinal section, partly in 
elevation. 

Referring to the letters upon the drawings, 
A indicates the main body of the tip' or hand 

It is provided with a recess, 13, large 
enough to receive the wound end of the insu-v 
lated conductor; also, with a smaller circular 
recess, 0, in continuation of the recess 13, for 
receiving the unwound end of the conductor 
so as to make the electrical connection. 
D indicates a central projection with a screw 

threaded hole in it for receiving a screw, E. 

F indicates a clamp which closes the side 
opening in the holder, and by means of the 
screw is pressed ?rmly down upon the coiled 
conductor and also upon the wound or insu 
lated part of it at G. Thus a complete me 
chanical and electrical connection is made be 
tween the insulated conductor and the tip. 
This construction removes all causesof cut 

out in the ordinary hand-cord tips. In use it 
presents a neat appearance, and enables me to 
mend the cords to much' greater advantage 
than with the ordinary tip. 
Having described my improvement, what I 

claim to be new, and desire to secure by Let 
ters Patent of the United States, is—‘ 

In an electrical hand-cord tip, the combina4 
tion, with the body A, having an internally 
screw-threaded projection, and the recesses B 
O,-of the clamp F and screw E, substantially 
as set forth. 

In testimony whereof I have hereunto sub 
scribed my name. 

H. J. SWAR'I‘S. 

Witnesses : 
' F. T. ZEHNER, 

H. E. BASKERVILLE. 
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