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To aZZ whom it may concern.- _ _ 
Be it known that I, J AOOB DIoK, of Jersey 

ville, in the county of Jersey and State of Illi 
nois, have invented a new and Improved Portal 
ble Elevator; and I do hereby declare that the 
following is a full and exact description of the 
same,"reference being had to the accompany 
ing drawings, and to the letters of reference 
marked thereon. . ~ 

My invention relates to an improved porta 
ble elevator designed to be used instead of an 
ordinary ladder and scaffold, particularly for 
painting buildings. and picking fruit, my ob 
ject being to provide a platform sufficiently 
large for one or more persons to stand upon, 
with room for tools, material, and such other 
things as may be required, said platform be 
ing provided with mechanism for its elevation 
and descent. _ 

My invention further consists in providing 
novel means for adapting the frame or base of 
the elevator to the unevenness of the ground, 
so as to give to the whole structure the requi 
site stability. ' 

WVith these ends in view' my invention con 
sists in certain details of construction and com 
binations of parts, fully explained in the fol~ 
lowing speci?cation, and illustrated in the ac 
companying drawings, in which- 
Figure 1 is a side elevation of the device 

having one of the wheels removed to exhibit 
more fully the frame. Fig. 2 is a plan view 

' of the same. 
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In the drawings, A represents a frame of 
cubical form supported upon wheels 0 and 
having secured to each side thereof a vertical 
bar, 13, provided with a longitudinal slot, 12. 
Pivoted at each corner of the frame A, so as 
to vibrate freely upon a vertical axis, is a bar, 
d, having a slot, 0, in which slides a block, e, 
from which proj ects obliquely downward a bar 
or shore, g, the lower end of which is pivoted 
in a shoe, f. 
In the lower side bars of the frame A are 

horizontal slots h, in which slide freely the. 
pins in the ends of lower bars of an ordinary 
lazy-tong movement, 2', the two lower pins, q 
q’, in the central part of each of the lower two 
pairs of bars being made suf?ciently long to 
project laterally into the slots b in the bars B, 
in which they slide, and thus preserve the ver 

ticality of the ‘lazy-tongs. Supported upon 
the top of said lazy-tong structure (see Fig. 2) 
is a- platform, 0, provided with a long horizon 
tal screw, J, actuated by a hand-wheel, is, said 
screw having a nut, r, secured in the cross-bar 
Zofthelazy-tong movement, as shown in Fig. 2. 

It will be observed that the bars d are aper 
tured for the reception of pins m, which pass 
through the sliding blocks 6, and thus secure 
the latter at any required altitude, while the 
shoes f vibrate freely about the pins n, and 
thus adapt themselves to the surface of the 
ground, giving to the whole structure the req‘ 
uisite stability to insure safety. _ 
Supposing the elevator to have been brought 

upon its wheels into position for use, all the 
four blocks 6 are lowered until the shoesf rest. 
upon the ground, in which position they are 
retained by the pins m, the bars d being turned 
about their axes to such‘ a position as the sur~ 
face of the ground and the stability of the 
elevator may require. The operator having 
taken his position upon the platform 0, the 
hand-wheel 7c is turned, and with it the screw 
J, so as to draw the cross-bars Z Z’ toward each 
other, as indicated by the arrows 1 1 in Fig. 2. 
This draws together the ends of the crossed 
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side bars of the lazy-tong structure and ele- ' 
vates the platform to the required height. 
The descent of the platform is effected by sim 
ply turning the hand-wheel in the opposite 
direction. 
Having fully described my invention, what I 

claim, and desire to secure by Letters Patent, 
1s~—~ ‘ 

In a portable elevator, the combination, 
with the base-frame thereof, of the pivoted bars 
d, having slots 0 and pins m, and the sliding 
blocks 6, in which are secured bars g, having 
shoes f, pivotally secured to the lower ends 
thereof, all constructed and adapted to oper 
ate substantially as and for the purpose set 
forth. 
In testimony that I claim the foregoingIhave 

hereunto set my hand this 22d day of October, 
1887. 

JACOB DICK. 

Witnesses: - 

SILAs BATES, 
JOHN F. CHAPMAN. 
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