
States ml [191 llnite 
Mortensen ’ 

[11] 3,822,783 
[45] Ju1y9,1974 

[54] DISPLAY HOLDER OR SALES UNIT 

[76] ' Inventor: Louis Aackersberg Mortensen, 
Petersholm, Hillerodvej 1, 
DK-3480, Fredensborg, Denmark 

[22] Filed: Mar. 22, 1972 

[21] Appl, No.: 237,143 7 V 

[30] Foreign Application Priority Data 
Mar. 22, 1971 Denmark ....................... ..l37571 

'[52] us. Cl ............ 206/223, 206/231, 206/305, 
206/471, 206/329 

[51] Int. Cl ..................... .................... .. B65d 73/00 

[58] Field of Search ............ .. 206/80 R, 47 R, 65 A; 
211/60 A, 69.], 69.8; 33/178 B; 85/71 

[56] References Cited 
UNITED STATES PATENTS 

689,667 12/1901 Blakeslee ..................... .. 211/699 X 
2,007,224 7/1935 Stoekle .................... .. 211/60 A UX 

2,819,792 1/1958 Margulis 2,899,078 8/1959 Magnus ....... .. 2,933,917 ‘4/1960 Puckett et al. .................. .. 33/178 B 

3,048,268 8/1962 Rocchi et al. ................... .. 206/65 F 
3,381,566 5/1968 Passer ................................... .. 85/71 
3,416,650 12/1968 Mortensen ...................... .. 206/47 R 
3,703,234 11/1972 Howard ........................... .. 206/78 B 

FOREIGN PATENTS OR APPLICATIONS 

322,103 7/1957 Switzerland ..................... .. 206/65 A 

/0 

\ 

Primary Examiner—-Leonard Summer 
Attorney, Agent, or Firm-Robert E. Burns; Emman 
uel J. Lobato; Bruce L. Adams 

[ 5 7] ABSTRACT 
The invention relates to a display holder for holding 
elongated objects, for example substantially cylindri 
cal screw anchoring devices, drills, etc., and to a sales 
unit comprising such display holder in which objects 
of the said type are mounted. The display holder com 
prises a sheet or plate member, such as a cardboard 
member which may carry advertising and/or informa 
tive printed matter, and a holder member having an 
abutment part engaging one side of said sheet or plate 
member and one or more transverse parts extending 
through slots or openings in the plate member and 
being adapted to retain elongated objects adjacent to 
the other side of the plate member. The holding mem 
ber is preferably formed as a channel member with 
spaced parts extending through said slots or openings 
in the plate member. Furthermore, these ?ange parts 
may be provided with holes or‘pairs of projections de— 
?ning recesses between them for resiliently receiving 
and retaining said elongated objects adjacent to said 
second side of the plate member. When retained by 
the holding member these objects prevent the holding 
member from being separated from the plate member. 

6 Claims, 2 Drawing Figures 
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DISPLAY HOLDER OR SALES UNIT 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a display holder or 

packaging for elongated objects arranged or retained 
on or adjacent'to the surface part of a sheet or plate 
member which may for example carry illustrating or in 
formative printed matter. The invention also relates to 
a sales unit comprising a holder of the said type and one 
or more elongated objects arranged or mounted 
therein. 1 . ‘ 

2. Description of the Prior Art 
Numerous packagings and display holders of that 

general type are known. Most of them, however, are 
made by folding a specially shaped or contoured blank 
of cardboard or a similar bendable sheet material. 
However, the prior art also comprises sales units con 
sisting of a cardboard plate and one or more objects ar 
ranged on one side thereof and retained thereon by 
means ‘of a ?lm or layer of a transparent plastics mate 
rial wrapped and/or crimped around said objects and 
bound to the cardboard member. 
Some of these known display holders and sales units 

are rather complicated to produce, and others suffer 
from the drawback that it is difficult for the purchaser 
of a sales unit to remove or separate the purchased ob 
jects from the holder or unit. Furthermore, it may be 
difficult or impossible for the purchaser or user to rein 
sert a removed object in the holder or sales unit. 

SUMMARY OF THE INVENTION 

According to the invention a display holder for one 
or more elongated objects has been provided, said 
holder comprising a sheet or plate member having wall 
parts de?ning one or more slots or openings therein, 
and separate holding means having an abutment sur 
face for engaging a ?rst side of said sheet or plate mem 
ber and object retaining means extending transversely 
to said abutment surface and through said slots or 
openings, said retaining means being adapted to re 
ceive and retain said objects in a position adjacent to 
the second side of the plate or sheet member opposite 
to said ?rst side thereof. 
The said holding means may comprise a channel 

member having spaced ?ange parts extending through 
said slots or openings, and the elongated objects may 
for example be retained in holes or bores in said ?ange 
parts. Alternatively, each ?ange part may comprise one 
or more pairs of spaced projections, each pair of pro 
jections being adapted to receive and resiliently hold an 
elongated object between them. In the latter case, an 
object may be retained by each pair of projections 
which function as a clip or clamp. It is to be understood 
that although the elements of the display holder ac 
cording to the invention, viz, the sheet or plate member 
and the holding means or channel member, are prefera 
bly separate elements they are locked together when 
one or more elongated objects have been inserted in 
the retaining means or ?ange parts extending through 
the slots or openings in the plate mmeber. If desired, 
the abutment surface or web part of the channel mem 
ber may be bound to the adjacent surface parts‘ of the 
sheet or plate member, for example by gluing. 
The sheet or plate member is preferably of a type car 

rying printed matter such as instructions of use, trade 
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marks, etc. The plate member may consist of a single 
layer of cardboard or paper or any other material. A] 
ternatively, it may form part of a folder or a pamphlet. 

BRIEF DESCRIPTION OF THE DRAWING 

The invention will now further described with refer 
ence to the accompanying drawing wherein 
FIG. 1 shows a perspective view of a ?rst embodi 

ment of the sales unit or display holder according to the 
invention containing screw anchoring‘ devices or ex 
pansion bolts, and ‘ 
FIG. 2 shows a cross-sectional view of a second em 

bodiment. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

' The sales unit shown in FIG. 1 comprises a sheet or 
plate 10 which is preferably made from pasteboard or 
cardboard and which may be provided with printed 

- matter (not shown) such as illustrations, advertising, 
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instructions of use, trademarks, etc. The plate 10 is 
provided with two slits or slots 11, and the ?ange parts 
of a channel member 12 preferably made of plastics, 
metal, or another resilient material .are extending‘ 
through the slots 11 whereas the web part of the chan 
nel member 12 engages the back of the plate 10. The 
?ange parts of the channel member 12 is provided with 
partly circular recesses 13 and intermediate slots 14. 
Elongated sales objects which may for example be 
screw anchoring devices or expansion bolts 15 as 
shown in FIG. 1 may be pressed into and received in 
the recesses 13 whereby projections or ?ngers 16 de 
?ned between the recesses 13 and the slots 14 are 
pressed towards each other, whereby a ?at key-shaped 
measuring member or gauge having been placed in the 
slot 14 beforehand may be safely retained therein. The 
key-shaped member 17 may for example be used for 
determining the thickness of the plate or panel in which 
the anchoring members or expansion bolts 15 are to be 
mounted whereby it may be checked whether the ex 
pansion bolts are of a type suitable for use in connec 
tion with the plate or panel, thickness in question. It will 
be appreciated that the part of the plate or sheet 10 be 
tween the slots 11 is being sandwiched between the 
web part of the channel member 12 and the sales ob 
jects or screw anchoring devices 15. Therefore, it is un 
necessary to bind the channel-shaped member 12 to 
the plate 10 by gluing or in any other manner. 
Whereas the embodiment shown in FIG. 1 is pro 

vided with recesses 13 for receiving only two expansion 
bolts or screw anchoring devices 15 the embodiment 
shown in FIG. 2 is provided with ?ve such recesses in 
each ?ange part. It should be understood that the sales 
unit or display holder according to the invention may 
be provided with any number of recesses 13 and pro 
jections or ?ngers l6, and these projections and reces 
ses may, of course, be shaped in several other manners 
than shown in the drawing. Furthermore, it should be 
understood that the sales unit or display holder accord 
ing to the invention may be used for receiving and re 
taining elongated objects of any type, such as rod 
shaped members having a circular, rectangular orany 
other cross-section. 
When the sales unit or display holder is adapted to 

receive and retain screw anchoring devices or expan 
sion bolts as shown on the drawing the web part of the 
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channel member 12 may contain circular holes or 
bores 18 (FIG. 2) sewing as gauges for facilitating se 
lection of the correct diameter of a drill to be used for 
boring the holes or bores in which the expansion bolts 
are to be mounted. 

It should be understood that even though the present 
invention has mainly been described in relation to sales 
units the principles of the invention may also be used 
in connection with display holders from which the elon 
gated objects are successively removed when they are 
being sold. It will also be appreciated that various 
amendments and modi?cations of the embodiments 
shown on the drawing may be made without departing 
from the scope of the invention as de?ned in the ap 
pended claims. As an example the plate or sheet 10 
may have any other outline than that shown, and each 
?ange part 12 may be shaped in such a manner that 
each elongated object 15 need only be received in one 
recess 13 and not in two aligned recesses as shown in 
FIG. 1. 

I claim: 
1. In combination: at least two elongated screw an 

chors each receivable in use in a bore; a gauge for gaug 
ing the transverse width and the depth of the bore in 
which each screw anchor is received comprising an 
elongated ?at member; and means for holding said 
screw anchors side-by-side and spaced from each other 
and for holding said gauge therebetween comprising at 
least two pair of substantially aligned spaced apart pro 
jections each pair having portions extending towards 
one another and de?ning a recess receiving therein one 
screw anchor and means de?ning a slot between each 
pair of adjacent projections receiving and holding said 

20 

25 

35 

40 

45 

55 

60 

65 

4 
gauge therein. 

2. A combination according to claim 1, wherein said 
means for holding comprises a plate having means 
therein de?ning at least one slit and means including 
said two pair of spaced apart projections and said slot 
inserted in said slit on one side of said plate and extend 
ing from said plate for resiliently holding said screw an 
chors and said gauge on the other side of said plate. 

3. A combination according to claim 2, wherein said 
means for resiliently holding said screw anchors and 
said gauge comprises a ?rst member extending through 
said slit at said other side of said plate and having said 
two pair of spaced apart projections connected thereto. 

4. A combination according to claim 3, wherein said 
means for resiliently holding said screw anchors and 
said gauge further comprises a second member extend 
ing through a second slit in said plate and having at 
least two pair of spaced apart projections and means 
de?ning a second slot therebetween opposite the ?rst 
mentioned two pair of spaced apart projections and 
said ?rst-mentioned slot respectively and aligned there 
with and a connecting member ?xed to both said first 
and second members and abutting with said one side of 
said plate when said ?rst and second members are re 
ceived in said slits. 

5. A combination according to claim 2, wherein said 
plate comprises cardboard. > 

6. A combination according to claim 2, wherein said 
means for resiliently holding said screw anchors com 
prises plastic. 
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