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PILASTER AND WALL PARmroN 
COMBINATION 

OBJECTS OF THE INVENTION 

It is an object of the invention to provide an im 
proved‘ trim strip and pilaster. ' 
Another object of the invention is to provide an im 

proved combination pilaster and panel for providing 
partitions and dividing an area. 
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thereto. The ?anges 22 have round grooves 25 that re 
ceive the beads 24, which are round in cross section, on 
the pilaster and the beads 26 are square in cross section 
and are received in the square grooves 27 in the pilas 
ter. The ?anges 22 also have inclined surface 28 be 
tween the round groove 25 and the square bead 26. A 
ledge 33 in the form of a bead extends inwardly from 
the legs and abuts against the end 23 de?ning the 
groove 27. 

Another object of the invention is to provide an im- 10 Head rail 13 has an intermediate web 35 and spaced 
proved extrusion and trim strip that is simple in con 
struction, economical to manufacture, and simple and 
efficient to use. - 

Another, object is to provide an improved pilaster to 
support a partition. 
With the above and other objects in view, the present 

invention consists of the combination and arrangement 
of parts hereinafter more fully described, illustrated in 
the accompanying drawings and more particularly 

legs 36 disposed vertically and generally parallel to 
each other. Pilaster 11 ?ts into the head rail 13 be 
tween the spaced legs 36 and abutsagainst the shoul 
ders 37. 
The foregoing speci?cation sets forth the invention in 

its preferred practical forms but the structure shown is 
capable of modi?cation within a range of equivalents 
without departing from the invention which is to be un 
derstood is broadly novel as is commensurate with the 

pointed out in the appended claims, it being under- 20 appended claims. 
stood that changes may be made in the form, size, pro 
portions, and minor details of construction without de 
parting from the spirit or sacri?cing any of the advan 
tages of the invention. . ‘ 

GENERAL DESCRIPTION OF THE DRAWINGS 
FIG. 1 is a side view showing a partition partly sup 

ported on an improved pilaster and head rail. 
FIG. 2 is a side view of the pilaster separated from the 

partition. ‘ ‘ 

FIG. 3 is a cross-sectional view taken on line 3-3 of 
FIG. 1. I I I I‘ 

FIG. 4 is an enlarged cross sectional view of the trim 
strip. ‘ ' 

FIG. 5 is a cross sectional view of the pilaster and 
trim strip taken on line 5-5 of FIG. 2. 
FIG. 6 is a cross sectional vview taken on line 6-—6 of 

FIG. 1. 

DETAILED DESCRIPTION OF THE DRAWINGS 

Now with more particular reference to the drawings, 
the partition shown is for ‘ use in rest rooms, wash 
rooms, and the like. These partitions are usually made 
up of panels such as 12 and they may have a head rail 
13 supported above them and a pilaster 11 supporting 
the front part of the panel. The panel l2.disclosed is 
supported on the wall by brackets 14 having fasteners 
17 passing through the panel. The panel is spaced 
above the floor 15 and below the head rail 13 which 
may be spaced from the ceiling of the room. 
The pilaster and head rail may each be made of ex 

truded aluminum or other suitable material. The pilas 
ter has a foot 16 engaging the ?oor 15. The panel has 
the spaced side sheets 18 which are disposed parallel to 
each other and which are received between the U 
shaped legs 30 of the extrusion. Trim strips 20 are re 
ceived over ends 32 of the side sheets 18 and provide 
a ?nished edge around the perimeter of the panel 12. 
The spaced legs 30 of the extrusion are connected to 
gether integrally by the web 29 and the trim strips 19 
are supported between the legs 30 of the pilasters, both 
above and below the panel. 
The trim strips 19 have inclined surfaces 31 which 

engage the panel both above and below. The panel 12 
is also attached to pilaster 11 by screws 34. The trim 
strips 19 have an intermediate web part 21 and ?anges 
'22 extending therefrom generally perpendicular 
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The embodiments of the invention in which an exclu 
sive property or privilege is claimed are de?ned as fol 
lows: , ' ' 

1. A partition comprising 
a panel having two ?at sides generally parallel to 
each other and a first edge and a second edge, 

means for attaching said ?rst edge of said panel to a 
wall, 

said panel being spaced between a ?oor and a ceiling, 

a head rail attached to said wall and spaced above 
said panel, ' 

said head rail having spaced legs, 
a pilaster, 
said pilaster having two spaced sides generally paral 

lel to said ?at sides of said panel and parallel to 
each other and an open edge and a closed edge, 

said spaced sides of said pilaster being integrally con 
nected together by a web member, 

said web member extending from the top of said pi 
laster to the bottom of said pilaster, 

said second edge of said panel being received be 
tween said spaced sides of said pilaster with said 
sides of said panel disposed in planes generally par 
allel to-said sides of said pilaster,‘ - 

and two trim strips disposed in said open side of said 
pilaster and extending from said panel upward to 
said head rail and downward from said panel sub 
starrtially to said ?oor, 

means holding said trim strips in said pilaster, 
said means holding said trim strips to said pilaster 
comprising spaced ?anges on said trim strip ex 
tending generally perpendicular thereto, 

said ?anges being disposed between said legs of said 
pilaster, 

said upper end of said pilaster being received be 
- tween said spaced legs of said head rail. 
2. The combination recited in claim 1 wherein said 

means holding said trim strip and said pilaster com 
prises 
spaced beads on said pilaster, 
and spaced grooves on said trim strip, 
said spaced grooves receiving said beads on said 
?anges. 

3. The combination recited in claim 2 wherein said 
beads are round in cross section and said ?rst men 
tioned bead is square in cross section, 
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and an inclined surface on each of said legs of said 
trim strip between said grooves extending between 
said grooves, ' 

said inclined surface on said flanges adjacent said 
beads extends toward the end of said ?anges and 
toward the center of said trim strip. 

4. The combination recited in claim 1 wherein said 
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4 
head rail comprises an intermediate web and two 
spaced legs disposed perpendicular to said web and 
‘generally parallel to each other, 

the sides of said pilaster being disposed between the 
legs of said head rail and abutting against the said 
web portion. 

* * * * * 
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