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DESTRUCTION RESISTANT TAG 

BACKGROUND OF- THE INVENTION 

This invention relates to tags and the like and more 
particularly to durable weather resistant tags. 
Tags of various sorts have been used for labeling ob 

jects, and particularly goods in storage, for many years. 
The ubiquitous paper or cardboard tag has customarily 
been used for labeling goods both indoors and out 
doors. Such cardboard tags are usually satisfactory for 
labeling in indoor locations in warehouses and the like. 
Cardboard tags frequently become‘ illegible within a 
very short time in outdoor locations, however, often re 
sulting in serious question as to the identity of the 
goods which the tags supposedly were to identify. 
Large metal articles or bundles such as coils of steel 
wire or the like are often stored in outdoor locations 
prior to use. Illegibility of the marking tags can on such 
products have very serious consequence since one type 
of wire may have very different properties from an-_ 
other which appears to the naked eye to be the same. 
The customary periodic inventory of such stored prod 
ucts also becomes very dif?cult, if not impossible, if the 
labeling tags become illegible through exposure to the 
weather. 7 . 

Various attempts have been made to alleviate the 
problem of illegible tags by making the tags of materials 
more durable when exposed to the vicissitudes of 
weather than the customary cardboard tag. Thus tags 
have been made from plastic, metal, plastic coated 
paper and various other substances. Attempts have also 
been made to construct a tag from several materials 
laminated together. For example a thin ferrous metal 
sheet has been secured to a backing of a thin plastic 
sheet such as polyethylene or the like. 
One noteable example of an attempt to make a 

weather resistant, durable, yet easily markable tag is 
disclosed in U.S. Pat. No. 1,458,155 issued in 1923 to 
Shreeve. Shreeve used a thin copper strip as his tag. 
The copper was easily embossable with a stylus and re 
sistant to destruction. A backing of friction tape in one 
embodiment of the Shreeve tag enabled the tag to be 
adhered to the object, such as a military'signal wire, 
which was to be labeled. 
Another noteable tag is disclosed in U.S. Pat. No. 

3,828,454 ' 

25 

35 

40 

45 
1,462,220 issued in 1923 to Wiegandt for a ferrous , 
sheet metal tag coated with a light colored paint to en 
able the tag to be easily written upon. 
Likewise U.S. Pat. No. 2,768,460 issued in 1956 to 

Northrup discloses a label or tag composed of a thin 
aluminum foil laminated to a paper backing and coated 
on both sides with a lacquer coating to provide a thin 
?exible label. 
-While the prior art tags have each been useful in the 

particular area for . which they have been designed, 
each has had serious drawbacks which have prevented 
it from widely replacing the older cardboard tag even 
in weather exposed locations. ' 
A tag for use in outdoor locations should have the 

following characteristics: I 
a. durability, 

1. weather resistance, 
2. resistance to physical damage, 

b. imprintability, » 

l. easily marked with normal writing implements, 

‘ 2. durability of legible imprint,_ 
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2 
c. suitability for mass production at low unit cost. 
Each of the prior art tags has lacked one or more of 

the foregoing characteristics. For example, ferrous" 
sheet metal tags because of their hardness often require 
a special embossing implement such as a typewriter 
having carbide tipped keys to emboss a permanent leg 
end in the metal, and, while more weather resistant 
than cardboard, are both corrodable and subject to 
tearing upon impact. 

Difficulty has also been encountered in manufactur 
ing tags adequately reinforced against tearing about 
any tie wire ori?ces in the tag. The usual metal eyelets 
or cardboard patches are either too bulky to pass 
through high speed printing machinery or the patches . 
are not strong enough to adequately reinforce the tags. 
One noteable attempt to remedy thisproblem is dis 
closed in U.S. Pat. No. 2,545,505 issued in 1951 to 
Wall. Wall uses internal metal reinforcing elements 
around perforations in a cardboard tag in place of the 
usual metal or ?ber grommet. Wall states that the ?at 
internal metal reinforcement under the outer layers of 
the tag leaves a relatively smooth and uniform surface 
upon the tag which does not interfere with printing of 
the tag in an automatic press. Unfortunately the inter 
nal reinforcing arrangement of Wall, while effective to 
reinforce the tag, is somewhat cumbersome to manu 
facture. 

SUMMARY OF THE INVENTION 

The foregoing disadvantages of prior tags have now 
been obviated by the tag of the present invention which 
is formed from a relatively thin soft corrosion resistant 
metal laminated to a cross woven ?berglass backing. 
The metal has a painted surface which can be marked 
or written upon with a normal writing instrument such 
as a pencil or ball point pen. The soft metal is easily em 
bossed by the manual pressure of writing so-that a per 
manent embossed legend is formed. The ?berglass 
backing provides additional corrosion protection to the 
opposite side of the tag, a resilient backing which al 
lows the superimposed metal sheet to be easily in 
dented with near normal writing pressure with a pencil 
or ball point pen, and, most important, tear resistance 
for the composite tag in all directions. 

Preferably the composite laminated tag of this inven 
tion is combined with a reinforcing patch surrounding 
any tie ori?ces and formed from a thin metal sheet lam~ 
inated to a woven reinforcing backing with the backing 
adhered to the'tag. The combined tag and reinforced 
patch provide an extremely tear resistant tag in the vi 
cinity of any ori?ces in the tag and the tag will easily, 
pass through high speed automatic printing equipment. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 depicts a tag made in accordance with the 
present invention. 
FIG. 2 is a cross section of the tag of FIG. 1 along 

2-2. . 

FIG. 3 is a top view of a combined tag and reinforcing 
patch made in accordance with the present invention. 

FIG. 4 is a cross section of the tag of FIG. 3 along 
4-4. ' 
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DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

In FIGS. 1 and 2 there is shown a tag 11 having a 
coating or coated surface 13 adapted for printing or 
writing upon with a writing instrument such as a ball 
point pen or pencil. Surface 13 is comprised of a 
smooth light colored paint or enamel coating such as a 
yellow paint suitable for receiving easily legible im 
prints. The coating 13 is underlain by a relatively thin, 
soft metal sheet 15 having a combined thickness and 
hardness such that the sheet metal may be fairly easily 
indented or embossed by manual writing pressure with 
a pencil or ball point pen. A sheet of aluminum an 
nealed to dead softness or near dead softness and from 
about .002 to .006 inches in thickness is suitable. 
(Dead softness may be de?ned as the softest metallur 
gical structure obtainable with a particular metal.) 
Other soft corrosion resistant metals such as very thin 
annealed stainless steel or the like could also be used. 
A thin copper sheet would be readily embossable but 
would be rather expensive for widespread use. 
Upon the opposite face of the metal sheet 15 from 

the coating 13 there is laminated or adhesively secured 
a backing composed of a cross woven glass ?ber sheet 
17 composed of a layer of woven glass ?ber cloth. The 
sheet 17 may be intimately adhered or laminated to the 
metal sheet 15 with any suitable strong adhesive such 
as a water and/or heat resistant epoxy resin or the like. 
Preferably the adhesive resin serves also as an impreg 
nant for the glass ?ber sheet. The cross woven glass 
fiber is not only completely weather resistant and pro 
vides a resilient backing to facilitate writing upon and 
embossing of the overlying metal sheet 15 but also 
serves to provide tear resistance to the thin metal sheet 
15 in all directions. Thus if the sheet 15 should begin 
to tear because of tensional or impact forces applied to 
it while in use, the tear will quickly reach a glass ?ber 
disposed across the direction of the tear and adhesively 
secured to the surface of the metal so that the tearing 
action is blocked from proceeding farther. In order that 
the tear resistance of the tag shall be approximately 
equal in all directions it is necessary that the ?bers of 
the warp and woof of the glass ?ber cross woven cloth 
shall have approximately equal strengths. By equal it is 
meant that the strength of the warp and the woof ?bers 
shall be within 20 to 30 pounds tensile strength of each 
other. 
The combination of the soft metal and resilient glass 

?ber backing produces tags of great tear and tear out 
resistance upon which information can be printed, em_ 
bossed or debossed either manually and/or mechani 
cally without the need of special marking equipment. 
Pencils, ballpoint pens, typewriters, teletypewriters, 
high speed printers and the like can be used to ef? 
ciently print and simultaneously emboss data upon the 
tags without especially hardened type caps or the like. 
Data may also be impressed into the tags from em 
bossed or debossed credit card type marking apparatus.‘ 

The embossing or debossing (when viewed from the 
opposite side) into the tag greatly increases the reten 
tion of legible data far in excess of the period of legibil 
ity of inks and other similar markings and/or printing 
materials and is very much less susceptible to deterio 
ration not only by weather but also by heat such as ac 
cidental ?re or the like. The backing material not only 

20 

25 

30 

35 

45 

60 

65 

4 
increases the strength and tear resistance of the tag but 
also provides the resiliency which allows the soft metal 
or foil to be embossed or debossed. 

In FIGS. 3 and 4 there is illustrated a preferred com 
bination of the present invention in which a patch 19 
comprised of a thin metal sheet 21 laminated to a 
woven or consolidated backing material 23 is adhe 
sively secured to one side of the tag ll surrounding an 
ori?ce 25 extending through the tag. Preferably the 
patch 19 is secured to the glass ?ber sheet 17 although 
it may also be secured to the metal sheet 15 with good 
results. In each case it is imperative that the backing 
material 23 be positioned against the tag in order to at 
tain a proper reinforcing action. 
Conveniently the patch 19 may be formed from the 

same materials as the tag 11. Such a combined tag will 
have superior properties. However, it is not necessary 
for the patch to be as soft as the tag material and it is 
also not necessary for the backing to be a cross woven 
glass ?ber, although if it is the tag will have additional 
strength and tear resistance in the vicinity of the patch. 
Patch 19 is extremely tear resistant if it is constructed 
with a backing composed of a strong cross woven cloth. 
Such a cloth need not necessarily be composed of ?ber 
glass since the backing upon the patch will be protected 
from the effects of weather by being interposed be 
tween the metal portion of the patch and the tag. 

In FIG. 3 the patch 19 is shown extending completely 
across the back of the tag 11. However, it will be read 
ily understood that the patch may extend only a rela 
tively short distance from the ori?ce and may be any 
shape such as round, square, oval or the like. A round 
patch will normally provide the most all around rein 
forcing with the least material. 
The tensile strength of the woof and the warp of the 

backing of the tag and/or the patch may be between 
about 125 to 175 pounds test pull, up to 500 or more 
pounds test pull. One glass ?ber cloth which has been 
found suitable has a tensile strength of approximately 
140 pounds in one direction and 150 pounds in the 
other direction along the weave. 
We claim: 
1. A durable weather and physical damage resistant 

tag for the reception and permanent retention of legi 
ble labeling information comprising: 

a. a ?rst metal sheet having a hardness and gage such 
that it can be permanently embossed by manual ap 
plication of pressure with a writing instrument, 

b. a second cross woven glass ?ber sheet having a 
substantially uniform tear strength along the warp 
and woof of the weave of the glass ?ber ?rmly lami 
nated to one side of the ?rst sheet and adapted to 
reinforce the ?rst sheet and provide substantially 
equal tear resistance to the ?rst sheet in all direc 
tions and to function as a resilient backing to facili 
tate writing upon and embossing of the ?rst sheet, 
and 

c. a third pigmented coating having a smooth surface 
suitable for marking with a writing instrument on 
the opposite side of the ?rst metal sheet from said 
second glass ?ber sheet. 

2. A tag according to claim 1 wherein the ?rst metal 
sheet is an annealed dead soft aluminum sheet having 
a gage between .002 and .006 inches. 

3. A tag according to claim I wherein the second 
glass ?ber sheet has a warp and a woof having approxi 
mately equal strengths. 
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4. A tag according to claim 1 additionally compris 
mg: 

(1. a coincident ori?ce in said ?rst and 
and 

e. a reinforcement surrounding said ori?ce compris 
ing a laminate of sheet metal and a resin bonded 
?brous sheet secured to said tag through said 
bonded ?brous sheet and an interposed layer of ad 
hesive. 

5. A tag according to claim 4 wherein said ?rst sheet 
is an annealed dead soft aluminum sheet having a gage 

second sheets, 
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6 
between .002 and .006. 

6. A tag according to claim 5 wherein the second 
glass ?ber sheet has a warp and a woof with approxi 
mately equal strengths. 

7. A tag according to claim 6 wherein the reinforce 
ment of (e) is adhered, to the second sheet of the tag. 

8. A tag according to claim 7 wherein the reinforce 
ment is comprised of a lamination of an aluminum 
sheet and a cross woven glass ?ber cloth. 

* * * * =k 


