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SLED LIKE UNIT FOR WINTER RECREATION 

FIELD OF THE INVENTION 

My invention is directed toward a sled like unit which 
can be used by an individual for winter recreation. 

SUMMARY 

The unit comprises a generally elongated horizontal 
runner having an upwardly inclined rounded front end. 
A horizontally elongated support secured to the top 
surface of the runner and extending along the longitu 
dinal center line, the support being spaced from both 
ends of the runner. A generally vertical member is se 
cured at its bottom end to the support and has a gener 
ally horizontal seat secured to its top end. Support 
means extends between the vertical member and the 
support whereby a user can sit upon the seat and ride 
the unit. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the drawings: _ 
FIG. 1 is a perspective of my invention; 
FIG. 2 is a collapsed elevation; and 
FIG. 3 is an extended elevation. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

An elongated generally horizontal elongated runner 
10 has an inclined upwardly extending rounded front 
end 10A and a ?at rear end 108. 
An elongated support 12 is secured to the top surface 

of the runner l0 and extends along the longitudinal 
center line between the front and rear ends. An elon 
gated generally vertical member 14 is pivotally secured 
at its bottom end to the support at a point intermediate 
its ends. A seat 16 is secured to the top, end of member 
14, being either rigidly or pivotally secured thereto. 
Typically member 14 has a longitudinal slot 18 and 

has bifurcated bottom ends. A link 20 has its upper end 
disposed pivotably in the slot adjacent the seat and ex 
tends inclinedly downward and forward to make de 
tachable contact with the front of the support. Manu 
ally operable clip 22 holds the lower end of the link 20 

5 

10 

20 

25 

35 

40 

45 

50 

55 

60 

65 

2 
in place. 
A second link 24 has its upper end pivotally disposed 

in slot 18 below link 20. The link 24 extends inclinedly 
downward and rearward to make detachable contact 
with the rear of the support. Manually operable clip 22 
holds the lower end of link 24 in place. 
By releasing the ends from the clips, the link and 

member can be folded onto the support and runner 
when not in use. 
While I have described my invention with particular 

reference to the drawings, such is not to be considered 
as limiting its actual scope. 
Having thus described this invention, what is asserted 

as new is: 
l. A sled like unit comprising: 
a generally horizontal elongated runner with an up 
wardly inclined rounded front end; 

a horizontally elongated support secured to the top 
surface of the runner and extending along the lon 
gitudinal center line, said support being spaced 
from both ends of the runner; 

a ?rst generally vertical member secured at its bot 
tom end to said support; said member having a lon 
gitudinal slot and bifurcated ends; 

a generally horizontal seat disposed at the top end of 
the member; and 

support means extending between said member and 
the support; 

wherein the said bottom end is pivotally secured to 
the support; 

wherein said means is a linkage which includes two 
inclined links one secured at its upper end to the 
member and extending downward and forward to 
the support, the other secured at its upper end to 
the member and extending downward and rear 
ward to the support; and 

wherein each link is pivotally secured at its upper end 
to the member, the upper end of the second link 
being disposed below the upper end of the first 
link, said support means including additional 
means for detachably securing the lower ends of 
both links to the support. ' 
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