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[57] ABSTRACT 
A holder for items used to apply a temperature differ 

ential to a selected portion of the body of a user in 
cludes a ?rst compartment formed of panels of ?exi 
ble porous material and adapted to receive a heating 
pad therein. A pocket overlies the ?rst compartment 
and is adapted to receive a moist cloth and retain 
same in a position having a center portion thereof ex 
posed and the pocket is formed of an edge portion of 
one of the panels of the ?rst compartment. A second 
compartment overlies the other panel of the ?rst com 
partment and is adapted to receive cold objects, such 
as ice cubes or the like therein, and the second com 
partment is formed by an exterior ?exible porous 
panel secured in overlying relation with the other 
panel of the ?rst compartment. Fastening members 
are mounted on the panels forming the ?rst and sec 
ond compartments for. closing same. Attachment 
members are mounted on the holder for removably 
attaching same to a selected portion of the body of a 
user with either the pocket or the exterior panel of the 
second compartment in engagement with the user. 

10 Claims, 3 Drawing Figures 
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TEMPERATURE DIFFERENTIAL APPLICATOR 
HOLDER 

The present invention relates to heating pad holders 
and more particularly to a holder for items used to 
apply heat or cold to a selected portion of the body of 
a user and which maybe removably attached to the se 
lected portion of the body of a user. - 
The principal objects of ‘the present invention are: to 

provide a holder for items used to apply a temperature 
differential to a selected portion of the body of a user; 
to provide such a holder which will permit movement 
of the user while‘ receiving application of the tempera 
ture differential, such as turning in bed; to provide such 
a holder adapted to apply moist heat to a selected por 
tion of the body of a user; to provide such a holder 
which is removably attached to a selected portion of 
the body of a user with either side thereof in engage 
ment with the user. , 

Other objects and advantages of this invention will 
become apparent from the following description taken 
in connection with the accompanying drawings 
wherein are set forth by way of illustration and example 
certain embodiments of this invention. 
The drawings constitute a part of this speci?cation 

and include 'anexemplary embodiment of the present 
invention and illustrates various objects and features of 
the heating pad holder. . 
FIG. 1 is a side elevational ‘view of a holder for items 

used to apply heat or cold to a selected'portion of the 
body of a user and embodying features of the present 
invention. 1’ ' 

FIG. 2 is an enlarged longitudinal sectional view 
taken on line 2—2, FIG. 1. 
FIG. 3 is a side elevational view of a bag for cold 

items and which is adapted to be received in the holder. 

Referring more in detail to the drawings: . c 
As required, detailed embodiments of the ‘present in 

vention are disclosed herein, however, it is to be under 
stood that the disclosed embodiments are merely exem 
plary of the invention which may be embodied in vari 
ous forms. Therefore, speci?c structural and functional 
details disclosed herein are not to be interpreted as lim 
iting, but merely as a basis for the claims and as a repre 
sentative basis for teaching one skilled in the art to vari 
ously employ the present invention in virtually any ap 
propriately detailed structure. _ ' 

In the disclosed embodiment of the present inven 
tion, the reference numeral 1 generally designates a 
holder for items used to apply a temperature differen 
tial to a selected portion of the body of auser (not 
shown). In the illustrated structure, the holder 1 in 
cludes a ?rst compartment 2 formed of ?exible porous 
(fabric) panels 3 and 4 and the ?rst compartment2 is 
adapted to receive. a hot water bottle, heating pad, or 
the like (not shown) therein. A pocket 5 overlies the 
?rst compartment 2 and is adapted to receive a liquid 
containing or vapor. producing member, such as a moist 
cloth, (not shown) and-retain same in a position having 
a center portion of the moist cloth exposed. The pocket 
5 is formed of an edge portion 6 of one of the panels, 
for example panel 3, of the ?rst compartment 2. Av sec 
ond compartment 7 overlies the other panel-4 of the 
?rst compartment 2 and is‘a'dapted to receive cold ob 
jects, such as ice cubes or the like (not shown) therein 
and the second compartment 7 is formed by an exterior 
fabric panel 8 secured in overlying relation with the 
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other panel 4 of the ?rst compartment 2. Fastening 
members 9 and 10 are mounted on the panels forming 
the ?rst and second compartments 2 and 7 respectively 
for closing same‘ and retaining the respective items 
therein. Attachment members 11 are mounted on the 
holder 1 for removably attaching same to a selected 
portion of the body of a user with either the pocket 5 
or the exterior panel 8 of the second compartment 7 in 
engagement with the user. . 

The holder 1 may be any desired shape for conform 
ing to selected body portions. The holder 1 is illustrated 
as generally square or rectangular with the panels 3 and 
4 de?ning the ?rst compartment 2 being positioned in 
facing relation and preferably formed of multi-layered 
material. One layer of the‘panels 3 and '4 preferably is 
formed of a non-woven, water repellent ?exible fabric, 
such-as plastic, rubber, or the like, and the other layer 
is a fabric of cotton, wool _or other cloth bonded 
thereto. In the illustrated structure, the cloth fabric lay 
ers of the panels 3 and 4 are in facing relation whereby 
the heating pad is in engagement with the cloth fabric 
layers when in the ?rst compartment 2. 
The generally rectangular panels 3 and 4 are suitably 

joined together along certain peripheral edges thereof, 
for example, stitched together along certainside edges _ 
thereof with a side edge portion being open to provide 
an access opening 12 to the ?rst compartment 2. The 
access opening 12 is closed by the fastening members 
9 to retain a hot water bottle, heating pad or the like 
(not shown) within ‘the ?rst compartment 2. Any suit 
able means may be employed for closing the access 
opening 12, such as a zipper, a plurality of spaced 
snaps,-cooperating hook and loop tape fasteners, or the 
like. . , 

The pocket 5 is formed on the exterior side of one of 
the panels, for example, panel 3, and in the illustrated 
structure, the exterior side of the panel 3 is the non 
woven layer of water repellent material. The edge por 
tion 6 is positioned in overlying relation with the panel 
3 and is also a multi-layered'material with a non-woven 
?exible fabric layer of water repellent materal in facing 
relation with the non-woven ?exible fabric layer of 
water repellent material of the panel 3. The edge por 
tion 6 has a cloth fabric on the exterior side thereof. 
The edge portion 6 preferably has a reinforcing fabric 
14 positioned between the non-woven fabric layer and 

_ the cloth fabric layer to thereby increase the strength 
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of the edge portion 6 and better retain peripheral edge 
portions of the moist cloth or towel (not shown) within 
the pocket 5. _ 

The exterior fabric panel 8 forming the second com 
partment 7 is also preferably a multi-layered material 
having a non-woven fabric layer of water repellent ma 
terial in facing relation with the non-woven fabric layer 
of water repellent material of the other panel 4. The ex 
terior fabric panel 8 is illustrated as having a cloth fab 
ric layer on the exterior side thereof whereby the exte 
rior side of. the second compartment 7 may be placed 
in engagement with a selected portion of the body of 
the user. ‘ 

i 'The exterior fabric panel 8 is illustrated as a rectan 
gular panel stitched to the panels 3 ‘and 4 of the ?rst 
compartment 2 and also stitched along the same three 
side edges thereof with the fourth side being open to 
form an access opening 15 to the second compartment 
7 which is adjacent the access opening 12 to the ?rst 
compartment'2. » v ' 
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The fastening members 10 are preferably substan 
tially moisture proof to permit ice cubes or the like to 
be placed in the- second compartment 7 and remain 
therein for an extended period of time while the holder 
1 is in engagement with a selected portion of the body 
of a user. The fastening members 10 are substantially 
similar to the fastening members 9 of the ?rst compart 
ment 2 except that the fastening members 10 are pref 
erably continuous across the access opening 15. 

' The second compartment 7 is particularly adapted to 
receive therein a bag 16 adapted to contain coldob~ 
jects, such as ice cubes, or the like, and the bag 16 is - 
preferably formed of ‘non-woven ?exible fabric, such as 
plastic, rubber or the like, which is substantially resis 
tant to passage of moisture therethrough. The bag 16 
has an access opening 17 to permit placing of cold ob 
jects, such as ice cubes, or the like, therein and there 
are suitable fastening'rnembers 18 mounted on the bag 
16 at the access opening 17 thereof for closing same to 
retain the cold objects therein. ' ' ' 

The attachment members 11 mount the holder 1 on 
a selected portion of the body of a user with either the 
pocket 5 or the exterior panel 8 of the second compart 
ment 7 in engagement with the user. In the illustrated 
structure, loops 19 are positioned at corners of the 
holder 1 and are suitably secured thereto, as by stitch 
ing. A respective ring member 20 is mounted in each 
of the loops 19 and each ring member 20 has one end 
of a strap portion .21 secured thereto, as by stitching. 
The strap portions 21» each have the free end portions 
thereof adapted to be connected together with suitable 
fastening members 22. - > > 

The materials of the holder 1 are each electrical insu 
lators whereby the body of the person using the holder 
1 is protected against accidental electrical shock, such 
as due to a possible short circuit of an electrical heating 
pad (not shown). _ 
The holder 1 may be mounted on any desired portion 

of the body of a person and may include one or more 
intermediate attachment members 25 adapted to ex 
tend around the desired portion of the body. The inter 
mediate attachment members 25 each include a pair of 
opposed loops 26 and 27 positioned at respective oppo 
site side edges of the holder 1 and are suitably secured 
thereto, as by stitching. Ring members28 and 29 are 
mounted in the loops 26 and 27 respectively and each 
of the ring members 28 and 29 has one end of strap 
portions 30 and 31 respectively secured thereto, as by 
stitching. The strap portions 30 and 31 each have the 
free end portions thereof adapted to be connected to 
gether with suitable fastening members 32, such as 
hook and loop tape fasteners or the like. 

In using a holder constructed as illustrated and de 
scribed for the application of heat to the body of a user 
includes placing a heating pad, hot water bottle, or the 
like (not shown) in the ?rst compartment 2 and closing 
the access opening 12 thereto. When it is desired to 
combine theapplication of heat with moisture, a suit 
able moist cloth, such as a wet towel or the like, is 
placed in the pocket 5 and the holder 1 is attached to 
the selected portion of the body of the user where heat 
is desired by means of the attachment members 11. 
When it is desired to apply cold to a selected portion 
of the body of a user, such as for bruises, headaches, 
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fever, or the like, the cold ObJ?CtS, such as ice cubes, 
are placed in the second compartment 7 or in the bag 
16 which is then placed in the second compartment 7 

4 
and the exterior side of the exterior fabric panel 8 is po 
sitioned in engagement with the respective portion of 
the body of the user and the attachment members ll 
are connected together around the body of the user. 

It is to be understood that while We have illustrated 
and described one form of our invention, it is not to be 
limited to the speci?c form or arrangement of ‘parts 
herein described and shown. 
What we claim and desired to secure by Letters Pa 

tent‘ is: _ . > I 

1. A differential temperature applicator holder for 
attachment to a portion of the body of a user and com 
prising: 

a. a compartment adapted to receive a temperature 
differential applicator therein, said compartment 
being de?ned by a pair of facing ?exible panels 
joined together along certain respective peripheral 
edges thereof, said compartment having an access 
opening thereto; 

b. a pocket in overlying relation with said compart 
ment and de?ned by an edge portion of one of said 
panels, said edge portion extending from the pe 
ripheral edge of said one panel, said pocket being 
adapted to retain edge'portions of a vapor produc 
ing member in a position having a center portion 
thereof exposed; 

c. means mounted on said facing ?exible panels adja 
cent the access opening to said compartment for 
closing same to retain said temperature differential 
applicator therein; and 

d. means mounted on said panels for removably at 
taching one of said compartment and said pocket 
to a selected portion of the body of the user, said 

I - pocket being in a position having the vapor produc 
ing member in engagement with the body of the 
user. 

2. A differential temperature applicator as set forth 
in claim 1 wherein: 

a. said one of said pair of panels is formed of a non 
woven ?exible material whereby said one panel is 
substantially resistant to passage of moisture there 
thorugh; and 

b. said edge portion of said one panel has a covering 
of cloth fabric engageable :with the body of the 
user. 

3. A differential temperature applicator as set forth 
in claim 1 including: 

a. a second compartment in overlying relation with 
said ?rst named compartment and adapted to re 
ceive cold objects therein, said second compart 
ment having an access opening thereto; and 

b. means mounted on said second compartment adja 
cent the access opening thereto for closing same to 
retain the cold objects therein. 

4. A differential temperature applicator as set forth 
in claim 3 wherein: " 

a. said second compartment is defined by a pair of 
, facing ?exible panels; and 

b. said pair of panels are formed of a non-woven ?ex 
ible material whereby said second compartment is 
substantially resistant to passage of moisture into 
and out of said second compartment through said 
panels de?ning same. 

5. A differential temperature applicator as set forth 
in claim 4 wherein: - 

a. said‘ one of said pair of panels de?ning said first 
named compartment is formed of ‘a non-woven 
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?exible material whereby said one panel is substan 
tially resistant to passage of moisture therethro'ugh; 

b. said edge portion of said one panel has a covering 
of cloth fabric engageable with the body of the 
user; and . 

0. one of the pair of panels de?ning said second com 
partment has a covering of cloth fabric engageable 
with the body of the user whereby the heating pad 
cover is adapted for application of either heat or 
cold to a user. 

6. A differential temperature applicator as set forth 
in claim 5 wherein: 

a. said second compartment is adapted to receive 
therein a bag formed of non-woven flexible mate 
rial and adapted to contain cold objects therein; 
and 

b. said bag has an access opening and means for clos 
ing same. ‘ 

7. A heating pad holder for attachment to a selected 
portion of the body of a user and comprising: 

a. a ?rst compartment adapted to receive a heating 
pad therein, said ?rst compartment being de?ned 
by a pair of facing ?exible panels joined together 
along certain respective peripheral edges thereof, 
said ?rst compartment having an access opening 
thereto between one edge of each of said panels; 
a pocket in overlying relation with one of said pan 
els of said ?rst compartment and de?ned by an 
edge portion of the one panel, said edge portion ex 
tending from the peripheral edge of said one panel, 
said pocket being adapted to retain edge portions 
of a moist cloth in a position having a center por 
tion thereof exposed and engageable with a se 
lected portion of the body of a user; 

. means mounted on said panels and positioned be 
tween the one edge of each of said panels for clos 
ing said access opening to retain the heating pad 
therein; 

d. a second compartment in overlying relation with 
the other of said panels of said ?rst compartment 
and adapted to receive cold objects therein, said 
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6 
second compartment having an access opening 
thereto positioned adjacent the access opening to 
said ?rst compartment; and 

e. means mounted on said second compartment adja~ 
cent the access opening thereto for closing same to 
retain the cold objects therein. 

8. A, heating pad holder as set forth in claim 7 
wherein: 

a. said one of said panels of said ?rst compartment is 
formed of a non-woven ?exible material whereby 
said one panel is substantially resistant to passage 
of moisture therethrough; 

b. said pocket forming edge portion of said one panel 
of said ?rst compartment having a covering of 
cloth fabric engageable with the body of the user; 
and 

c. said second compartment is defined by an exterior 
panel overlying the other of said panels of said ?rst 
compartment and having a covering of cloth fabric 
engageable with the body of the user. 

9. A heating pad holder as set forth in claim 8 
wherein: 

a. facing portions of said exterior panel and the other 
of said panels of said ?rst compartment are formed 
of non-woven ?exible material whereby said sec 
ond compartment is substantially resistant to pas 
sage of moisture through said panels de?ning same; 
and 

b. said second compartment is adapted to receive 
therein a bag formed of non-woven ?exible mate 
rial and adapted to contain cold objects therein and 
having an access opening and means for closing 
same to retain the cold objects therein. 

10. A heating pad holder as set forth in claim 7 in 
cluding means on said ?rst compartment and said 
pocket and said second compartment for removably 
attaching one of said second compartment and said 
pocket to a selected portion of the body of a user, said 
pocket being in a position having the moist cloth in en 

- gagement with the body of the user. 
* * * * * 


