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[5 7 ] ABSTRACT 
A bag holder is disclosed having a support hoop for 
accommodating a plastic refuse bag, support arms for 
the hoop and an attaching bracket for holding the 
hoop and arms, and a cover that may be pivoted to 
overlie the hoop. The hoop is pivotal downwardly as 
are the support arms so that the entire bag holder may 
be folded into a compact arrangement when not in 
use. 

11 Claims, 7 Drawing lFigures 
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BAG HOLDER 

FIELD OF THE INVENTION 

The present invention relates in general to a bag 
holder that can be suitably secured to a wall or the like. 
More particularly, the present invention pertains to a 
bag holder that may be fabricated in different sizes, 
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that is'readily collapsible when not in use and yet may ‘0 
be easily set up in its operable position. 

BACKGROUND & OBJECTS OF THE INVENTION 

Various types of apparatus for holding a bag in an 
open position are, of course, known. Representative 
patents include U.S. Pat. Nos. 3,468,505; 3,532,314; 
and 1,121 .388. The primary drawback associated with 
these known bag holders is that they are not entirely 
collapsible. Thus, when they are fastened to a wall, for 
example, they are fixed in position and always protrud 
ing from the wall whether they are being used or not. 
Even those holders which are partially collapsible do 
not fold into an arrangement that is particularly aes 
thetically appealing. 

Accordingly, one important object of the present in 
vention is to provide an improved bag holder that obvi 
ates these prior art problems. 
Another important object of the present invention is 

to provide a bag holder that is readily and preferably 
entirely collapsible yet may easily set up in to its usable 
position. 
A further object of the present invention is to provide 

a bag holder of improved design including a pivotal 
cover wherein the cover essentially overlies the bag 
support means in both the usable and nonusable posi 
tlons. 

Still a further object of the present invention is to 
provide a bag holder that is easily fabricated in differ 
ent sizes and is also attachable to different means for 
support such as a wall or post. 
Another object of the present invention is to provide 

a bag holder is relatively simple in construction, that 
can be manufactured relatively inexpensively and that 
is yet rugged in design. 

SUMMARY OF THE INVENTION 
To accomplish the foregoing and other objects of this 

invention the bag holder generally comprises a support 
bracket; a support hoop for accommodating a bag; 
means for securing the bag at its open end to the hoop; 
means for pivotally supporting the hoop from the 
bracket; a pair of spaced arms extending from the 
bracket and releasably engaging with opposite sides of 
the hoop; and a cover overlying the hoop; The cover is 
hinged from the bracket in a position to be pivoted over 
the hoop and is constructed so that when the arms are 
released from the hoop and the hoop is pivoted veriti 
cally, the cover may be pivoted downwardly to a sub 
stantially vertical position also covering the hoop and 
disposed adjacent thereto. The bag holder of this inven 
tion is adapted for use either inside a house or other 
building or outside of the building. Also. the bag holder 
is readily attachable to a wall. a post. or a cart or dolly 
for example normally used for transporting barrels or 
the like. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

Numerous other objects, features and advantages of 
the invention will now become apparent upon a reading 
of the following detailed description taken in conjunc 
tion with the accompanying drawings in which: 
FIG. 1 is a perspective view of a preferred embodi 

ment of the bag holder of this invention; 
FIG. 2 is a side view of the bag holder shown in FIG. 

1 in its folded or collapsed position; 
FIG. 3 is a cross sectional view taken along line 3-3 

of FIG. 1; 
FIG. 4 is a front view of an alternate embodiment of 

the bag holder shown in its unused position; 
FIG. 5 is a side view of the bag holder shown in FIG. 

4; 
FIG. 6 shows an alternate means for attaching the 

bag holder to a post support; and 
FIG. 7'shows another means for attaching the bag 

holder to a cart or dolly. 

DETAILED DESCRIPTION 

Referring now to the drawings, and in particular, to 
FIG. 1, there is shown a perspective view of the bag 
holder of this invention. This bag holder generally com 
prises a support bracket 10, a support hoop l6, and a 
cover 20. The bracket 10 may be secured to a wall 11 
by means of bolts or screws 12. 
Referring also now to FIG. 2, the hoop 16 is sup 

ported by hinge 18 which has a ?xed end ‘19 secured to 
bracket 10 and a pivotal end 21 secured to the lower 
edge of hoop 16 as mostclearly shown in FIG. 2. A pin 
23 interconnects ends 19 and 21 of member 18. The 
hinge ends 19 and 21 may be secured to bracket 10 and 
hoop 16, respectively in any suitable manner. 
The cover 20 is circular in shape and is connected to 

hinge member 18 by. means of connecting strip 26 
which extends about pin 23 at one end and secures to 
the top surface of cover 20 at its other end as most 
clearly depicted in FIG. 2. Connecting strip 26 is made 
longer than hinge end 21 so as to permit the cover to 
overlie the hoop in both the u‘seable and non-useable 
position as indicated in FIGS. 1 and 2, respectively. 
FIG. 2 also shows in dotted outline the strip 26 and 
hoop and cover in their usable position. 

In order to support the hoop 16 in the position shown 
in FIG. 1, there is provided support arms 30 and 32 
which extend from bracket 10 to hoop 16 at opposite 
sides thereof. The bracket 10 includes lips 31 and 33, 
and a rivet or pin 34 may be used to secure the ?xed 
end of arms 30 or 32 to their associated lips 31 or 33, 
respectively. In FIG. 2 there is shown the arm 30 disen 
gaged from hoop 16 permitting it to pivot about pin 34 
to a substantially vertically position as shown. 
The upper end of the support arms, as viewed in FIG. 

1, includes an engaging pin 36 that fits within an ac 
commodating recess 38 in the bottom surface of hoop 
16. In FIG. 1, there are actually two recesses 38 dis 
posed diametrically opposite to each other. FIG. 3 
which is a cross sectional view taken along line 3-3 of 
FIG. 1 clearly shows the engaging pin 36 with its outer 
?ange 40. Flange 40 is provided in order to prevent the 
arm from shifting away from the engaging pin. 
The hoop 16 is also provided, as most clearly indi 

cated in FIG. 3, with a recess 44 for accommodating an 
elastic or resilient band 46. After the hoop is supported 
as shown in resilient band 46. After the hoop is sup 



3,841,592 
3 

ported as shown in FIG. 1, a bag 48 is drawn up inside 
of the hoop l6 and its edges 49 drape over the top of 
the hoop. The band 46 is then ?tted over the bag and 
drops in recess 44 thus securing the bag in position in 
the bag holder. 

It is noted in particular in FIG. 2 that when the arms 
30 and 32 are disengaged from the hoop attheir upper 
end, that the hoop 16 is readily pivoted to a substan 
tially vertical position, as is the cover 16. For a ‘more 
aesthetic appearance the surface 49 of the cover may 
be provided with decals or other art work so that the 
bag holder does not even take upon the appearance of 
a bag holder when not in use. ' 

FIG. 4 shows an alternate embodiment for the bag 
holder of this invention. This embodiment includes a 
bracket 50 which is rectangular in shape and includes 
a clip 52 for holding U-shaped support member 54. The 
hoop 56 may be of substantially the same con?guration 
as discussed with reference to FIG. 1 and as indicated 
in FIG. 5 is pivoted by means of hinge member 58 . 
which may be similar to the hinge member 18 shown in 
FIG. 2, for example. One difference is that the hoop is - 
provided with holes 60 rather than recesses. The in 
turned ends 62 of support bracket 54 engage with holes 
60 for supporting the hoop 56. Bracket 54 may be 
made of resilient plastic so that the ends 62 can be de 
?ected outwardly in order to be positioned in holes 60. 

In FIGS. 4 and 5, of course. the bag holder is in its 
nonused position. Also, for the sake of clarity, the 
cover is not shown in this embodiment. 

FIG. 6 shows a bracket l0 previously discussed in 
FIG. 1 along with means for supporting the bracket 10 
from a post 65. This post may be a Lally column. The 
support means includes a bracket 70 having ?ared ends 
72 which connect to clamps 74. In FIG. 6 there are two 
clamps shown spaced apart. Each of these clamps may 
be in two separate pieces secured together by screws 75 
once the clamp halves have been disposed about col 
umn 65. One or more bolts 77 my be used to secure 
brackets 70 to bracket 10. 
FIG. 7 shows another adaptor for the bag holder of 

this invention. This adaptor is used in order to support 
the bag holder in a cart or dolly having a handle 80 with 
vertical sections 82 spaced apart. In this case, the 
bracket 10 is secured by bolts 84 to a pair of support 
struts 86. The ends of each strut are semi-circular in 
shape to ?t about section 82. When the bolts 84 secure 
the bracket 10 to the struts 86 the semi-circular ends 
of the struts holds the bag holder in position in the cart. 

The holder of this invention has many uses. For ex 
ample, it may be used in a hospital (smaller version) at 
tached to a bed. Also, it could be used in other areas 
of the hospital. It can also be used inside cabinets or 
closets in the house. 

Having described a limited number of embodiments 
of the present invention, it should now be apparent that 
numerous modi?cations of these embodiments can be 
made. All such modi?cations and alternate embodi 
ments are contemplated as falling within the spirit and 
scope of the present invention as de?ned by the ap 
pended claims. 
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What is claimed is: 
l. A holder for a bag comprising; 
a support bracket, 
a hoop for supporting a bag, 
means for securing a bag at its open end to said hoop, 

a hinge means secured to an upper portion of said 
support bracket and including an end secured to 
said hoop for pivotally supporting said hoop from 
said bracket in either a substantially horizontal use 
able position, perpendicular to said support 
bracket, or a substantially vertical non-useable po 

_ sition, parallel to and depending from said support 
bracket, 

a pair of spaced arms extending from a lower portion 
of said support bracket and releasably engaging 
with opposite sides of said hoop, 

said hoop having means for receiving said arms and 
said arms ?xedly attached to said bracket but piv 
otal with respect thereto, 

a cover, 
said hinge means including a pivotally mounted con 
necting strip extending therefrom and connected to 
‘said cover, said connecting strip having a length to 
permit said cover to overlie and cover said hoop in 
both the useable and nonuseable positions of said 
hoo . 

2. Thepbag holder of claim 1 wherein said bracket in 
cludes spaced ?anges, each said ?ange having one of 
said pair of spaced arms pivotally secured at one end 
thereto. 

3. The bag holder of claim 2 wherein said hoop is cir 
cular in shape and said arms have another end engaging 
at diametrically opposite sides of said hoop. 

4. The bag holder of claim 1 wherein said hoop has 
an annular outer recess, and said means for securing 
includes a resilient band for ?tting in said recess with 
said bag disposed intermediate the, band and hoop re 
cess. 

5. The bag holder of claim I wherein said spaced 
arms are interconnected to form a U-shaped support 
bracket, said hoop having diametrically disposed holes 
for accommodating the ends of said U-shaped support 
bracket. 

6. The bag holder of claim 4 wherein said hoop in 
cludes diametrically disposed recesses and said arms 
each have engaging pins for ?tting in said recesses. 

7. The bag holder of claim 6 wherein each said en 
gaging pin includes a ?anged end for locking said pin 
relative to the hoop recess. 

8. The bag holder of claim 1 comprising means for 
securing said support bracket to a column. 

9. The bag holder of claim 1 comprising means for 
securing said support bracket to a cart or dolly. 

10. The bag holder of claim 1 wherein said hinge 
means includes a pin for commonly carrying the end of 
the hinge means that is secured to the hoop and the 
connecting strip. 

11. The bag holder of claim 10 wherein the distance 
between the pin and hoop is less than the length of the 
connecting strip thereby permitting the cover to overlie 
the hoop when the hoop is in its horizontal useable po 
sition and when the hoop is in its vertical non-useable 
position in which the hoop is covered by the cover. 


