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[5 7 ] ABSTRACT 
A disposable douche comprised of a collapsible bel 
lows forming a syringe and containing a pre-measured 
amount of cleansing powder and an elongated dispens 
ing nozzle adapted to be secured to an open end of the 
bellows. 

9 Claims, 6 Drawing Figures 
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DISPOSABLE DOUCHE 

BACKGROUND OF THE INVENTION 

Disposable douche kits for feminine hygiene are gen 
erally known in the art and the same fall into two cate 
gories, the ?rst being a single unitary type with the sec 
ond being of a type which must be assembled. The lat 
ter type, due to the nature of the object, generally in 
cludes only two parts, the housing in which the cleans 
ing ?uid is contained and the nozzle which serves to 
discharge the ?uid. The douche of the present inven 
tion falls in this category. 

SUMMARY OF THE INVENTION 

The present invention provides a disposable douche 
formed from a pre-packaged sanitary kit including a 
collapsible closed bottom-open top bellows syringe 
formed from a plurality of adjacently connected, de 
creasing V-shaped chambers, extending from base to 
opening, and a nozzle adapted to be connected to the 
open end when the same is to be used. Additionally, a 
charge of pre-measured water dissolvable cleansing 
powder is placed in the syringe through the open end 
and maintained therein by a cover secured to the open 
ing. As is apparent, the design of the douche compo 
nents can be packaged in small, simple containers such 
as heat selaed bags or small boxes depending on the 
quantity involved. 
It is therefore an object of the present invention to 

provide an economical, single use douche. 
Another object of the invention is to provide a 

douche which is easily prepared for use and simple to 
manipulate. 
A further object of the invention is to provide a 

douche which is compact and can be easily carried in 
a purse. 
A further object of the invention is to provide a 

douche which is capable of substantially completely de 
livering the contents thereof to a body opening. 
The invention, both as to its organization and method 

of operation, together with further objects and advan 
tages thereof, will best be understood by reference to 
the following speci?cation taken in connection with the 
accompanying drawing. 

DESCRIPTION OF THE DRAWING 

FIG. 1 is a perspective view of the douche; 
FIG. la is a perspective detail of a portion of FIG. 1; 

FIG. 2 is a view showing the syringe in a collapsed 
condition with a cut out showing a charge of medicated 
cleansing powder therein; 
FIG. 3 is en elevational view showing the syringe in 

extended position being ?lled with liquid; 
FIG. 4 is an elevational view showing a preferred 

method of collapsing the syringe; and 
FIG. 5 is an exploded view showing the manner in 

which the nozzle is secured to the syringe. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Referring to FIG. 1, the douche of the present inven 
tion is indicated generally at 10 and is comprised of a 
bellows type syringe 11 having an elongated dispensing 
nozzle 12 secured thereto. The syringe 11 is formed 
from a plurality of adjacently connected, successively 
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2 
decreasing V-shaped chambers 13 extending from the 
closed base 16 to a ?lling opening 17, as is clearly seen 
in FIG. 5. With continuing reference thereto it is seen 
that the opening 17 is formed on the smaller chamber 
as an externally threaded neck portion 18 having 
threads 22 which permits access to the interior of the 
syringe l1. Formed integrally on the neck 18 below the 
lowermost thread is a ring 19 provided with a plurality 
of spaced sets of annularly disposed locking lugs 20, 21, 
see FIG. 3, the function of which will become apparent 
hereinafter. 
The nozzle 12, as seen in FIG. 1, is an elongated tu 

bular member 23 generally rectangular in cross section 
throughout a major portion of its length 24 substan 
tially closed at one end 25 and formed with a bulbous 
skirt 26 at its other end. Each of the sides forming the 
rectangular con?guration includes a recess 27 coincid 
ing in length with the major portion 24. Spaced dis 
charge openings 28,28 are disposed in each of the re 
cesses and thereby shielded by their respective sur 
rounding elevated side walls 29,29 to prevent clogging 
of the same during use. While only two holes are 
shown, it is to be understood that any number can be 
provided. Additionally, a recessed opening 30 is pro 
vided in the end wall 25. Preferably said recessed open 
ing 30 is provided with an internally spaced radial 
cross-member 33 dividing said opening into two sub 
stantially equal halves as shown in detail in FIG. 1a. 
Cross-member 33 also functions to inhibit the speed 
with which solution is discharged from the douche 
through opening 30. 
With reference to FIG. 5, it is seen that the interior 

of the skirt 26 is provided with threads 31 and a ring of 
adjacently annularly disposed locking teeth 32 posi 
tioned at the lower extremity of the skirt 26 below the 
lowermost thread 31. The tips of the locking lugs 20, 
21 are angularly orientated in the same direction while 
the tips of the individual teeth 32 are angularly orien 
tated in a direction opposite to that of the lugs. To as 
semble the syring 11 to the nozzle 12 it is only neces 
sary to engage the respective threads 22, 31 and tighten 
the same whereupon the teeth 32 on the skirt 26 en 
gage the lugs 20, 21 and due to the different orientation 
of the same, self-lock the syringe to the nozzle to assure 
a proper seal and inhibit reuse of the disposable douche 
unit. 

While not shown, but as previously mentioned, the 
syringe 11 and nozzle 12 are packaged in sterile type, 
small, simple containers such as heat sealed plastic bags 
or small packages, and to this end, and as seen in FIG. 
2, the syringe l1 comprised of the aforementioned V 
shaped chambers 13, 14, 15 is capable of collapsing in 
an accordion type fashion about its longitudinal axis 
with the smaller sections nesting within the next larger 
section to accommodate itself to small packages. The 
V-shaped chambers are comprised of lower and upper 
frustro-conical portions disposed bases to base. Each of 
the chambers accommodates themselves to collapsing 
by the fact that the lower half is formed of frustro 
conical shape wherein the wall thereof is a straight edge 
while the upper frustro-conical half has an outwardly 
curved edge, for example, 13' and 13'’, 14’ and 14'’, 
and 15’ and 15". This construction insures both the 
collapsing and retention of the container into itself. 
With continuing reference to FIG. 2, the syringe is pro 
vided with a pre-measured cleansing powder 33 therein 
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and maintained therein by a standard, threaded cap 34 
cooperating with the syringe threads 22. 
When the douche is to be used, the sealed package 

is opened, cap 34 is removed from threaded neck 18 
and the syringe is grasped with the base 16 thereof in 
one hand and the neck 18 in the other whereafter the 
neck 18 is pulled away from the base to extend the V 
shaped chambers about a longitudinal axis. Opening 17 
is then positioned beneath a faucet, see FIG. 3, and 
?lled with warm water, generally about 3 ounces, to 
dissolve the pre-packaged powder. The nozzle 12 is 
threadably locked and sealed in place and as seen in 
FIGS. 1 and 4, the user places both hands on either side 
of the syringe with the thumbs on the top of the syringe, 
and the index and middle ?ngers on the bottom and 
while maintaining the syringe in an upright position in 
serts the nozzle into the body opening and squeezes the 
same to force the solution out of the nozzle openings 
into the body opening until such time that the syringe 
is substantially completely collapsed. The douche is 
thereafter discarded. In this regard, the components 
can be made from any suitable material but plastic is 
preferred. 
The particular embodiment of the present invention 

which has been discussed herein is for illustrative pur 
poses only and is not considered as a limitation upon 
the scope of the appended claims. 
We claim: 
1. A disposable douche comprising a syringe and a 

discharge nozzle, said syringe being adapted to be col 
lapsible and capable of being retained into itself, said 
syringe being formed of a body having a base at one 
end, a neck forming an opening at the other end and a 
collapsible bellows connecting said base to said neck, 
said bellows being de?ned by a plurality of adjacently 
connected chambers, V-shaped in cross-section, of suc 
cessively decreasing size, extending from the base to 
the neck, each of said V-shaped chambers is comprised 
of a lower and upper frustro-conical portion disposed 
base to base with the wall of the lower portion de?ning 
a straight edge and the wall of the upper portion de?n 
ing an outwardly extending curved edge, said neck 
opening being formed on the smallest V-shaped cham 
ber as an externally threaded neck, and said discharge 
nozzle having means removably securing the same to 
the neck portion. 

2. The douche of claim 1 wherein the discharge noz 
zle is an elongated member, substantially rectangular in 
cross-section throughout a major portion of its length 
and provided with spaced discharge openings in each 
side thereof, said discharge nozzle being substantially 
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4 
closed at one end and formed with an internally 
threaded bulbous skirt at the other end. 

3. The douche of claim 2 wherein each side of said 
elongated discharge nozzle is provided with an elon 
gated recess coinciding in length with the rectangular 
portion of its length, each of said recesses having up 
standing side walls on either side of the recess and 
wherein the spaced discharge openings on each rectan» 
gular side are disposed in the recess whereby the up 
standing walls of the recess shield said discharge open 
mgs. 

4. The douche of claim 3 wherein a recessed opening 
with an internally spaced radial cross-member is pro 
vided in the substantially closed end of the discharge 
nozzle member. 

5. The douche of claim 1 wherein a pre-packaged 
pre-measured dissolvable powder is disposed in said sy 
ringe body. 

6. The douche of claim 1 wherein the neck is an ex 
ternally threaded neck having formed on the neck, 
below the lowermost thread, a plurality of annularly 
disposed locking lugs de?ning individual teeth angu 
larly disposed in one direction and wherein the dis 
charge nozzle is provided at one end with an internally 
threaded bulbous skirt having positioned internally, 
below the lowermost thread of said skirt, annularly dis 
posed locking teeth angularly disposed in a direction 
opposite to that of the locking lugs of the syringe neck 
to provide a locking feature when the same are en 
gaged. 

7. The douche of claim 6 wherein the discharge noz 
zle is an elongated member, substantially rectangular in 
cross-section throughout a major portion of its length 
and provided with spaced discharge openings in each 
side thereof, said discharge nozzle being substantially 
closed at the end opposite the end formed with an in 
ternally threaded bulbous skirt. 

8. The douche of claim 7 wherein each side of said 
elongated discharge nozzle is provided with an elon 
gated recess coinciding in length with the rectangular 
portion of its length, each of said recesses having up 
standing side walls on either side of the recess and 
wherein the spaced discharge openings on each rectan 
gular side are disposed in the recess whereby the up 
standing walls of the recess shield said discharge open 
ings. 

9. The douche of claim 8 wherein a recessed opening 
with an internally spaced radial cross-member is pro 
vided in the substantially closed end of the discharge 
nozzle member. 
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