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1571 ' ABSTRACT . 

This invention utilises interconnectable hook and pilc 
fabric which compriscs two members, one of which is 
provided with many small hooks or loops and the 
other is provided with many loops or hooks. By press 
ing one member on the other, hooks and loops entan 
gle with each other whereby ?rm grip between them 
results. 

According to this invention, one member of said hook 
and pile fabric is attached to the back of golfers 
glove. A score number indicating disk is rotatably 
attached to the other member. The shaft of said disk 
passes through the said member and terminates in a 
friction disk which is adapted to be in frictional 
contact with hooks or loops of the member attached 
to the back of golfers glove whereby the position of 
said score number indicating disk will not be distorted 
by shocks or vibrations due to vigorous movements of 
golfers arm so as to prevent error. 

1 Claim, 4 Drawing Figures 
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GOLF SCORE INDICATOR 

SUMMARY OF THE INVENTION 

Hook and pile fabric is well known and widely used 
on clothes and diapers. It consists of two members, one 
of them being provided with many small hooks on one 
side thereof and the other being provided with many 
small loops on one side thereof. When one member is 
pushed on the other member, said hooks and loops en 
tangle with each other so as to form ?rm grip. 
This invention relates to a golf score indicator utiliz 

ing the above mentioned velcro or magic tape. 
This golf score indicator is very simple and remov 

ably attached to a golfer’s glove. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an exploded view in perspective of an em 
bodiment of the invention showing the golf score indi 
cator and glove ,to which said indicator is to be at 
tached, 
FIG. 2 is a view in perspective showing a golfer’s 

glove to which score indicator is attached, 
FIG. 3 is a fragmentarycross sectional view of the in 

dicator and glove, and 
FIG. 4 is a plan view of the indicator. (A) designates 

a member of a hook and pile fabric combination which 
is provided with many small hooks on one surface 
thereof. This member is attached to the back of a golf 
er’s glove 1 by means of a suitable adhesive. B desig 
nates the other member of the hook and pile combina 
tion which is provided with many small pile loops on 
one surface thereof. 
2 designates a rotative disk bearing scoring numbers 

around its periphery. The shaft of said disk passes 
through the member B and provided with a friction disk 
4 having a number of incisions on its end surface. The 
thickness of the disk 4 is substantially equal to the 
length of hooks implanted on the member B. Hooks 
above said friction disk are removed. 3 designates an 
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arrow index printed on the surface of the member B so 
as to indicate the score number. 

In use, the member B is placed on the member A and 
lightly pushed down whereby members A and B are 
firmely engaged and the friction disk 4 is brought into 
contact with the pile loops of the member A. 
By turning the disk 2 by finger tip, a score number 

will be indicated by means of the arrow index3. The 
position of the disk 2 will not be altered by shocks or 
vibrations due to vigorous movements of arm because 
of the friction existing between the friction disk 4 and 
the pile loops of the member A. Therefore, without any 
retaining means, the position of the disk 2 will be main 
tained whereby no error occurs. 
For purposes of laundering the glove, the member B 

may be detached readily from the member A. 
If desired, the members A and B may be inter 

changed. ' 

I wish it to be understood that I do not consider the 
invention limited to the precise details of structure. 
shown and set forth in this speci?cation, for obvious 
modi?cations will occur to those skilled in the art to 
which the invention pertains. 
What I claim is: 
l. A golf score indicator for use with a golf glove 

comprising: a fabric hook and pile combination includ 
ing a first member attached to the back of said glove, 
and a second member having a surface selectively en 
gaged with a corresponding surface on said ?rst mem 
ber; a rotatable score number indicating disc arranged 
for rotation on an exposed surface of said second mem 
ber, said disc having a shaft attached to an under sur~ 
face thereof at one end thereof, said shaft passing 
through said second member and having at a second 
end thereof a planar friction-disc mounted thereon, 
said disc having a friction surface contacting the said 
surface of said ?rst member, the friction existing be 
tween said disc and said ?rst member tending to main 
tain said score member in given rotational position. 
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