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[57] ABSTRACT 
S02 is absorbed from a gas, such as, for example, a 
stack gas from a power plant burning high sulfur fuel, 
to form a water solution of S02, the absorption being 
at a pressure approximating one atmosphere. From 
the water solution the S02 is desorbed in a stripper 
with a fixed‘ gas at a ratio to S0, not > 10/]. Such 
gases are air or a reducing gas, such as methane. Strip 
ping is_ at sub-atmospheric pressures and both ab 
sorber and stripper are in multiple‘ stages, such as two, 
with interconnection in which stripper and absorber 
are paired, stripped liquid in the ?rst stage of the strip 
per being used as the absorbing liquid in the first stage 
of the absorber and, similarly, for the second or other 
stages. The paired multiple-stage absorber and strip 
per operation permits operating reliably with smaller 
amounts of stripping gas, for example, in the case of a 

I reducing gas such as methane, without a substantial 
excess over that theoretically required for producing 
sulfur from the $02. The reduced amounts of stripping 
gas permit producing higher concentrations of 
stripped S02. If desired, the stripping gas can be ex~ 
panded from ambient to the sub-atmospheric pressure 
at which it is used in expanders and can produce at 
least part of the power required for compressing the 
stripped gas back to ambient pressures. 

2 Claims, 9 Drawing Figures 
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ABSORPTION OF S02 FROM A DILUTE GAS AND 
DESORPTION AT A HIGHER CONCENTRATION 
IN A STRIPPING GAS AT SUB-ATMOSPHERIC 

PRESSURE 

This application is a continuation-in-part of Ser. No. 
152,232 filed June 11, 1971; which is a continuation 
in-part of Ser. No. 132,752 ?led Apr. 9, 1971; and __ 
which is a continuation-in-part of Ser. No. 860,183 
filed Aug. 13, 1969. All of the above applications are 
now abandoned. 

BACKGROUND OF THE INVENTION AND 
RELATED APPLICATIONS ‘ 

In this section, which sets forth the prior art back 
ground, all applications referred to are assigned to the 
assignee of the present application. Also, some of the 
statements require consideration of curves in the first 
four ?gures of the drawings, the brief description of the 
drawings being set forth further below. 
There are many sources of relatively dilute SO2 

containing gases, such as, for example, tail gases from 
contact sulfuric acid plants, combustion gases from 
high‘ sulfur fuel, and the like. These gases, if directly 
discharged into the atmosphere, contribute seriously to 
air pollution, and increasingly stringent laws are requir 
ing drastic reductions in $02 content of gases dis 
charged to the atmosphere. This has presented prob 

- lems, which have been approached, in the case of com 
bustion gases, in two general ways. One involves the 
use of low sulfur fuels, such ‘as low sulfur coal or oil or 
even natural gas. While this approach is effective and 
is in current use in many power plants, the fuels are 
much more costly than high sulfur fuels, and so cost of 
electric power increases. Also, the amounts'of certain 
low sulfur fuels, such as‘natural’gas, restrict its use con 
siderably. In general the special fuel approach may well 
be only a temporary stopgap over the next few years 
and involves the drawback of higher fuel costs. 
The second approach, which is the only feasible one 

in the case of some of the less dilute gases, such as tail 
gases from contact sulfuric acid plants, gases from sul 
fide ore or concentrate roasting and the like, involves 
removing, and preferably recovering, at least most of 
the S02. The more concentrated gases present an even 
more serious pollution problem because the S02 con 
tent has to be reduced by a larger factor than with stack 
gases. It is not always necessary, particularly in connec 
tion with stack gases for power plants, ‘to remove every 
last bit of sulfur dioxide. If the concentration is reduced 
drastically, for example by a factor of, about ten with 
stack gases,'the remaining concentration is so low that 
it is acceptable for discharge into the atmosphere. 
A number of methods have been proposed for re 

moving part or nearly all of the S02. Many of these in- ' 
volve absorption in a suitable liquid, of which water or 
a very dilute solution of SO2 in water is the most attrac 
tive economically. It is with this general class of proce 
dure thatthe present invention deals. 

Several ways of stripping the absorbed SOZ have been 
described. One of them is in the Roberts US. Pat. No. 
3,51 1,027. It has also been proposed in the Schroeder 
US. Pat. No. 1,901,416 to absorb at pressures mark 
edly above atmospheric and strip at about atmospheric 
pressure.v The broad idea of stripping with a ?xed gas 
is also described in the Stotler U.S. Pat. No. 3,225,519 
but for another process. Withfdilute S02 gases large 
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2 
volumes must be dealt with, and to be practically useful 
a process must be of moderate cost. } 

An improvement on the general method of removing 
S02 by desorbing with a gas forms the subject matter 
of the Gunther application Ser. No. 152,232, filed June 
1 1, 1971, which was a continuation-in-part of Ser. No. 
132,752, ?led Apr. 9, 1971, which in turn was a con 
tinuation-in-part of Ser. No. 860,183, ?led Aug. 13, 
1969. The last three applications are now abandoned. 
This process effects a very great economic improve 
ment over the US. Pat. No. 1,901,416 by absorbing 
S02 at pressures not significantly above ambient and 
desorbing with a ?xed gas under vacuum. A greatly re 
duced power cost is effected, e.g., one-thirtieth or less 
of that required in the Schroeder process, because of 
the much lower weight of the gases to be handled. 
The Gunther process referred to above is not limited 

to use of air as a desorbing gas. It is possible to use any 
other ?xed gas suitable to the ultimate disposal of the 
desorbed $02. For example, a reducing gas such as 
methane is a suitable desorbing gas when the S02 is to 
be reduced to elemental sulfur. In the desorption water 
vapor is always present in the overhead gas from the 
desorption. . 

The use of a fixed gas in desorption serves an addi 
tional purpose when, owing to pneumatic resistance in 
packed desorption towers or hydrostatic pressure in 
plate columns, there is a considerable pressure drop 
from the bottom to the top of the column.‘This pressure 
drop is most significant in those systems in which the 
total pressure is only slightly greater than the partial 
pressure of water vapor. The effect of the pressure drop 
is to produce a variation in the mass flow rate of gas 
along the length of the column and a reduction of the 
efficiency of stripping, sometimes to the extent'that a 
separation which is feasible in the absence of a pressure 
drop in the column becomes impossible to achieve 
under conditions in which such a pressure drop exists. 
Inasmuch as such a pressure drop is normally encoun 
tered when a column is operated at a capacity which is 

, required by process economics, this constitutes a‘ sub 
stantial limitation. The process requires a large amount 
of stripping gas, as will be described below. 
The present invention overcomes the limitations 

mentioned and represents a great saving because it per 
mits operating with low volume of fixed stripping gas 
below about 10 parts per‘part of S02. 
To illustrate, if the total pressure at the bottom of the 

‘column is'rr and the partial pressures are pw and p, for 
water and fixed gases respectively, 71 = p,, + p,. 
A change in 1r by an amount An- results in an equal 

change, Ap, in the fixed gas partial pressure p,, inas 
much as pw does not change with‘ pressure. If p, is a 
small fraction of p“. it is possible to produce, with a 
small percentage change Arr/1r, a much larger percent 
age change Ap?p, in the fixed gas partial pressure. 
This implies that .as the gas rises in the column an in‘ 

creasing fraction of the mass is that of water vapor, so 
that the total mass flow increases as the gas moves up 
ward. The effect of this is detrimental to column ef? 
ciency, as is shown graphically in FIG. 1. In this figure 
the abscissa represents the comp'osition'of the liquid 
and the ordinate represents the composition of a corre 
sponding vapor, both expressed as mol percent of S02, 
The liquid-vapor equilibrium is represented by the. 
equilibrium line OA where there is no pressure drop 
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along the column and no appreciable change in gas vol 
ume. 

Employing ‘the McCabe—Thiele method of column 
design, and subject to the same assumptions of constant 
gas volume flow, the operating line for the system is 
represented by XOYO. For a plate column this repre 
sents the relation of the composition of vapor entering - 
the plate from below to the composition of the liquid 
entering the plate from above. The mass balance re 
quires that a change in the one corresponds with a pro 
portionate change in the other. This requirement is 
equivalent to specifying that the operating line XOYO be 
a straight line provided that the flows of gas and liquid 
are constant along the column. 
Adopting the McCabe~Thiele method of design the 

number of theoretical plates is obtained by stepwise 
progression between the operating line and the equilib 
rium line as shown in FIG. 1. In the example repre 
sented in this ?gure there areapproximately 5-1/2 of 
such steps indicating this number of theoretical plates. 
In an actual plate column there are slightly more than 
this number by virtue of the failure to achieve perfect 
equilibrium between the phases at‘ each plate. In the 
case of a packed tower there is a height at column 
which is equivalent to each theoretical plate of a plate 
column. ' 

The operating line is straight, as shown in FIG. 1, if 
the mass flow of gas remains constant, as is the case if 
the pressure and temperature remain constant through 
out the column. The terminal point of this line, X0, rep 
resents the concentration in the stripped vsolution leav 
ing the column, and the other terminal point, Y, or Y”, 
represents the composition of the overhead gas stream 
leaving the column, the liquid entering the top of the' 
column having the composition X2. 
The operating line under actual practical conditions 

involving a pressure drop along the column becomes 
modi?ed from the straight line X,,Y",, to the dashed 
curved line XOY’Y0 and the operating line now crosses 
the equilibrium line so that the system is no longer op 
erable. Under these conditions of pressure drop in the 
prior art there is no alternative but to employ a greater 
amount of stripping gas so that the operating line ap 
proaches closer to the X-axis, as shown by the line 
X,,Y”,,, which is the operating line under these modi 
fied conditions. 
The penalty which results from this modification is 

the use of a larger quantity of steam and-fixed stripping 
gas and this is reflected in a greater amount of process 
heat or power requirement-as a result of the reduction 
of the S02 mole ratio in the overhead gas from the 
stripper. This ratio, Y, is expressed by the following: 

Y;_77'_pw/a( Xi_X0/X_Xa where X is the S02 mol ratio in the liquid at any point 

in the column, X,- and X, are the S02 mol ratio in the‘ 
liquid in and out of the column, and a is the ratio of the 
molal flow rates of stripping gas to the S02 gas in the 
gas phase overhead from the column. 
This represents the operating line as a function of the 

principal parameters. This equilibrium line is given by 

Y=H X/1T~H X 
where H is the Henry’s Law constant for SOz'in water. 
The number of theoretical stages is obtained from these ' 
two equations for the equilibrium line and the operat 
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4 
ing line of this system in accordance with the prior art. 

This is shown in FIG. 2 for the following selected 
conditions in an example of the prior art. 
11:27.27 mm 

Pw=26.27 mm at 80°F. 
initial pH =3 
a=0.435 
Under these conditions the‘ operating line at maxi 

mum possible slope is one for which X,,=2.5X l 0-4 mole 
ratio, and this represents the minimum S02 content 
which can be achieved in the solution bottoms leaving 
the column. In the method of the prior art the only way 
to improve on this is to utilize more ?xed gas for strip 
ping or else to reduce the operating pressure, 1r; Ac— 
cordingly, curve B represents another operating line at 
a lower total pressure, 'n'=26.25 mm, and the system 
then requires two theoretical plates as shown in the fig 
ure. For the actual situation in a packed column in 
which there is a pressure drop we have in FIG. 2, curve 
C which crosses the operating line indicating the im 
possibility of mass transfer under the specified condi 
tions. This is indicated by the following illustrative ex 
ample of the prior art: . 
The tower‘ for stripping is operated with 3—1/2 inches 

Pall rings at a liquid loading of 20,000 lb/(hr) (sq ft) 
and with an initial gas loading of 950 lb/(hr)(sq ft). 
Under these operating conditions the pressure drop is 
0.2 mm Hg per ft of tower height and the HTU is 3 ft. 
The total pressure is 27.27 mm in the overhead vapor. 
The S02 concentration overhead is 0.01 mole fract. 
At a depth of 3 ft. below the top of the tower the 

pressure is 27.25 mm. This means that, with a water 
vapor partial pressure, pw=26.27 mm at 80° F. the par 
tial pressure of the ?xed gases is 27.25 -— 26.27 = 0.98 
mm. The column cannot operate under these condi 
tions. ' ' 

SUMMARY OF THE INVENTION 

The present invention is an improvement on the Gun-. 
ther process referred to above as it permits operating 
with much less stripping gas, and it is under such condi 
tions that the advantages of the present invention are 4 
obtained. With very large amounts of fixed stripping 
gas, ratio gas/S02 of greater than 10, it is possible to op 
erate without the use of the present invention, as can 
be seen from the bottom line X,,Y"o in FIG. 1, using an 
excessive amount of stripping gas, and it is the avoiding 
of this penalty which is an important feature of the 
present invention. Even though theoretically-the prior 
art can be made to work with a very'large amount of 
stripping gas, sometimes such a large amount is not 
available, for example if the product requires a certain 
minimum concentration of S02. In such a case the prior 
art will not work because the product dictates the use 
of a, smaller amount of stripping gas. 

Essentially the process of the present invention uses 
two or more separate absorption sections for absorbing 
the 802' in water, paired with an equal number of strip- ’ 
ping sections,‘ the latter at sub-atmospheric pressures. 
In each paired set, a stage at absorption is paired with 
a stage of stripping. This is accomplished by recirculat 
ing of the water stream between the corresponding 
paired stages so that SOZ-enriched water from an ab 

' sorber section passes through the corresponding strip~ 
per section and stripped solution reenters the same ab- .1 
sorber section; 
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Ordinarily two sections of absorption and stripping 
are adequate and will, be described further below in 
conjunction with the preferred embodiments, which 
deal, as an illustration, with a dilute gas. With stronger 
gases from other sources where the problem is to meet 
a low absorber off gas content because of pollution leg 
islation, a larger number of paired sections, such as 

' three or even more, may be necessary. 
When multiple stages are used, even. with a small 

amount of stripping gas, <10 per part of S02, an oper 
ating line, as shown for each stage in FIGS. 3 and 4, is 
calculated from the equations on page 7. The actual 
ratio of gas, in this case CH4, to 802, 195/447, is 0.436, 
i.e., very much less than the useful limits of the present 
invention set out above. Even with this extremely low 
stripping gas/SO2 ratio the operating line does not cross 
the equilibrium line, and of course the savings in costs 
are very great. 
The invention will be described generally in connec 

tion with a somewhat simpli?ed illustration in FIG. 6. 
The elements will be given thesame reference numer 
als as in the more detailed drawings, FIGS. 5A to 5D, 
which will be described in a later section of the speci? 
cation dealing with the description of preferred em 
bodiments. A gas stream containing dilute S02 enters 
the first section 6 of an absorber, and rising to the top 
of this section and thence into the'second section 7 bar 
ren gas containing much less S02, for example only 
one-tenth as much, is vented to the atmosphere, as 
shown by the line with an arrow. As will be described 
in the preferred embodiments, this venting is effected 
with other necessary provisions. However, FIG. 6 is es 
sentially a simpli?ed, generally diagrammatic presenta 
tion, and the various lines for gas and liquid are shown 
at the point where they enter or leave the equipment 
without illustrating any actual conduits. The ?rst sec 
tion 6 receives a partially stripped water solution of S02 
from the first section 11 of a stripper, the liquid from 
the stripper being pumped as shown by the pump 40. 
As the stripper is operated at a lower pressure than the 
absorber, the solution of SO2 in the ?rst section 6 of the 
absorber flows into the ?rst section 11 of the stripper 
through the lines in the direction shown by the arrows. 
Stripping gas is introduced into the section 11 as indi 
cated by the arrow. The first section of the stripper in 
the simplified Figure 6 is shown as a single section. 
The stripping gas then flows up into a second strip! 

ping section‘ 12, stripping theSOz and' producing a still 
more dilute aqueous solution of S02, which is pumped 
by the pump 41 into the second section 7 of the ab 
sorber. Liquid collects in the trough 39, being pre 
vented from ?owing down into the section 6 by the baf 
?e 38. As the absorber is at atmospheric pressure and 
the second section of ' the stripper 12 is at sub 
atmospheric pressure, the liquid from the trough 39 
flows into the second stripper section, as is shown by 
the lines ‘with arrows. 
The overhead gas streams from the stripper sections 

11 and 12 containing higher concentration of S05 than 
in the original stream 1 are delivered at atmospheric 
pressure by the compressors 33 and 34. After passing 
through condensers 22 and 23, the fixed gases, includ 
ing. stripping gas and S0,,leave in streams 42 and 43_. 

There are, of course, numerous modi?cations which 
may be made within the scope of this invention. For ex 
ample, it may be desirable topinclude provision for the 
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removal of carbon dioxide, nitrogen and oxygen from 
the solutions going to the stripper, especially when the 
recovered S02 is to be converted into brimstone. It may 
also be advisable to compress in stages the overhead 
gas from the stripper sections and to condense a part 
of the water vapor between compression stages. Fi 
nally, it may be advantageous to combine stages of 
compression of the overhead gas streams. 

In the stripping of aqueous solutions of sulfur dioxide 
at reduced pressure and in the stripping of any other 
gas under conditions of temperature and concentration 
at which the vapor pressure of water is considerably 
greater than the partial pressure of the ‘gas which is to 
be stripped the stripping is accompanied by a cooling 
effect. This effect is a consequence of the latent heat 
of evaporation of the water which is released with the 
gas. 
For the subsequent recovery of the gas which is re 

moved by stripping it is necessary to remove the water 
vapor by cooling the gas and vapor‘mixture under con~ 
ditions at which this water vapor is condensed. More 
over, the cooling effect in the stripping results in a re 
duced gas partial pressure with consequently greater 
difficulty and power requirement for compression from 
the reduced pressure of the stripper. 
The heat which must be removed to condense the 

vapor from the stripping is almost the same as the heat 
which has to be added to the stripper solution to main’ 
tain its temperature. In the stripping practice of the 
prior art heat was added to the solution, as by using 
steam heating coils and the same amount of heat was 
removed from the condenser. One'of the purposes of 
this invention is to bring the stripper solution and the 
vapor condenser into heat exchange relation so that the 
,heat which is required to overcome the cooling effect 
of stripping is furnished by the vapor condensation in 
the condenser. Many solutions in stripping operations 
are corrosive to metals and itis a further object to 
achieve the heat exchange relation by direct contact 
without the requirement of a heat transfer surface. 

It will be noted that the condensation of water vapor ' 
. which is cooled by direct heat exchange contact there 
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50 

can be a problem where absorber liquids are used be 
cause other dissolved gases are present, such as, for ex 
ample, in stack gases, CO2. Such a gas is not desirable 
inconcentrated S02, and so in such cases there is an 
advantage of drawing the cooling liquid from stripper 
section instead of from absorber section. When the 
condensation is used in conjunction with an overall 
preferred embodiment where solutions are recycled be~ 

- tween paired sections of absorber and stripper, this 

55 

.65 

‘ makes it very easy to choose whether cool liquid from 
stripper or absorber-stages is to be used, and the pre 
ferred combination, therefore, presents additional flex- ' 
ibility. It should be noted that if the problem of other 

- absorbed gases, such as CO2 does not arise, there may 
be an advantage in using liquid'from absorber section 
because it contains higher concentrations of dissolved 
gas,-and so-that condenser, which performs the heat ex 
change, may be utilized for part of the stripping‘ duty. 
The particular choice is dictated by the most advanta 
geous economical operationf , 

Flow'rates of water as an absorbent for sulfur dioxide 
in the range of concentration in the gases from power 
plants is substantially decreased when cooled below the 
wet bulb temperature of the gas. This presents a prob-V 



7 
lem which is solved by another subsidiary feature of the 
present invention. 

In the prior art it has been considered impractical to 
reduce feed gas temperatures to absorbers to very 
much less than the temperature which is reached by 
adiabatic cooling with water, that is to say, the wet bulb 
temperature, usually 125° — 135° F. If it is attempted to 
cool below this temperature with indirect cooling, this 
is very expensive because of the highly corrosive gases. 
Fixed gases are removed, by the coolant, which is in di 
rect heat exchange to a large extent, thus degassing the 
coolant. 'A very practical method and apparatus is de 
scribed in conjunction with FIG. 5A, but this subsidiary 
feature is not limited to the exact means shown and 
other degassing means may be used. The degassed 
coolant can be dropped in temperature by self 
evaporation in cooling towers and recycling without in 
volving pollution problems. The subsidiary feature of 
the present invention of cooling described in the pre 
ferred embodiments for S02 is also ‘applicable to any 
other noxious gases which are to be removed by ab 
sorption. 

In the recycle of the aqueous solutions between the 
paired sections of absorption and stripping there is a 
build-up of sulfuric acid, mainly from the S03 present 
in the flue gas. Unless this is controlled by means of a 
bleed off and/or neutralization there is a decreased effi 
ciency of absorption owing to the effect of sulfuric acid 
in reducing the solubility of S02. There is, of course, a 
corresponding improvement in the efficiency of de 
sorption so that the presence of a moderate concentra 
tion is not disadvantageous in its overall effect. Owing 
to the fact that the corresponding effects on efficiency 
are dependent on the S02 concentration, the preferred 
concentrations of sulfuric acidare higher in the second 
section solutions than in the first. In a typical case in 
which the gas entering the system contains 0.2 per cent 
S02 and in which 90 per cent is absorbed, the preferred 
concentrations of fixed acid are the ones that give a pH 
of 3 for the first section and a pH of 2 for the second 
section. The fixed stripping gas may be air, which is 
often preferred, or any other fixed stripping gas, such 
as a reducing gas, methane, which is illustrated in con-‘ 
nection with FIGS. 3, 4 and 5A to 5D. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIGS. 1 and 2 are curves of equilibrium and operat 
ing lines of modifications of single units in the prior art; 

FIG. 3 are equilibrium operating line curves of a first 
stage stripper; ' - _ 

FIG..4 are similar curves for a second stage stripper; 

FIGS. 5A to 5D are a semi-diagrammatic representa 
tion of a complete plant, and 
FIG. 6 is a simplified diagrammaticillustration. 

DESCRIPTION OF THE PREFERRED 
-> EMBODIMENTS 

FIGS. 5A to ‘5D represent, in semi-diagrammatic 
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form, a system in accordance with the present inven- I 
tion in which there are two paired sets of sections of ab 
sorption and‘stripping and in which each section of 
stripping is further divided into two sub-sections. The 
drawings represent recovery of S02 from a large power 
plant using methane as the stripper gas. The stripped 
gas is then transformed into sulfur in a conventional 
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8 
plant (30), which is shown purely diagrammatically. 
On the drawings certain abbreviations are used: mf for 
mol fraction, 1r for sub-atmospheric pressures, r for 
ratio of compression, CLT for cooling tower, etc. All 
temperatures are in degrees Fahrenheit, and 1 lb. mol 
occupies 380 sc'f under standard conditions. In order to 
simplify the drawings all of the compressors are shown 
driven by steam turbines, but‘, as will be pointed out be 
low, if desired a portion of the compressing power can 
be derived from expansion of the stripping gas, CH4, 
through expansion turbines to the lower pressure in the 
stripper sections. 
As shown in FIG. 5A a stream of flue gases 1 is 

cooled by water spray, scrubbed in a particulate matter 
scrubber 2, the particulate matter being settled in a 
thickener or settler 3, under?ow pumped away. and 
over?ow recirculated into the particulate matter scrub~ 
ber. The scrubbed gas is‘then [further cooled in a gas 
cooling tower} 4 and the cooled gas blown through a 
main gas blower into the absorber 5, as will be de 
scribed below. Since the gas cooling tower utilizes a 
spray of water, some S02 and CO2 are dissolved and are 
flashed in a flash pot 28 with a condenser 29, both op 
erating at sub-atmospheric pressure from a steam injec-v 
tion vacuum pump 32. Condensed water goes into a hot 
well 31 and is cooled and pumped'off as makeup water, 
as indicated.‘ The above operation effects feed gas cool 
ing, as has been described more generally above. The 
degassing at sub-atmospheric. pressures in the ?ash pot 
28 and condenser 29 permits water cooling in an ordi 
nary cooling tower, as indicated on the drawings, where 
cooling is by evaporation; and since the water has been 
degassed, no pollution problems from the cooling 
tower results The gases, such as S02 and CO2 are 
shown as being returned to the main inlet gas stream 
from the main gas blower. - 
The absorber 5 shown in FIG. 5B is made up of a first 

section 6 and a second section 7 through which the gas 
passes in series. The absorber sections, as will be the 
case in the stripper which will be described below, are 
shown diagrammatically and may be of any standard 
design, such as, for example, packed towers. There are 
sprays of liquid in section one 6 and section two 7 com 
ing from the first section of the stripper and the ‘second 
section stripper, respectively. Off gas leaving the sec 
end section of the absorber 7 is heated up somewhat‘by 
exhaust steam from turbines in a heating zone 8. The 
exhaust steam comes from turbines 20, shown as driv 
ing the various compressors,. and condensate flows 
back to the boiler. The lean gas leaving has an S02 con~ 
tent of 0.02 percent; in other words,'its concentration 
has been reduced by a factor of ten. At this concentra 
tion it meets with the requirements for release to the 
atmosphere. The heating of the off gas performs the 
necessary function of providing adequate draft in an off 
gasv stack and also discharges at a sufficient tempera 
ture so that the off gases will not tend to sink to the 
ground, as even with the reduced S02 content this 
would be undesirable. The requirement for adequate 
temperature of off ‘gases is something‘ which has been 
known and is not, therefore, the distinction of the pres 
ent invention from the prior art. However, it will be 
noted that by using the exhaust steam from the com-, 
pressor turbines for this heat, no additional fuel is con 
sumed as this exhaust steam represents waste heat. In 
the drawing all the turbines are shownas steam driven, 
and usually ‘this is desirable even if expansion of CH, 
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stripping gases through turbines could supply a part of 
the compressor power. Of course the invention is not 
primarily concerned with the particular power source 
used for recompressing gases from the various stripper 
sections, but it is preferred to use steam turbines so that 
their waste heat can be used for the necessary heat of 
the absorber off gases. 
The water solution of S02 and other soluble gases, 

such as CO2, from‘ the bottom of theabsorber ?rst sec 
tion 6 is introduced as a spray into the second sub 
section 9 of the ?rst stripper section. The stripper sec 
tions, (FIG. 5C), are all in a column 10 but are sepa 
rated from each other except through their recycle, 
which will be described. It will be noted that the two 
sub-sections 9 and 11 of the first section of the stripper, 
which are operated at sub atmospheric pressures, result 
in partial stripping of the aqueous solutions of sulfur di 
oxide,-and this partially stripped liquid is used as the 
absorber spray in the first absorber section 6. This is 
the first pairing of stripper sections and absorber sec 
tions which constitutes one of the major features of the 
present invention. 

20 

After having had a considerable portion of the S02 ’ 
dissolved in the ?rst absorber section the gas passes 
through the second section 7 of the absorber and, as 
has been described, is then finally exhausted to the air 
with its very low S02 concentration. The water spray in 
the second absorber section 7 comes from the bottom 
sub-section of the second stripper section 12, and this 
constitutes the second pairing of stripper and absorber 
sections. ‘ . ' 

Gases 42 from the smaller second sub-section 9 of 
the first stripper section formed of sub-sections 9 and 
11 ?ows out and is split into. two streams; one of them 
goes to a spray in sub-section l1 and the other into a 
condenser 22. The stripped gases from the bottom sub 
section 11 of the first stripper section are compressed 

I by compressor 33, which is of low ratio of compression, 
and ?ow into condenser 22, where at‘the higher pres 
sure some water containing some S02 is condensed out 
and, as has been stated, is recirculated to form part of 
the spray in the lower sub-section 11 of the ?rst section 
of the stripper.- In this sub-section there is introduced 
the major portion of the stripping gas, CH2, which 
comes in the line 14. Some of the water and CO2 from 
the upper sub-section 9 flashes off and joins ?ashed 
CO2 from the second stripper section, as will be de 
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scribed. Some S02 also flashes, but much less than the ’ 
amount of C02. 
The multiple sections of stripping permit an addi 

tional advantage as the introduction of CH4can be in 
separate sub-sections, which permits operating each 
stripping section with the optimum concentration of 
CH4. This is illustrated on the drawing‘ by introducing ' 
a somewhat smaller portion vof CH4 intovthesecond 
through the line 15 into the lower sub-section 12 of the 
second section of the stripperfAs has been described 
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above, the stripped liquid from the second stage is used ' 
as the spray for the second absorber stage 7. The 
stripped gases 43 from the lower sub-section 12 of the 
second stripper section are compressed slightly by the 
compressor 34 and are condensed in the condenser'23. 
This condensateis pumped back as a spray in the aque 
ous solution of S02 from the second absorber section 
7, goes'partlyto a spray in the, upper sub-section 13 of 
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primarily effect a ?ashing of CO2. It will be noted that 
the ?ashing of CO2 here as well as from the upper sub 
section 9 of the first section of the stripper is at a higher 
pressure than the actual stripping sub-sections 11 and 
12. The liquid from the sub-section 13 from which CO2 
has ?ashed is split, part of it joining a spray into the sec 
tion 12, which comes from the condenser 23, as has 
been described, and part of it as a spray in this con 
denser and in an additional condenser 24, which will be 
described. ' 

The gases containing ?ashed CO2 from the sub 
section 13 of the stripper are compressed somewhat in 
the compressor 35 and introduced into the element 16, 
which has also received some of the S02 solution from 
the second absorber section 7. The liquid ?owing out 
of this element, which is at a slightly higher tempera 
ture because of the compression in the compressor 35, 
is then cooled in the cooler 7 and joins the main stream 
of the aqueous solution from the second absorber sec 
tion 7, which sprays into the upper subsection 13. 
Gases from the element 16 are compressed somewhat 
further in compressor 36, water condensed out in the 
condenser 18, and the gases then further compressed 
to ambient in the compressor 37. These gases are then 
recycled into the first and second sections of the ab 
sorber. , 

It will be noted that the stripped liquid, which is very 
low in S02 and which is pumped by pump 41 as a spray 
into the second section 7 of the absorber, receives 
some ammonia and purges some ammonium sulfate. 
This is shown on FIG. 5B and effects a neutralization 
of excess acidity caused by the fact that the gases enter 
ing at 1 contain a small amount of S03. This-amount is 
too small to'be worth indicating on the ?ue gas compo 
sition, which is set forth at the top of FIG. 5A, but it is ' 
sufficient so that the pH of the whole system would oth 
erwise steadily fall as the sulfuric acid builds up since 
this is not stripped in the stripper. The addition of am 
monia neutralizes “this excess acidity, and ‘the purge of - 
ammonium sulfate keeps the circulating load of this salt 
down to the point where it does not interfere with the 

, operation of the process of the present invention. The 
change in pH by the addition of ammonia is not very 
great, and therefore the pH of 2.707 going into the sec 
tion 7 of the absorber is only a little higher than the pH 
in section 12 of the stripper. It is an advantage of the 
present invention that reasonable control of pH for the 

>whole_ system can be effected at a single point, which 
‘simpli?es operation. . . 

The vapor stream from the sub-section ll, of the 
stripper is compressed by compressor, 33, and is then 
piped to a condenser, 22, which is cooled by a stream 
of the stripper solution from sub-section 9 which is 
heated by the condensation of vapor. The ratio of com 
pression is such that the vapor condensation tempera 
ture'is brought substantially above the temperature of 
the solution from the‘ stripper so that there is tempera 
ture differential which is adequate for a-practical rate 
ofheat transfer and of condensation. The condensate 
with some of the stripped gas is thereby returned to the 

' solution from the stripper. - 

the second section of the stripper and partly to the ele- \ 
ment 16. This second section and top sub-section 13 ‘ 

The stripper solution, in accordance with the earlier 
aspect of this invention, is recycled between paired sec 
tions of the‘absorber and stripper. Accordingly, it is 
possible to circulate solutionto the condenser from 'ei 
ther a stripper section or from its paired section of the 
absorber and it is possible to return the heated solution 
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from the condenser to either the stripper or absorber 
sections. Inasmuch as the absorber section solution 
contains the higher concentration of dissolved gas it 
may be preferable to use this solution in the condenser 
and thereby utilize the condenser for part of the strip 
ping duty. However, in the recovery of $02 from power 
plant stack gases the solution from the absorber section 
may contain a considerable concentration of CO2, a 
part of which is released in the condenser if the con 
denser coolant is taken from the absorber stage. Inas 
much as CO2 is not a desirable component of the con 
centrated S02 stream it is better in this case to draw the 
condenser coolant from the stripper section. 
The gases from condensers 22 and 23 are joined, 

compressed, and after moderate compression in 
troducted into a sub-atmospheric scrubber 24 which is 
fed with a spray of liquid coming from the stripper sec 
tion 13. The liquid at moderate temperature is then 
pumped through a cooler 25 and joins some of the liq 
uid from the stripper 13 to spray into the condenser 23. 

The gases from the scrubber 24 are compressed in' 
the compressor 37 and fed to the condenser 26 where 
a considerable amount of water is condensed out. After 
passing through the condenser 26 the gases are com 
pressed to a higher pressure, substantially ambient, in‘ 
compressor 44. They then pass through a second con 
denser, which is also labeled 26, to condense out some 
further amounts of water. The gas is now at ambient 
and passes into a sulfur plant 30. This plant is of more 
or less standard design for a modified Claus process, 
the modifications merely being to suit a particular gas 
entering the plant, which has the composition shown on 
the drawings. From the modi?ed Claus plant, the sulfur 
produced is recovered as a product as indicated. As 
there is a deficit of CH4 over $02, some of the latter 
leaves the sulfur plant and is shown as recycled into the 
line passing into the first absorber section 6. This S02 
is, therefore, not lost, and the smaller amount of meth 
ane stripping gas which effects a marked economy in 
the process and increases operating reliability is ‘not 
offset by $02 losses. ' 
The off gases from the sulfur plant, as is usual, consist 

of inert gases together with the small amounts of S02, 
which have been referred to above, and some H28, COS 
and CS2. The excess of $02 in the sulfur plant, which 
is recycled as has been described above, minimizes the 
content of COS, H25 and CS2 in’ the off gas to a point 
where they are relatively insignificant. 

It will be noted from a consideration of FIGS. 3 and 
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4 that fewer transfer units can be used with two paired ' 
sections of absorption and stripping and that the system 
can function despite a finite pressure drop in the ab 
sorber which could otherwise render single section op 
eration of absorber and stripper inoperative or at least 
excessively critical to control if the same small amount 
of CH, had been used in the prior single absorber and 
single stripper processes. ' 
FIGS. 5A to D show a system in which there are two 

absorber sections and two stripper sections with pair 
ing. It will be apparent that there can be more than two 
sections but in most practical plants handling stack 
gases ‘the somewhat greater reduction of S02 content 
obtained by more sections is outweighed by the greater 
complexity of the system and hence its higher cost. 
As has been stated above, when the present invention, 

- is used with S02 gases having a much higher S02 con 
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tent, more than two sections in the absorber and in the 
stripper are ordinarily desirable. Where it is necessary 
to meet off gas S02 content requirements of pollution 
control laws which require too low a concentration of 
$02 for practical production with systems using only 
two absorber sections and two stripping sections such 
multiple systems are, therefore, included in the present 
invention where the nature of the gas treated and the 
constraints on off gas composition make the use of a 
larger number of sections desirable. - 

It is an advantage of the invention that the particular 
design of contact between gas and liquid in the various 
sections is not critical, and any suitable type, such as 
packed tower, bubble cap towers, and the like, may be 
used. 
The preferred split sub-sections in the stripping sec 

tions permits utilization of different pH’s in the various 
liquid streams. This is,an additional advantage as the 
higher the initial pH, for example substantially water 
only, the greater the solubility of S02 and the'like. On 
the other hand, the stripping of S02 becomes increas 
ingly difficult at higher pH‘s, and so it is usually desir 
able to have the second section of stripping operate at 
a somewhat lower pH than the first in order to facilitate 
stripping the very dilute S02 solution which is present 
at this point. It should be noted thatin stripping there 
will be some change in pH, and so the reference above 
as to different pH‘s is to different pH’s in each sectio 
and sub-section. ' 

It has been shown above that the efficiency of strip 
ping is a function of the absolute pressure, 77', and the 
amount of stripping gas in relation to the amount of 
SO2 to be recovered. On the other hand the use of ex 
cessively low pressure requires excessive compressor 
power consumption and the amount of stripping gas is 
determined by the process requirements. As noted 
above, the amount of stripping air when the S02 is to 
be converted to acid, is greater than the amount of 
methane when the S02 is to be reduced to sulfur. 

In accordance with this invention, I control the com 
pression ratios in the several compressor stages repre 
sented by compressors 19, 33, 34, 35, and 37. If these 
compressors are, as is shown, driven by steam turbines, 
the control of each compressor is by means of a throttle 
on each steam line. When this is done in combination 
with the control of the stripping gas flow into each sec 
tion the system may be optimized with respect to effi 
ciency and power consumption. I 

It should be noted, as has been pointed out above, 
that in the absorber sections there is a flow of the S02 
containing gas in series through them. The stripper sub 
sections however, are related to one another only 
through the recycle of the stripper solutions. Otherwise 
the stripper sub-sections are entirely independent of 
one another, which permits controlling the pressure -to 
different values for different sub-sections. The inde 
pendence of control is sometimes important in obtain 
ing more completeseparation of recovered ‘$02 from 
other gases, such as, for example, CO2 in stack gases. 

- I claim: ' - 

l. A process for S02 recovery from a gas in which 
a. S02 is absorbed in aqueous solutions in a sequence 

- of absorption zones, said gas passing from zone to 
zone of absorption and therefrom to disposal, 

b. S02 is recovered from said aqueous solutions in a 
sequence of stripping zones with a ?xed stripping 
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gas for each stripping zone under vacuum, passing cled from a stripping zone to an absorption zone 
‘said stripping gas through each stripping zone to _ i being at least partially Stripped 
compression, and 

' c. each of said aqueous solutions is recycled between _ _ v 
a zone of absorption and a zone of stripping in cor- 5 smppmg gas to 502 15 not more than 10 
responding sequence, each aqueous solution recy- * * * * * 

2. A process of claim 1 in which the ratio of the ?xed 
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