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To all whom, it may concern: 
Be it known that I, ELLIs S. HELWITZ, of 

WVatertown, county of Middlesex, State of 
Massachusetts, have invented an Improvement 

5 in Ventilated Garments, of which the following 
description, in connection with the accompa 
nying drawings, is a specification, like letters 
on the drawings representing like parts. 

This invention has for its object to provide 
[0 a rubber or water‘proof coat or garment with 

effective meansfor ventilation, more especially 
at a point beneath the arms, and also at a point 
between the shoulders. 

In accordance with this invention, the gar~ 
r5 ment at the point to be ventilated is provided 

with a slit, in which is placed a piece of rub 
ber or other suitable material having through 
it a series of horizontal passages or holes, and 
also several series of transverse perforations 

2o communicating with the said horizontal pas 
sages, said perforated piece or portion being 
fastened ‘to the interior of the garment and 
presenting one edge at the slit. A perforated 
lining, of rubber or other suitable material, is 

25 fastened to the interior ofthc garment, cover 
ing the said perforated piece or portion, said 
lining having upon its concealed face several 
ribs or projections, which bear upon the per 
forated piece or portion beneath it to keep the 

30 lining from closing the air-passages. 
Figure 1 shows in rear side view the top 

part of a coat to illustrate the location and ex 
ternal appearance of the ventilating means; 
Fig. 2, a perspective view of the perforated 

35 piece or portion, showing its connection with 
the garment and lining, said lining being 
turned back to expose the piece beneath it; 
and Fig. 3, a cross section of the ventilating 
means. 7 ' - 

,o The garment or coat is slitted at the points 
desired to be ventilated——as between the shout 
ders at a and beneath the arms at b. The vcn~ 
tilating means at each point are the same, so 
one only will be described, as at a, where it 

45 will be seen that the back seam is left open for 
a short distance for the slit. A piece or por 
tion of rubber or other material, 0, of rectan~ 
gular shape and about an eighth of an inch in 
thickness,is fastened to the interior of the gar 

50 ment, one edge being presented at the slit a. 

The piece 0 is provided with horizontal air 
passages or holes. 2, which preferably extend 
diagonally, (see Fig. 2,) and form continuous 
passages through the piece. The piece 0 is 
also provided with perforations 3, which com~ 55 
municate with the air-passages 2. The piece 
0 is concealed by a lining, a’, of rubber or other 
‘material, having perforations 4, and also hav 
ing upon its under or concealed face many ribs 
or projections 5, preferably arranged in series. 60 
The ribs or projections 5 bear upon the perfo 
rated piece 0 to keep the lining from closing 
the perforations or passages therein. 
The lining a’ may be fastened in any usual 

manner to‘the interior of the garment. 65 
By this construction the warm or heated air_ 

can always pass out through the lining a and 
piece 0, as many continuous airpassages are 
formed and are continually open, and the de 
vice may be readily applied to any coat. 70 

I claim- 
1. A garment slitted at the point to be ven 

tilated and having one edge of an independent 
vcntilating‘piecc presented thereat, the said ‘ 
piece having diagonal air-passages therein and 75 
transverse perforations communicating there 
with, combined with a perforated lining su_ 
per-imposed upon the said piece and having 
ribs or j'n'ojectious upon its inner side, sub 
stantially as described. ‘ 

2. A garment having a slit at the point to 
be ventilated, the piece or portion 0, provided 
with several air- passages extending there 
through, one edge of which piece is presented 
at the slit, and the perforated lining a’, having 85 
a series of ribs thereon, substantially as de 
scribed. 

3. A garment having a slit at the point to 
be ventilated, and the piece 0, having diago' 
nal air-passages 2 and transverse passages 3 9O 
communicating therewith, one edge of said 
piece 0 being presented at the slit, substan 
tially as described. 

In testimony whercofI have signed my name 
to this speci?cation in the presence of two sub- 95 
scribing witnesses. 
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ELLIS S. HELWITZ. 
Witnesses: 

BERNICE J. NoYEs, 
FREDERICK L. EMERY. 


