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[5 7 ] ABSTRACT 
A massage device for massaging parts of the body 
which are difficult to reach comprises a substantially 
arcuate arm having spaced free ends substantially op 
posite each other. A massaging head member is resil 
iently af?xed to one free end of the arm and extends 
in a direction toward the other free end of the arm. A 
handle is pivotally affixed to the arm at the other free 
‘end thereof. A detent unit couples the handle to the 
arm in a manner whereby thev arm and the handle are 
substantially ?xedly positionable at a plurality of an~ 
gles relative to each other. 

2 Claims, 3 Drawing Figures 
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' MASSAGE DEVICE 

DESCRIPTION OF THE INVENTION 

The present invention relates to a message device. 
More particularly, the invention relates to a message 
device for massaging parts of the body which are dif? 
cult to reach. ‘ 

The principle object of the invention is to provide a 
massage device for massaging parts of the body which 
are dif?cult to reach, which device is of simple, but ef 

‘ fective, ef?cient and reliable structure, is easy, conve 
nient, simple and comfortable to use and operate, and 
provides, without the need for an external source of 
power, an excellent means for massaging the body and 
various muscles which are dif?cult for the average per 
son to reach. 

In order that the invention may be readily carried 
into effect, it will now be described with reference to 
the accompanying drawing, wherein: 
FIG. 1 is a side view of an embodiment of the mas~ 

sage device of the invention; 
FIG. 2 is a side view of part of the massage device of 

FIG. 1, taken along the lines 2-2 of FIG. 1; and 
FIG. 3 is a view, partly in section, taken along the 

lines 3—3, of FIG. 2. 
In the FIGS., the same components are identi?ed by 

the same reference numerals. 
The message device of the invention is for massaging 

parts of the body which are difficult to reach. 
The message device of the invention comprises a sub 

stantially arcuate arm 11 (FIGS. 1, 2 and 3) having 
spaced free ends 12 and 13 substantially opposite each 
other (FIG; 1). A massaging head member 14, of any 
suitable material for massaging the body, is resiliently 
af?xed to one free end 12 of the arm 11. The massaging 
head member 14 is af?xed to the arm 11 via a spring 
15 af?xed at one end to the one end 12 of the arm 11 
and af?xed at the other end to the massaging head. The 
massaging head 14 extends in a direction toward the 
other free end 13 of the arm 11, as indicated by an 
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arrow 16 in FIG. 1. The spring 15 is very stiff and there 
fore very little resilient. 
A handle 17 (FIGS. 1 and 2) is pivotally af?xed to 

the arm 11 at the other free end 13 thereof. FIG. 2 illus 
trates the detail of the pivotal connection of the handle 
17 to the arm 11. A detent unit 18, 19 af?xed to the, 
handle 17 and the arm 11, cooperate with‘ each other, 
with the assistance of a compression spring 20, as 
shown in FIGS. 2 and 3, to couple the handle and the 
arm in a manner whereby the arm and the handle are 
substantially ?xedly positionable at a plurality of angles 
relative to each other. The different positions of the 
handle 17 relative to the arm 11 are indicated by bro 
ken lines A, B, C, D, and E in FIG. 1. 
While the invention has been described by means of 

a speci?c example and in a speci?c embodiment, I do‘ 
not wish to be limited thereto, for obvious modi?ca 
tions will occur to those skilled in the art without de 
parting from the spirit and scope of the invention. 

I claim: 
1. A message device for massaging parts of the body 

which are difficult to reach, said message device com- ‘ 
prising _ 

a substantially arcuate arm having spaced free ends 
substantially opposite each other; 

a massaging head member resiliently affixed to one 
free end of the arm and extending in a direction to 
ward the other free end of the arm; 

a handle pivotally af?xed to the arm at the other free 
end thereof; and 

detent means coupling the handle to the arm in a 
manner whereby the arm and the handle are sub 
stantially ?xedly positionable at a plurality of an 
gles relative to each other. 

2. A massage device as claimed in claim 1, further 
comprising a spring af?xed at one end to the one end 
of the arm and af?xed at the other end to the massaging , 
head. 

* * * * * 


