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[57] ABSTRACT 
A tool holder with a code carrier and a body member 
for supporting a tool, said body member being pro 
vided with internal threading. A pin is threaded into 
the internal threading of the body member and serves 
to secure the tool holder, and the code carrier is ar 
ranged upon this pin. 

4 Claims, 5 Drawing Figures 
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TOOL HOLDER EQUIPPED‘ WITH A CODE 
CARRIER 

BACKGROUND OF THE INVENTION 

The present invention relates to a new and improved 
construction of tool holder with a code carrier or sup 
port and a body member for holding the tool, the body 
member being provided with internal threading. 
According to a known prior art construction of tool 

holder of this type the coding thereof occurs in that a 
number of rings are pushed onto a cylindrical part of 
the tool holder and secured in axial direction. In this 
connection there are arranged two different types of 
rings with different external diameter according to a 
code. By means of the code, there is characterized or 
marked a tool retained at the tool holder. This known 
coding technique with rings requires an appropriate 
construction of the tool holder because these rings are 
arranged upon the tool holder. The aforementioned 
code cannot, for instance, be applied to a steep-angle 
taper tool holder according to ISO-standards (Interna 
tional Organization For Standardization). 

SUMMARY OF THE INVENTION 

Hence, it is a primary object of the present invention 
to provide an improved construction of tool holder 
having a code carrier which is not associated with the 
aforementioned drawbacks and limitations of the prior 
art proposals. 
Another and more specific object of the present in 

vention is to render accessible to coding standardized 
already existing tool holders without any subsequent 
processing or machining thereof. 
Now in order to implement these and still further ob 

jects of the invention, which will become more readily 
apparent as the description proceeds, the invention 
contemplates that a pin or plug is threaded into the in 
ternal threading of the body member, this pin serving 
for the attachment of the tool holder, and a code is ap 
plied to such pin. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention will be better understood and objects 
other than those set forth above, will become apparent 
when consideration is given to the following detailed 
description thereof. Such description makes reference 
to the annexed drawings wherein: 
FIG. 1 schematically illustrates, partially in sectional 

view, a standardized tool holder equipped with coding; 
FIG. 2 is a cross-sectional view of the tool holder de 

picted in FIG. 1, taken substantially along the line II—II 
thereof; 
FIG. 3 is a cross-sectional view of the tool holder de 

picted in FIG. 1, taken substantially along the line lII~ 
-III thereof; 
FIG. 4 schematically illustrates a forked or bifurcated 

member having scanning elements for scanning the 
code at the tool holder; and 

FIG. 5 is a cross-sectional view of the arrangement of 
FIG. 4, taken substantially along the line V-V thereof. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Describing now the drawings, in FIG. 1 there is illus 
trated by way of explanation a standardized tool holder 
1 having a body member 37 equipped with internal 
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2 
threading 2. A pin or plug 5 provided at its rear portion 
3 with threading 4 is threadably connected with the in 
ternal threading 2 of the body member 37. The pin 5 
is equipped at its central portion with a cylindrical sur 
face 6 and at its front portion this pin 5 is provided with 
transverse ribs 7 to enable it to be gripped by any suit‘ 
able and therefore not particularly illustrated gripper 
element and to be drawn into the work or main spindle. 
At the central or middle portion of the pin 5 there is ar 
ranged further threading 8 which is in engagement with 
a check or counter nut 9. This counter or check nut 9 
bears upon the tool holder 1 and secures the pin 5 
against rotation. A sleeve member 10 forming a code 
carrier or support is pushed over the smooth cylindrical 
surface 6 of the pin 5 and secured at such pin 5 by 
means of a screw 12 or equivalent structure threaded 
into a radially directed threaded bore 11 (FIG. 2). At 
the periphery of this sleeve member 10 there are ar 
ranged slots 13 which extend tangentially to the sleeve 
member 10 and perpendicular to the axis of such sleeve 
member. The slots 13 are arranged at diametrically op~ 
posite locations at the periphery of sleeve member 10. 
If desired two groups of slots 13 could be arranged at 
such diametrically opposed locations. 
According to the showing of FIGS. 1 and 3, the tool 

holder 1 possesses a flange 14. At the periphery of the 
?ange 14 there are cut or otherwise appropriately ma 
chined three grooves 15, 16 and 17. These grooves 15 
to 17 extend tangentially with respect to the ?ange l4 
and perpendicular to the axis of the tool holder 1. The 
bases of the grooves 15 to 17 bear upon the sides of an 
isosceles triangle. Both of the grooves 15 and 16 are ar~ 
ranged 90° offset with regard to one another, the third 
groove 17 is arranged offset with respect to each of 
both of the other grooves 15 and 16 respectively 
through an angle of 135°. Two recesses 18 serving for 
entraining the tool holder 1 at the work spindle and for 
the positionally correct fixing thereof at a magazine are 
arranged at the ?ange 14 in diagonally opposed rela 
tionship between both grooves 15 and 16 and the third 
groove 17. The three grooves 15 to 17 are provided for 
the purpose of engaging the tool holder ll during a tool 
change operation by means of a non-illustrated gripper 
clamp and to transport such between the work spindle 
and the tool magazine. Details of the cooperation of the 
gripper clamp with the tool holder constitutes subject 
matter of the copending commonly assigned U.S. appli 
cation, Ser. No. 289,800 ?led Sept. 18, 1972, and enti 
tled TOOL CHANGE MECHANISM, to which refer 
ence may be readily had. 
The pin 5 is adjusted in axial direction by means of 

a non-illustrated caliper or gauge relative to the tool 
holder 1 and fixed by means of the check nut 9 at the 
tool holder ll. Thereafter, the sleeve member 110 is axi 
ally and radially adjusted at the pin 5 with the aid of a 
caliper or gauge 19 and ?xed by means of the screw 12. 
To this end the caliper 1‘) possesses two lower arms 20 
and 21 which can be brought into engagement with the 
grooves 15 and 16 respectively at the flange 14. An 
upper ?exed am 22 of caliper‘ 19 is brought into en 
gagement with a recess 23 at the sleeve member 10, so 
that its radial axial position is ?xed. The slots 13 are ex 
actly parallely directed with regard to the plane of sym 
metry extending through the recesses 18 at the ?ange 
l4, and in axial direction the slots 13 exhibit an exactly 
de?ned spacing from the flange 14. 
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According to the showing of FIGS. 4 and 5, there is 
provided a bifurcated or fork-shaped carrier or support 
24 with forked ends 26 and 27 having a substantially 
L—shaped profile. Two likewise L-shaped carriers or 
supports 29 are connected by means of screws 30 with 
the L-shaped forked ends 26 and 27 in such a manner 
that the components 26, 27, 29 form U-shaped carrier 
24. The L-shaped carrier 29 possesses four continuous 
bores 31 arranged behind one another and therebelow 
in each case a respective blind hole bore 32. In both 
bores 31 and 32 there are arranged confronting induc 
tive measurement value transmitters 25, 25 ' which are 
operated by any suitable reference circuit. The meas 
urement value transmitters 25 and 25' are fixedly 
clamped at the bores 31 and 32 respectively by adjust 
ing screws 33 and 34 respectively. A small cover plate 
35 closes towards the top the U-shaped carrier 24 
formed by the components 26, 27, 29, so that there is 
formed a closed channel 36 through which there can be 
led towards the outside of the bifurcated member 24 
non—illustrated electrical connections or leads from the 
measurement value transmitters 25, 25 '. 
The tool holder 1 with the pin 5 and the sleeve mem 

ber 10 is moved perpendicular to the plane spanned by 
the forked ends 26, 27 and therebetween, whereby the 
code represented by the slots 13 and the raised portions 
28 of the sleeve 10 is moved past the measurement 
value transmitters 25, 25 '. 

- While there is shown and described present preferred 
embodiments of the invention, it is to be distinctly un 
derstood that the invention is not limited thereto but 
may be otherwise variously embodied and practiced 
within the scope of the following claims. 
Accordingly, what is claimed is: ' 
l. A tool holder comprising an axially extending tool 

holder body member for holding a too], said tool holder 
body member being provided with one end adapted to 

5 

15 

20 

25 

30 

35 

45 

55 

65 

4 
hold a tool and internal axial threading, an axially ex 
tending pin threadably connected with the internal 
threading of the tool holder body member and serving 
for the attachment of the tool holder to a tool driving 
spindle operator, a tool code carrier, said code carrier 
comprising a sleeve member seated upon said pin, said 
sleeve member being provided with tangentially di 
rected slots transverse to said axial direction and ar 
ranged at diametrically opposite locations above one 
another at the periphery of the sleeve member, said 
tool holder body member including a ?ange adjacent to 
said tool removable caliper means in engagement with 
said sleeve and ?ange for positioning said sleeve mem 
ber in a predetermined axial and radial direction at the 
pin with respect to said ?ange, and means for remov 
ably locking said ?xed sleeve member in radial and 
axial direction with respect to the pin. 

2. The tool holder as defined in claim 1, wherein said 
sleeve member is provided with a radially directed 
threaded bore and a set screw threaded in said bore for 
securing the sleeve member at the pin. 

3. The tool holder as claimed in claim 1, wherein said 
sleeve and ?ange are each provided with at least one 
recess for removably receiving said caliper, said ?ange 
is provided with recesses offset through 180° with re 
spect to one another, said caliper serving to align the 
sleeve member at the pin in radial direction with re 
spect to said recesses and in axial direction with respect 
to said ?ange. 

4. The tool holder as defined in claim 3, further in 
cluding a substantially U-shaped fork member having 
arms, means for scanning the tool holder secured to 
said arms in confronting relationship to said code car 
rier, said scanning means comprising measurement 
value transmitters arranged opposite one another in a 
plane. 
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