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DUAL KEY RING HOLDER 

BACKGROUND AND SUMMARY OF THE 
INNVENTION 

Key holders formed of leather and having a looped 
tab to receive a key ring have been in common use. Of 
ten, however, two sets of keys are required. or it's de 
sired to provide for ready removal of a single key such 
as a car key. The present invention is directed to a key 
holder in which two identical holders, each provided 
with a looped tab received on a key ring are so ar 
ranged as to be readily connected or separated in order 
that, when separated, each holder and it's key ring may 
be used separately, or, when connected the key rings 
are at opposite ends of the dual holder for ready identi 
?cation and separate use. 

DESCRIPTION OF THE FIGURES 

FIG. I is a plan view of the assembled ring holder. 
FIG. 2 is a side view thereof. 
FIG. 3 is a plan view of one of the holder units. 
A dual ring holder includes a pair of holder members 

I which are preferably identical. The holder members 
are shown as being oval in shape but they may be rect 
angular or otherwise shaped. 
Each holder member is provided with a tab 2 which 

is folded upon itself to form a loop 3 to receive a key 
ring 4. 
The tab is secured in its loop condition to one end of 

its corresponding holding member by means of a rivit 
5. The rivit 5 includes an outwardly projecting separa' 
ble fastener element 6 projecting from the tab. 
A mating separable fastener element 7 having a 

socket 8 is secured near the opposite end of the holder 
member. 
The two holder members are adapted to be remov 

ably connected by the two separable or snap fastener 
elements 6 and 7. When the holder members are so fas 
tened together, the tabs extend in opposite directions 
placing the two key rings 4 at opposite ends of the key 
ring holder. Normally the two holder members are fas 
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2 
tened together as shown in FIGS. I and 2. Should it be 
desirable to separate the two key rings. it is merely nec 
essary to disconnect the two sets of separable fastener 
elements 6 and 7. 

It is preferred to form the dual key ring holder of 
leather. The holder members I being arranged with 
their smooth or ?nished sides facing outward and their 
rough or normally inner sides in confronting relation. 
The tabs are looped so that their finished sides face out 
ward. The ?nished sides of the holder members may be 
provided with various ornamental designs. 
Having fully described my invention it is to be under 

stood that I am not to be limited to the details herein 
set forth, but that my invention is of the full scope of 
the appended claims. 

I claim: 
I. A dual key holder, comprising: 
a. a pair of essentially identical holder members; 
b. a tab at one end of each holder member formed 

into a loop; 
c. a key ring disposed in the loop; 
d. permanent fastening means extending through the 

tab and corresponding holder member to secure 
the key ring in the loop; 

e. a releasable fastener element carried by each fas 
tening means; 

f. and a mating releasable fastener element disposed 
at the opposite end of each holder member for con 
nection to the corresponding fastener element 
thereby removably securing the holder members in 
confronting relation with the tabs extending in op’ 
posite directions. 

2. A dual key holder as de?ned in claim 1, wherein: 
a. the holder members and tabs are formed of 

leather. 
3. A dual key holder as defined in claim 2, wherein: 
a. the leather forms a smooth ?nished side and a 
rough un?nished side, the ?nished side of the 
leather forming the outer sides of the holder mem 
bers when fastened together. 
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