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1 571 ABSTRACT ‘ 

The present invention relates to a survival hand 
weapon comprising an elongated blade having a cut 
ting edge beveled on one edge thereof, a finger receiv 
ing portion including a plurality of ?nger openings ex 
tending from an edge of said cutting blade opposite 
the beveled cutting edge, and a palm rest extending 
from said ?nger receiving portion and engageable with 
the palm of the user’s hand whereby said palm rest 
tends to absorb the shock associated with a particular 
blow and to transfer the shock to the palm of the 
user’s hand. 

1 Claim, 3 Drawing Figures 
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SURVIVAL HAND WEAPON 
The present invention relates to weapons, and more 

particularly to hand weapons adapted to be carried and 
supported by the user's hand. 
Hand weapons of various types have long been effec 

tively used in certain combat, self-defensive and gen 
eral survival situations. Such hand weapons lend them 
selves to “close-in" ?ghting and are particularly ef 
fected in face~to-face confrontations where ?rearms 
are not available or cannot be safely used without sub 
jecting bystanders or comrades to unreasonable risk. 
The present invention relates to a survival hand 

weapon of the non?rearm type comprising an elon 
gated blade having a beveled cutting edge formed along 
the forward edge thereof, a plurality of ?nger receiving 
openings extending from the edge of the elongated 
blade opposite the cutting edge for receiving a plurality 
of ?ngers from the user’s hand, and a palm rest extend 
ing fromthe plurality of ?nger openings for extending 
between the fingers and the palm of the user’s hand. 
which acts to transfer the shock associated with a par 
ticular blow to the palm of the user’s hand. 
Therefore, it is seen that the hand weapon of the 

present invention is designed to ?t the user’s hand by 
allowing the ?ngers of the user to extend through the 
?nger openings of the hand weapon between the elon 
gated blade and the palm rest. When properly placed 
on the hand, the ?nger openings rest adjacent the 
knuckle line of thevhand and the forward portions of 
the finger bend back to engage the palm rest and hold 
it tightly adjacent the palm of the hand. This tends to 
align the blade such that it liesin a plane generally per 
pendicular to the plane of the ?nger portions extending 
through the ?nger openings. 
Thus when used the .hand survival weapon of the 

present invention can be'used in conjunction with other 
types of hand weapons and can compliment other 
forms of combat or self-defensive such as karate. 

It is, therefore, an object of the present invention to 
provide a hand weapon that can be carried and sup 
ported by the hand and which will be effective in com 
bat, self-defense and other general survival situations. 
A further object of the present invention is to provide 

a knife type hand weapon including a plurality of ?nger 
openings for receiving the ?ngers of the user’s hand, 
and a palm rest extending from the plurality of ?nger 
openings for engagement with the palm in order that 
the shock associated with a particular blow is trans 
ferred by the palm rest to the palm of the hand. 
A still further object of the present invention is to 

provide a sharp cutting hand weapon that is adapted to 
?t a user’s hand such that the ?ngers of the user's hand 
can be inserted through the plurality of finger openings 
and locked therearound to assure that the hand weapon 
will be naturally retained in the hand while being used 
in a combat or self-defense survival situation. 
Other‘objects and advantages of the present inven 

tion will become apparent and obvious from a study of 
the following description and the accompanying draw 
ings which are merely illustrative of the present inven 
tion. 

DESCRIPTION OF THE DRAWINGS 

FIG. I is a side elevational view of the survival hand 
weapon of the present invention; 
FIG. 2 is a perspective view of the survival hand 

weapon as held in the hand of an individual; 
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2 
FIG. 3 is a front elevational view of the survival hand 

weapon of the present invention illustrating the rela 
tionship of the weapon tothe portion of the hand 
shown. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

With further reference to the drawings, particularly 
FIG. I, the hand survival weapon of the present inven 
tion is shown therein and indicated generally by the nu 
meral 10. Referring to the hand survival weapon 10 in 
greater detail it is seen that the same comprises an elon 
gated blade 12 which is preferably tapered towards the 
front edge thereof (the forward direction being the di 
rection toward the right of the hand survival weapon as 
viewed in FIG. 1). The forward edge of the elongated 
blade 12 is beveled to form a cutting edge 14 that ex 
tends generally the entire length of the hand survival 
weapon 10. 
Extending from the rear side of the blade 12 or the 

edge opposite the cutting edge 14 is a ?nger receiving 
portion 16. Finger receiving portion 16 includes a plu 
rality of openings for receiving the ?ngers of the hand 
of the user. More speci?cally, the plurality of ?nger 
openings includes a little ?nger opening 18, a ring ?n 
ger opening 20, a middle ?nger opening 22, and a fore 
?nger opening 24. ' 
As seen in the drawings, the ring finger opening 20 

and middle ?nger opening 22 are slightly spaced closer 
to the blade 12 or cutting edge 14 than the little ?nger 
opening I8 and the fore?nger opening 24. In fact, as 
illustrated in the drawings, it is seen that this particular 
spacing arrangement results in the center points of the 
various ?nger openings lying generally on an arcuate 
path AP. This particular arrangement of the finger 
openings 18, 20, 22 and 24 allow the hand weapon 10 
to be more comfortably held and also allows the same 
to conform to the shape of the hand and particularly 
the position of the ?ngers. 
Extending fron the ?nger receiving portion 16 on the 

side opposite the blade 12 is a palm rest 26, the palm 
rest being aligned with the ?nger receiving portion 16 
and the blade 12 to form a generally co-planar struc 
ture. Viewing the palm rest 26 in greater detail, it is 
seen that such basically comprises a single piece mem 
ber 28a extending from outer portions of the ?nger re 
ceiving portion 16 with the single piece member being 
spaced rearwardly of the ?nger openings 18, 20, 22 and 
24 and thusly de?ning an opening 28 therebetween. 
To utilize the hand weapon 10 of the present inven 

tion, the respective ?ngers of the user‘s hand are in 
serted through the appropriate openings 18, 20, 22 and 
24 of the ?nger receiving portion 16. The entire hand 
weapon 10 is moved laterally along the fingers to where 
the ?nger portion 16 extends between the user’s knuck 
les and the middle joints of the ?ngers, as illustrated in 
FIG. 3. Once the hand weapon 10 is positioned in this 
position, the end portions of the ?ngers are wrapped _ 
back toward the palm and engage the palm rest, push 
ing the same tightly adjacent the palm. In this position, 
the hand weapon 10 is securely held in the hand and 
will not tend to drop or be separated thereform under 
normal circumstances. 

Also, it is seen that the palm rest 26 engages the palm 
of the user’s hand and in the case of a blow being struck 
with the hand weapon 10, the shock associated there 
with is transferred to the palm of the hand by the palm 
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rest 26 and particularly the single piece rearmost mem 
ber 26a. 
Therefore, from the foregoing, it is apparent that the 

present invention presents a hand weapon 10 that is ef 
fective in combat, self-defense and other survival situa 
tions. Moreover, the design of the hand weapon 10 is 
such that the gripping thereof inherently results in a 
grip that makes it quite dif?cult for the hand weapon 
to be separated from the user. Also, a further advan 
tage of the hand weapon 10 of the present invention 
lies in the fact that in a combat or self-defense situa 
tion, the weapon is an integral part of the ?st and fol 
lows the path thereof as the arms are swung or punched 
at an aggressor. 
The terms “upper," “lower,” “forward," “rear 

ward,” etc., have been used herein merely for the con 
venience of the foregoing speci?cation and in the ap 
pended claims to describe the survival hand weapon 
and its parts as oriented in the drawings. It is to be un 
derstood, however, that these terms are in no way limit 
ing to the invention since the survival hand weapon 
may obviously be disposed in many different positions 
when in actual use. 
The present invention, of course, may be carried out 

in other specific ways than those herein set forth with- __ 
out departing from the spirit~and essential characteris 
tics of the invention. The present embodiments are, 
therefore, to be considered in all respects as illustrative 
and not restrictive and all changes coming within the 
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4 
meaning and equivalency range are intended to be em 
braced herein. 
What is claimed is: 
l. A single piece survival hand weapon comprising: 

a stiff elongated blade portion having a sharp cutting 
edge beveled along an edge thereof; a ?nger receiving 
portion extending from the edge of said elongated 
blade opposite said cutting edge and having a plurality 
of side-by-side disposed integral ?nger openings 
formed therein including a little ?nger opening, a ring 
?nger opening, a middle ?nger opening and a fore?n 
ger opening and wherein said ring and middle ?nger 
openings are spaced slightly forward of said little and 
fore?nger openings whereby the respective centers of 
the ?nger openings lie in a general arcuate path which 
enables the hand weapon to be confortably held; and 
a palm rest means extending from said ?nger receiving 
portion and being so con?gured and so sized so as to 
be engaged bythe palm of the user's hand when said 
hand weapon is hand held for absorbing the shock of 
a particular blow and transferring the shock to the palm 
of the user’s hand, said palm rest means comprising a 
single piece member extending from the little and fore 
?nger openings and spaced rearwardly of said ring and 
middle ?nger openings so as to form a relatively large 
opening therebetween; and wherein said blade, ?nger 
receiving portion and palm rest means are integrally 
constructed and co-planar. 

* =l< =l< * * 


