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HAND COVERING WITH HEATING MEANS 
THEREIN 

The invention relates to improvements in a hand cov 
ering, such as a glove or mitten, having integrally asso 
ciated with it novel means to heat same for keeping the 
hands of a wearer warm. 
More particularly, the covering comprises a conven 

tional glove portion 11 shaped to fit the hand and in 
cluding a body portion -12 and ?nger and thumb por 
tions 13 and 14 respectively, and a knit wrist portion 
15. The hand covering preferably is made of water im 
pervious material such as leather or plastic so as to re 
sist entrance of cold air and the escape of fluid or of 
heat generated in a manner to be described in detail 
hereinafter. Such a hand covering is espacially useful 
by persons exposed to cold weather and persons having 
arthritis or other problems with the hands which are 
minimized by the application of heat. 

It is therefore an object of the invention to provide 
a hand covering of the character referred to. 
Another object is to provide a hand covering of the 

character referred to with a ?uid chamber and means 
to heat ?uid therein. 
Another object is to provide a hand covering of the 

character referred to with a novel closure for the ?uid 
container carrying the heating means. 
Another object is to provide a hand covering which 

is not difficult or expensive to manufacture, is inexpen 
sive to use and is very efficient in use. 
Other objects and advantages of the invention will 

become apparent with reference to the following de 
scription and accompanying drawing. 

In the drawing: 
Fig. l is a plan view of a hand covering embodying 

the invention. 
FIG. 2 is a sectional view taken substantially on line 

2—2 of FIG. 1. 
FIG. 3 is a perspective view of a calrod heater that is 

incorporated in the hand covering. 
FIG. 4 is a perspective view of a closure cap for the 

?uid filling port. 
Referring to the exemplary embodiment of the inven 

tion shown in the accompanying drawings, the body 
portion 11 of the hand covering is conventional and 
may be made of leather, plastic or any other weather 
resistant material. It includes a palm portion 12, finger 
portions 13 and a thumb portion 14 and preferably a 
knit wrist portion 15. 

integrally secured to the back side of the glove is a 
fluid container 16 in the form of a leak proof bag 
shaped to conform to the configuration of the hand 
covering including the finger and thumb portions. Al 
though the container 16 may be integrally secured to 
the glove, as by an adhesive, it preferably is provided 
with a marginal ?ap 17 that matches a similar ?ap 18 
on the glove. These ?aps 17-18 may be stiched to 
gether to provide a mechanical bond and said joined 
?aps are then encased in a coating 19 of rubber or like 
material. 
The ?uid container 16 is provided, preferably in the 
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2 
area of the back of the hand, with a relatively large ex~ 
ternally ?anged opening 21 suitably externally 
threaded to receive a cap-like fitting 22 thereon tightly. 
The fitting 22 has extending through its top wall an in 
sulated electric cord 23, the wires of which are con 
nected to a calrod heater 24 that is contained in the 
?uid container. This calrod preferably is ?exible so as 
to conform to the contour of the back of the hand. 
When the glove is in use the cap-like fitting 22 may be 
removed, along with the calrod, and the ?anged open~ 
ing 21 may be closed by a conventional type of cap 25. 

In use, the ?uid container 16 is filled, through open 
ing 21, with a mixture of water and an anti-freeze. The 
cap-like fitting 22 is replaced and the cord 23 is then 
connected to an electrical outlet, a pronged plug 26 
being provided for this purpose. As the calrod heats, 
the ?uid is heated and when a predesired temperature 
is reached the cord is unplugged and the hand covering 
is fitted onto the hand. The supply of ?uid is sufficient 
to keep the covering warm for several hours, depending 
of course on outside temperature, after which it may be 
plugged into a current supply for reheating. 

It has been found that when a vehicle is equipped 
with a converter, the glove may be plugged into the cir 
cuit of the vehicle for heating. 
Of course, it desired, the cap-like fitting 22, may be 

removed after heating the ?uid and the conventional 
cap 25 placed on the ?anged filling opening 21, to pre 
vent ?uid lose. 
Although I have described a preferred embodiment 

of my invention, in considerable detail, it will be under 
stood that the description thereof is intended to be il 
lustrative, rather than restrictive, as details of the struc 
ture may be modified or changed without departing 
from the spirit or scope of the invention. Accordingly, 
I do not desire to be restricted to the exact construction 
shown and described. 

I claim: 
1. A heated covering for the hand comprising a hand 

glove casing including a main body, thumb and finger 
portions, a water filled heating chamber integrally con 
nected to said glove casing, a filling opening in said, 
heating chamber, a cap on said filling opening, an elec 
trical heater element within said heating chamber, and 
an'insulated electric cord for connecting saidheater el~ 
ement with a source of electric current, said cord ex 
tending through said cap and affording a mounting for 
the heater element whereby the latter may be with 
drawn through the ?lling opening upon removal of the 
cap. 

2. The heated covering for the hand recited in claim 
1, in which the heating element comprises a calrod. 

3. The heated covering for the handy recited in claim 
1, in which the hand glove and chamber have matching 
marginal ?aps suitably joined together. 

4. The heated covering for the hand recited in claim 
3, in which the joined ?aps are encased in a waterproof 
covering. 


