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DEFENSIVE GLOVE 

SUMMARY OF THE INVENTION 

My invention relates to a defensive glove or mitten 
which may be worn on a user’hand for self protection 
against assault. - 
The defensive glove is composed of an inner and 

outer layer of material with pointed pieces of metal an 
chored between the composite layers, with the points 
of the metal pieces protruding through the outer layer 
of the glove. 
An advantage of my invention is that it provides a 

user with a positive means of protection against assault. 

BRIEF DESCRIPTION OF THE DRAWING’ 

The objects and features of the invention may be un 
derstood with reference to the following detailed de 
scription of an illustrative embodiment of the inven 
tion, taken together with the accompanying drawings in 
which: 
FIG. 1 illustrates a top view of the palm of the glove 

of the invention; 
FIG. 2 illustrates an exploded fragmentary cross sec 

tion view of the invention; and 
FIG. 3 illustrates a fragmentary cross section view of 

the invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Turning now descriptively to the drawings, in which 
similar reference characters denote similar elements 
throughout the several views, FIGS. 1-3 show a defen 
sive glove 10 which may be worn on a user’s hand for 
protection. 
The defensive glove 10 is composed of two inner 

cloth layers 12 and 13, and an outer layer 14. The two 
inner layers 12 and 13 are sewn together by thread 15' 
with the heads 21 of a plurality of thumb tacks 16 
mounted between layers 12 and 13. The pointed ends 
17 of the thumb tacks l6 protrude through a plurality 
of aperatures 18 of inner layer 13, and through outer 
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layer 14. The layers of the glove are sewn together by 
thread 20. > 

Since obvious changes may be made in the specific 
embodiment of the invention described herein, such 
modi?cations being within the spirit and scope of the 
invention claimed, it is indicated that all matter con 
tained herein is intended as illustrative and not as limit 
ing in scope. 
Having thus described hte invention, what I claim as 

new and desire to secure by letters Patent of the United 
States is: 

1. A, glove which may be worn for conventional pur 
poses and for purposes of self-defense, said glove fitted 
with a plurality of pointed metal pieces that project 
from the palm side of the glove, 

said glove formed of an internal and an external layer 
of ?exible covering material joined together by fas 
tening means, v 

each said metal piece formed of a pointed shank 
joined to a generally ?at head, the plane of which 
head is generally perpendicular to the axis of the 
shank, 

each said metal piece mounted in the glove with the 
head located between the internal and the external 
layer of covering material of the palm sideof the 
glove, with the shank projecting through a hole in 
the external layer of covering material on the palm 
side of the glove, 

said metal pieces each held in place by the hole in the 
external layer of flexible covering material and by 
the fastening means that join the internal layer and 
external layer of flexible covering material. 

2. The combination as recited in claim 1 in- which 
said fastening means comprises stitching to join the in 
ternal and external layers of flexible covering material, 
with similar stitching located adjacent the periphery of 
the head of each metal piece to hold the metal piece in 
place between the internal and external layers of cover 
ing material. " 


