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ARTICLE DISPLAY AND STORAGE" STRUCTURE 
The present invention relates to structures for dis 

playing and storing articles used for personal hygiene 
and more particularly to such an article display and 
storage structure adapted to receive and display arti 
cles particularly adapted for personal hygiene use by a 
plurality of individuals, such as oral spray devices, 
power toothbrushes, and the like. 
The principal objects of the present invention are: to 

provide an article display and storage structure adapted 
to display and store articles adapted for personal hy 
giene use by a plurality of individuals. such as oral 
spray devices. and the like; to provide such an article 
display and storage structure having a plurality of com 
partments wherein one of the compartments is adapted 
to receive for storage therein an elongated article, such 
as an oral spray device; to provide such an article dis 
play and storage structure particularly adapted to re 
ceive. display and store an oral spray device such as 
shown and described in U.S. Letters Pat. No. 
3.583.609; issued June 8. l97l; to Robert H. Oppen 
heimer; for a Dispensing Device Useable as an Oral 
Spray; to provide such an article display and storage 
structure having recesses therein each adapted to re 
ceive for storage therein a respective one of a plurality 
of similar articles, such as spray tips for oral spray de 
vices. and similar attachments; to provide such an arti 
cle display and storage structure wherein at least one 
other of the compartments is adapted to receive for 
storage therein a stack of a plurality of packages each 
having a tablet therein for use in an oral spray device; 
to provide such an article display and storage structure 
wherein one ofthe compartments is adapted to support 
an elongated article in an inverted position for prepara 
tion of same for use such as being positioned to receive 
a tablet in an oral spray device, batteries for power 
units and the like; to provide such an article display and 
storage structure having a cover member removably 
mounted thereon to enclose the articles stored within 
said compartments and recesses and wherein the cover 
member is substantially dust proof; and to provide such 
an article display and storage sturcture which is attrac 
tive in appearance, stable in design, durable in use, eco 
nomical to manufacture, and particularly well adapted 
for the proposed use. 
Other objects and advantages of this invention will 

become apparent from the following description taken 
in connection with the accompanying drawings 
wherein are set forth by way ofillustration and example 
certain embodiments of this invention. 
The drawings constitute a part of this specification 

and include an exemplary embodiment of the present 
invention and illustrate various objects and features of 
the article display and storage structure. 
FIG. 1 is a perspective view of an article display and 

storage structure embodying features of the present in 
vention. 
FIG. 2 is a longitudinal sectional view with portions 

- broken avvay to show an article receiving recess. 
FIG. 3 is a transverse sectional view taken on line 

3-3, FIG. 2. 
FIG. 4 is a transverse sectional view taken on line 

4—4. FIG. 2. 
FIG. 5 is a perspective view of the article display and 

storage structure with an article shown therein in an in 
verted position during preparation for use. 
Referring more in detail to the drawings: 
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2 
As required, detailed embodiments of the present in 

vention are disclosed herein, however, it is to be under 
stood that the disclosed embodiments are merely exem 
plary of the invention which may be embodied in vari 
ous forms. Therefore, specific structural and functional 
details disclosed herein are not to be interpreted as lim 
iting, but merely as a basis for the claims and as a repre 
sentative basis for teaching one skilled in the art to vari 
ously employ the present invention in virtually any ap 
propriate detailed structure. 

In the disclosed embodiment of the present inven 
tion, the reference numeral 1 generally designates an 
article display and storage structure adapted to receive 
and display articles particularly adapted for personal 
hygiene use by a plurality of individuals. The article dis 
play and storage structure includes a display and stor 
age portion 2 adapted to receive and display articles 
particularly adapted for personal hygiene use by a plu 
rality of individuals, such as oral spray devices, and the 
like and a cover member 3 removably mounted on the 
display and storage portion 2 which has a plurality of 
walls, as latter described, extending from a base portion 
and de?ning a plurality of open top compartments each 
adapted to receive and support therein respective arti 
cles. The walls terminate in an upper deck 4 having a 
plurality of recesses 5 therein each adapted to receive 
for storage therein a respective one of a plurality of ar 
ticles. 
The display and storage portion 2 has a base portion 

6 defined by side walls 7 and 8 and end walls 9 and 10 
suitably connected together as being integrally formed 
to provide a substantially rigid base portion .6 for the 
display and storage portion 2. 
The walls extending from the base portion 6 defining 

the plurality of open top compartments which may be 
arranged in any desired manner. However, the illus 

'trated structure has a bottom wall 11 extending be 
tween upper edges of the side walls 7 and 8 and the end 
walls 9 and 10 thereby closing a lower end of the plural 
ity of compartments. Laterally spaced side walls 12 and 
13 and end walls 14 and 15 extend upwardly from the 
bottom wall 11. The display and storage portion 2 may 
have any desired number of compartments, however, 
the illustrated structure includes intermediate walls 16 
and 17 extending upwardly from the bottom wall 11 
and between the side walls 12 and 13 thereby defining 
a center compartment 18 and end compartments 19 
and 20. - 

The illustrated end compartments 19 and 20 are par 
ticularly adapted for storing a plurality of packages of 
articles therein. It is desirable to provide access to said 
end compartment l9.and 20 for easy removal of the 
packages therein. Therefore, passages 21 and 22 are 
formed in respective portions of one of the side walls, 
for example, side wall 12 defining the end compart 
ment l9 and 20 respectively. It is also desirable that the 
passages 20 and 21 extend the full depth of the end 
compartments 19 and 20 whereby the last article or 
package therein may be removed from the respective 
end compartment. 
The end compartments l9 and 20 may be any desired 

shape in plan and in transverse cross-section. However, 
the illustrated compartments are generally rectangular 
in plan and transverse cross-section to accommodate 
generally rectangular packages 23 of articles, such as 
a tablet to be used in an oral spray device. 
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The center compartment 18 may be any desired 
shape conforming to an article to be received therein 
and in the illustrated structure, the central compart 
ment 18 is generally cylindrical and generally circular 
in transverse cross-section to receive an elongated gen 
'erally cylindrical article 24 therein. 
The bottom wall 11 has an enlarged portion within 

the center compartment 18 defining an upper shoulder 
25 adapted to support a base end of the elongated arti' 
cle 24 during storage and display. The bottom wall 11 
within the center compartment 18 has a ?rst recess 26 
therein defining a shoulder 27 with the first recess 26 
being adapted to receive an other end of the elongated 
article 24 therein and support same on the shoulder 27. 
The wall 11 also has a second recess 28 within the first 
recess 26 with the second recess 28 being adapted to 
receive a cap 29 on the elongated article 24. 
The side wall 12 also has a passage 30 therein 

adapted to permit a projection 31 of the elongated arti 
cle 24 to extend outwardly from the display and storage 
portion 2 when the elongated article 24 is received and 
supported within the first recess 26. 
The cover member 3 may be any desired shape suffi 

cient to enclose the elongated article 24 and attach 
ments therefor stored for display in the display and 
storage portion 2. The illustrated cover member 3 has 
side walls 32 and 33 positioned adjacent the side walls 
12 and 13 respectively of the display and storage por 
tion 2 and end walls 34 and 35 positioned adjacent the 
end walls 14 and 15 respectively of the display and stor 
age portion 2. The side walls 32 and 33 and the end 
walls 34 and 35 each have a lower edge engaging and 
supported on the bottom wall 11. The cover member 
3 has a top wall 36 extending between upper edges of 
the side walls 32 and 33 and the end walls 34 and 35. 

It is desirable to provide a gripping portion 37 on the 
cover member 3, therefore, respective portions of the 
top wall 36 and the side wall 32 and 33 are extended 
upwardly to de?ne the gripping portion 37 and an en— 
larged space adapted to receive therein one end of the 
elongated article 24. 
The cover member 3 is preferably transparent to per 

mit easy identification of the articles stored within the 
article display and storage structure 1 and the cover 
member 3 is preferably formed of a suitable synthetic 
resinous material for durability and lightness in weight. 
The display and storage portion 2 is also formed of 

a synthetic resinous material and may be molded for 
economy in construction. The display and storage por 
tion 2 may be any suitable color as desired. 

In using an article display and storage structure con 
structed as illustrated and described, the cover member 
3 is removed from the display and storage portion 2 to 
permit removal of the elongated article 24 and the 
preparation thereof for use as by inverting the article 
so that the cap 29 is received within the second recess 
28 within the center compartment 18. A cap 38 is re 
moved from the lower end of the elongated article 24 
to permit a suitable tablet taken from one of the pack 
ages 23 to be placed in the elongated article 24 and a 
suitable attachment placed on the projection 31 of the 
article 24 thereby preparing same for use by an individ 
ual. . 

It is to be understood that while I have illustrated and 
described one form of my invention, it is not to be lim 
ited to the specific form or arrangement of parts herein 
described and shown. 
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4 
What we claim and desire to secure by Letters Patent 

15: 

l. A display and storage structure for a liquid dis 
charge apparatus comprising: 

a. a base portion; . 

b. walls extending from said base portion and ar 
ranged to de?ne sides and a bottom of a plurality 
of compartments, one of said compartments being 
adapted to receive for storage therein a liquid dis 
charge apparatus having a liquid chamber therein 
and one end with a removable end portion for fill 
ing of said chamber and the other end with a dis 
charge nozzle extending generally laterally out 
ward therefrom, said walls terminating in an upper 
deck; 

0. one of the walls defining the bottom of said one 
compartment for supporting engagement of said 
one end of the liquid discharge apparatus with said 
discharge nozzle thereof above said upper deck; 

d. said one wall defining the bottom of said one com 
partment having a portion with downwardly re 
cessed surfaces for supporting engagement with the 
other end of said liquid discharge apparatus, said 
recessed surfaces cooperating with the compart 
ment sides thereabove in holding said liquid dis 
charge apparatus inverted in the compartment in 
chamber ?lling position with the removable end 
portion upwardly and above the upper deck; 

e. one of the walls defining a side of said one com 
partment having a passage therethrough for receiv 
ing the nozzle when the discharge apparatus is sup 
ported in inverted position in said one compart 
ment. 

2. A display and storage structure for an elongated 
discharge apparatus and activating articles used therein 
comprising: 

a. a base portion: 
b. walls extending from said base portion and ar— 
ranged to define sides and a bottom of at least two 
vertically elongate open top compartments, said 
walls terminating in an upper deck, at least one of 
said compartments being adapted to receive for _ 
storage therein an elongated discharge apparatus, 
at least one other of said compartments being 
adapted to receive for storage therein a plurality of 
activating articles for use by the elongated dis 
charge apparatus, said elongate compartments 
being of less length than the elongated discharge 
apparatus and a portion of said apparatus extends 
from said one compartment when positioned 
therein; 

c. one of the walls defining the bottom of the one of 
said compartments of said plurality of compart 
ments for supporting engagement of one end of the 
elongated discharge apparatus, said one end of said 
discharge apparatus being larger than the other end 
thereof; 

(1. said one wall de?ning the bottom of said one com 
partment having surfaces defining a recess therein 
for receiving in supporting engagement the other 
end of the elongated discharge apparatus with said 
recess surfaces and said one wall cooperating with 
side walls of the one compartment to support said 
elongated discharge apparatus in an inverted posi 
tion; 

e. one of the walls defining a side of said one com 
partment having a passage therethrough for the 
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length of said compartment for a projection on the 
elongated discharge apparatus to extend from said 
one compartment when the elongated discharge 
apparatus is inverted and supported on the other 
end thereof in said one compartment; 

f. a cover member removably mounted on said base 
portion and enclosing said compartments and ap 

6 
spray device; and v 

d. a cover member removably mounted on said base 
portion and enclosing said compartments and the 
hollow body of the oral spray device and the pack 
ages having a gas producing element therein and 
the tubular spray tips in said recesses. 

4. A display and storage structure as set forth in claim 
paratus and articles stored therein. . a 3 wherein: 

3. A display and storage structure for an oral spray a. certain of said walls each have an elongated pas 

65 

device havlnga hollow body for ‘.1 gas producillg 61.6- 10 sage therethrough for access to the packages hav 
ment and liquid and an elongated Jet nozzle for jet (115- mg a gas producing element therein, 
charge of said liquid’ Sald Structure compnsmg: b. one of the walls de?ning the bottom of the one of 

a' a base power-1’ - _ . said compartments is adapted to support thereon a 
b. walls extending from said base portion and ar- bottom of the body of the oral spray device’ 
ringed to de?ne Sides and a bottorfn O-fda plurality '5 c said one wall defining the bottom of said one com 
0 open top compartments, one 0 Sat compart- ' . . 

ments being adapted to receive forstorage therein partmetnttgas ‘l retclfsssherelfntsglapgddto ricflllve 2:“: 
a hollow body of an oral spray device, at least one Suppor _erlem _e Op 0 e o y 0 e a 

other of said compartments being‘ adapted to re- d Spray gevlc‘? End “ d f ‘ ‘d ' 
ceive for storage therein a plurality of packages 20 i an 0'1 er 0 t e “'3 S‘ e mmg Sal one Compat 
having a gas producing element therein, said one mem has an f?fngdn’jd Passage therethfough 
other of said compartments having access to pack- adapted to pefmlt <1 prolectlon on F116 body of the 
ages thergin tl'lilrough at least one of said ffiSpiCtlVe Oral tsprlilly dial/1c: to ‘?ling fgonl'l Sald Qnedconépart 
wa s, sai wa s terminating in an upper ec ; men w en. 6 opo e I o y.lS receive an ‘sup 

c. a plurality of recesses in said upper deck each 25 ported within the recess in said one wall defining 
adapted to receive for storage therein a respective the bottom of said one compartment. 
one of a plurality of tubular spray tips for the oral * * * * * 
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