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A hand-held pipetter for extracting a predetermined 
volume of liquid from a body of liquid, including a 
movable piston within a piston chamber that is in ?uid 
communication with a liquid receiving tip. An im 
proved calibrating structure is disclosed wherein a cal 
ibrating stop is provided internally of the pipetter and 
threadedly attached to a piston operating plunger for 
limiting the return of the piston in response to an in 
ternal spring. 
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1 
LIQUID TRANSFER PIPETTING DEVICE WITH A 

FACTORY ADJUSTABLE AND SEALABLE 
CALIBRATION STOP 

BACKGROUND OF THE INVENTION 

This invention is related generally to hand-held liquid 
transfer devices, and, more specifically to such devices 
of a precision calibrated pipetting type. This applica 
tion is related to an application by Richard D. Reed en 
titled, “Transfer Pipetting Device with a Tip Ejector.” 
Presently available hand-held liquid pipetting instru 

ments are of a type illustrated in U.S. Pat. No. 

3,494,201 Roach (1970). Such devices include a tube 
like barrel outer structure having a plunger extending 
outward of one end thereof and a piston attached to the 
other end of the plunger and positioned within a piston 
chamber. The piston chamber is maintained in ?uid 
communication with an aperture at an end of the barrel 
handle which is shaped for frictionally engaging a de 
tachable tip. The piston is held in a normal rest position 
by one or more springs within the barrel handle. When 
used to transfer liquid, the pipetter plunger is de 
pressed, the attached tip is placed in a liquid and the 
plunger released to draw a precise amount of liquid 
into the tip. The pipetter is then removed to a container 
for discharge of the liquid. The liquid is discharged 
from the tip by again depressing the plunger. 

In order to make sure that all of the liquid is removed 
from the tip, many available hand-held pipetting de 
vices provide for moving the plunger (and thus the pis 
ton) an “overshoot” distance from the position to 
which they were moved prior to drawing liquid into the 
tip. Such an “overshoot” feature prevents an error oc 
curring in the volume of liquid transfer, especially with 
liquids of high viscosity such as serum. The pipetter of 
the aforementioned U.S. Pat. No. 3,494,201 accom 
plished such overshoot by the use of two springs of sig 
nificantly differing strengths. 
Another approach for providing the overshoot fea 

ture is described in co-pending patent application Ser. 
No. 282,321, ?led Aug. 21, l972. In this co-pending 
application, a single piston return spring is utilized 
within the pipetting device while two spaced apart 
stops are provided on the plunger for engaging the bar 
rel end, the ?rst stop to be used upon depressing the 
plunger prior to drawing liquid into a tip attached 
thereto, and the second stop used upon discharge of the 
liquid from the tip with a piston overshoot distance. 
The two stops are selected by lateral movement of the 
plunger with respect to the pipetting barrel handle as 
the plunger is depressed. 

It is a primary object of the present invention to pro 
vide as part of a hand-held pipetter a mechanism for re 
moving detachable tips therefrom after use and thereby 
to allow for such removal without an operator having 
to touch a used tip. 

It is another object of the present invention to pro 
vide an improved internal construction of a pipetter to 
permit a lateral movement of a plunger between posi 
tive stops thereof. 

SUMMARY OF THE INVENTION 

These and additional objects are accomplished by the 
various aspects of the present invention, one of which 
is the provision of a cylindrical sleeve over a tube that 
is attached to a pipetter barrel-like housing at one end 
and provided with means for engaging a hollow detach 
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able plastic tip at its other end. The cylindrical sleeve 
is resiliently held away from the tip holding end of the 
tube so as not to normally interfere with the engage 
ment of a tip thereon. When a tip is desired to be re 
moved, however, the sleeve is manually actuated along 
the length of the tube to push a used plastic tip off the 
end of the tube. Plastic tips are normally frictionally en 
gaged with the end of the tube but more positive means 
of latching may also be provided, the cylindrical sleeve 
having a capability of removing that type of tip as well. 
For the convenience of an operator, a pair of cooper 

ating cam lobes are provided, one attached to the pi 
petter barrel adjacent its tip holding rod and the other 
attached to the sleeve. The spring normally holds the 
two lobes adjacent one another in a manner to provide 
space at the end of the tube for holding a detachable 
tip. When the lobe on the sleeve is rotated with respect 
to the barrel handle, however, that lobe rides up on the 
cam lobe of the barrel handle to convert the rotary mo 
tion to longitudinal movement of the sleeve along the 
tube to dislodge the tip from the end of the tube. 
The piston of the pipetter, according to another as 

pect of the present invention, terminates outside of the 
piston chamber in a disc which extends across the 
width of the internal portion of the pipetter barrel han 
dle. A plunger extending through one end of the barrel 
handle contacts the piston member end disc but is not 
integrally formed therewith, thereby permitting lateral 
movement of the plunger for selecting a piston dis 
placement volume without causing any such movement 
of the piston. A calibration stop is threadedly attached 
to the plunger inside the barrel handle. A spring nor 
mally urges the piston disc against the plunger and the 
position of the callibration stops thereon thus deter 
mines how far the piston and the plunger will be forced 
by the spring toward said one end of the barrel handle. 
The calibration stop thereby determines the amount of 
?uid displaced in the piston during one operation of the 
pipetter. The calibration stop is preferably a cylindrical 
sleeve which is positioned to surround the plunger, the 
cylindrical sleeve having its end toward the piston disc 
closed and threadedly attached to the plunger while the 
opposite open end of the cylindrical sleeve contacts an 
inside surface of the barrel handle’s said one end for 
limiting travel thereof. 
Additional objects, advantages and structural fea 

tures of the various aspects of the present invention will 
become apparent from the following detailed descrip 
tion of a preferred embodiment thereof which should 
be taken in conjunction with the accompanying draw 
ings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates in a sectional view a pipetter includ 
ing the improvements of the various aspects of the pres 
ent invention; 
FIG. 2 shows a perspective view of the outside of a 

portion of the pipetter of FIG. 1; and 
FIGS. 3 and 4 show in an enlarged view two parts of 

the pipetter of FIGS. 1 and 2. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Referring primarily to FIG. 1, an upper portion 11 of 
a generally cylindrical elongated barrel handle member 
has a lower portion 13 threadedly attached thereto. A 
?nger hold 15 is provided integrally with the upper bar 



3,882,729 
3 

rel member 11. An elongated tube 17 having a small 
bore 19 is rigidly attached to an extreme end of the 
lower barrel handle portion 13. A tip member 21 is pro 
vided at the extreme end of the tube 17 and rigidly at 
tached thereto. The outside surface of the tip member 
21 is conically shaped, in a very speci?c form, for fric 
tionally engaging an internal surface of a conically 
shaped detachable tip 23. A bore 25 is provided 
through the tip member 21 in order to provide ?uid 
communication between the interior of the detachable 
tip 23 and the bore 19. 
At the opposite end of the barrel handle member is 

a plunger 27 having a threaded steel member 29 encap 
sulated in a plastic member 31. The extreme plunger 
member 31 has a first stop surface 33 extending out 
ward therefrom for limiting travel of the plunger assem 
bly 27 into the barrel handle by engaging an extreme 
outside surface 35 of an end of the barrel handle mem 
ber 11. A second stop surface 37 is provided for engag 
ing the barrel handle end surface 35 for depressing the 
plunger assembly 27 a second further distance into the 
barrel handle 11. A knob, not shown, is attached to the 
extreme end of the plunger member 31 for receiving an 
operator’s thumb when exerting force on the plunger 
assembly 27 to push it into the barrel handle member 
11. When so used, the fingers of the operator’s hand 
are normally wrapped around the barrel member 11 
under the finger hold 15. 
A piston chamber 39 is formed by a steel cylindrical 

sleeve 41 that is rigidly attached at one end thereof to 
the lower barrel handle member 13. A cylindrically 
shaped solid piston member 43 has one end thereof po 
sitioned within the piston chamber 39 through an end 
cap 45 attached to the steel sleeve 41. A resilient O 
ring 47 surrounds the piston 43 for fluid sealing of that 
end of the piston chamber 39. The opposite end of the 
piston chamber 39 is provided in fluid communication 
with the bore 19 to result in ?uid communication be 
tween the interior ofa detachable tip 23 and the piston 
chamber 39. 
The opposite end of the piston 43 is provided with a 

circular disc 49 rigidly attached thereto and extending 
substantially entirely across the width of the interior 
portion of the barrel handle member 11. A spring 51 is 
normally under compression to force the disc 49 and a 
movable member 53 away from each other. The mov 
able member 53 is slidable within an aperture of a bar 
rel member dividing piece 55 that is rigidly attached to 
the barrel member 11 at its internal threads. The spring 
51 thus serves to hold the piston 43 at an extreme posi 
tion with respect to the piston chamber 39 and also to 
exert force through the slidable member 53 against the 
resilient O-ring 47. A slot of the piston chamber end 
piece 45 in which the O-ring 47 is held is made to be 
smaller than the cross-sectional dimensions of the O 
ring 47 so that the slidable member 53 will push down 
upon the O-ring 47 rather than abutting directly against 
the piston chamber end member 45. This force causes 
the O-ring 47 to expand against the piston 43 for im 
proving the ?uid seal therebetween. 

In order to provide a positive limited distance of 
travel of the piston 43 out of the piston chamber 39, an 
adjustable calibration stop 57 is threadedly attached to 
the plunger member 29. The adjustable stop 57, in a 
preferred form, is a cylindrical sleeve closed at the end 
thereof that threadedly engages the plunger member 
29. An opposite end 59 of the cylindrical stop member 
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4 
57 abuts against an inside surface of an end of the bar 
rel handle member 11. 

In use of the pipetting device shown in FIG. 1, the tip 
23 has its free end immersed in a liquid to be trans 
ferred to another container. The plunger member 31 
has been depressed until its stop surface 33 abuts the 
barrel end surface 35. When the plunger 31 is permit 
ted to return to its rest position shown in FIG. 1 under 
the in?uence of the spring 51, liquid is drawn into the 
tip 23 as a result of the piston 43 withdrawing a dis 
tance from within the piston chamber 39. The pipetter 
is then moved so that the tip 23 is positioned over a 
container into which the liquid is to be transferred. The 
plunger 31 is then depressed to force the liquid out of 
the tip 23. For liquid discharge, it is generally prefera 
ble to use the overshoot feature of the device by mov 
ing the plunger member 31 laterally with respect to the 
handle member 11 so that the stop surface 37 strikes 
the barrel end surface 35 rather than being limited in 
travel by the ?rst stop’s surface 33. 
The amount of liquid that is so transferred depends 

upon the distance the piston 43 travels while liquid is 
drawn into the tip 23. This liquid volume may be easily 
calibrated during the manufacture of each pipetting de 
vice by placing a calibrating block between the first 
stop surface 33 and the barrel end surface 35. The 
plunger member 31 is then depressed to place this 
block under compression while the calibrating stop 57 
is turned with respect to the plunger member 29 until 
its end 59 tightly engages the inside surface of the bar 
rel end. Some appropriate thread sealant, such as an 
epoxy resin, is applied to hold the calibration stop 57 
and the plunger member 29 firmly together to prevent 
relative rotation therebetween. Since force is exerted 
during use of the device on the engaging threads be 
tween the plunger member 29 and the calibrating stop 
57, these members are preferably made of a metal such 
as stainless steel to prevent any change in the volume 
capability of the device through use and also for preci 
sion in the initial calibration. 

It may also be noted that the force exerted on the O 
ring 47 is increased as the plunger assembly 27 is driven 
down into the barrel assembly 11 since such plunger 
action compresses the spring 51. Therefore, the drag 
on the piston 43 produced by frictional engagement 
with the O-ring 47 is reduced as the piston 43 and 
plunger assembly 27 are returned by the spring 51 to 
the rest position shown in FIG. 1. This assures a com 
plete and smooth return of the piston 43 to its extreme 
rest position and also reduces the wear on the O-ring 
47 by reducing the frictional drag thereon through at 
least a portion of the operating cycle. 
After a liquid sample has been transferred by the use 

of the pipetting device illustrated in FIG. 1, it is desir 
able to remove the detachable tip 23 without the opera 
tor having to touch it. Therefore, a mechanical tip ejec 
tor is provided as part of the pipetter structure in order 
to reduce the possibility that contaminated liquid may 
be transferred through the hands of the operator from 
a used pipetter tip to some other liquid or test appara 
tus. The tip ejector includes a hollow cylindrically 
shaped sleeve 61 positioned about the tube 17 with a 
spring 63 therebetween. An actuating member 65 is 
?xedly held to one end of the ejecting sleeve 61. The 
spring 63 normally holds the actuator 65 and the sleeve 
61 as far against the lower barrel member 13 as it can. 
in such a normal rest position, the sleeve 61 covers only 
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a portion of the tip member 21, thereby leaving suf? 
cient surface for positioning a detachable pipetter tip 
23 thereon. The spring 63 pushes against a surface of 
the tip member 21 at one end and pushes against a sur- v 
face of the actuator 65 at its other end. 
The tip ejecting mechanism of the present invention 

may be operated by moving the actuator 65 along the 
length of the tube 17 to push the detachable pipette tip 
off of the pipetter end. For operator convenience, how 
ever, the cylindrical sleeve 61 and actuator 65 are also 
made to be rotable with respect to the tube 17. The 
basic pipetter and its ejecting mechanism are coopera 
tively designed so that such rotary motion is converted ‘ 7) 
into longitudinal motion for pushing a tip 23 off the end ‘ 
of the pipetter. This is accomplished by providing co? 
operating cam lobes 67 and 69. The cam lobe 67 is pro 
vided as an integral part of the actuator 65 on an inter 
nal surface thereof. A third cam lobe 71 is provided on 
the actuator 65 and displaced 180° from its other cam 
lobe 69. Only one cam lobe 67 is provided in this spe 
ci?c example, as part of the lower barrel handle mem 
ber 13. 

In the normal rest position of the tip ejector shown 
in FIG. 1, the lobes 69 and 71 of the tip actuator are 
positioned adjacent the lobe 67 of the barrel handle 
member 13. When the actuator 65 is turned with re 
spect to the barrel handle member 13, however, one of 
the cam lobes 69 or 71 of the actuator rides up onto the 
cam lobe 67, as shown in FIG. 2, thereby compressing 
the spring 63 and forcing the tip ejector sleeve 61 
against the tip 23. The cam lobes are preferably shaped 
at their tips so that the position shown in FIG. 2 is an 
unstable one; that is, the lobes 67 and 69 are shaped so 
that the force of the spring 63 will cause the lobes 67 
and 69 to slip with respect to one another from the po 
sition shown in FIG. 2 back to the rest position illus 
trated in FIG. 1. Additional cams could be used in 
order to reduce the amount of rotation that is required 
to eject a tip but an increase in the number of cam 
lobes either reduces the longitudinal travel possible of 
the tip ejector sleeve 61 or makes the side slopes of the 
cam lobes so steep that the rotatable force required to 
operate them is excessive. For smooth continuous ac 
tion of the tip ejector, a low slope angle on the sides of 
the lobes 67, 69 and 71 is preferred. 
Although the various aspects of the present invention 

have been described with respect to a preferred em 
bodiment, it will be understood that the invention is en 
titled to protection within the full scope of the ap~ 
pended claims. 

I claim: 
1. In a liquid transfer pipetting device that includes 

a hollow barrel shaped handle member, a piston cham 
ber within said barrel, a piston element within said pis 
ton chamber and extending outward through one end 
of said piston chamber, means extending through one 
end of said barrel member for imparting reciprocal mo 
tion to said piston, resilient means within said barrel for 
normally urging said piston toward said one end of said 
piston chamber, and means extending from an opposite 
end of said barrel for engaging a hollow detachable tip 
and for providing ?uid communication between an 
other end of said piston chamber and an internal por 
tion of said tip, the improvement comprising: 

a disc termination of the piston at its end removed 
from the piston chamber, said disc extending 
across the interior space of said barrel member, 
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6 
said piston motion imparting means includes a 
plunger extending out of said one end of the barrel 
member through an aperture therein and engaging 
at its other end within the barrel member said pis 
ton terminating disc without an attachment thereto 
that prevents movement of the plunger in a direc 
tion downward across said‘hollow barrel width, the 
cross-sectional shapes of said plunger and said bar 
rel member aperture cooperating to’prevent rela 
tive rotation therebetween, 

a calibration stop threadedly attached to said plunger 
within the barrel member for limiting travel of the 
piston and plunger toward said one end of the bar 
rel member by engaging an internal surface of said 
one barrel member end, whereby the piston stroke 
can be calibrated by turning said calibration stop 
with respect to said plunger, and 

means ?xing said calibration stop to said plunger for 
preventing rotation therebetween, whereby the pis 
ton stroke is permanently calibrated once the cali 
bration stop has been adjusted and ?xed. 

2. The improved pipetter according to claim 1 
wherein said calibration stop comprises a hollow cylin 
drical member surrounding said plunger, said cylindri 
cal member being closed at one end and threadedly at 
tached to said plunger at said closed end, an opposite 
end of said cylindrical member engaging an inside sur 
face of said one end of said barrel member upon the 
urging of said internal spring, whereby the spring return 
position of the piston is calibrated by adjusting the cy 
lindrical calibration stop with respect to the plunger. 

3. In a liquid transfer pipetting device that includes 
a hollow barrel shaped handle member, a piston cham 
ber within said barrel, a piston element within said pis~ 
ton chamber and extending outward through one end 
of said piston chamber, an elongated plunger extending 
through one end of said barrel member for imparting 
reciprocal motion to said piston, resilient means within 
said barrel for normally urging said piston toward said 
one end of said piston chamber, and means extending 
from an opposite end of said barrel for engaging a ho] 
low detachable tip and for providing ?uid communica 
tion between another end of said piston chamber and 
an internal portion of said tip, the improvement com 
prising: 

a calibration stop threadedly attached to said elon 
gated plunger within the barrel member for limiting 
travel of the piston and plunger toward said one 
end of the barrel member by engaging an internal 
barrel member surface at its said one end, whereby 
the piston stroke can be calibrated by turning said 
calibration stop with respect to said plunger, and 

means ?xing said calibration stop to said plunger for 
preventing rotation therebetween, whereby the cal 
ibrated piston stroke is maintained. 

4. The improved pipetter according to claim 3 
wherein said calibration stop comprises a hollow cylin 
drical member surrounding said plunger, said cylindri 
cal member being closed at one end and threadedly at 
tached to said plunger at said closed end, an opposite 
end of said cylindrical member engaging the inside sur 
face of said one end of said barrel member upon the 
urging of said internal spring, whereby the spring return 
position of the piston is calibrated by adjusting the cy 
lindrical calibration stop with respect to the plunger. 

5. A method of accurately calibrating a liquid trans 
fer device that includes a hollow barrel shaped handle 
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member, a piston chamber within said barrel, a piston 
having one end sealably inserted into said piston cham 
ber with its other end cooperating with an elongated 
plunger that extends through an opening in one end of 
said handle member, a spring within said handle mem 
ber that normally urges said piston and plunger toward 
said one handle end, said plunger being shaped outside 
said handle member to have two ledges that may be se 
lected to engage an outside surface of said one handle 
end by lateral displacement of said plunger, thereby to 
select the volume of ?uid displaced by the piston dur 
ing one inward stroke of the plunger, said calibrating 
method comprising the steps of: 

threadingly attaching a piston stop member to said 
plunger within said handle member in a manner 
that the spring normally urges said piston and 
plunger to an extreme rest position wherein the 
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8 
stop member engages an inside surface of said one 
handle member end, 

holding said plunger against the force of said spring 
with a predetermined distance between the outside 
surface of said one handle member end and one of 
said plunger ledges, 

turning said stop member relative to said plunger 
until the stop member has advanced therealong to 
?rmly engage the inside surface of said one handle 
member end, 

?xing said stop member to said plunger to prevent 
further rotation therebetween, and 

releasing said plunger, whereby the amount of ?uid 
displaced in the piston chamber by one stroke of 
said plunger has been accurately calibrated. 

* * >l= * * 


