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[57] ABSTRACT 
A retroreflective ?lm comprising a lamination of a 
?rst base layer having vacuum metallized hemispheri 
cal depressions on one surface thereof and a second 
layer having substantially hemispherical projections 
from the surface thereof formed from an optically 
transparent ?lm wherein the ?rst and second layers 
are arranged so that the hemispherical depressions of 
the base layer and the substantially hemispherical pro 
jections of the intermediate layer are concentrically 
arranged and the radius of the hemispherical depres 
sions of the base layer is greater than the radius of the 
substantially hemispherical projections of the second 
layer. A laminate construction with matched opposing 
substantially hemispherical projections on the second 
layer is preferably provided with a third optically clear 
overlay ?lm. 

4 Claims, 3 Drawing Figures 
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RETROREFLECTIVE FILM 
This is a continuation-in-part of U.S._ Ser. No. 

238,046, ?led Mar. 27, 1972 now abandoned. 
The present application relates to materials having 

retrore?ective surfaces which re?ect incident light 
back toward its source. More particularly, it relates to 
materials having surfaces so constructed that incident 
light is reflected toward the light source, irrespective of 
the angle of incident light to the surface. Still more par 
ticularly, the present invention relates to surfaces 
which, when subjected to a light source, cause the sur- , 
faces to appear brightly illuminated to an observer lo 
cated near the light source. 
Retrore?ective surfaces are widely employed for 

their ability to improve visibility at night, particularly 
in wet or rainy conditions. Highway signs are a major 
area where retrore?ective surfaces have been em 
ployed with remarkable improvement in night time visi 
bility to motorists and the like. Other areas where ret 
rore?ective surfaces have been employed include re 
?ectors for vehicles, high visibility apparel for pedestri 
ans and cyclists, and the like. For example, many states 
now require operators of motorcycles to wear helmets 
having a minimum area of retrore?ective surfaces. The 
ability of such surfaces to increase night visibility, par 
ticularly in wet conditions, provides the motorist and 
others with additional opportunity to react to highway 
signs and/or obstructions and hazards, which serves as 
a substantial aid in the avoidance of traf?c accidents 
and the like. 
Normal re?ection of light from a planar surface is a 

well known and clearly understood phenomena. Even 
those unskilled in the art are able to imagine light 
“bounding” from a surface, in accordance with a sim 
ple geometric relationship. While a more complete and 
technically accurate understanding is more complex, 
those skilled in the art are amply able to deal with the 
phenomenon. A consideration of retroreflectivity, i.e., 
re?ectivity where the incident light is returned toward 
its source, is far more complex and the laymen’s under 
standing cannot be relied upon to deal with or to attain 
the desired properties. In FIG. 1, the behavior of a ret 
rore?ective surface is contrasted with a normal re?ec 
tive surface. Given a substantially planar re?ective sur 
face ll, and fixed point light source 12, incident light, 
designated by a solid line 13, is reflected by normal re 
?ection from the surface 11 along the dashed line 14. 
Both the line of incidence 13 and the line of divergence 
14 are at ?xed and substantially equal angles, 01 and 62, 
to the normal to the surface, represented by the solid 
line 15. The line of divergence 14 represents the line of 
greatest re?ective intensity; in fact, a portion of the re 
?ected light is re?ected in other directions than along 
the line of divergence 14, so that at an angle of up to 
about 61 i 2°, a cone of divergent light is formed, hav 
ing line of divergence 14 as its axis, and comprising a 
major part of the reflected light. When, on the other 
hand, planar surface 1 1 is a retrore?ective surface, line 
13 generally represents the line of maximum re?ective 
intensity, i.e., forming a cone of divergent light with 
line 13 as its axis. In actuality, the line of maximum re 
?ective intensity will normally be slightly different from 
the line of incident light. Since retrore?ected light is 
not normally viewed at precisely the line of incidence, 
the relative re?ective intensity at a particular angle to 
the line of incidence is of considerable importance. If 
the re?ective intensity at the point of observation is too 
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small, the visibility of the surface at the point of obser 
vation may be inferior. In FIG. 1, line 16 at divergence 
angle to line 13 represents the line of divergence at a 
pint near, but different from, the light source and it is 
along this line that the visibility of the surface is noted 
by an observer. For example, light receiver 17 can be 
photometric measuring apparatus for laboratory test 
purposes, but in functional contexts, the light receiver 
will normally be an observer, such as the driver of a ve 
hicle, disposed at a slightly divergent angle to the inci 
dent light from the vehicle headlights. Since it is readily 
apparent that visibility of the retrore?ective surface to 
such an observer is a primary function of the surface, 
it is equally apparent that control of re?ective intensity 
at appropriate divergence angles is a necessary element 
to the successful deployment of retrore?ective sur 
faces. 
A variety of properties are of substantial importance 

to retrore?ective surfaces, and have led to the estab 
lishment of various minimum performance standards, 
such as for example, Federal Speci?cation L-S-300A 
(Sheeting and Tape, Re?ective; Non-exposed Lens, 
Adhesive Backing), which de?nes ?exible, colored, 
retrore?ective ?lms coated on one side with an adhe 
sive protected by a strippable protective liner. Materi 
als which qualify are employed on signs and markers to 
assure their visibility at night when exposed to a light 
source, whether the surface is dry or completely wet by 
rain. 
The speci?cation requires a smooth exterior film or 

coating with spherical lens elements embedded be 
neath the surface. The adhesive backing can be either 
pressure-sensitive for manual application or solvent or 
heat activated for mechanical application. The entire 
composite must not be thicker than 0.010 inch, exclu 
sive of protective liner. 
The speci?cations also de?ne requirements of a num 

ber of optical properties, including color, specular 
gloss, and re?ective intensity at a variety of incidence 
and divergence angles. Other requirements deal with 
weatherability, tensile strength, and elongation, resis 
tance to thermal extremes, ?exibility, shrinkage, sol 
vent and acid resistance, and the like. 
Heretofore, a number of products have been mar 

keted in the ?eld of retrore?ective surfaces, including 
?lms, tapes, paints and the like. A typical example 
meeting the minimums established by Federal Specifi 
cation L-S-300A is characterized by a single layer of 
tiny transparent glass ?gures embedded in a thermoset 
polymeric binder which is backed by a re?ector coating 
and an adhesive with a strippable protective layer and 
surfaced with a transparent thermoset top coat. 
While there have been many variations on the fore 

going basic structure, all rely on the employment of 
glass spheres as lens elements in the material. The em 
ployment ofglass spheres entails a number of problems 
in the attainment of high quality retrore?ective surfac 
ing materials, since there are great difficulties in attain 
ing uniformity of size and shape of glass beads of the 
size required. Typically, such retrore?ective surface 
materials employ a single layer of the glass spheres of 
very small size, which permits the inclusion of as many 
as 10,000 spheres per square inch, or even more. Even 
relatively small variations in the size of the spheres on 
an absolute scale introduce large variations on a rela 
tive scale and create a number of problems and difficul 

, ties in the preparation of retrore?ective surfacing ma 
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terials. It has proved impossible to attain the relatively 
narrow variations in the geometry of the optical system 
required to attain the desired retrore?ective character 
istics. 

A further disadvantage of retrore?ective systems em 
ploying glass spheres as the optical lens element is in 
the difficulty of manufacture. The techniques required 
for attaining a single layer of the glass spheres dispersed 
in a thermosetting binder are dif?cult to control and 
often introduce substantial de?ciencies in the required 
uniformity of the structure. - 

It is accordingly an object of the present invention to 
provide a retrore?ective surfacing material having a 
uniform construction which enhances optical perform 
ance. Another object of the present invention is to pro 
vide a technique for the manufacture of retrore?ective 
materials which attains greater uniformity in the prod 
uct and thereby enhances optical performance. Still an 
other object is to provide retrore?ective surfacing ma 
terials having improved physical characteristics, in 
cluding the ability to withstand weathering. These and 
still other objects, as will become apparent from the 
following speci?cations, are attained by the invention 
of the present application which comprises a retrore 
?ective surfacing ?lm wherein the optical element is 
provided in a continuous ?lm. 

The drawings are brie?y described as follows: 

FIG. 1 shows retrore?ection from a planar surface; 

FIG. 2 shows a three-?lm laminate; 

FIG. 3 shows a two-?lm laminate. 

It has been determined that for optimum retrore?ec 
tive performance the retrore?ective surfacing material 
requires a spherical or hemispherical lens with a re?ec 
tive backing surface. Such a construction, in accor 
dance with the present invention, is illustrated in FIG. 
2, wherein there is provided a transparent ?lm 1, hav 
ing formed thereon a plurality of lens elements 2. For 
convenience and understanding the system, only one 
such lens element is illustrated in FIG. 2. The lens ele 
ment 2 is conveniently formed by, e.g., embossing 
transparent ?lm 1 between a set of opposed embossing 
means in such a manner that by suitable alignment, lens 
elements 2 will be created on transparent ?lm 1. For 
convenience, transparent ?lm 1 together with its plu 
rality of lens elements 2 is hereinafter referred to as the 
optical element. The optical element is provided physi 
cal support by a backing ?lm 3 provided with a re?ec 
tive surface 4 spaced apart from lens element 2 of the 
optical element by a distance h. The space between the 
lens element and the re?ecting surface 4 can be air or 
it may be some other suitable material having the requi 
site optical characteristics. The backing ?lm 3 is coated 
with a layer of adhesive 8, together with its strippable 
coating, if required, which is not shown in FIG. 2. The 
side of the optical element to be exposed to incident 
light is covered by a transparent overlay film 6, which 
is spaced apart from the optical element by spacing 
layer 7. It is preferred that the transparent overlay ?lm 
be substantially tangent to the plurality of lens element 
2. Spacing layer 7 can be air or any other suitable mate 
rial having requisite optical characteristics. 

The divergence angle of a re?ected light ray for the 
de?ned geometry of FIG. 2 is de?ned by the following 
relationship: 
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4 

so long as incident light 9 passes through some portion 
of lens element 2 and the spacing layers 5 and 7 are air. 
In the formula, the divergence angle is de?ned in terms 
of X, which is the distance between the light ray and 
the axis of the lens element parallel to the ray; h, which 
is the distance between the re?ecting surface and the 
hemisphere de?ned by spacing layer 5; R, which is the 
radius of the substantially hemispherical projection and 
n,, which is the refractive index of the optical element. 
The location of the re?ecting surface, i.e., the ratio 

h/R in the expression for the divergence angle, plays a 
dominant role in determining the optical characteris 
tics of the ?lm. For the highest degree of retrore?ec 
tivity, h/R should be selected in such a manner that the 
divergence angle of the re?ective light is minimized. 
An angle of about O.2° to l.0° is usually considered to 
be most useful for viewing re?ective signs at night. 
The divergence angle achieves a maximum at some 

value of X/R which depends on n, and h/R. If this maxi 
mum occurs at or near X/R = O, a considerable amount 

of light is returned at small angles. The optimum value 
of h/R can therefore be estimated by differentiating the 
expression for a with respect to X/R, setting the result 
ing equation equal to zero and X/R equal to zero, and 
solving for h/R. This technique yields: 

1%"; 

In practice, slightly lower values than those resulting 
are required to maximize the amount of light returned 
at 0 s a s 1°. 

In a preferred construction of the retrore?ective sur 
facing materials of the present invention, the optical 
element is formed by passing a clear ?lm between a 
matched, opposed, synchronized pair of‘rolls to obtain 
a ?lm having matched opposed substantially hemi 
spherical projections. The backing layer ?lm, on the 
other hand, is prepared by embossing, in a similar man 
ner, to develop a singly embossed ?lm. The backing 
?lm is vacuum metallized on the embossed side and the 
lower and upper ?lms are then laminated. A ?at over 
lay ?lm is then applied tangent to the lens spheres of 
the optical element and an appropriate adhesive back 
ing and strippable protective ?lm are applied to the 
back. In such a construction, the spacing layers be 
tween the optical lens element and the re?ecting sur 
face of the backing ?lm and between the optical ele 
ment and the transparent overlay ?lm are air. 
Under normal conditions, the transparent overlay 

?lm makes no useful contribution to the optical proper 
ties of the design. However, when the exposed surface 
of the ?lm construction is covered with a clear, foreign 
substance, such as a water or a screen-processed top 
coat, the function of the overlay ?lm becomes appar 
ent. With it, the divergence angle of re?ected light is 
not altered; without it, the divergence angle is usually 
increased appreciably. In other words, retrore?ectivity 
will be destroyed unless this ?lm construction has an 
overlay ?lm. 
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An alternative embodiment is illustrated in FIG. 3 
wherein the lens elements of the optical element are 
hemispheres embossed onto a transparent ?lm layer. In 
FIG. 3, the reference numbers have the same connota 
tion as do the corresponding numbers in FIG. 2, while 
those in FIG. 3 are differentiated by primes ('). Be 
cause of the difference in construction of the optical 
element, the lens portion of the optical element does 
not protrude on the exposed surface of the coating ma 
terial, and hence an additional transparent overlay is 
not required. _ 

The optical geometry of the substantially hemispheri 
cal lens construction differs slightly from the matched 
opposed substantially hemispherical lens system. For 
example, the divergence angle, de?ned by equation (1 ) 
for the latter lens construction becomes: 

, _ nAX/R) , 

a,=2 s|n“(X/R)+ sm-l W {sm'[n,(X/R)]} 

for 0 sX/Rs ll", (3) 

h/R, corresponding to formula (2), then becomes: 

_ l 

h/R— "Fl (4) 

For either construction of the retrore?ective surfac 
ing materials of the present invention, the spacing of 
adjacent lens elements, de?ned by the ratio d/ZR 
wherein (1 represents the distance between centers of 
two adjacent lens elements and R represents the radius 
of each lens element, is a signi?cant factor in the deter 
mination of the re?ective intensity. The minimum spac 
ing of the adjacent elements depends on the ratio h/R, 
and on the extent to which the re?ecting surface fol 
lows the contour of the hemispherical portion of the 
lens element concentric thereto. The maximum frac 
tion of the total lateral area of the optical element ?lm 
occupied by lens elements is de?ned by the relationship 
0.906 (ZR/(1)2, d 2R. The distance (1 may be se 
lected arbitrarily, but when d is less than 2 (R+h), a 
portion of the re?ecting surface must be removed and 
a loss of re?ectivity occurs at large incidence angles. 
Normally d/2R will be from about 1.0 to 1.60. 
The ?lms used to form the layers of the ?nal retrore 

?ective ?lm may be made of any suitable transparent 
?exible material such as methyl methacrylate, ?exible 
epoxy resins, chloro sulfonated polyethylene, polysty 
rene, polypropylene, polycarbonate resin, ethyl cellu 
lose, cellulose acetate-butyrate and the like. The re 
?ecting coat is a layer of vacuum deposited metal, such 
as silver, aluminum and the like. 
The retrore?ective ?lms of the type illustrated by 

FIGS. 2 and 3 are formed by laminating together the 
individual ?lm layers involved. The method of lamina 
tion by which the ?nal ?lm is formed may be one such 
as heat sealing or adhesive lamination. Heat sealing is 
acceptable but may give rise to some ?lm surface dis 
tortion. This situation would be most likely to occur in 
the embodiment having the intermediate ?lm layer 
with matched opposing substantially hemispherical 
projections. In this case, as well as in the other embodi 
ment, lamination with adhesive would avoid the prob 
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6 
lems associated with heat sealing. In either mode of 
lamination, where the process would cause optical in 
activity in those hemispherical elements involved in the 
lamination process, the number of such optical ele 
ments so affected must be kept at a minimum. Prefera 
bly, no more than 20 percent of the total laminate area 
may be optically inactivated. 
Included below is an example of the present inven 

tion and an illustration of a suitable process for the pro 
duction thereof; the example is not intended to be lim 
iting. Although illustrative of the advance in the art 
achieved by the present invention, it is expected that 
those skilled in the art will be readily able to select ap 
propriate materials and techniques of manufacture 
suitable to meet the requirements of any particular ap 
plication. 

EXAMPLE 

A commercially available transparent acrylic ?lm 
(Korad A-CV, Rohm and Haas Co.) having a nominal 
thickness of 0.003 inches is embossed on one side at a 
temperature of at least about 250° F. by contacting the 
?lm against an engraving roll which is provided with 
hemispherical protrusions having a radius of 0.0035 
inches arranged in a close packing con?guration with 
a center-to-center spacing distance of 0.005 inches be 
tween adjacent elements. The embossed side of the ?lm 
is then vacuum metallized by conventional techniques. 
A second increment of the above-mentioned ?lm is 
doubly embossed, again at a temperature of at least 
about 250° F. between a synchronized matched op 
posed pair of steel engraving rolls. The pattern on each 
of the rolls consists of a multiplicity of hemispherical 
depressions with a radius of 0.0025 inches and a depth 
of about 0.0015 inches, arranged in a close packing 
con?guration corresponding to that of the ?rst ?lm em 
bossing roll and having a center-to-center spacing dis 
tance of 0.005 inches between adjacent elements. The 
?nal step in the preparation of the retrore?ective mate 
rial is to laminate in proper alignment the ?rst and sec 
ond embossed ?lms and an unembossed protective 
overlay of the same acrylic ?lm by subjecting the three 
?lms, properly aligned, to a heat sealing operation as is 
conventional in the art. 
The ?lms are arranged so that the unembossed over 

lay layer is on top, with the doubly embossed ?lm in the 
middle and the singly embossed metallized ?lm below, 
with the metallized side facing the middle ?lm. Proper 
alignment of the middle and lower layers is important 
since the spherical elements must coincide with and 
protrude into the metallized depressions in the lower 
?lm. The heat sealing step is conducted in such a fash 
ion that the three ?lms are fused and attached, prefera 
bly in a honey-comb pattern or the like, over a mini 
mum of the area of the laminate, preferably about 20 
percent of the surface area or less, since retrore?ec 
tivity is eliminated wherever sealing occurs. 
The retrore?ective ?lm prepared in accordance with 

the foregoing procedure is examined for its optical 
properties under the requirements of Federal Speci? 
cation L-S-300A. 
What is claimed is: 
l. A retrore?ective laminate comprising a ?rst ?lm 

having hemispherically formed depressions of uniform 
size and shape on one surface thereof, said surface hav 
ing a re?ective material deposited thereon, a second 
optically transparent ?lm with each surface being so 
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fashioned as to form matched and opposed substan 
tially hemispherical projections of uniform size and 
shape from each surface of said ?lm, where said projec 
tions have an identical center-to-center spacing but a 
smaller radius than that of the hemipsherical depres 
sions of the ?rst ?lm, the first and second ?lms being 
arranged so that the substantially hemispherical projec 
tions on one surface of the second film are matched 
concentrically with the hemispherical depressions of 
the ?rst ?lm to leave a space therebetween, and a third 
optically clear overlay ?lm, disposed over the substan 
tially hemispherical projections on the other surface of 
the second ?lm, said overlay ?lm making tangential 
contact with said projections to leave a space therebe 
tween, the laminate being bonded together discontinu 
ously over about 20 percent or less of the total area of 
the laminate to minimize optical inactivity caused by 
the bonding process. 

2. A retrore?ective laminate comprising a ?rst ?lm 
having hemispherically formed depressions of uniform 
size and shape on one surface thereof, said surface hav 
ing a re?ective material deposited thereon, a second 
optically transparent ?lm having substantially hemi 
spherical projections of uniform size and shape formed 
on one surface of said ?lm, where said projections have 
an identical center-to-center spacing but a smaller ra 
dius than that of the hemispherical depressions of the 
?rst film, the ?rst and second ?lms being arranged so 
that the substantially hemispherical projections of the 
second ?lm are matched concentrically with the hemi 
spherical depressions of the ?rst ?lm to leave a space 
therebetween, the other surface of the second ?lm 
forming an outer surface of said laminate, the laminate 
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8 
being bonded together discontinuously over about 20 
percent or less of the total area of the laminate to mini 
mize optical inactivity caused by the bonding process. 

3. The laminate of claim 1, wherein the ratio of h/R 
where h is the distance between the re?ecting surface 
of the hemispherical depressions of the ?rst ?lm and 
the substantially hemispherical projections of the sec 
ond ?lm, and wherein R is the radius of the matched 
opposing substantially hemispherical projections of the 
second ?lm, is de?ned by the equation: 

1% n 

h/R = -—-————nf_ I’ 

where n, is the refractive index of the material of the 
substantially hemispherical projections within the lami 
nate. 

4. The laminate of claim 2, wherein the ratio of h/R 
where h is the distance between the re?ecting surface 
of the hemispherical depressions of the ?rst ?lm, and 
the substantially hemispherical projections of the sec 
ond ?lm, and wherein R is the radius of the substan 
tially hemispherical projections of the second ?lm, is 
de?ned by the equation: 

where n, is the refractive index of the material of the 
substantially hemispherical projections within the lami 
nate. 

* * * * * 
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