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[57] ABSTRACT 
A puppet head or the like provided with simulated 
eyeballs and a simulated lip, both the eyeballs and the 
lip being pivotally mounted within the head of the 
puppet, and a pair of sheathed wires connected to the 
pivotally mounted eyeballs and lip and extending be 
yond the puppet head for remote operation thereof for 
movement of the eyes and lip. 

1 Claim, 6 Drawing Figures 
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PUPPET HEAD WITH MOVABLE EYES AND LIP 
AND REMOTE HAND CONTROLS THEREFOR 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention is in the ?eld of puppets, marionetts, 

or the like, wherein movement of the eyeballs and the 
lips is controlled remotely by means of wires. 

2. Description of the Prior Art 
Various types of means have been suggested for mov 

ing or opening and closing the eyeballs or eyelids and 
the lips of dolls or other playthings. Such means may 
include springs. weights, magnets or electrical devices. 
While such means have been used for playthings, they 
are not readily adaptable to be used in puppet heads for 
theatricals such as marionette performances because in 
such theatrical. performances it is necessary to move 
the eyeballs or eyelids and the lips ofa puppet at differ 
ent rates of speed so as to produce a realistic effect. 

SUMMARY OF THE INVENTION 

This invention provides a device for moving the eye 
balls and lip in a puppet head used for theatricals to en 
able anyone without speci?c talent or training to oper< 
ate the eyeballs and lips in a puppet head with ease. 
The device of the present invention is simple in con 
struction and is virtually trouble free. 
The puppet head of the present invention includes a 

pair of simulated eyeballs and a simulated lip. The eye 
balls are mounted on pivotal means within the head, 
and the lip is likewise mounted pivotally within the 
head itself. A pair of sheathed wires is connected to the 
pivotal means which support the eyeballs and the lip, 
respectively, the ends of the sheathed wires extending 
beyond the head for remotely controlled pivotal move 
ment by means of the operator's ?ngers. The puppet 
head is conveniently combined with a glove to which 
the ends of the sheathed wires are secured, with loops 
being provided to the ends of the wires for engaging the 
?ngers of the glove to assist in manipulation. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Other objects, features and advantages of the inven 
tion will be readily apparent from the following de 
scription of certain preferred embodiments thereof, 
taken in conjunction with the accompanying drawings, 
although variations and modifications may be effected 
without departing from the spirit and scope of the novel 
concepts of the disclosure, and in which: 
FIG. I is a front elevational view, partially in cross 

section, of the device of the present invention; 
FIG. 2 is a transverse sectional view of the device; 
FIG. 3A is a perspective view of the mechanism in 

the eyeball portion; 
FIG. 3B is a perspective view of the mechanism in the 

lip portion; 
FIG. 4A illustrates the manner in which the wires can 

be combined with a glove; and 
FIG. 48 illustrates the manner in which the loops on 

the wires are engaged with the glove on the user’s hand. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

In FIG. 1, reference numeral 1 has been applied to a 
hollow head body containing suitable apertures (not 
shown) behind which are located a pair of eyeballs 2. 
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2 
The eyeballs 2 are mounted on a support shaft 3 which 
is arranged for pivotal movement between a pair of 
support brackets 16 secured to the interior of the head. 
The shaft 3 has an integral semicircular protuberance 
4 disposed midway between the eyeballs 2. The protu 
berance 4 is provided with a central aperture through 
which passes a wire 5 which is the inner wire of a 
sheathed ?exible wire generally indicated at reference 
numeral 14. The inner wire 5 is provided with a detent 
or stopper 6 at one end thereof and another detent or 
stopper 6’ is located on the opposite side of the protu 
berance 4, a short distance from the stopper 6. The dis 
tance between the two detents or stoppers 6 and 6' is 
determined by the desired degree of opening of the 
eyeballs 2. 
At the mouth cavity, there is provided a lip support 

shaft 9 which is secured to the interior of the head by 
means of eyelets 17. A forked lip support including 
spaced arms 7 and bearing portions 10 are pivotally re 
ceived on a shaft 9. The ends of the arms 7 are ?xedly 
secured to a lip portion 8. The lip support structure in 
cludes a semicircular protuberance 11 through which 
an inner wire 5’ is passed through a central aperture 
provided in the protuberance 11. A detent or stopper 
12 is provided at one end of the inner wire 5', and a 
second detent or stopper 12' is provided beyond the 
aperture and the protuberance 11, a short distance 
from the detent or stopper 12. The distance between 
the detents 12 and 12' is determined by the desired de 
gree of opening of the lip 8. 
Both the inner wires 5 and 5' extend through their 

sheaths l4 and 14' within the periphery of the head 
portion as best seen in FIG. 2 of the drawings. At their 
other ends, the inner wires 5 and 5' are connected to 
loops l3 and 13' as best seen in FIGS. 4A and 4B. 

In operation, as illustrated in FIG. 4B, the operator 
passes his fore?nger and middle ?nger into the loops l3 
and 13' and then he bends or stretches his forefinger 
and/or middle ?nger to permit the inner wire 5 or 5', 
or both of them. to slide within the sheath 14 or 14', 
causing the detents 6 and 6' for the eyeballs 2 to engage 
the semicircular protuberance 4 so as to turn the eye 
ball support shaft 3, thereby turning the eyeballs 2 to 
produce an eye-opening or eye-closing effect. Sliding 
movement of the inner wire 5' pushes the protuberance 
11 at the fork of the lip support arms 7, causing the lip 
8 to turn with the arm 7 to thereby open or close the 
lips. 
For convenience in operation, the portions of the 

sheaths 14 and 14' near the loops 13 and 13' may be 
sewn to the palm portion of a glove 18 as by means of 
a patch 19. This facilitates manipulation more readily 
than when ?xing the loops l3 and 13' directly on the 
operator’s ?ngers. 
A lobe l5 simulating a tongue may be provided on 

the lip support shaft 9 between the tubular portions 10 
of the lip support arm 7 and a colored cloth may be at 
tached to the lobe 15 to enhance the visual effect. 
The device of the present invention is capable of pro 

ducing realistic expressions of human beings or animals 
by positively moving the eyeballs 2 and the lip 8 of the 
hollow puppet head 1 with simple and relatively small 
?nger actions. Audiences are amused because they 
cannot readily perceive how the eyeballs 2 and the lip 
8 of the puppet head I manipulated by the performer 
are moved so realistically. 
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It will be evident that various modifications can be 
made to the described embodiments without departing 
from the scope of the present invention. 

1 claim as my invention: 
l. A puppet head or the like comprising a pair of sim 

ulated eyeballs, a simulated lip, ?rst pivotal means 
within said head pivotally mounting said eyeballs 
therein, second pivotal means within said head pivot 
ally mounting said lip therein. and ?exible hollow wires 
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4 
having slidable wires therein connected to said ?rst and 
second pivotal means, a glove of a size for receiving the 
hand of a user, means for securing said hollow wires to 

the palm of said glove and loops secured to the ends of 
said slidable wires for engaging the ?ngers of said 
glove, whereby said user may manipulate said slidable 
wires. 

* >l< * * * 


