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CLEANING TOOL FOR GUTTERS AND 
EAVETROUGHS 

SUMMARY OF THE INVENTION 

The invention is directed towards providing a tool 
which may be used to clean the gutters or eavetroughs 
of houses by flushing a strong spray of water into them. 
To this end, a downwardly directed spray head is at 

tached to a swivel connector. The swivel connector is 
disposed at one end of an elongated, horizontally dis 
posed ?rst section of hollow pipe, and allows the head 
to rotate in a vertical plane perpendicular to the longi 
tudinal axis of the first section of pipe. At the end of 
this ?rst section remote from the head is disposed a sec 
ond elongated section of hollow pipe, which extends 
downwardly therefrom in a manner that the longitudi 
nal axes of both sections lie in a common vertical plane. 
At the end of this second section remote from the 

first section is disposed a valve which is connected to 
a coupler for use with conventional garden hose. When 
a garden hose with water in it is connected to the cou 
pler and the valve is opened, water flows through the 
device, and is forced out the spray head. The configura 
tion of the pipe sections makes the device easy to use 
when ?ushing out gutters or eavetroughs. 

BRIEF DESCRIPTION OF THE DRAWINGS 
In the drawings: 
FIG. 1 shows the invention in use; 
FIG. 2 shows a side cross section of the spray head 

and swivel connector; 
FIG. 3 shows a front cross section-of the spray head 

and swivel connector; and 
FIG. 4 shows a cross section of the valve. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

Referring now to the drawings, wherein like elements 
are denoted by the same identi?cation number in all 
the ?gures, a downwardly, directed spray head 10 is 
connected to a swivel connector 20 by two opposed 
pins 30. As can be seen in FIGS. 2 and 3, the hollow in 
terior 40 of the connector communicates with the hol 
low intake slot 50 of the head throughout an angular 
rotation of the head about the pins, causing water ?ow 
ing into the connector to be forced out the jets 60 in the 
head which communicate to the intake slot by passage 
ways cut into the head. The connector is disposed at 
the end of a piece of right angle hollow pipe 70, which 
is itself attached to an elongated horizontally disposed 
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?rst section 80 of hollow pipe, the pipe and the pins in 
the connecting head being so disposed that the head 

> swivels in a vertical plane perpendicular to the longitu 
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dinal axis of the ?rst section. Attached to the end of the 
first section remote from the head is an elongated sec 
ond section 90 of hollow pipe which extends down 
wardly at a 45° angle with respect to the ?rst section, 
in a manner that the longitudinal axes of sections 80 
and 90 occupy a common vertical plane. At the lower 
end of the section 90 is disposed a valve 100, which can 
turn or shut off a stream of water from a ?exible gar 
den hose 110 connected to the side of the valve op 
posed to section 90. The valve has hollow interior por 
tions 120 disposed in the body 130, the interior por 
tions being separated by the solid portion of a spring 
loaded rod shaped gate 140 which is pressed upward by 
the spring 150. When the gate is pressed downward, 
against the force of the spring, a hole 160 in the gate 
becomes aligned with both interior portions, allowing 
water to flow through the valve. 
While the invention has been described with detailed 

reference to the drawings, the protection sought is to 
be limited only by the terms of the claims which follow. 

I claim: - 

1. A device for use in combination with conventional 
garden hoses to clean gutters and eavetroughs on 
houses, comprising: 

a downwardly directed spray head; 
a swivel connector connected to the spray head, the 
connector allowing the spray head to be pivoted in 
a single vertical plane; 

a hollow pipe attached to the connector and having 
two elongated sections ?xedly attached to each 
other and occupying a common vertical plane per 
pendicular to the plane in which the spray head 
may be pivoted, the first section being attached to 
the connector and lying in a horizontal plane and 
the second section being connected to the first sec 
tion and extending downwardly therefrom; and 
coupling attached to the lower end of the second 
section of pipe for detachably securing a conven 
tional garden hose to the pipe and thereby intro 
ducing water into the pipe to be sprayed down 
wardly out of the spray head. 

2. The device of claim 1 wherein a valve is disposed 
between the connector and the second section of pipe, 
the valve cutting off the flow of water through the de 
vice when and only when the valve is closed. 
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