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[57] ABSTRACT 

A display device having a transparent surrounding 
wall and a transparent support plate uprightly pro 
vided therein, which are supported by means of 
frames which form a casing. Decorative plates pro 
vided at a ceiling and a bottom portion of the casing, 
respectively have a pattern thereon which includes at 
least one straight line portion. An upper and a lower 
edge of said support plate abut on said straight line 
portion. An object to be on show is divided into two 
halves, which are put together through said support 
plate. Thus, the object seems as if it were ?oating in 
the air without any means. Such display device is ap 
plicable in various ways, for example, for enjoying 
some things, for advertising some goods, etc. 

5 Claims, 6 Drawing Figures 
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DISPLAY Davie-E ' 

This invention relates to a display device, and more 
particularly to a-display device withan object which 
seems as if ,it were ?oatingin the. air without any hold 
ing means. . , . \ . . , 

It has been proposed to provide various kinds of dis 
play devices for exhibiting some objects therein. In this. 
connection, it is to be noted that in: a conventional disk 
play device, an object I, to be shown is supported ‘by 
some means, for example, a piece of ?ne wire, a piece 
of fine stick, etc. which is'clearly observed by everyone. 

It is an object‘of the present invention to provide a 
display device having an object therein which seernsas 
if it were ?oating in the air. 
According to the present invention, there is provided 

a display device consisting essentially of a casing which 
is composed ‘ofian upper frame, a lower frame and a 
plurality of upright frames for supporting a transparent 
wall; an upper and a lower decorative plate provided at 
a ceiling portion and a bottom portion of the casing, re 
spectively,’ a transparent support plate ‘ provided up 
rightly across the decorative plate alongv the line pass- _ 
ing a central portion of ‘said decorative plate, each of 
the decorative plates provided thereon with a pattern 
including at least one straight line‘portion extending 
from one side to an opposite side of said plate and a ?g 
ure portion associated with said straight line portion, 
the upper and a lowered'ge of said transparent support 
plate abutting on said‘ straight line portion of the pat 
tern lonj‘the upper and the lower decorative plate, ‘re 
spectively; and an object divided into‘ two parts which 
are put together through said transparent support plate.v 
The invention will be better understood from the fol 

lowing‘descriptionitaken in "connection with the accom 
panying drawings 'in which: -‘ "l . ‘ 

FIG. 1 is a perspective view showing one form of a 
display device according to the present invention; 
FIG. 2 is a transverse sectional view of the device 

shown in FIG. 1; 
FIG. 3 is a longitudinal sectional view of the device 

shown in FIG. 1; 
FIG. 4 is a plan view of a decorative plate used in the 

device shown in FIG. 1; 
FIG. 5 is a transverse sectional view of another form 

of a display device according to the present invention; 
and 
FIG. 6 is a transverse sectional view of still another 

form of a display device according to the present inven 
tion. 

Referring now to FIGS. 1 to 4, there is illustrated one 
form of a display device embodying the present inven 
tion. Numeral l designates a casing which is composed 
of an upper frame 1a, a lower frame 112, and four up 
right frames 10 each at a respective corner of the eas 
ing. Numeral 2 indicates an inner frame provided in a 
parallel relation with said upright frame 1c. A transpar 
ent plate 3 made of, for example glass or acrylic resin is 
supported with said upright frame and said inner frame 
by being inserted therebetween. In this embodiment, 
four transparent plates form a surrounding wall of the 
display device. Decorative plates 4,4 are provided at a 
ceiling portion and a bottom portion of the display de 
vice, respectively. On said decorative plate, there is 
formed a wider groove 5a in a diagonal straight line and 
a narrower figure groove 5b associated with said wider 
groove 5a. Said wider groove 5a cooperates with said 

2 
narrower ?gure groove 5b to form a pattern 5 on the 
decorative plate. A sole plate, 7 is combined with an. 

' under surface of the lower decorative plate through a 
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piece of cloth 6. Through said lower decorative plate 4 
and said sole plate 7 there are perforated a plurality of 
holes 8 for air circulation. Numeral9 indicates a sup 
port platev of transparent material, eg glass, provided 
between said inner frames 2,2 diagonally of the decora 
tive plates 4,4. An upper and a lower edge of said sup 
port plate are insertedly secured to said wider grooves 
5a, on said upper and lower decorative plate 4,4, re 
spectively. When the support glass 9 is inserted into 
said wider groove 5a, the thickness of said wider groove 
is seemingly equal to that of the narrower ?gure groove 
512 due to refraction. Accordingly, the wider groove 
seems as if it were merely a part of the pattern on the 
decorative plate 4. In addition to this, as all edges of 
said support glass are covered with the inner frames 
and with‘ the decorative plates, no one can perceive the‘ 
existence of the glass9. It is preferable and effective to 
use a colorless or quiet-color transparent glass for the, 
support plate and, by contrast, to use materials of darkv 
color, ‘as dark as possible, for the upper and the lower 
decorative plate 4,4 and for the inner frames 2. Be-' 
cause, owing to the dark color of the decorative plate" 
and of the inner frame and transparency of the support 
plate, the connecting portion of the edge of the support 
plate with the decorative plate or with the inner frame 
is not seen from the outside. Numeral 11 designates a 
model of a bird which is an example of an object to be 
on show. The model is divided into two substantially 
symmetrical halves 11a and 11b. A sectional face of the 
half 11a is attached to one face of the support plate 9 
and a sectional face of the other half 11b is attached to ' 
the other face thereof in such a manner that these two 
sectional faces are exactly put together through the 
support plate. In the thus constructed display device, 
the birdseems as if it were ?oating and ?ying in the air. 
Additionally speaking, though it is not a requisite for 
_this invention to make each half of an object on show 
symmetrical to each other, the more symmetrical, the 
better. 
The holes 8 are perforated through the lower decora 

tive plate 4 and the sole plate 7 in order to prevent the 
transparent support plate 9 from being damp with con 
densed moisture caused by temperature difference be 
tween the inside and the outside of the display device. 
The piece of cloth 6 acts as a ?lter for preventing dust 
from entering into the case. 

Referring to FIG. 5, there is illustrated another form 
of a display device of the present invention. 
Between an upper and a lower decorative plate 12, 

there are provided a plurality of lucite sticks 13 adja 
cent to each other at two sides of the casing opposed to 
each other. Between said opposed lucite sticks 13, 
there are provided lucite plates 14 at each side-end 
portion thereof, respectively, and there is supported a 
lucite support plate 15 at an intermediate portion 
thereof. In this embodiment, said two plates 14 and said 
lucite sticks 13 form a surrounding wall. The surface of 
said decorative plate 12 is colored white and is printed 
with a pattern 16 Which is composed of a straight line 
portion 16a of black color extending from one side to 
the other side and a ?gure portion 16b associated with 
said straight line portion 16a so that said straight line 
portion 16a may seem as if it is a part of the pattern 16. 
The edge of said lucite support plate 15 is inserted into 
said straight line portion 16a. The existence of the lu 
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cite support plate 15 can not be seen through from the 
outside owing to said lucite sticks 13 and said patern 
16. 
FIG. 6 is a further form of a display device according 

to the present invention. A lower decorative plate 17 is 
shaped oval and an upper decorative plate is of the 
same shape as of said lower decorative plate 17. There 
are uprightly provided two frames 18 between said 
upper and lower decorative plates at both end portions 
of its major axis of the oval plate as depicted in FIG. 6. 
By means of said two frames 18, there are supported 
lucite plates 19 having outwardly curved surfaces act 
ing as a surrounding wall and a lucite support plate 20. 
The lower decorative plate 17 as well as the upper dec 
orative plate is colored white and has a plurality of 
straight lines 21 of black color printed in parallel 
thereon. The edge of said lucite support plate 20 abuts 
on one of said black straight lines 21. 
As mentioned above, according to the present inven 

tion, all edges of the support plate for supporting a cer 
tain object on show are made visually indistinct and, 
especially, the upper and the lower edge of said support 
plate abut on the straight line portion which is a part of 
the pattern formed on the decorative plate. Therefore, 
nobody has any idea that such a support plate is there, 
and the object attached to said support plate seems as 
if it were ?oating in the air. The object in cooperation 
with such a novel display device as discussed above is 
very attractive, and such display device is applicable in 

. . . . 3 

various ways, for example, for enjoying some things, for 
advertising some goods, etc. 
While a few embodiments of the invention have been 

illustrated and described in detail, it is particularly un 
derstood that invention is not limited thereto and 
thereby. 

I claim: ' 

l. A display device, comprising a frame provided 
with upstanding members spaced apart from each other 
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4 
and laterally disposed top and bottom members con 
nected thereto, transparent members mounted to and 
extending between said upstanding members. decora 
tive panels mounted to said top and bottom members, 
said decorative panels being provided with a ?rst 
groove extending across the surface thereof to opposite 
of said upstanding members and second grooves com 
plimentary in con?guration to said ?rst groove and 
spaced therefrom, said ?rst groove being wider in di 
mension than said second grooves, a transparent sup 
port plate having top and bottom edges ?tted within 
said ?rst groove in concealed relationship and side 
edges abutting said opposite of said upstanding mem 
bers in concealed relationship, and an object to be dis 
played mounted on opposite sides of said transparent 
support plate. 

2. A display device as in claim 1, wherein said object 
is divided into substantially symmetrical parts, said 
parts being mounted on opposite sides of said transpar 
ent support plate. 

3. A display device as in claim 1, wherein said second 
grooves comprise second and third grooves located on 
opposite sides of said first groove and parallel to said 
?rst groove, a fourth groove extending across the sur 
face of said panels to opposite of said upstanding mem 
bers and intersecting said ?rst groove, and ?fth grooves 
located on opposite sides of said fourth groove and par 
allel thereto. 

4. A display device as in claim 1, wherein said deco 
0 . . . 

rative panel mounted to said bottom members is pro 
vided with a plurality of openings therein, a piece of 
cloth mounted to the underneath side of said panel ad 
jacent said openings, and a plate mounted directly 
below said cloth. . 

5. A display device as in claim 1, wherein said frame 
comprises four upstanding members and four laterally 
disposed top and bottom members. 

* =i< * * * 


