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[57] ABSTRACT 
A table top having a transparent plastic surface be 
neath which a long sheet of paper extends and which 
at each end is wound on a roller, the paper being im 
printed with the playing ?elds of several different 
board games such as checkers, Parcheesi, Monopoly 
and the like, each roller having a crankhandle so a dif 
ferent gameboard playing ?eld is exposed for use, and 
the table top including illuminating lamps underneath 
to light up the playing ?eld and also to illuminate a 
small area in front of each player where he may stand 
up his own dominoes, hand of cards or other game 
playing pieces that he does not want any other player 
to see. 

1 Claim, 6 Drawing Figures 
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LUMINATED TABLE TOP WITH MULTIPLE. 
GAMES ROLL CHART ' . 

This invention relates generally to game tables. I 
A principle object of the present inventionis to pro 

vide a game table that is designed for use in playing es 
pecially a large number of board games such as check 
ers, word forming game known by trademark “Scrab 
ble”, and the like and wherein the gameboard playing 
?elds for such games are contained on a rolled chart 
inside the table and can selectively be brought into a 
playing position by simply turning a crank .handle. 
Another object is to provide a game table wherein a 

small area is illuminated in front of each, player’s posi 
tion so to light up his own playing blocks or playing 
cards that are held in his hand and which he does not 
want any other player to see. ,. ' 

Still another object is to provide a luminated table 
top with multiple games roll chart wherein the table 
may be made in different sizes orvshapes so to accom 
modate more or less players and which can be used also 
for other games which do not use gameboards such as 
cards, rolling dice and the like. 
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Other objects are to provide a luminated table top ' 
with multiple games roll chart which is simple in design, 
inexpensive to manufacture, rugged in construction, 
easy to use and ef?cient in operation. , 
Further objects of the invention will appear as 

scription proceeds. v ., 

To the accomplishment of the above related objects, 
this invention may be embodied in the form illustrated 
in the accompanying drawings,'_attentionj being called 
to the fact, however, that the drawings ‘are illustrative 
only, and that changes may be made in the speci?c con 
struction illustrated and described within thescope of 

the de 

the appended claims. 
FIG. 1 is a top perspective view of the invention. 
FIG. 2 is a cross section taken on line 2—-2 of FIG. 1 

and showing the parts in exploded position. 
FIG. 3 is an enlarged cross section taken on line 3—3 

of FIG. 1. 
FIG. 4 is-a bottom view of the device. 
FIG. 5 is a detail of the light transmitting plate, roll of 

game boards and associated parts. 
FIG. 6 is an enlarged cross section on line 6-6 of 

FIG. 5. 
Referring now to the drawing in detail, the reference 

numeral 10 represents luminated table top with multi 
ple game roll chart which comprises a wooden square 
frame 1 l on top of which there is secured a lower clear 
plastic panel 12 which on its underside has a frame 
shaped painted design 13 located along the peripheral 
edge of the panel 12 and which has a decorative pattern 
that shows through the panel 12, as shown in FIG. 1. 
Adjacent the inner edge of the design 13 there is a 
square, frame shaped opaque white painted area 14, 
that surrounds a square shaped central area 15 of the 
panel 12. Upon the upper side of the panel 12, and near 
its peripheral edge there are secured eight female snap 
fastener elements 16 that are engageable with male 
snap fastener elements 17 located on the peripheral un 
derside of an upper clear plastic panel 18. 
On the underside of frame 11 there is secured a 

square peg-board type panel 19 having perforated 
openings 20 so to ventilate a chamber 21 thus formed 
inside the frame. A plurality of eight feet 22 are se 
cured to the underside of the perforated panel, and are 
comprised of wooden block, four of which are at the 
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located around a center portion thereof. 
Within the chamber 21 there is located a multiple 

game roll chart assembly'23 and an illumination assem 
bly 24. . . 

The roll chart assembly includes a chart 25 made 
from a long sheet of light-transluscent paper or the like 
that can be rolled up and upon which there is imprinted 
a row of playing ?elds 26 of. different games such as 

0 checkers, Parcheesi, Scrabble, Monopoly and the like. 
Each opposite end of the chart is rolled up on a roller 
27 af?xed on a steel rod 28 which is supported at one 
end either in a bearing bracket (not shown) mounted 
upon the perforated-panel, or which may be supported 
in a bearing opening formed in the inner edge of frame 
11. The opposite end of the rod is supported in a bear 
ing opening 29 formed in the frame 11 and through 
which the rod extends outwardly of chamber 21. The 
outer end of the rod is bent into a crank handle 30 so 
that the both rollers may be turned in order that the 
chart can be rolled up upon either of the roller and thus 
expose any one of the playing ?elds 26 underneath the 
central area 15 of the clear panel 12. 
The'illumination assembly 24 includes four fluores 

cent lamps 31 located underneath the opaque white 
area 14 and which each shine into an alongside, in 
clined mirror 32 located underneath the edge 33 
formed between the opaque white area 14 and the ?o 
ral design 13 (which is transluscent) so that light rays 
34 from the lamps 31 can-shine upwardly through the - 
?oral design area so tolilluminate an area in front of 
each player where he can stand up playing pieces such 
as dominoes 35 or word forming individual letter 
blocks so that he can clearly-see them. The light rays 34 
also can be used to illuminate playing cards-held in a 
player’s hand. 1 . \ 

As shown in FIGS. 2 and 4, two of these lamps 31 are 
each positioned between the mirror on one side and‘ the 
roller 27 on the other. The other two lamps are each 
positioned with the mirror on one side in a similar man 
ner and are located below an angularly inclined side 
edge 36 formed on opposite two side edge of a light 
transmitting panel 37 as shown in FIGS. 4 and 5. Each 
of these inclined edges 36 is surfaced with a mirror sil 
ver 38, as shown in FIG. 6 so that light'rays 39 from 
these two lamps strike the silver and then travel inside 
the light transmitting panel so that the entire panel 
glows luminescently upwardly due to the upper surface 
40 thereof being smooth, while a lower surface 41 
thereof (that is not directly above the lamps) is rough 
ened as shown in FIG. 6. The light transmitting panel is 
located directly underneath the exposed portion of the 
chart 25 that is located between the rolled up opposite 
end portions and which is positioned beneath the area 
15. The glow from the light transmitting panel thus illu 
minates the particular game playing ?eld 26 that is ex 
posed under area 15, due to the chart being made of 
the transluscent paper or the like. Thus players can see 
the playing ?eld through the two clear plastic panels 12 
and 18 so that they may place playing pieces on top of 
panel 18 in playing the game. 
The lamps are in an electric circuit that includes a 

switch 42 mounted either stationarily under the perfo 
rated panel or along the side of frame 11, or else is lo 
cated along an extension cord 43 ?tted with male plug 
44 for being inserted into a household electric outlet 
socket. 
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In use, the players can bring any playing ?eld into op 
erative position under area 15 by simply turning a 
crank handle 30. 
When the device is used for games such as various 

card games like pocker, cribbage or bridge that re 
quires no playing ?eld, the electric switch can be 
turned off, or else it may be turned on, and the chart 25 
is rolled into a position as shown in FIG. I where a tran 
sluscent blank area 45 on the chart having no playing 
?eld imprinted thereupon is located under the area 15. 
Thus, the individually illuminated areas by light rays 34 
are provided for the card players so to illuminate their 
hands. Additionally, another blank area next to blank 
area 45 may be made on the chart and which is opaque 
so that there is no illumination coming upwardly in area 
15 if so desired. 
The above described construction while being for a 

game table top, can be utilized in an illuminated tracing 
table for draftsmen wherein instead of playing-?elds 
being imprinted on the chart, the same may include 
various diagramatic aid imprinted thereon such as radi 
ating lines from a common center for drawing perspec 
tive views, graphs of different sized square spaces, and 
the like, for aiding the draftsman. The device may also 
incorporate into a lighting portrait frame or lighted ad 
vertising sign or illuminated menu holder in front of a 
restaurant. 
Thus a useful device is provided. 
While certain novel features of this invention have 

been shown and described and are pointed out in the 
annexed claims, it will be understood that various omis 
sions, substitutions and changes in the forms and details 
of the device illustrated and in its operation can be 
made by those skilled in the art without departing from 
the spirit of the invention. 
What is claimed is: 
1. In a luminated table top with multiple game roll 

chart device, the combination of a square frame and a 
pair of square, clear, plastic panels upon said frame, a 
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4 
lower of said panels having a transluscent, decorative 
outer border area on an underside thereof, an opague, 
white inner border area adjacent an inner edge of said 
outer border area, and a central square clear area sur 
rounded by said white inner border area, and interen 
gagable snap fastener elements being mounted on both 
said plastic panels, said snap fastener elements being 
located near the peripheries of said panels for detach 
ably attaching said panels together, a perforated panel 
secured to an underside of said frame de?ning a central 
chamber surrounded by said frame, a plurality of 
blocks mounted on an underside of said perforated 
panel, said chamber containing a multiple game roll 
chart assembly and an illumination assembly, said roll 
chart assembly comprising an elongated chart on tran 
sluscent, rollable material imprinted with a plurality of 
playing ?elds of various games, opposite ends of said 
chart being rolled up on a pair of spaced apart rollers, 
each said roller being secured on a rod rotatably sup 
ported in bearings in said frame, one end of each said 
rod extending externally of said chamber and being 
bent into a crank handle, said illumination assembly 
comprising four ?uorescent lamps underneath said 
opaque white inner border area, an elongated, ?at mir 
ror along a side of each said lamp, each said mirror 
being located underneath said edge between said tran 
sluscent, decorative outer border area and said opaque, 
white inner border area, each said mirror being angu 
larly inclined respective to a ?at plane of said frame, 
light from said lamps being re?ected by said mirrors 
upwardly against an underside of said transluscent, 
outer border area, a light transmitting panel under an 
unrolled portion of said chart that is located between 
said rollers, two opposite edges of said light transmit 
ting panel being angularly inclined and coated with a 
mirror silver, said silver coated edges each being above 
one said lamp, said lamps being in an electric circuit 
with a switch and a power source. 
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