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[57] ABSTRACT 

An O-ring seal for installation in an LP gas cylinder 
valve with a method and tool for installing the seal in 
the valve. The LP gas valve includes an outlet passage 
opening into a chamber within the main body of the 
valve which in turn is connected to a passage which 
opens into a cylinder tank. The outlet passage thread 
edly receives a hollow cylinder through which a stem 
projects. The stem includes an enlarged bullet shaped 
end projecting through an annular seat within the out 
let passage and into a tapered portion of the outlet 
passage. An O-ring seal is installed on the annular seat 
effecting a seal between the valve and stem while 
spacing the enlarged bullet shaped end of the stem 
from the tapered portion of the outlet passage. A plate 
wrench has a hexagonally shaped hole through which 
a hexagonally shaped nut on the hollow cylinder 
projects. The wrench is used to tighten the stem with 
respect to the O-ring seal. Means are provided on the 
plate wrench for storing spare O-ring seals. 

9' Claims, 8 Drawing Figures 
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TOOL FOR INSTALLATION OF SEALS FOR LP 
GAS CYLINDER VALVES 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
This invention is in the ?eld of LP cylinder valves and 

more specifically, methods and tools for effecting a seal 
between the valve and a stem connected to the outlet of 
a valve. 

2. Description of the Prior Art 
A standard valve has been adopted in the LP gas 

cylinder industry for controlling the flow of LP gas 
from the cylinder tank. The valve, commonly referred 
to as a POL ?tting, has a bottom threaded portion 
which is mounted into the LP cylinder tank. The valve 
also includes an internally threaded outlet with means 
provided within the valve body to control the flow of 
LP gas from the tank and through the chamber to the 
outlet of the valve. In addition, a safety mechanism-is 
provided on the valve to allow escape of LP gas in the 
event that the pressure within the tank exceeds a prede 
termined value. 
The outlet of the valve includes an internally 

threaded tube having an inner tapered portion opening 
into a chamber within the valve body. The outlet of the 
valve is connected to an external pipe by means of a 
hollow stem having an inner enlarged bullet shaped end 
forced into contact with the tapered inner portion of 
the outlet. The metal contact therefore provides a seal 
between the outlet and stem. Such a stem is referred to 
commonly as a hard nosed male connector. Such con 
nectors cost approximately 85 per unit. An alternate 
version is identical with the hard nosed male connector 
with the exception that an O-ring is mounted to a 
groove provided in the enlarged bullet shaped end of 
the stem thereby preventing metal to metal contact 
between the bullet shaped end and the outlet with the 
O-ring being forced between and against the enlarged 
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bullet shaped end and the tapered portion of the outlet. ' 
The O-ring is positioned within the tapered portion. 
Such a connector is commonly referred to as a soft 
nosed male connector and may be purchased for ap 
proximately $5.00 per unit. 
The soft nosed male connector is advantageous in 

that the connector may be repetitively connected and 
disconnected from the LP gas valve without damage or 
marring resulting from the metal to metal contact be 
tween the enlarged end of the stem and the tapered 
portion of the valve. A disadvantage of the soft nosed 
connector is the relative higher cost as compared to the 
hard nosed male. The soft nosed connector is also ad 
vantageous over the hard nosed connector since less 
torque is required to effect the seal with the O-ring 
version thereby alleviating the necessity for large 
wrenches for installing the soft nosed connector. 
As a result of the lower cost of the hard nosed con 

nector, most connectors in use are of the hard nosed 
variety. Disclosed herein is a seal and method for ‘con 
verting a hard nosed connector into a soft nosed con 
nector by inserting an O-ring between the enlarged 
bullet shaped end of the stem and the tapered portion 
of the outlet of the valve thereby preventing the metal 
to metal contact even though a seal is achieved. Also 
disclosed is a wrench for tightening the connector 
which includes means for storing spare O-rings within 
the wrench. 
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2 
SUMMARY or THE INVENTION 

One embodiment of the present invention is in a 
liquid petroleum valve and tank combination including 
a tank for holding liquid petroleum with the tank hav 
ing an outlet aperture, the combination further includ 
ing a liquid petroleum valve threadedly received by the 
outlet aperture, the valve having a main body with a 
chamber formed therein and an inlet passage leading 
from the outlet aperture to’ the chamber, the main body 
further including an internally threaded outlet tube 
with an outlet passage extending therethrough opening 
into the chamber with the valve including means 
mountedlto the main body operable to control flow of 
liquid petroleum from the tank through the chamber 
and the outlet passage, the outlet passage including an 
inner tapered portion and an outer internally threaded 
portion with an annular seat disposed therebetween, 
the valve having an externally threaded hollow cylinder 
threadedly received by the internally threaded portion 
and a hollow stem slidably extending through the hol 
low cylinder, the stem includes a bullet shaped en 
larged head projecting through the annular seat into 
the inner tapered portion being secured therein by the 
hollow cylinder wherein the improvement compises an 
O-ring seal seatted on the annular seat with the en 
larged head forced through and against the O-ring seal 
effecting a ?uid tight seal-between the enlarged head 
and the main body- by the hollow cylinder forcing the 
enlarged head against the O-ring seal with the enlarged 
head being spaced from the inner tapered portion. 
Another embodiment of the present invention is an 

O-ring seal storage wrench comprising a plate having a 
?rst hole extending therethrough for complementarily 
receiving a nut to be tightened, the plate having means 
thereon operable to releasably hold at least one O-ring 
seal. 

‘Yet another embodiment of the present invention is a 
method of changing a hard nosed liquid petroleum 
cylinder valve to a soft nosed liquid petroleum cylinder 
valve comprising the steps of untightening and remov 
ing a male hollow valve stem having an enlarged nose 
end from a liquid petroleum cylinder valve, the valve 
having an internal tapered portion and an annular seat, 
inserting an O-ring seal into the valve and onto the 
annular seat through which the stem projects, mount 
ing the stem onto the valve, extending the stem through 
the seat and ring, keeping the enlarged nose end spaced 
apart from but adjacent to the tapered portion, and 
tightening the stem on the body forcing the enlarged 
nose end against the O-ring seal effecting a seal be 
tween the stem and the valve. 

It is an object of the present invention to provide an 
improved LP valve cylinder combination having an 
improved seal between the valve outlet and a tube 
connected thereto. 
A further object of the present invention is to provide 

a tool for storing spare O-ring seals and for use in tight 
ening a tube to the outlet of an LP gas valve. 
Another object of the present invention is to provide 

a method of changing a hard nosed LP cylinder valve to 
a soft nosed LP cylinder valve. _ 
Related objects and advantages of the present inven 

tion will be apparent from the following description. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a side view of an LP gas valve and cylinder 
combination incorporating the present invention. 
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FIG. 2 is an enlarged fragmentary top view of the LP 
gas valve shown in FIG. 1 and having a hard nosed 
connector secured thereto. 
FIG. 3 is the same view as FIG. 2 only showing a soft 

nosed connector mounted to the valve body. 
FIG. 4 is an enlarged fragmentary side view of the LP 

gas valve of FIG. 3. 
FIG. 5 is a plan view of a plate wrench incorporating 

the present invention. 
FIG. 6 is an enlarged cross sectional view taken along 

the line 6—6 of FIG. 5 and viewed in the direction of 
the arrows. 
FIG. 7 is a plan view of an alternate embodiment of 

the plate wrench. 
FIG. 8 is an enlarged cross sectional view taken along 

the line 8-8 of FIG. 7 and viewed in the direction of 
the arrows. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

For the purposes of promoting an understanding of 
the principles of the invention, reference will now be 
made to the embodiments illustrated in the drawings 
and speci?c language will be used to describe the same. 
It will nevertheless be understood that no limitation of 
the scope of the invention is thereby intended, such 
alterations and further modi?cations in the illustrated 
device, and such further applications of the principles 
of the invention as illustrated therein being contem 
plated as would normally occur to one skilled in the art 
to which the invention relates. 
Referring now more particularly to FIG. 1, there is 

shown the combination of a liquid petroleum gas cylin 
der 10 having an outlet aperture 11 threadedly receiv 
ing liquid petroleum gas valve 12. Valve 12 has a main 
body 13 with an inlet 14 and an outlet 15. Main body 
13 has a chamber 18 (FIG. 4) which opens into the 
inlet passage 16 extending through inlet 14. In addition, 
chamber 18 opens into the outlet passage 17 extending 
through outlet 15. Outlet 15 is of tubular construction 
having an internally threaded portion 19 surrounding 
outlet passage 17 with the outlet pasage further includ 
ing a tapered portion 20 positioned between internal 
threads 19 and chamber 18. An annular seat 21 sur 
rounds outlet passage 17 and is located between ta 
pered portion 20 and internal threads 19. 
An annular ring 22 is formed within the valve body 

and receives movable wall 23 attached to rod 24 rotat 
ably mounted to the valve body. A handle 25 is ?xedly 
attached to rod 24 with rotation of the handle and rod 
resulting in movement of wall 23 either toward or away 
from ring 22 thereby controlling the ?ow of liquid 
petroleum through inlet passage 16 and then through 
the chamber and out passage 17. 
An externally threaded hollow cylinder 26 (FIG. 3) is 

threadedly received by threads 19 and has a hexago 
nally shaped nut 27 integrally formed thereon. A hol 
low stem 28 extends through cylinder 26 with the stem 
including a bullet shaped enlarged head 29 projecting 
through annular seat 21 and into tapered portion 20 of 
outlet passage 17. Cylinder 26 is fragmented in FIG. 2 
to illustrate the hollow interior 30 of the cylinder 
through which stem 28 projects. As shown in FIG. 2, 
the inner end 31 of cylinder 26 projects against the 
overhanging portion 32 of the bullet shaped enlarged 
head 29 thereby forcing head 29 through annular seat 
21 and into tapered portion 20 as cylinder 26 is 
threaded into the valve body. In the prior art devices, a 

15 

25 

40 

45 

50 

65 

seal is accomplished between head 29 and tapered 
portion 20 by forcing the bullet shaped enlarged head 
29 suf?ciently into tapered portion 20 so as to achieve 
metal to metal contact between head 29 and portion 
20. My improvement is to insert an O-ring seal 33 onto 
the annular seat 21 with the enlarged head 29 being 
forced through and against the O-ring seal 33 thereby 
achieving a ?uid tight seal between the enlarged head 
29 and tapered portion 20 of the main body of the 
valve. Hollow cylinder 29 may be tightened so as to 
force the enlarged head 29 against the O-ring 33 with 
the enlarged head 29 being spaced at all times away 
from the inner tapered portion 20 thereby preventing 
scratching or marring of tapered portion 20. 
The method of changing a hard nosed liquid petro 

leum cylinder valve as shown in FIG. 2 to a soft nosed 
liquid petroleum cylinder valve as shown in FIG. 3 
includes the first step of untightening and removing the 
male hollow valve stem 28 from valve 12. The O-ring 
seal 33 is then inserted into the valve onto annular seat 
21 with stem 28 then being mounted to the valve with 
enlarged end 29 extending through the O-ring and into 
the tapered portion 20. End 29 of the stem is kept at all 
times spaced apart from tapered portion 20 even 
though it is adjacent to tapered portion 20. The stem is 
then tightened on the body by threading cylinder 26 
into the body and forcing the enlarged end 29 against 
the O-ring seal resulting in a seal between stem 28 and 
valve 12. 
Stem 28 is provided with external threads 34 on its 

outer end to threadedly receive external pipe 35 (FIG. 
1) which may be rigid or ?exible and which in turn may 
be connected to the regulator or other external device. 
Typically, valve 12 is provided with a safety outlet 36 in 
communication through the inlet passage with the inte 
rior of tank 10 thereby allowing escape of pressure 
when the pressure within the tank exceeds the prede 
termined value. A safety shield 37 is typically mounted 
to the top end of tank 10 partially enclosing and pro 
tecting the valve as well as auxillary equipment, such 
as, an indicator. 
FIGS. 5 and 6 disclose a plate wrench 50 used to 

tighten the hexagonally shaped nut 27 (FIG. 3) on 
cylinder 26. Plate wrench 50 has a main body 51 with 
a ?rst hole 52 extending therethrough for complemen 
tarily receiving nut 27. In addition, the plate wrench 
includes a pair of grooves 53 and 54 for releasably 
holding O-ring seals. A pair of O-rings 55 and 56 are 
secured respectively within grooves 53 and 54. 
Groove 54 and O-ring 56 will now be described it 

being understood that a similar description applies to 
groove 53 and O-ring 55. The average inside diameter 
57 of groove 54 is greater than the inside diameter of 
O-ring 56 thereby requiring the ?exible O-ring to 
stretch in order to be positioned within the groove. A 
plurality of projections 59 are formed within groove 54 
projecting partially across the groove so as to prevent 
accidental disengagement of the O-ring with respect to 
the plate. Groove 54 opens through a recess 60 formed 
in the end of the plate thereby allowing a person to 
extend an object such as a ?nger, into the groove for 
removing the O-ring therefrom. 
Hole 52 has a larger size and con?guration 61 on side 

62 of the plate as compared to the con?guration and 
size 63 on the opposite side of the plate. That is, hole 
52 tapers from one side of the plate to the other side of 
the plate thereby resulting in a frictional engagement of 
the wrench with respect to the nut 27 formed on hollow 
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cylinder 26. The size of nut 27 is approximately be 
tween the size of hole 52 on side 62 and the size of hole 
52 on the opposite side of the plate. 
An additional step of the described method is remov 

ing the O-ring seal stored in wrench 50 prior to insert 
ing the O-ring seal into the valve body. In addition, the 
stem is extended through the plate wrench prior to 
mounting the stem to the valve body enabling position 
ing of nut 27 through hole 52. The wrench is produced 
from plastic and is disposable and as a result, the 
wrench may be left on the nut after hollow cylinder 26 
is tightened thereby alleviating the necessity for disen 
gaging the regulator or other external device attached 
to stem 28. An advantage of producing the wrench 
from plastic is the prevention of sparks resulting from a 
metal wrench and the metal valve. Plate wrench 50 has 
an approximate length of 3 inches thereby limiting the 
amount of torque practically applied to the hollow 
cylinder and thereby eliminating the possibility of 
metal to metal contact between the enlarged end of the 
stern and the valve body. 

Plate wrench 80 is similar to wrench 50 and is an 
alternate embodiment thereof. Wrench 80 has a main 
body 81 with two recesses 82 and 83 formed on one 
side of the main body. A pair of upraised portions 84 
and 85 are positioned respectively in recesses 82 and 
83 to ?ttingly receive respectively O-rings 86 and 87. 
The diameter of upraised portions 84 and 85 are 
greater than the inside diameter of O-rings 86 and 87 
thereby requiring the O-rings to be stretched in order 
to be ?tted onto the upraised portion. Recesses 82 and 
83, in conjunction with upraised portions 84 and 85, 
thereby form a pair of grooves which receive the 0 
rings with one of the grooves shown in FIG. 8. The 
diameters of upraised portions 84 and 85 decrease 
from the outer surfaces of the upraised portions 84 and 
85, as shown in FIG. 8, thereby retaining the O-rings 
without requiring projections 59 such as are utilized 
with wrench 50. 
The hexagonally shaped hole 88 extending through 

main body 81 has a larger size and configuration on one 
side of main body 81 than on the opposite side in a 
manner similar as that described for hole 52. That is, 
hole 88 has a smaller size 90 on one side of the wrench 
as compared to size 89. In addition, a plurality of pro 
jections 91 are provided on the plate projecting into 
hole 88 being positioned between the opposite sizes 89 
and 90 to provide additional frictional engagement of 
the wrench with respect to the valve nut 27. 

It will be obvious from the above description that the 
O-ring requires only simple installation procedures 
which may be accomplished in the field. The method 
and tool is relatively inexpensive thereby allowing the 
conversion of an inexpensive hard nosed connector 
into a soft nosed connector for an LP gas valve. The 
O-rings are coated with silicon thereby providing for a 
better seal between the enlarged end and the valve 
body. The relatively small sized wrenches 50 and 80 are 
particularly advantageous when removing the hollow 
cylinder from the valve mounted in a con?ned small 
space. In many instances, it is impossible to remove the 
hollow cylinder with a large wrench due to the working 
space available. 
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While the invention has been illustrated and de 
scribed in detail in the drawings and foregoing descrip 
tion, the same is to be considered as illustrative and not 
restrictive in character, it being understood that only 
the preferred embodiments have been shown and de 
scribed and that all changes and modi?cations that 
come within the spirit of the invention are desired to be 
protected. 
The invention claimed is: 
1. An O-ring storage wr'ench comprising: 
a plate having a ?rst hole extending therethrough for 
complementarily receiving a nut to be tightened; 

at least one O-ring removably mounted on said plate; 
said plate having means thereon operable to releas 
ably hold said O-ring and to eccentrically locate 
said O-ring relative to said first hole. 

2. The O-ring seal storage wrench of claim 1 wherein 
said plate has a first side and a second side with said 
?rst hole being smaller on said ?rst side than on said 
second side. 

3. O-ring storage wrench of claim 1 wherein said 
means includes a groove with said O-ring held therein. 

4. A O-ring storage wrench of claim 3 wherein said 
O-ring has an inside diameter, said groove has an inside 
diameter greater than said inside diameter of said O 
ring seal. 

5. The O-ring storage wrench of claim 1 wherein said 
plate includes nut holding means projecting into said 
?rst hole engageable with said nut operable to limit 
movement of said nut relative to said plate. 

6. A tool comprising: 
an O-ring; 
a plate including a handle portion and a nut engaging 
portion, said handle portion having means releas 
ably holding said O-ring on said handle portion 
apart from said nut engaging portion, said nut en 
gaging portion having a hole extending there 
through to receive a nut to be tightened, 

said handle portion extending outwardly from said 
nut engaging portion locating said O-ring remotely 
from said hole. 

7. A wrench having means for storing at least one 
O-ring sealing member comprising an elongated plate 
of predetermined length, the length of said plate being 
defined by portions extending sidewardly from an inter 
mediate polygonal aperture in said plate, said aperture 
being adapted to receive the corresponding polygonal 
head of a member to be turned by the wrench, and 
means on at least one of said extending portions for 
removably accommodating an O-ring sealing member, 
the O~ring member thereby being readily available for 
use and the predetermined length of said plate defining 
the maximum torque which can be manually applied to 
the wrench. 

8. The wrench of claim 7 wherein said means in 
cludes a groove eccentrically located relative to said 
aperture. 

9. The wrench of claim 8 wherein said groove has an 
inside diameter greater than the inside diameter of said 
O-ring sealing member; 

said plate has a recess portion opening into said 
groove to facilitate removal of said O-ring sealing 
member from said groove. 

* * * * * 


