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GOLF CLUB", ' 

[BACKGROUND OF‘TI-IE INVENTION“ I 
Golf is becominga more popular sportinthe'United 

States and throughout the world and it is particularly 
becomingmore popular with older peopleywho ?nd it 
dif?cult to stoop to pick up the golf ball and ?ag after 
a ball has been placed in the hole. There are ‘certain 
ailments that make it dif?cult for older people‘, and in 
some instances younger-people, to stoopto do these 
chores.‘ When playing golf, there are ,only two areas 
where a player must stoop to handle the ball and flag, 
one being on or about the green and the other being on 
the tee. It is the primary purposeof the present inven 

‘ tion to eliminate the required stooping .to pick up the 
golf balls andthe flag in and aboutthe green. 

SUMMARY OF THE INVENTION. " 
It is the primary purpose of the present inventiomto 

provide a golf club that has a vertically =disposed front 
putting surface that contacts the ball-and which‘ has a 
rear surface with a recessed portion between ,the toeof 
the club and the shaft of the ‘club that ‘will .hold a golf 
ball when the club is slightly tilted and 'the ball is forced 
into the recess. It is also an object of the ‘invention to 
provide on the heel end of the putter a small hook-type 
extension that will slide'under a: flagpole laying on the 
ground soth'atthe pole and golf club can be raised to 
the player’s hand height. 1 . - .7 

It is a further object of the invention to provide'on 
the above-described putter a marking 'on: the‘top side, of 
the putter which will indicate the location'of weight 
balance so that the club can strike the ball atv the mark. 
Due to the recessed‘backside of the putter as afo'redes 
cribed and to the hooked-shaped heel portion of ‘the 
putter, the overall center of weight distribution is not 
easily determined by Viewing .the club. Consequently, it 
is believed necessary to provide this marking on the top 
of the club. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a view taken from the rear side showing the 
head of a putter and a portion of the golf club shaft. 
FIG. 2 is a plan view of the golf club portion shown in 

FIG. 1. 
FIG. 3 is a sectional view taken substantially along 

the line 3—3 of FIG. 1. 
FIG. 4 is a sectional view taken substantially along 

line 4—4 of FIG. 1. 
FIG. 5 is a view showing the club of the present in 

vention in use when removing a golf ball from the cup, 
the latter being shown in section. 
FIG. 6 is a view showing the club in use when hook 

ing a pole laying on the ground. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

Referring ?rst to FIGS. 1-4, the putter is is composed 
of a conventional golf club shaft 10 and golf club putter 
head 11. A shaft opening 12 is provided in the head 11 
for receiving the shaft 10. As in conventional, the put 
ter head 11 has a relatively flat generally vertical side 
13 that is the surface that normally strikes the golf ball. 
The head 11 has a toe portion 14 and a heel portion 15 
disposed on opposite sides of the shaft opening 12. The 
head 11 has a ball-receiving cavity, indicated in its 
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entirety by the reference numeral'16, on the‘ rear: or 
trailing surface and generally. between‘the toe. 14 and 

' the shaft opening 12. The ‘dished-cavity 16 on the rear 
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surface’ of the head 11 extends .generallybetween the 
lower surface 17 and the upper surface 18 of the putter 
head as may be seen fromviewingFIGS. 2 and’ 3. The 

' bottom side 17 is generally horizontal and’ is relatively 
wide as comparedto {the top surfacdf 18. The top sur 
face 18 is relatively wide‘atthe shaft opening 12 and 
from there narrows to a relatively arcuate-shaped thin 
lippedsection lgmidway between the shaft opening 12 
and-the toe 14 and from thetnc'elvrearwardlyv to a rear 
lipped section 20 extending vertically ar‘cuately around 
the, toe and from/there‘ ‘downwardly around the'lower 

' corner of the ‘toe-“end to "the lower surface 17. The . 
cavity orr'pock‘et l6‘generally opens rearwardly and 
upwardly'when' the club 'is in a vertical disposition. The 
cavity =‘l6 'inay't'h'erefore be defined ‘by an: arcuate 
‘shap'ed‘surfacethat in a vertical direction extends from 
‘a rear edge of arelatively 'wideabottom side 17 of the 
head l-to‘the relatively-thin sections 1.8, 19 of the top 
side, and in.a lengthwise direction thearcuat'e-shaped 
cavity 16 extends from a relatively-thin-Iip 20 at the toe 
l4'?rst'l'forwardlyand then rearwardly to the area of the 
shaft opening 12'..~,_ a ' 

- ,Theheel 15, on theputter head hasv‘an upwardly 
facing arcuate surface 21, that begins adjacent the shaft 
opening, 12. and extendstherefrorn ?rst downwardly 
and then outwardly toward apoint ‘portion 22. Sides 
23, 24 of the'heel portion l5 converge toward one 
another and toward the point 22 and from the forward 
surface 13, and from'the rear side ‘16 respectively. ‘The 
sides 23, 24 generally begin'justto'the vheel side of the 
opening 12. T he *underside ‘of the heel portion '25 
sweeps‘upwardly from “the bottom surface 17 and ta 
pers with respect to‘ the surface '21 ‘toward the point 22. 
'As‘ may be best seen’ from viewing FIG. 1, it is here that 
the ‘heel portion 15 generally forms an upwardly open 
ing hook-like portion that will receive a ?agpole. 
Due to the rather unconventional shape of the golf 

club head 11, it may be dif?cult for some golfers to 
locate the center of gravity of the entire club. To help 
in this matter, there is provided an edge or side 18 of 
the head a fore-and-aft extending notch 26. As is 
clearly evident, the golfer will approach the ball in the 
swing of the putter and attempt to strike the ball by the 
surface 13 substantially at the location of the notch 26. _ 
This will help the golfer in providing a true or straight 
putt. 
Referring to FIG. 5, the use of the putter in retreiving 

the golf ball from a conventional cup is shown. The cup 
has a metal liner 27 that is inserted in an hole opening 
28 and a downwardly depending tube or pipe 29 which 
receives the lower end of the ?agpole. After putting the 
ball into the hole or cup 27, the putter may be inserted 
so that the shaft 10 is tilted in such a manner that the lip 
20 at the toe end and the underside of the rear surface 
16 is placed under the ball. The shaft 10 may then be 
raised and the ball 30 held in the cavity 16. The ball 30 
is then removed by the golfer when the club is raised to 
the height of his hands. 
Referring to FIG. 6, the ?agpole 31 normally lies on 

the ground and due to the ?ag and the ringlets that hold 
the ?ag on the club, it will not engage the ground. By 
properly tilting the shaft 20, the tip 22 may be inserted 
under the ?agpole 31 until it sits in the upwardly open 
ing arcuate surface 21. The club may then be raised to 
the height of handling by the golfer so that it can then 
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be replaced in the cup 27. 
A golf ball does not necessarily have to be in a cup 

for it to be picked up by the cavity 16. After a few 
practices, the golf ball may be picked up from the 
ground without effort with this golf club and the ?ag 
pole 31 may similarly be picked up. 

I claim: 
1. A golf club head having top and bottom sides and 

having a vertical shaft opening in said top side for re 
ceiving the end of a golf club shaft and extending 
lengthwise between a toe end and a heel end on oppo 
site sides of the opening; a front generally vertically 
disposed surface that normally strikes a ball and ex 
tends upwardly from said bottom side, a rear surface 
opposite to the front surface having a ball-receiving 
cavity therein, said cavity being de?ned by an arcuate 
shaped rearwardly and upwardly opening surface that 
in a vertical direction extends from a rear edge of said 
bottom side to said top side, and in a lengthwise direc 
tion extends from said toe end rearwa'rdly to the area of 
said shaft opening; and said heel end having converging 
side surfaces and an upwardly facing concave arcuate 
pole-engaging surface that begins adjacent the shaft 
opening and extends ?rst downwardly and then out 
wardly to a relataively small tip at its distal end, the 
heel end further having an underside that extends 
lengthwise and downwardly from the tip to said bottom 
side so that said heel end may be shoved under a ?ag 
pole laying on the ground. 

2. The golf club head as de?ned in claim 1 further 
characterized by the head having a marking thereon 
that may be viewed from above denoting the approxi 
mate center of weight distribution of the golf club head. 

3. The golf club head as de?ned in claim 1 character 
ized by the toe having a tip and said cavity begins 
closely adjacent the tip and the bottom of the head so 
that there is a narrow lip at the tip and bottom of the 
head. 
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4. The golf club head as de?ned in claim 3 character 
ized by a rounded corner joining the tip and bottom 
and said lip extends around the corner. 

5. A putter head having top and bottom sides and 
having vertical shaft opening in said top side for receiv 
ing the lower distal end of a golf club shaft and having 
a relatively ?at forward and generally vertical side that 
normally strikes the golf ball and extends between said 
top and bottom sides and between a heel end posi 
tioned on one side of the shaft opening and a toe end 
positioned on the opposite side of the shaft opening, 
said head further having a concave ball-receiving cavity 
in the rear face of the putter head between the toe end 
and the shaft opening and between the top and bottom 
sides of the head, said bottom side being relatively wide 
and said top side being relatively wide at said shaft 
opening and from there narrowing to a relatively thin 
section between the toe end and shaft opening, and said 
cavity being de?ned by an arcuate surface that in a 
vertical direction extends from a rear edge of the rela 
tively wide bottom side of the head to said relatively 
thin section of the top side, and in a lengthwise direc 
tion extends from a relatively thin lip at said toe end 
?rst forwardly and then rearwardly to the area of the 
head with the shaft opening therein; and said heel end 
having converging side surfaces and an upper arcuate 
side for receiving a pole and an underside that sweeps 
upwardly from said bottom of the head to join the 
upper arcuate side at a small tip at the distal end of said 
heel that may slide under a pole lying on the ground. 

6. The invention de?ned in claim 5 further character 
ized by said head having an arcuate-shaped comer that 
joins the end of the toe and said bottom side and said 
lip extends vertically along the toe, along the corner 
and along the bottom of the shaft at the rear edge of the 
bottom side. 

7. The invention de?ned in claim 5 further character 
ized by a surface marking on the head that is visible 
from above and denotes the center of weight distribu 
tion of the club. 

* * * * * 


