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To all whom, it may concern: 
Be it known that I, AUcUs'r H. GAERTNER, 

of the city of St. Louis, Missouri, have in 
vented a new and useful Improvement in 
Harmonica-l'lolders, of which the following 
is a full, clear, and exact description. 
The said invention relates to an improve 

ment in the construction of harmonica-hold 
ers, whereby they are adapted to a new means 
and manner of supporting them, and also 
whereby other new and desirable features and 
qualities are imparted to them. 
The harmonica~holders hitherto in use have 

especially been adapted to be attached to 
the dress of the performer. This has been 
found objectionable, from the fact that when 
the holder is thus attached it partakes in a 
degree of the motion of the performer’s body 
and dress, and it is difficult for him to suit 
ably hold the instrument and to adjust it to 
his mouth, nor can he well remove the in 
strument without ?rst detaching the holder 
from his dress. 
To obviate the objections referred to and 

to provide an improved harmonica-holder is 
the object of my invention. I attain the 
said object by constructing a holder having 
embodied in it means for attaching it for 
support to other articles than the dress, as , 
aforesaid, of the performer—as, for instance, ‘ 
to a musical instrument, as a guitar, upon ‘ 
which simultaneously with a harmonica held 
by said holder a performer may be playing. 
I also combine in said holder means for the 
convenient adjustment of its parts to many 
desired positions. 

Said improvement consists of two parts, 
each substantially U-shaped, and preferably 
with the bend thereof ?attened, the arms of 
each of said parts preferably being made to 
spring toward each other, and thereby adapted 
to clasp and hold articles between them, one 
of said parts being intended for holding the 
harmonica and the other for attaching the 
said holder to a guitar or any other suitable 
support, said parts being adjustably united 
to each other at their bends, and preferably 
by means of a clamp and thumb - screw, 
whereby an adjustable joint is formed, which 
permits the two U shaped parts to be set in any 
direction with regard to each other, and also 

to be folded together so as to occupy but little 
space when not in use, substantially as here 
inafter more fully'set forth and claimed, and 
as illustrated in the annexed drawings, malt 
ing part of this speci?cation, in which 
Figure 1 is a perspective view of the herein 

described harmonica-holder holding a har 
monica and attached to a guitar for its sup 
port; Fig. 2, an elevation of said holder, show 
ing its lower partin side elevation and its up 
per part in edge elevation and holding a 
harmonica; Fig. I}, an elevation of the device 
at right angles to that of Fig. ‘2. 
The same letters applied to the several 

drawings denote the same parts. 
A is the lower part of the improved holder; 

(1, rubber sleeves on the arms a’ of the part 
A, to improve the hold on the article to which 
the holder is attached and to protect said arti 
cle from injury; a", screw-bolt passing through 
perforations in the arms of a’ and provided 
with a thumb-screw, a”, to provide for tight 
ening the grip of said part A upon any article 
it is applied to and to prevent said part from 
slipping too far onto the article to which the 
holder is applied; B, clamp for uniting the 
two parts A C of the holder and provided 
with the threaded bolt band nut I)’, as shown; 
C, upper part of holder; D, harmonica in po 
sition, it being held in the part C, as shown; 
E, guitar to which the holder is attached by 
means of clamp A. 
In practice the part A applied as a clamp 

to any supporting article, as a guitar, for in 
stance, as shown in Fig. 1. The arms 0 of 
the part C are sprung apart to receive and 
grasp the harmonica, and the clamp 13 is ad 
justed to clasp the part 0 suflicientlytight to 
hold it by friction in any position in which it 
may be placed, but not so tight but that its posi 
tion maybe changed from a vertical to a hori 
zontal or any intermediate position at pleas 
ure. The said clamp B can be turned around 
on the bolt 0 and into any desired position 
and there firmly held by the thumb-screw and 
nut 17’. The two parts A and C of the holder 
are thus united by a universal joint. By 
turning the clamp B at right angles to the 
part A the part- C may be turned down so as 
to occupy a position parallel, or nearly so, to 
the part A, and the holder thereby compacted. 
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The parts of said improved holder are con 
structed usually of a metal like brass; but 
other suitable material may be used wholly 
or in-part. 

l. A harmonica-holderconsistingof a com 
bination of two U-shaped parts, A C, united 
by a clamp, B, substantially as and for the 
purpose herein described. 

2. rl‘he combination of the U-shaped parts 
A C, the clamp B, and the bolt 1) and nut b’, 
substantially as described. 

3. In a harmonica-holder, the combination 

of the U-shaped part A with the U-shaped 
part 0, said parts being united by a univer- 15 
sal joint, for the purpose described. 

Al. The combination of the U-shaped part 
A, the bolt a2, nut (t3, the clamp B, bolt 1), nut 
12?, and the U—shapcd part C, substantially as 
described. 

‘Vitness my hand this 1st May, 1888. 

AUG. II. GAERTNER. 

\Yitnesses: ' 

O. D. MOODY, 
A. M. EVEBIST. 


