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[5 7 ] ABSTRACT 
A closed circuit hydraulic control system for an hy 
draulic motor including a cylinder, a piston movable 
in such a cylinder, and a rod connected to one side of 
the piston, such cylinder having a blind end and a rod 
end through which the rod extends. A reversible circu 
lating pump having two ports is provided for supplying 
?uid under pressure to the blind end and to the rod 
end respectively of the cylinder. A ?rst tubing inter 
connects the blind end of the cylinder to one port of 
the reversible pump, whereas a second tubing inter 
connects the rod end of the cylinder to the other port 
of the reversible circulating pump. Means are pro 
vided to accommodate the volume of ?uid displaced 
by the rod as the piston is moved toward the blind end 
of the cylinder. 

7 Claims, 6 Drawing Figures 
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CLOSED CIRCUIT HYDRAULIC CONTROL 
SYSTEM 

BACKGROUND OF THE‘ INVENTION 

This invention relates to an hydraulic control system 
for the operation of linear double-acting hydraulic 
motors having a cylinder bore with a blind end and a 
rod end, and more particularly to a closed circuit hy 
draulic control system for operating such motors which 
requires no reservoir or separate accumulator and no 
valve for reversing the ?ow of ?uid in the cylinder. 

It is well known that hydraulic control systems incor 
porating “double-ram” hydraulic motors, that is hy 
draulic motors having a cylinder bore with two rod 
ends, could be operated in a closed circuit with no 
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reservoir or separate accumulator. Indeed, since the . 
piston rod of such motors extends on both sides of the 
piston and through the cylinder ends, the volume of 
hydraulic ?uid displaced by the piston when it moves 
towards one end of the cylinder is totally absorbed by 
the vacuum created at the opposite end of the cylinder, 
assuming that the volume taken by the piston rod is the 
same at both ends of the cylinder. It is also well known 
that pairs of hydraulic motors having a cylinder bore 
with a blind end and a rod end, that is a piston rod 
extending on one side only of the piston, could be oper 
ated in a closed circuit with no reservoir or separate 
accumulator, provided that each pair of hydraulic mo 
tors is connected to a circulating pump in such a man 
ner that the blind end of one cylinder is connected in 
parallel with the rod end of the other cylinder so that 
the total volume of liquid displaced by both pistons 
may be absorbed by the vacuum created behind the 
pistons. However, hydraulic systems using a single hy 
draulic cylinder having a cylinder bore with a blind end 
and a rod end or plural hydraulic cylinders having a 
blind end and a rod end with their blind ends and their 
rod ends connected in parallel to a circulating pump, 
have always required a reservoir or separate accumula 
tor for storing the volume of ?uid taken by the piston 
rod when the piston moves towards the blind end of the 
cylinder bore. 

SUMMARY OF THE INVENTION 

It is therefore the object of the present invention to 
provide a hydraulic system using one hydraulic cylinder 
having a cylinder bore with a blind end and a rod end, 
or plural hydraulic cylinders of the above type acting in 
parallel which permits operation of such motors in a 
closed circuit having no reservoir or separate accumu 
lator and also no valve for reversing the ?ow of ?uid in 
the cylinder. 
The closed circuit hydraulic control system, in accor 

dance with the invention, includes a reversible circulat 
ing pump having two ports for supplying ?uid under 
pressure to the blind end and to the rod end respec 
tively of the cylinder. A ?rst tubing interconnects the 
blind end of the cylinder to one port of the reversible 
circulating pump, whereas a second tubing intercon 
nects the rod end of the cylinder to the other port of the 
reversible circulating pump. The main feature of the 
invention resides in that means are provided to accom 
modate the volume of ?uid displaced by the rod as the 
piston is moved toward the blind end of the cylinder. 

In a ?rst embodiment of the invention, the second 
tubing interconnecting the rod end of the cylinder to 
the second port of the circulating pump is made ?exible 
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2 
so as to accommodate the volume of hydraulic ?uid 
taken by the piston rod of the hydraulic motor when 
the piston moves towards the blind end of the cylinder 
bore. The concept of the present invention is, however, 
limited to relatively small hydraulic motors having a 
displaced volume of ?uid up to 0.5 cu. in., this limita 
tion being imposed by the availble range of flexible 
tubings. 
The cylinder may be closed by a plug having its out 

side diameter welded to the cylinder and an inside 
diameter having a groove therein into which is placed 
an O-ring for sealing the piston rod. Such a ring has 
some capacity to move in its groove and so accommo 
dates a small fraction of the volume of ?uid displaced. 

In a second embodiment of the invention, the cylin 
der is closed by a plug having grooves in its inside and 
outside diameters into which O-rings are located for 
sealing the cylinder and the piston rod. In this case, the 
total volume of displaced ?uid may be accommodated 
in the grooves by displacement of the O-rings. Of 
course, the major fraction of the displaced ?uid will be 
taken by the cylinder seal and only atsmall fraction by 
the piston rod seal. 

It is to be understood that when the total volume of 
displaced ?uid may not be accommodated by the 0 
rings, a ?exible tubing of lower ?exibility may be used 
to interconnect the rod end of the cylinder to the 
pump. ' 

BRIEF DESCRIPTION OF THE DRAWING 

The invention will now be disclosed, by way of exam 
ple, with reference to the drawings which illustrate two 
embodiments of a closed circuit hydraulic control sys 
tem in accordance with the invention, it being under 
stood that such drawings are not to scale. In the draw 
ings: 
FIG. 1 illustrates a ?rst embodiment of the invention 

wherein the cylinder is closed by a plug welded, at its 
outside diameter, to the cylinder; 
FIG. 2 illustrates‘ a second embodiment of the inven 

tion wherein the cylinder is sealed by O-rings; 
FIGS. 3 and 4 illustrate enlarged views of an O-ring 

being displaced in its groove by the pressure in the rod 
end of the cylinder; and 
FIGS. 5 and 6 illustrate graphs of the percentage of 

volume of ?uid displaced which can be accommodated 
by the cylinder seal and by the piston rod seal respec 
tively. 

DESCRIPTION OF SPECIFIC EMBODIMENTS 

The system comprises a cylinder 10 having a blind 
end 12 and a rod end 14 sealed by a plug 15 having its 
outside diameter welded to cylinder 10 and its inside 
diameter sealed by an O-ring 16. A piston 17 having a 
rod 18 attached to one side thereof is movable within 
the cylinder 10 under the action of the hydraulic ?uid 
pressure created by a reversible circulating pump 20. 
The pump 20 may be operated by an electric motor 22 
powered by a battery B under the control of a revers~ 
ible switch SW which may be operated manually or by 
a mechanical arm remotely controlled by radio fre 
quencies. 
The circulating pump 20 has two ports and the ?rst 

port is connected to the blind end 12 of the cylinder 
through a first tubing 24 whereas the second port of the 
circulating pump is connected to the rod end 14 of the 
cylinder through a second tubing 26. 
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It will be noted that the pump 20 is not connected to 
a reservoir or a separate accumulator through a valve 
as it is commonly done in the prior art devices of this 
type. On the contrary, the system is ?lled with a suit 
able hydraulic ?uid and operates in a closed circuit. 
When it is desired to move the piston to the right 
towards the rod end of the cylinder, the pump is oper 
ated so as to circulate ?uid through ?rst tubing 24 into 
the blind end 12 of the cylinder. The ?uid compressed 
by the piston returns to the pump through the second 
tubing 26. ‘ 

When it is.desired to operate the piston to the left, 
thatis towards the blind end of the cylinder, the pump 
is operated so as to circulate ?uid through second tub 
ing '26 into the rod end of the cylinder. The ?uid com 
pressed by the piston returns to the pump. However, 

= since the rod 18 takes the place of a predetermined 
volume of ?uid, such volume of ?uid must be absorbed. 
One means of accommodating such displaced volume 
in accordance with the invention is to make the second 
tubing 26 ?exible. 
Due to the limitations imposed by the available range 

of ?exible tubings on the market, the concept of the 
invention is limited to relatively small hydraulic mo 
tors. Indeed, the size of the piston rod and conse 
quently the size of the hydraulic motor is limited by the 
amount of expansion that the ?exible tubing can take. 
This depends of course on the module of elasticity of 
the tubing and on the length thereof. Using ?exible 
tubings, a displacement volume up to'0'.5 cu. in. may be 
envisaged although it would ‘preferably be between 
0.05 to 0.25 cu. in. . 

A, second embodiment of the invention is illustrated 
. ‘in FIG. 2 which is identical to FIG. 1 except that the 
rod end of the cylinder 10 is closed by a plug 15 which 
sealsthe end of the cylinder by means of an O-ring 28 
located in a groove 30 of the plug and bearing against 
the inside diameter of the cylinder. The inside diameter 
of the plug 15 is sealed by means of O-ring 16 in the 
same manner as FIG. 1 of the drawings. The plug 15 is 
normally secured to the end of the cylinder by means of 
screws. 

FIGS. 3 and 4 illustrate the principle whereby the 
O-ring groove 30 can accommodate displaced volume. 
When no pressure is applied, the O-ring is located in 
the center of the groove, as illustrated in F IG. 3. How 
.,ever, when pressure is applied by motion of the piston 
away from the rod end, the O-ring will move to the 
right as illustrated in FIG.‘ 4. Thus, the volume of the 
groove which was originally located to the right of the 
O-ring can, at least partially, accommodate the dis 
placed volume of hydraulic ?uid. 
Let us take, for example, an O-ring such as sold by 

Parker Seal Company under Ser. No. 2-1 17 and use the 
groove and cylinder bore dimensions recommended for 
such O-ring in the Parker O-ring Handbook No. OR 
5700 (Jan. 1970 revision). Such dimensions are as 
follows: 

O-ring inside diameter 0.799 in. 
O-ring cross-section 0.103 in. 
Cylinder inside diameter 1.000 in. 
Groove diameter 0.838 in. 

\ Groove width 0.140 in. 
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4 
Based on the above dimensions, the volume available 

to accommodate ,?uid displaced is approximately 
0.0046'cu. .in. It will be appreciated that such volume 
will increase with cylinders of larger inside diameter. 
The percentage (%) of displaced volume per inch of 

piston stroke which can be accommodated by the cylin 
der seal at the rod end has been calculated for four 
O-ring cross-sections W and a number of cylinder in 
side diameters D, assuming a rod outside diameter of 
0.125 in. and is given in the following Table: 

TABLE I 

% OF DISPLACED VOLUME PER INCH OF 
PISTON STROKE WHICH CAN BE ACCOMMODATED 

BY THE CYLINDER SEAL AT THE ROD END 

(VALUES ARE INDICATED FOR A ROD OUTSIDE DIAMETER 
OF 0.125 IN.) 

O-Ring Cross Section W - Cylinder Inside Diameter D 
(inches) (inches) % 

0.070 .237 2.3 
.625 6.7 

1.000 10.5 
1.625 17.1 
2.625 27.4 

0.103 .310 10.3 
.625 22.7 

1.000 37.2 
1.625 _ 61.1 

2.625 95.3 
0.139 .437 26.3 

.750 48.7 
1.000 66.7 
1.625 112.0 
2.625 183.0 

0.210 .875 128.0 
1.187 180.0 
1.625 254.0 
2.625 421.0 

In order to change the values in Table I to those 
suitable for other rod outside diameters, the percentage 
values must be multiplied .by .the factors indicated in 
Table 11: 

TABLE I1 

FACTORS BY WHICH % VALUES OF TABLE I 
MUST BE MULTIPLIED T0 ACCOUNT FOR DIFFERENT ROD 

SIZES 

Rod Outside Diameter (inches) Factor 

0.125 1.000 

0.1875 0.444 
0.250 , 0.250 

0.3125 0.160 

The values of Table I have been plotted in FIG. 5 of 
the drawings. It will be noted that the curves obtained 
are straight lines. Consequently, the % of displaced 
volume per inch of piston stroke can be easily deter 
mined from the graphs for other cylinder inside diame 
ters. 

THe rod seal can also accommodate some displaced 
volume of ?uid although it will obviously be less than 
the cylinder seal. The percentage (%) of displaced 
volume per inch of piston stroke which can be accom 
modated by the rod seal has also been calculated for 
three O-ring cross sections Wand for several values of 
the piston rod outside diameter, d and is illustrated in 
the following Table‘: 
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TABLE I11 

% OF DISPLACED VOLUME PER INCH OF PISTON STROKE 
WHICH CAN BE ACCOMMODATED BY THE ROD SEAL 

Piston Rod Outside diameter (d) 
(inches) 

O-Ring Cross Section W 
(inches) 

0.070 .124 
.155 
.186 
.218 
.249 
.124 
.155 
.I86 
.218 
.249 
.186 
.249 

0.103 

0.139 
00 

The values of Table III have been plotted in FIG. 6. 
From such graph, the % of displaced volume per inch 
of piston rod can be read directly for various piston rod 
outside diameters. 
The values calculated in all the above Tables are 

based on the groove dimensions recommended in the 
Parker Handbook referenced above. It will be recog 
nized that there would be some variation in the points 
if the detailed groove dimensions were changed. 

It will be noted, in comparing Table I with Table III 
that only a small fraction of the displaced ?uid can be 
accommodated by the rod seal. However, if such small 
percentage is added to the larger percentage accommo 
dated by the cylinder seal, it is possible, in some cases, 
to accommodate all the displaced volume of ?uid. 
Therefore, it is possible, in some cylinder configura 
tions and sizes to interconnect the rod end of the cylin 
der to the pump by means of a rigid tubing. It'has been 
found that displaced volumes of approximately 001 cu. 
in. or less may be accommodated this way. Of course, 
in cases where only a percentage of the displaced vol 
ume can be accommodated a ?exible tubing of lower 
?exibility than the one used in the embodiment of FIG. 
1 can be used for interconnecting the rod end of the 
cylinder to the pump. 
FIG. 2 illustrates only one of numerous possibilities 

for sealing the cylinder with an O-ring. For example the 
O-ring could be mounted in the inside of the cylinder 
wall. Alternately the plug could be replacedby a cap, 
with the O-ring mounted on the end of the cylinder, or 
on the outside surface of it. It will be noted that in each 
of these cases, the O-ring~ would be larger than for the 
situation illustrated in FIG. 2, and so the available vol 
ume would be larger. 
The concept of the invention has been demonstrated 

to be viable for several examples as speci?ed below: 

EXAMPLE 1 

A hydraulic system was constructed as described 
above, where: 

a. The hydraulic cylinder was an aluminum tube of 
0.562 inch bore, the piston stroke was 0.750 inch and 
the piston rod had an outside diameter of one-eighth 
inch. 

b. The circulating pump was a gear pump capable of 
generating 30 psi of pressure when operating on spindle 
oil. This pump operated at 800-1500 rpm. 

c. 15 inch length of rigid tubing having an outside 
diameter of one-eighth inch and an inside diameter of 
one-sixteenth inch and made of nylon. 
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d. 13 inch length of rubber tubing having an outside 
diameter of 5/16 inch and an inside diameter of 5/32 
inch. 

e.‘ The cylinder was sealed by an O-ring having a 
0.103 inch cross section (Parker No.2-110). 

f. The rod was sealed by an O-ring having a 0.070 
inch cross section (Parker No. 2-006). ' ’ 
As illustrated in FIGS. 5 and 6, in this example, 4% of 

the displaced ?uid should be accommodated in the rod 
seal, and up to 27% in'the cylinder seal, with the bal 
ance being accommodated by the ?exible tubing. 
This hydraulic system operated smoothly in both 

directions. It has been noted, however, that thinner 
wall rubber tubing resulted in a jerky movement of the 
piston in its motion towards the blind end of the cylin 
der bore. ' 

EXAMPLE 2 

A hydraulic system was constructed as described in 
Example 1, except that the ?exible tubing was replaced 
by a 12 inch length of plasticized PVC tubing having an 
outside diameter of 5/32 inch and an inside diameter of 
3/32 inch. Again the action of this hydraulic system was 
smooth in both directions. . 

EXAMPLE 3 

A hydraulic system was constructed as described in 
Example 1, except that the O-ring seals (e) and (f) 
were both of 1 mm cross section (0.039 inches). Also 
the tubings (e) and (d) were both 1/8 inch inside diame 
ter copper tubing. 

In this example, when the piston was activated in the 
direction of the blind end, it moved approximately 0.1 
inches, and then would not move further. This demon 
strates that in this case a tubing of suitable ?exibility is 
required. 
Any liquid may be used as a hydraulic ?uid. The most 

suitable liquids are non-foaming and would have a 
viscosity between 0.3 centripoises (0F) and 2000 cP, 
preferably between 10 cP and 500 GP. ' 
The above disclosed closed circuit hydraulic system 

with no reservoir or separate accumulator is particu 
larly useful for operating small laboratory equipment 
and toys, and more particularly movable portions of 
model aircrafts such as retractable landing gears. It will 
be appreciated that weight is critical in model aircrafts 
and that the elimination of a reservoir or separate accu 
mulator and a valve represents a valuable weight reduc 
tion. Indeed, the present system is approximately 50% 
lighter than a comparable system having the extra res 
ervoir or'accumulator and valve. In addition, the cost 



3,979,910 
of our system is reduced by 30-40% by not having the 
extra reservoirs or accumulator and valve. 

In applications where it is important to have low ' 
weight, the hydraulic motor may be made of light 
weight materials such as aluminum, zinc, their alloys, 
or plastic. A suitable plastic material is the one sold by 
DuPont under the trademark DELRIN 500. 
Although the invention has been disclosed with refer 

ence to a preferred embodiment thereof, it is to be 
understood that varioius means of accommodating the 
displacement volume of the piston rod may be envis 
aged without departing from the scope of the invention. 
For example, the second tubing interconnecting the 
rod end of the cylinder to the pump may have only a 
?exible component therein and be otherwise rigid. 
What is claimed is: 
1. A closed circuit hydraulic control system compris 

mg: 
A. an hydraulic motor including a cylinder, a piston 
movable in said cylinder and a rod connected to 
one side of said piston, said cylinder having a blind 
end and a rod end through which said rod extends; 

b. a reversible circulating pump having two ports for 
supplying ?uid under pressure to said blind end and 
to said rod end respectively of said cylinder; 

c. a ?rst tubing de?ning a ?rst closed path connecting 
the blind end of the cylinder to one port of the 
reversible pump; 

d. a second ?exible tubing de?ning a second closed 
- path connecting the rod end of the cylinder to the 
other port of the reversible pump, said second 
?exible tubing having suitable elasticity and length 
for accommodating by expansion the volume of 
?uid displaced by said rod as the piston is moved 
towards the blind end of the cylinder, said dis 

9 placed volume of ?uid being up to 0.5 cu. in. 
2. A closed circuit hydraulic control system. as de 

?ned in claim'l, wherein the displaced volume of ?uid 
is between 0.05 and 0.25 cu. in. 

3. A closed circuit hydraulic control system as de 
?ned in claim 1, wherein the means for accommodating 
the volume of ?uid displaced by said rod includes both 
said second ?exible tubing and seal means for sealing 
the rod end of said cylinder. 

4. A closed circuit hydraulic control system as de 
?ned in claim 3,'wherein said cylinder is closed by a 
plug having its outside diameter welded to said cylinder 
and provided with a central hole through which extends 
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8 
the piston rod, the inside diameter of said plug having 
a groove therein into which is placed an O-ring for 
sealing the rod end of the cylinder, said means for 
accommodating the'volume of ?uid displaced consist 
ing, for a small fraction, in that the O-ring has some 
capacity to move in its groove, and, for a major frac 
tion, in that the second tubing is made of ?exible mate 
rial. 

5. A closed circuit hydraulic control system compris 
ing: 

a. an hydraulic motor including a cylinder, a piston - 
movable in said cylinder and a rod connected to 
one side of said piston, said cylinder having a blind 
end and a rod end through which said rod extends; 

b. a reversible circulating pump having two ports for 
supplying ?uid under pressure to said blind end and 
to said rod end respectively of said cylinder; 

c. a ?rst tubing de?ning a ?rst closed path connecting 
the blind end of the cylinder to one port of the 
reversible pump; 

d. a second tubing de?ning a second closed path 
connecting the rod end of the cylinder to the other 

‘ port of the reversible pump; and - 
e. seal means inserted in said second closed path for 

sealing the rod end of said cylinder and for accom 
modating the volume of ?uid displaced by said rod 
as the piston is moved towards the blind end of the 
cylinder, said displaced volume of ?uid being up to 
0.5 cu. in; . 

6. A closed circuit hydraulic control system as de 
?nedinclaim 5, wherein said cylinder is closed' by a 
plug having a central hole through which extends said 
piston rod, the outside diameter of said plug being 
provided with a ?rst groove into which is located a ?rst 
O-ring for sealing the cylinder end, the inside diameter 
of said plug being provided with a second groove into 
which is located a second O-ring for sealing the piston 
rod end, said means for accommodating the volume of 
?uid displaced consisting, for a’major fraction, in that 
the ?rst O-ring has some capacity to move in said ?rst -> 
groove, and, for a small fraction, in that the second‘ 
O-ring has some capacity to move in said second 
groove. 

7. closed circuit hydraulic control system as de 
?ned in claim 6, wherein the volume of ?uid displaced 
is up to 0.01 cu. in. 

* * :r * * 


