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[5 7] ABSTRACT 

In a digital system wherein digital data having two op 
erating logic voltage levels corresponding to two dif 
ferent logic states is transmitted from one unit and re 
ceived at another separate unit, circuitry is provided 
for determining the mean voltage value of the re 
ceived logic voltage levels and for comparing the 
mean voltage value to the received data to provide de 
coding of the correct logic state of the individual sig 
nal bits. 

1 Claim, 2 Drawing Figures 
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LOGIC LEVEL DECODING CIRCUIT 

BACKGROUND OF THE INVENTION 
1. Field of Invention 
This invention relates to the decoding of a received 

logic signal to determine the correct logic state of indi 
vidual signal bits, and more particularly to the determi 
nation of the mean voltage value of the operating logic 
voltage levels of the digital signal for use in decoding of 
the individual signal bits. 

2. Description of the Prior Art 
In digital systems wherein digital data is transmitted 

between distinctly separate units, it is sometimes im 
possible to‘ ensure the maintenance of desired operat 
ing logic voltage levels due to operating conditions, 
such as severe environmental changes, power supply 
?uctuations or system inaccuracies. In addition, the 
transmission of digital data between units separated at 
great distances from each other, such as a sensing unit 
transmitting data to a remote processor where‘ the data 
transmission is performed over a single'line (‘as op 
posed‘ to a two line differential transmission mode), 
requires that consideration be given to the effects of 
data distortion. Such distortion may be in the form of: 
induced noise causing variations in the operating logic 
voltage levels resulting in the inability to detect logic 
state transitions; attenuation of the logic voltage levels 
due to extensive line losses causing loss of granularity 
and inability to detect the attenuated logic states; or the 
effects of common mode voltage differences between 
the grounds of the two systems which causes the re 
ceived data to become biased at voltage levels different 
from the transmitted operating logic voltage levels, 
creating similar difficulty in detecting the true logic 
states. ‘ ' 

The decoding of digital data is of critical importance 
in digital systems in which the transmitted data pulse 
train- includes‘ timing ‘synchronization pulses at ampli 
tudes different from that of the data itself, to provide 
time synchronization between the units. Such a 'use of 
modi?ed amplitude synchronization pulses within the 
data pulse train, provides a less complex method of 
time synchronization than those employing binary 
codes. ‘ 

In all such instances, accurate reproduction of the 
data requires knowledge of the mean logic voltage level 
to ensure accurate decoding of the true logic state of 
the individual signal bits. . 

SUMMARY OF THE INVENTION . 

An object of the present invention is to provide a 
simple, low cost circuit for decoding digital logic sig 
nails to determine the correct logic stage of the individ 
ual signal bits. . 
According to' the present invention, in a system 

wherein digital data having two operating logic voltage 
levels corresponding to two different logic states is 
transmitted from one unit and received at a separate 
unit, the peak voltage amplitudes of the maximum and 
minimum‘ received logic voltage levels are detected and 
summed in a circuit which provides the mean voltage 
value of the detected maximum and minimum levels 
which is comparedwith the individual signal bits to 
provide decoding of the correct logic state. In further 
accord with the present invention, the mean voltage 
value signal from the summing circuit is presented 
through an operational ampli?er to the comparing 
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means, with the ampli?er‘ con?guration being adapt 
able to‘provideany suitable multiple of the mean volt 
age value. ' ' A 

The logic signal decoding circuitry of the present 
invention uses components readily available in the art, 
and pennits variations in the circuit characteristics to 
make it adaptive to a number of different input signal 
conditions. , - ‘ 

Other objects, features and advantages‘ of the present 
invention will become more apparent in the light of- the 
following detailed description of preferred embodi 
ments thereof, as illustrated in the accompanying draw 
mg. ' ' ‘ ~ 

BRIEF DESCRIPTION OF THE DRAWING 
FIG. 1 is a schematic diagram of an exemplary em 

bodiment of the‘invention as used in conjunction with 
a digital system incorporating timing synchronization 
pulses within the transmitted digital data pulse train; 
and s ' 

FIG. 2 is a schematic diagram of an alternative em 
bodiment of the invention. 

DESCRIPTION or THE‘PREFERRED 
EMBODIMENT _ 

Referring now to FIG. 1, ina preferred embodiment 
of the logic level decoding circuit of the present inven 
tion as utilized in a digital data system wherein the 
transmitted information includes timing ‘synchroniza 
tion pulses having true logic'state levels equal to one 
half those of the data true state logic levels, a data 
transmitter 10, such as a remote sensing unit, transmits 
a serial data pulse train on a line 12. The data pulses 
have a true state voltage V1 and a zero state voltage V2, 
and the sync pulses have a true state voltage amplitude 
equal to ‘MV, + V2). The transmitted voltage ampli 
tudes of both data and sync pulses are measured with 
respect to the data transmitter ground 14. The data on 
the line 12 is presented to an input of a second unit, 
such as a receiving unit 15, which may be located at 
some distance from the transmitter (typical installation 
distances vary between 500 and 1,000 feet). At the 
receiver unit input, the data is measured with reference 
to an electrical ground 16 which‘is common with the 
data transmitter ground 14 through a common ground 
plane (not shown). The received data signals are ‘atten 
uated and distorted due to the length and reactive im-' 
pedance of the interconnecting line, and have voltage 
amplitudes el and e2, representing the true and zero 
logic levels, and a sync pulse amplitude being approxi 
mately equal-to the mean value of the e1, e2 voltage 
levels. The data on the line 12 is presented to a mean 
value detector 18, and to comparators 20-22, of a type 
well known in the art such as the Fairchild uA7 l0. The 
mean value detector 18 receives the data through a pair 
of steering diodes 24, 26 which present the positive and 
negative peak values respectively through input resis 
tors 28, 30to capacitors 32, 34 each of ‘which is con 
nected to ground 16. The resistor 28 and capacitor 32 
are connected by a resistor 36 to the non-inverting 
input 38 of an operational ampli?er 40 of ‘a type well 
known to the art, such as the National Semiconductor 
LM30l. The resistor 30 and capacitor 34 are similarly 
connected by a' resistor 42 to the non-inverting input 
38. A resistor 44 is also connected from the nonéinvert 
ing input 38 to ground 16. The inverting node 46‘of the 
ampli?er 40 is connected to one side of a resistor 48 
the other side of which is connected to ground 16. The 
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node 46 is also connected to a feedback resistor 50, the 
other side of which is connected to the output of .the 
ampli?er on a line 54. The resistors 48, 50 are equal, 
providing a voltage gain of two volts per volt from the 
non-inverting node 38 to the output line 54. 

In the operation of the mean value detector 18, the 
maximum input voltage e, is coupled through the diode 
24 and resistor 28 to the capacitor 32, whichcharges to 
the peak positive value at a charging rate approxi 
mately equal to the time constant R28 >< C32. Similarly, 
the most negative, or minimum value of input voltage e2 
is coupled through the diode 26 and resistor 30 to the 
capacitor 34, which charges to the minimum voltage 
value at a time constant approximately equal to R3‘, >< 
C34. Typically, the time constants of both charging 
circuits are equal, to provide symmetrical time re 
sponses, and may be suitably varied to accommodate 
the frequency of the input data. Notwithstanding maxi 
mum capacitor inrush current, the resistors 28, 30 may 
be reduced to minimal values or even eliminated to 
provide faster response characteristics. The loading 
effect on capacitors 32, 34 due to resistors 36, 42 in 
series with resistor 44 to ground is insigni?cant since 
these resistors have resistive values much‘ larger than 
that of the resistors 28, 30. Similarly, the diodes 24, 26 
prevent the discharge of the capacitors 32, 34 back 
through the transmitter ‘10. The resistors 36, 42 are 
equal ‘in value and are much less than the value of the 
resistor 44 -(R44>is typically 100 times greater than R36 
and R42), so that the voltages on the capacitors 32, 34 
are summed at the non-inverting input 38 of the ampli 
?er 40 to produce the quantity ' 

where TE‘RwC32 = R3O.C3,. The voltage gain of two 
volts 'per'volt "for the signal on the non-inverting input 
38 provides a signal 

(Pl +82)‘ TIM“ 

at the output of the OP ‘AMP 40, on the line 54. The 
absolute value of the signal on the line 54 is representa 
tive of the sum of the maximum and minimum voltage 
values of the received data on line '12. 
The line 54 is connected through a resistor 56 to 

another input of the comparator 20 and to a‘ resistor 58, 
the other side of which is connected to ground 16. The 
values of the resistors 56, 58,are selected to provide an 
attenuation of one-half to the signal on the line 54 such 
that the signal presented to the comparator 20 is equal 
to the mean value of the received data maximum and 
minimum voltage levels, or the mean logic voltage 
level. The comparator 20 compares the quantity 1/2(e, + 
e2) to the received data pulses on the line 12 to deter 
mine the relative amplitude of the individual data bits 
to the meanlogic voltage level, thereby providing de 
coding of the correct logic state to produce accurate 

_ reproduction of the data on a line 60. The data on the 
line 60 is presented to a processor 61, where it is subse~ 
quently conditioned for the proper voltage levels re 
quired in the subsequent logic circuitry, such as T2L or_ 
CMOS logic. 
,To provide sensing of the half amplitude sync pulses 

the signal onthe line 54 is presentedto another input of 
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the comparator 21 through a resistor 62, the other side 
of which is also connected by a resistor 64 to ground 
16, and to another input of the comparator 22 through 
a resistor 66, the other side of which is connected to a 
resistor 68 to ground 16. The resistors 62, 64 provide 
attenuation of the signal on the line 54 to produce a 
bias signal 0.25 (e, + 22) at the input of the comparator 
21, while the resistors 66, 68 provide attenuation of the 
signal on the line 54 to produce a bias signal 0.75 (e, + 
e2) atthe input of the comparator 22. The output sig 
nals from the comparators 21‘, 22 are connected 
through lines 74, 76 to an AND gate 78. The compara 
tors 21, 22 compare the data on the line 12 to the two 
bias signals, and in combination with the AND gate 78 
function as a “window comparator” to provide the 
decoding of the received sync pulse. The AND gate 78 
provides a discrete pulse corresponding to the synchro 
nization signal through a line 80 to the processor 61, to 
provide time synchronization between the data trans 
mitter 10 and the processor. ’ y - I 

In a digital system having asynchronous timing be 
tween units there is no requirement for receiving ampli 
tude modulated time synchronization pulses within the 
pulse data train, and the window comparator circuitry 
for decoding the sync pulse may be eliminated and the 
mean value detector 18 may be modi?ed to directly 
provide the mean logic voltage level. Referring now to 
FIG. 2, wherein the ampli?er 40 is modi?ed to function 
as a voltage follower by the elimination of the resistors 
48, 50 and the addition of a unity feedback path pro 
vided by a line 82 connected from the output line 54 to 
the inverting node 46. In this con?guration the ampli 
?er 40 provides a unity voltage gain of the signal ap 
pearing on the non-inverting node 38, such that the 
signal appearing on the line 54 is equal to -1/2(e1. + e2). 
The resistive attenuation network comprised of the 
resistors 56, 58 is eliminated and the signal on the line 
54 is connected directly to the input of the comparing 
means 20 to provide the mean logic voltage level refer 
ence for the received data on the line 12. 

In operation, a data transmitter 84 provides a serial 
data pulse train on a line 12, containing no time syn 
chronization pulses. The data is received at the input of 
a remote unit, and as in the embodiment of FIG. 1 
described hereinbefore, the maximum and minimum 
peak voltage values of the received logic voltage levels 
are detected and the mean value of these signals is 
provided on the non-inverting node 38 of the opera 
tional ampli?er 40. The operational ampli?er 40 func 
tions as a voltage follower to provide a non-inverting, 
unity voltage gain such that the signal on the line 54 is 
representative of the mean voltage value as described 
hereinbefore. The mean value signal on the line 54 is 
'presented directly to the comparing means 20 which 
provides decoding of the correct logic state on the line 
60 as described hereinbefore with respect to FIG. 1. 
The data on the line 60 is presented to a processor 86, 
which is asynchronous with respect to the data trans 
mitter 84. 
While the embodiments of FIGS. 1 and 2 illustrate 

the use of the logic level decoding circuit in digital 
systems employing serial data transmission, decoding 
circuits may equally well be used in parallel data trans 
mission systems, wherein individual decoding circuits 
are provided for each of the parallel data lines. The 
logic level decoding circuit of the present invention 
uses components which are readily available in the art, 
and permits variations in the circuit characteristics, 
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such as frequency response and gain, to make it adap 
tive to a number of different input signal conditions. 
Similarly, although the invention has been shown and 
described with respect to illustrative embodiments 
thereof, it should be understood by those skilled in the 
art that the foregoing and various other changes, omis 
sions and additions in the form and detail thereof may 
be made therein without departing from the spirit and 
the scope of the invention. 
Having thus described typical embodiments of our 

invention, that which we claim as new and desire to 
secure by Letters Patent is: 

1. In a system wherein digital information signals are 
transmitted from one unit and received at a separate 
unit, the digital information signals including data 
pulses having two operating voltage levels correspond 
ing to a true and a zero logic state condition, and fur 
ther including timing synchronization pulses having a 
voltage level equal to some fraction of the data pulse 
true logic state voltage level, circuitry for providing the 
correct logic state of the received data and for sensing 
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the presence of the timing synchronization pulses, com 
prising: 
a pair of peak detector circuits responsive to the 
received data pulses, one for each of the two data 
operating logic voltage levels, each peak detector 
providing an output voltage signal equal to the 
peak voltage value of the related logic level; 

means responsive to the signals from said peak volt 
age detection means for providing a plurality of 
signals respectively representative of the mean 
voltage value of the peak data voltage levels, and 
whole and fractional multiples of said mean value; 

means for comparing the received digital information 
signals to said mean voltage signal to provide a 
signal of the correct data logic state; and 

window comparator means for comparing the re 
ceived digital information signal to said multiples 
signals to provide sensing of the timing synchroni 
zation pulses. 

* * * * * 


