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To all whom it may concern.' 
B_e’it known that I, WILLIAM H. WoGLoM, 

a cltlzen of the >United States, residing, in 
Brooklyn, Kings county, New York, have in 
vented certain new and useful Improvements 
in PerforatingPunches, of which the follow~ 
ing is a specification. " 

This invention relates to punches used for 
 perforating sheets of paper to be fastened to 
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gether by eyelets, ribbons, paper-fasteners, or 
otherwise, and for perforating the margins of 
sheets or leaves to be bound in temporary 

` files or binders. 

The object of the invention is to provide a 
cheaply-constructed punch the male and fe 
male portions of which shall register accu 
rately with each other, and to provide the 
punch with guides for determining the cor 
rect insertion of the paper, in order that the 
holes shall be arranged in the proper places. 
In the accompanying drawings, Figure l is 

a perspective view of my improved punch. 
Fig. 2 is a front view thereof. Fig. 3 isa side 
view thereof. Fig. 4 is a fragmentary plan 
of the female jaw of a modified form of my 
punch. v 

Let A and A’ designate, respectively, the 
male and female punching-jaws, which are 
pivoted together by the pintle a, as usual, and 
are formed with lever-handles B and B', re 
spectively pressed apart by a leafspring, b, 
or otherwise. In the construction shown the 
punching-jaws are formed with two punches, 
c c, entering female dies d d, the punches be 
`ing surrounded by cushions e e, of india-rub~ 
ber, for forcing oí the sheets of paper when 
the jaws are opened. This is a common fea 

“ ture in such punches. 
The part of the jaw A which carries the 

punches and the part of the jaw A’ which 
_ carries the female die are each made in the 
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form of a flat plate, f, and one of the jaws 
preferably the female jaw-«is formed with 
guiding projections g g at opposite sides ofv 
the punch and extending far enough from the 
plate f to embrace between'theln the plate of 
the other jaw, as clearly shown. The inner 
faces of these projections g g are formed in 
planes perpendicular with the pivotal axis œ 
œ, Fig. l, and they make a close fit with the 
side edges .or faces, h h, of the opposite jaw, 

so that by the working together of the re- ' 
spective perpendicular faces the lateral dis 
placement of one o_f the jaws relatively to the 
other is prevented, and consequently the 
punches are caused always to properly regis 
ter with the female dies. Thus Iny invention 
provides a very cheap const-ruction for ac 
complishing this purpose, since the pivot ay 
may be any sort of screw or rivet connection, 
and the facing of the two jaws at their piv 
otal intersection need not be accurately done, 
the coacting faces of the projections g g being 
alone relied upon to prevent the lateral dis 
placement of the jaws. 

It is important to insure that the sheet of 
paper when inserted in the punch shall have 
its inner edge or head brought square there 
with, in order that the holes punched in the 
paper shall be equally distant from this edge. 
For this purpose I make the front faces, g', 
of the projections g equally distant from the 
punches, so that when the paper is inserted 
its edge shall be brought squarely against 
these two faces, which constitute what I'call 
“ head-guides.” 
In order to insure that the holes shall be 

punched at uniform distances from the side 
edge of the sheet of paper, I provide a lateral 
guide, C, which is adjustable at will to differ 
ent distances from the punching-jaws. In .the 
preferred construction. one of the jaws-pref 
erably the under or female one-is formed 
with a groove or channel plowed out across it 
in a direction parallel with the pivotal axis, 
and in this channel is fitted a metal plate, C', 
so that this plate is guided by the channel. 
One end of this plate is turned up at right 
angles to form the side guide, C. A set-screw, 
D, screws into the grooved jawand serves to 
clamp the plate C therein in any position. 
Preferably the plate C’ is longitudinally slot 
ted and the screwyD passes throughv its slot, 
as best shown in Fig. 4. - 

Fig. a shows a modified construction,where 
in the guiding projections g g are omitted and 
the head-guides are formed of pins g’ g', pro 
j ecting upwardly from the female jaw A’. 
My improved punch is designed especially 

to be used for punching holes in papers to be 
bound in temporary files or binders, having 
usually two needles or receiving » pins, for 
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which purpose it is desirable that both holes 
shall be punched simultaneously and always 
in correct register with the filing-needles and 
at the proper distances from the head and side 
of the sheet to be filed. 
IVhat I claim as my invention is-  
1. A perforating-punch consisting of male 

and female punching  jaws A A', having 
handles B B', crossed and pivoted together, 
the punching- jaws branched laterally and 
the respective branches formed with two 
punches and dies, and one of the jaws pro 
vided with guiding projections g g, projecting 
from it past the other jaw, and formed with 
perpendicular faces engaging opposite guid 
ing-faces on the other jaw, whereby the lateral 
displacement of the jaws is prevented. 

2. A perforating-punch consisting of male 

and female punching - jaws A A', having 
handles B B’ , crossed and pivoted together, 
the punching- jaws branched laterally and 
the respective branches formed with two 
punches and dies, and one of thejaws formed 
with two aligned grooves crossing its branches 
in a direction parallel with the pivotal axis, 
and a side guide, C, consisting of a plate ad 
justable longitudinally in said grooves, and 
a set-screw for fastening said plate to the jaw. 
In witness whereof I have hereunto signed 

my name in the presence of two subscribing 
witnesses. 

WILLIAM H. VVOGLOM. 

Witnesses: 
JNO. E. GAviN, 
CHAs. K. FRASER. 
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