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[57] ABSTRACT 
A system, which selects the most desired signal from 
similar signals provided by twoor more radio receivers, 
includes a separate arrangement of a signal quality de 
tector, a signal selection gate, and a comparison circuit 
for each of the similar signals. Each detector provides 
an output signal level indicative of the quality of the 
particular one of the similar signals to which it is re 
sponsive. The comparison circuits determine from the 
various detector output signal levels the better signal 
among the similar signals and provide a control signal to 
the selection gate in the arrangement including the 
detector indicating the better signal. The selection gate 
in the arrangement responsive to the better signal in 
response to the control signal passes the better signal 
out of the system. A priority bus is common to all of the 
above-mentioned arrangements responsive to the re 
spective similar signals. An activity signal is provided 
on the bus in response to the presence of a control signal 
to one of the selection gates. Each of the above-men 
tioned arrangements also includes a priority device 
coupled to the selection gate and arranged to determine 
the status of the selection gate in response to the pres 
ence of the activity signal on the bus. 

3 Claims, 9 Drawing Figures 
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RECEIVED SIGNAL SELECTING SYSTEM WITH 
PRIORITY CONTROL 

BACKGROUND OF INVENTION 
This invention relates to an improved receiver ‘select 

ing system and, particularly, to a system for selecting 
from a plurality of receivers the one receiver which 
provides the highest quality signal. 

In mobile communication systems, the talk back 
range of the mobile or portable transceiver is limited 
because of the output power capabilities. The talk back 
range can be extended by placing additional receivers in 
strategic locations, so that during transmission from a 
portable or mobile unit from any location in the ex 
pected coverage area, at least one receiver will receive 
a signal of sufficient strength to effectively communi 
cate to the dispatcher or main station. In the majority of 
cases, an acceptable signal will be present at more than 
one of these satellite receivers. 
The audio from each satellite'receiver is generally 

transmitted over telephone lines to a central location 
where electronic hardware is used to determine which 
receiver has the best quality audio which is then fed to 
a common output. ‘The system by which the selection of 
the best quality signal from a number of inputs is pro 
vided, as described above, is referred to herein as the 
receiver selecting system. This type of system is some 
times known as “receiver voting.” To further compli 
cate matters, the signal to noise (S/N) ratio from a par 
ticular satellite receiver can change dramatically from 
the best choice to one that is un-acceptable during a 
signal transmission due to “Rayleigh fading.” The fad 
ing rate is determined by the channel frequency and the 
relative motion between the transmitting and receiving 
antennas. In the 900 MHz band, the fading rate can 
approach 10 milliseconds. . 

Systems or arrangements for selecting the best signal 
from a plurality of radio receivers are known in the 
prior art, as exempli?ed ‘by US. Pat. Nos. 3,403,341; 
3,495,175 and 3,729,681. The prior art systems have 
various disadvantages, some of which are; a selecting 
arrangement which makes irrevocable selection at the 
beginning of a radio transmission, even though the se 
lected receiver may subsequently provide a poor signal; 
a selecting arrangement which uses signals indicated by 
audibletones which are coded to indicate the best sig 
nal, but which must be filtered to avoid interference; a 
selecting arranfement which is relatively slow in opera 
tion so that some signals may be lost; a'selecting ar 
rangement in which a weak signal with excellent signal 
over-noise is excluded in favor of a strong signal with 
poor quality; and a selecting arrangement which, al 
though giving good indications of-_ the best received 
signal, is relatively complex. 

' BRIEF DESCRIPTION OF INVENTION 

. Brie?y, signal quality detector means provides a sepa 
, rate control signal having a level indicative of the qual 

ity for each of a plurality of signals. Comparison means 
determines in response to the control signals which of 
the plurality of signals is, the better signal. A separate 
selection gate is responsive to each of the plurality of 
signals. The comparison means functions to operate that 
selection gate responsive to the particular one of the 
plurality of signals determined to be the better signal to 
pass that one of the plurality of signals to a utilization 
circuit. Means are provided responsive to the operation. 
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2 
of one of the selection gates by the comparison means to 
generate an activity signal. A separate priority device is 
coupled to each selection gate to control the operation 
of the respective selection gates in response to the activ 
ity signal. I 

DESCRIPTION OF DRAWINGS 

A more detailed description follows in conjunction 
with the following drawings wherein: 
FIG. 1 is a block diagram of a basic communication 

system using a selective receiver system. 
FIG. 2 is. a diagram of the votingtone encoder sys 

tem. ' 

FIG. 3 is a block diagram of a selective receiver 
system. . 

FIG. 4 is a logic diagram of the selection output logic 
device in the selective receiver system of FIG. 3. 
FIG. 5 is a timing diagram of the system of FIG. 3. 
FIG. 6 is a block diagram of the S/N quality evalua 

tor of FIG. 3. . 
FIG. 7 is a sketch of the voltage from the output of 

the S/N evaluator and S/N enhancement of FIG. 3. 
FIG. 8 is a schematic diagram of the S/N enhance 

ment of FIG. 3. 
FIG. 9 is a logic diagram of the priority logic and 

delay off timer of FIG. 3. 

DESCRIPTION OF PREFERRED EMBODIMENT 

Referring to FIG. 1, there is illustrated a block dia 
gram of a basic communications system. The system 10 
includes, for vexample, four fixed location receivers 11, 
12, 13 and 14, scattered at different sites 1 thru 4. These 
sites may be located at the center of four sectors of a 
small city. A relatively low powered transportable 
transceiver 19 located on a person or car transmits low 
powered electromagnetic waves. These transmitted 
waves may be in response to a message it receives from 
a base station located somewhere in the city. The re 
ceivers 11, 12, 13 and 14 are adapted to receive an elec 
tromagnetic wave emitted from transceiver 19. The 
quality of the signal received at each remote site 
changes with changes in the relative position of the 
transceiver 19 to the remote sites 1 thru 4. The output of 
each receiver is coupled, for example, by telephone 
lines 21, 22, 23 and 24 to a receiver selecting system 25. 
The receiver selecting system 25 may be at a base sta 
tion location. The coupling from remote sites to the 
receiver selecting system 25 may also be provided by a 
microwave relay network. The output of the respective 
receivers 11 thru 14 is coupled to voting tone encoders 
15, 16, 17 and 18, respectively. 

Referring to FIG. 2, there is illustrated the tone en 
coder 15. A squelch tone is generated by a source 27 
and is applied to a switch 29. The receiver audio is 
coupled to audio switch 30. The switch 29 is normally 
closed providing a signal ?ow from the tone generator 
source 27 through the line driver 28 to one of the tele 
phone lines 21. Each of the receivers 11 thru 14 includes 
a squelch system such as, for example, a noise squelch. 
The. noise squelch is responsive to. the presence of a 
carrier signal and hence quieting of the receiver for 
coupling the audio out of the receiver and is responsive 
to noise above a signal level indicating the removal of a 
carrier to squelch or turn off the receiver audio output. 
When the receiver is unsquelched, a control input from 
the receiver becomes active and opens the switch 29 
and closes the normally open switch 30. The signal ?ow 
in this mode is from the receiver audio output through 
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switch 30 and line driver 28 to the telephone line 21. 
The tone from generator source 27 is used to indicate 
the lack of a signal present at that receiver site so that 
the receiver selective system 25 can differentiate be 
tween a quieted receiver and a faulty audio path. The 
tone encoders 16 thru 18 are identical to tone encoder 
15 described above with the squelchcontrol signal in 
each of the receivers 12 thru 14 determining the 
switched condition of the encoder 16 thru 18. 
The receiver selective system 25 in this example in 

cludes four comparator modules 31, 32, 33 and 34, and 
a control module 35, FIG. 1. A comparator module is 
coupled to each one of the receivers 11 thru 14 via tone 
encoders 15 thru 18 respectively. Comparator module 
31 is coupled via line 21 to receiver 11 and encoder 15; 
comparator module 32 is coupled via line 22 to receiver 
12 and encoder 16; comparator module 33 is coupled via 
line 23 to receiver 13 and encoder 17; and comparator 
module 34 is coupled via line 24 to receiver 14 and 
encoder 18. The receiver selecting system 25 selects the 
best quality signal from the four receivers and provides 
only one output which is referred to as the voted audio 
output. 

Referring to FIG. 3, there is illustrated a block dia 
gram of the receiver selecting system 25. As mentioned 
previously, the receiver selecting system 25 comprises 
identical comparator modules 31, 32, 33 and 34. Since 
these comparator modules are identical, only module 31 
is illustrated in detail. The input signals from receiver 11 
at site 1, for example, are coupled via line 21 to the input 
and audio buffer 41. The output from audio buffer 41 is 
coupled to a S/N (signal-to-noise) quality evaluator 43, 
a tone detector 45 and a voted audio switch 46. The 
tone detector 45 includes a ?lter selected to pass the 
encoded signal from encoder 15. The tone detector 45 
provides a high or logic “one” level signal when a tone 
is detected and a low or logic “zero” level signal with 
out the received tone. 
The basis for evaluating the audio quality at the S/N 

4 
a tone and the lack of any modulation (audio) for 1.5 
seconds, for example, to generate a high (logic “one”) 
level fault signal. The fault signal is indicative of a dead 
line. The output from fault detector and timer 53 is 
coupled to a voted audio switch control 55 and to se 

' lected output logic 61. An output from tone detector 45 
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25 

30 

35 

quality evaluator 43 is that of determining the ratio of 40 
the speech peak to the intersyllabic noise ratio. When 
there is no signal, this ratio is zero. As the signal quality 
improves, the ratio increases. The particular S/N qual 
ity evaluator 43 described provides an output level that 
decreases with improved signal quality or greater ratio 
of speech peak to noise signal without the received 
tone. The S/N quality evaluator 43 preferred will be 
discussed in more detail in a subsequent paragraph in 
the speci?cation. The output from the S/N quality eval 
uator 43 is coupled thru S/N enhancement 48 to com 
parator 50. Comparator 50 may be, for example, an 

‘ operational ampli?er with an open feedback loop. The 
output from enhancement 48 is coupled to the non 
inverting input of comparator 50. The S/N enhance 
ment circuit 48 will be discussed in more detail in a 
subsequent paragraph. The S/N enhancement is nor 
mally inactive and in the inactive state only passes sig 
nals to the comparator. The enhancement when acti 
vated serves to enhance the signal applied to the com 
parator so the system will favor that module. The out 
put of the S/N quality evaluator 43 is also coupled to a 
modulation detector 51. The modulation detector 51 
may be a simple diode and threshold circuit coupled to 
the output of the S/N evaluator 43 to detect the pres 
ence of a modulated audio frequency signal. The out 
puts from the tone detector 45 and the modulation de 
tector 51 are coupled to a fault detector and timer 53. 
The fault detector and timer 53 is responsive to lack of 
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is a second input to audio switch control 55. The high 
level fault signal to voted audio switch control 55 pro 
vides a de-energizing low to switch 46 disconnecting 
module 31. Audio switch control 55 is for example a 
NOR gate. The output from comparator 50 is coupled 
to input terminal S of latch 57. Latch 57 also has an 
input terminal R coupled to the output of a voting rate 
timer 73 to be described. Latch 57 provides either a 
high (logic “one”) or a low (10 ic “zero”) output level 
terminal at its output terminal . The latch 57 is a ?ip 
flop with input terminals S and R arranged to be respon 
sive to a transition from high level to a low level at their 
inputs. When the input goes from a high to a low level 
from the comparator to terminal S, the latch 57 is set to 
provide a low from 6 terminal. When the input to ter 
minal R goes from ahigh to a low, the latch is reset to 
provide a high from Q terminal. The Q output terminal 
of ?ip-?op latch 57 is coupled to selected output logic 
61 and priority logic 63. An output signal from the tone 
detector 45 is coupled to selected output logic 61. 
The selected output logic 61 may, as illustrated in 

FIG. 4, include an OR gate 62 and a NOR gate 64. The 
output S of tone detector 45 and fault detector and 
timer 53 are coupled to NOR gate 64 via OR gate 62. 
Assuming there is no fault or tone, and consequently a 
low level (logic “zero”) to NOR gate 64 at terminal 640 
and Q is at a low level (logic “zero”) as in the set posi 
tion, a high (logic “one”) level is provided out of se 
lected output logic 61. If any or all of the inputs to NOR 
gate 64 become a high (logic “one” level, as when 
there is a fault, a detected tone, or is reset, a low 
(logic “zero”) is provided out of NOR gate 64. 
The output from a delay-off timer 67 and priority 

logic 63 provide other inputs to the audio switch con 
trol 55. The priority logic 63 is used to prevent the 
connection of more than one audio output out of the 
system at a time. The priority logic 63 is coupled to a 
bus 76 which is common to the priority logic in all of 
the modules. If priority logic 63 is the ?rst to have a low 
at its input terminal when latch 57 is set (a low), a low 
level output to audio switch control 55 is provided. The 
?rst module to provide a low to the voted audio switch 
control 55 via lead 630 will also provide a high to the 
priority bus 76 and a high to delay off timer 67 via lead 
63b. The high on the priority bus 76 is coupled to all of 
the other priority logics in the system. This provides a 
high from the other priority logics to its corresponding 
audio switch control causing blocking to all of the other 
received signals. The delay off timer 67 acts to maintain 
the audio switch 46 closed once voted to maintain re 
ception when the system is revoting. Details of the 
priority logic 63 and delay off timer 67 will be described 
in subsequent paragraphs. As previously stated, the 
output from voted audio switch gontrol 55 controls the 
audio at switch 46. When the Q terminal of latch 57 
goes low ?rst (logic “zero”) with no tone, faults or any 
signal on the priority bus 76, control 55 provides a high 
level which causes switch 46 to change state (close), 
and couple the audio present to the audio processor 71 
in the control module 35. Voted audio control 55 is for 
example a NOR gate. All of the comparator modules 
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31, 32, 33 and 34 are coupled in the same manner to the 
same audio processor 71 in the control module 35. 

Control module 35 includes a voting rate timer 73, 
and ramp generator 75. The input of voting rate timer 
73 is coupled to the output of the selected output logic 
61of comparator module 31 and to the output of the 
selected output logic of each of the comparator modules 
32,133 and 34 via bus 74. The voting rate timer 73 pro 
vides a high level output for about 50 milliseconds after 
there is received via bus 74 a high level signal from a 
selected output logic such as logic 61 in module 31. 
After the 50 millisecond time period, the output from 
the voltage rate timer 73 provides a low level signal to 
the R terminal of latch 57 which causes latch 57 to be 
reset to provide a high at the Q output terminal at the 
time the transition occurs from a high to a low. The 
ramp generator 75 provides a low during the time pe 
riod when there is a high from the voting rate timer 73. 
When the voting rate timer goes low (after 50 millisec 
ond period) the generator 75 provides a signal that 
climbs toward +VTH at a rate of approximately 1 volt 
per millisecond. During the 50 millisecond time period, 
the timer 73 provides a high at its output and the volt 
age from the comparators is high (eg. comparator 50 
output is high for example) since the output from the 
ramp generator 75 is held low. The low output from the 
ramp generator 75 is coupled to the inverting input of 
the comparators and is lower than the received signal 
coupled at the non-inverting input of the comparator. 
At the end of the 50 millisecond time period when the 
ramp'signal equals the signal from the S/N enhance 
ment (for example enhancement 48), the output from 
the comparator goes low (comparator 50 for example 
goes'low) and this is coupled to the S terminal of latch 
57 providing a low at the Q terminal. 
The operation of the selecting system follows in con 

junction with the timing diagram in FIG. 5. During the 
time period To to T1,‘ a squelch tone is being received at 
all of the comparator modules 31 thru 34. In this condi 
tion, the output from each of the tone detectors (such as 
tone detector 45) provides a high level signal to the 
voted audio switch control such as control 55 to pro 
vide a low or open condition to all of the audio switches 
(such as switch 46). The S/N quality evaluator 43 and 
the evaluator in each of the modules has an output 
which is greater than the threshold voltage VT”. The 
ramp generator also provides the threshold voltage 
Vmduring non-voting periods such as To to T, by limit 
ing the maximum output voltage by a Zener diode. The 
latch 57 and the latches in the other modules are in the 
R or_reset condition and provide for example a high at 
the Q output of module 31. The output from selected 
logic 61 provides a low such that the entire select logic 
bus is at a low. The priority bus is also at a low and the 
comparator output is at a logic high position. 
Assume, for example, that receiver 11 is the ?rst 

receiver at time T1 to be unsquelched, the output of the 
S/N quality evaluator 43 goes toward ground, the ac 
tual level depending on the audio quality. When the 
output of the S/N enhancement circuit 43 at the nonin 
verting input of the comparator 50 goes below the 
threshold voltage Vmat the inverting input of the com 
parator, the comparator 50 output changes state and the 
normally high level output of the comparator becomes 
a low level output which causes the latch 57 to be set. 
Setting the latch 57 will generate _a_i low level at the high 
Q output. The low level at the Q terminal of latch 57 
causesa high to be provided to the selected bus 74 from 
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6 
selected logic output 61, a high on priority bus 76, a low 
from the priority logic 63 to voted audio switch control 
55 and a high to the delay off timer 67. The low at the 
voted audio switch control 55 causes a high output from 
switch control 55 which closes switch 46 to permit the 
output from the receiver ll'to be coupled to the audio 
processor 71 and voted audio out of the system. This 
high level output is provided from the switch control 55 
provided there is no longer a detected tone or no fault 
detection or previous signal sensed on the priority bus 
76. When the switch control 55 is providing a high level 
output signal to switch 46 an enhancement control sig 
nal is coupled to S/N enhancement 48 and the apparent 
S/N ratio is enhanced by 3 db for example by the S/N 
enhancement circuit 48. The high level from the se 
lected output logic 61 provides a high level to the se 
lected bus 74 and to the voting rate timer 73. The voting 
rate timer 73 in response to this high on the selected bus 
provides for 50 milliseconds a high to ramp generator 
75 and a high to reset terminal R of latch 57. The high 
from the voting rate timer 73 causes a low at the output 
from the ramp generator 75 which in turn causes the 
comparator 50 output to go high since the non-inverted 
input is more positive than the inverting input. 
At the end of ‘the voting rate timer period T2, the 

output from the voting rate timer goes to a low level 
which causes the latch reset bus 72 to go low which, in 
turn, resets the latch 57. Resetting the latch 57 provides 
a high at the Q output. This high at the Q output causes 
both the output of the selected output logic 61 and the 
priority logic 63 to go low. This low is coupled to the 
selected bus 74 and the priority bus 76. Also in response 
to the low condition from the output of the voltage rate 
timer 73, the ramp generator 75 provides a signal which 
climbs toward threshold voltage VTH at a rate of ap 
proximately 1 volt per millisecond. When the ramp 
voltage at the inverting input to the comparator 50 for 
example exceeds the enhanced S/N quality voltage 
from S/N evaluator 43, the comparator 50 output goes 
low as shown at time T3 in FIG. 5. As stated previously, 
when the output of the comparator 50 goes low, latch 
57 is switch_e_d to the set position which will generate a 
low at the Q output which will provide a high to th_e_ 
selected bus 74 and priority bus 76. The low from Q 
output will provide a low from priority logic 63 to 
control 55 to the voted audio switch 46 to couple the 
received signal at module 31 to audio processor 71. The 
previously described sequence between time T1 and T3 
repeats and continues to repeat with a ramp signal gen 
erated after every voting rate time period until either a 
squelch tone is received or modulation is no longer 
present. Although an enhancement is provided to each 
module which had been previously selected, any of the 
modules may become the selected one when itsquality 
is greater than the enhanced quality ‘of the previously 
selected module as measured during the time period of 
the ramp generation. 

In the case where either a squelch tone is received or 
modulation is no longer present on the incoming audio 
as indicated in time T4, the output from a S/N quality 
evaluator 43 or S/N enhancement 48 is greater than 
VTH. In this case, the comparator 50 output does not 
change state and the voting sequence is not initiated. 
Note that during the time period T; and T3, the select 
and priority bus are both low and the voted audio 
switch 46 is held on by delay off timer 67. This allows 
any of the comparator modules to be selected at the 
sample period, provided the S/N ratio is more than 3 db 
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better than the S/N of the previously selected module. 
The priority circuit is used to prevent the connection of 
more than one audio output to the voted audio output at 
a time. The comparator module selected will place a 
high on the priority bus, thus preventing the selection of 
any other modules until the next sample period. 

Referring to FIG. 6, there is illustrated in more detail, 
the S/N quality evaluator 43. A signal, for example, at 
the input to the S/N quality evaluator 43 includes the 
modulation signal level and the level during pauses in 
speech between words, sentences and syllables. The 
level of noise during these speech pauses is dependent 
upon the received carrier strength. Since the signal 
level at the receiver output is a function of the fre 
quency deviation of the input signal and the noise ?oor 
during speech pauses is dependent upon the received 
carrier strength, the magnitude of the noise ?oor has 
been used during the speech pauses as a measure of the 
receiver output signal-to-noise ratio. If, however, a 
change in the gain (or loss) of any of the interconnect 
ing paths occurs so that the absolute value of the signal 
appearing at the input to the selector changes, an erro 
neous selection can be made when the selection is based 
on noise ?oor alone. In the S/N quality evaluator 43, 
the best quality audio is selected on the basis of the ratio 
of speech peaks to the intersyllable noise ?oor. The 
speech input E," represented by signal 80 in FIG. 6 
includes a voltage peak ep and voltage valley e,. The 
voltage peak e, is indicative of the recovered modula 
tion and its value in an FM system is dependent on the 
frequency deviation of the received input signal. The 
voltage valley e, is the level of the noise ?oor during 
speech pauses. The speech input E," is applied to a log 
ampli?er 81. The logarithm of the input signal (LOG 
E,~,,) is coupled to and processed in envelope detector 83 
to obtain signal 84 which is the envelope of the loga 
rithm of the input signal. The envelope signal 84 is 
coupled to a peak detector 85 and a valley detector 86. 
The voltage at the output of the peak detector 85 is 
proportional to the logarithm of the speech peaks and 
the voltage at the output of the valley detector 86 is 
proportional to the logarithm of the noise ?oor voltage 
during the speech pauses. The speech peak detector 85 
may include, for example, an RC time constant circuit 
at the output of an operational ampli?er 90 whereby the 
envelope signal charges a capacitor 91, via a resistor 92 
and a diode 93 with relatively low leakage current so 
that the capacitor essentially always stores the highest 
or peak voltage of the incoming signal over a time pe 
riod of, for example, one second. The discharge path is 
provided via resistor 100 and part of the subtractor 88 
which is an operational ampli?er. The discharge time is 
1 second with capacitor 91 being 1 microfard and resis 
tor 100 being 1 megaohm. The valley detector 86 may 
include a circuit for discharging a capacitor 95 coupled 
to a supply voltage 96. The discharge circuit includes 
diode 97, resistor 99 and operational ampli?er 98. Ca 
pacitor 95 recharges over a time period of about 4 sec 
onds. The time periods that capacitor 91 holds its 
charge and it takes capacitor 95 to recharge is suf?cient 
time for both speech modulation and speech pauses to 
occur. The detected peak level signal and the detected 
valley level signal are coupled to a subtractor 88. The 
subtractor 88 may be an operational ampli?er, such as 
an RCA Corporation CA 3130, arranged in a standard 
substract con?guration with a bias supplied to the non 
inverting input to force the output to +V when no 
modulation is present. The output from the peak detec 
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8 
tor 85, for example, is coupled to the inverting input 
terminal of the operational ampli?er of the substractor, 
and the output from the valley detector 84 is coupled to 
the non-inverting terminal. Operational ampli?er CA 
3130 may be purchased from RCA Corporation, Somer 
ville, NJ. Since the output voltage from the peak detec 
tor 83 is proportional to the logarithm of the speech 
peaks K (LOG e,,) and the output voltage from the 
valley detector 86 is proportional to the logarithm of 
the noise ?oor speech pauses K (LOG e,), the output 
E, from the substractor is K (LOGe, — LOGeP). Since 
the logarithm of the ratio of the two numbers is equal to 
the difference between the logarithm of the two num 
bers, the output from the evaluator 43 is equal to 
—KLOGep/e,. It is noted that the negative sign in front 
of the term in the output voltage of the expression re 
sulted in the way the peak and valley signals were cou 
pled to the comparator and indicates that increasing 
signal-to-noise ratio results in a decrease in output signal 
level. This may be reversed in other systems. 
As mentioned previously, the output from each of the 

S/N evaluator circuits is coupled via S/N enhancement 
such as enhancement 48 in FIG. 3 to each comparator. 
The S/N enhancement device allows arti?cial enhance 
ment of the detected signal-to-noise ratio in a previously 
voted comparator module. This enhancement is to pre 
vent switching between the receivers unless there is a 
signi?cant improvement in signal-to-noise ratio. As 
mentioned previously, signal quality in the S/N evalua 
tor in the herein described system is designed so that as 
the signal-to-noise ratio increases the output goes 
toward zero. Therefore, arti?cial enhancement is pro 
vided by reducing the voltage at the output of the S/N 
evaluator as illustrated in FIG. 7. The voltage BA in 
FIG. 7 is the output from the S/N evaluator as dis 
cussed above and EBis the enhanced output. As the S/N 
ratio increases as shown in FIG. 7, the voltage de 
creases toward ground potential. See curve X. The 
enhancement is accomplished by changing the ratio of a 
resistive voltage divider when the module is voted. 
Referring to FIG. 8, the voltage divider includes resis 
tors 101, 102 and 103. Without enhancement, gate 104 is 
open and the output of the divider is: 

(Em) (R102) 
R102 + R103 

where Rm equals the resistance of resistor 102 and R103 
equals the resistance of resistor 103. 
With enhancement gate 104 closed, the output is, 

(Em) (R where R __ (R102) (R103) 
R101 + RP F Rm + R103 

and R101 equals the resistance of resistor 101 and 

_ Q (R101) (R107) 
R103 — ( 1 — 3 R101 + R103 where 

B _ output with enhancement 
_ output without enhancement 

Since the input to the enhancement circuit is the log 
of the speech peak to noise ?oor ratio, the enhanced 
output has a logarithmic relation to the input noise 
floor. Thus, anytime gate 104 is closed (switch closed), 
the output represents a constant (in terms of decibel) 
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improvement in the input S/N ratio regardless of the 
actual value of the originals/N ratio. The'closing of 
gate 104 is responsive to an ,output signal from voted 
audioswitch control such as control 55in modu1e31 of 
FIG. 3. This closing of gate 104 is an equivalent of a 
reduction in the input .noiselevel. When the gate, 104 is 
closed, the voltage decreases further toward ground-as 
illustrated in curve vY of ' FIG. 7. For our speci?c em 
bodiment to provide 3. db-improvement R101 is; 10' ohms, 
R102 IS, ohms, and R103 .ohms. ' I 

‘It is desirable to preventmulti-ple votingrwhere two 
or more signals haveabout the same S/N ratio. Accord 
ing to the prioritylogic 63, the ?rst to achieve a vote 
inhibits all the others'from voting. The delay off timer 
67 holds the vote until’ the‘ system is‘set up to revote. As 
mentioned previously, the output from each priority 
logic is coupled to priority busi76. When‘ a comparator 
module is selected a high is provided from the priority 
circuit of the selected comparator ‘module to the prior 
ity bus. A sensed high on the priority bus 76 (for exam 
ple from logic 63 in FIG. 3) inhibits all of the other 
modules from voting. Referring to FIG. 9, there is illus 
trated a diagram of the priority system. The priority 
system of each module includes the priority logic (such 
as logic 63 in FIG. 3) and a delay off timer such as delay 
off timer 67. NOR gate 55a is part of voted audio switch 
control 55. The priority logic 63 includes three NOR 
gates 110, 111, and 113 and diode 112. One input termi 
nal of NOR gate 110 is coupled to Q terminal of latch 
57. The output of NOR gate 110 is coupled to delay off 
timer 67, one terminal of NOR gate 113 and the anode 
of diode 115. The cathode of diode 115 is coupled to the 
priority bus 76 and to both input terminals of NOR gate 
111. The output of NOR gate 111 is the second input to 
NOR gate 113. The output from NOR gate 113 is ap 
plied to NOR gate 110 and is applied to NOR gate 55a 
of voted audio switch control 55. Delay off timer 67 
comprises a diode 117, an RC time circuit of capacitor 
119 and resistor 121 in parallel, and NOR gate 125. The 
output from NOR gate 110 is coupled to the anode of 
diode 117 and the cathode of diode 117 is coupled to 
resistor 121 and capacitor 119 and to the NOR gate 125. 
The output of NOR gate 125 is applied as a second input 
to NOR gate 55a. When the output from gate 110 is 
high, gate 125 immediately provides a low and capaci 
tor 119 charges. When latch 57 is reset to a high to begin 
voting, the previously voted module stays “on” until a 
new vote has been coupled by maintaining a low out of 
NOR gate 125 for the discharge time of capacitor 119 
through resistor 121. 
The operation of the above described priority sub 

system will be described with the aid of the following 
table where the symbols in the table are shown in FIG. 
9: 

Q A P ' B C V 
l 0 0 l 0 0 no activity 
1 0 l 0 l 0 External Activity - no 

internal activity 
0 l l 0 0 1 Internal Activity first 
0 0 l 0 l 0 External activity prior 

to internal activity 

where Q is the output from latch 57, A is the output 
from gate 110, P is the level on the priority bus. B is the 
output of gate 111, C is the output of gate 113, and V is 
the output of gate 55a Logic symbol 1 refers to a high 

:10 
or logic “one” ‘level signal and logic symbol 0 indicates 
a low'or‘log'ic “zero” level signal. 

' When there is no activity'detected in the module or 
other modules, the output P'on the priority bus is low. 
When Q is high‘during voting ‘the output A of gate 110 
is low. The output B from gate ‘111 is high since P is low 
and the output C from gate 113 is low’ since B is high. 
Since the output A‘ islow, NOR gate 125 provides a 

’ high to gate 55a and consequently a low at point V. 
10 

20 

35 

40. 

50 

55. 

65. 

When there is no internal activity detected in the 
module but there is a voted conditionin one of the other 
modules, the signal level on the priority bus is high. 
This high at P causes gate 111 to provide a low at point 
B. Since the output of gate 110 is low when Q is high 

. and point B is low, the output of gate 113 (point C) is 
high. The output of gates 110 and gate 55a is blocked 
from further activity andthe voltage at V is low. 

If the module containing this priority circuit is the 
?rst to achieve activity, latch 57 is the ?rst to go low 
when the voltage at point P on the priority bus is low. 
Since P is low, the output B of gate 111 is initially high 
providing a low at C to gate 110. Since Q provides a 
second low to gate 110, a high is provided at point A to 
diodes 115 and 117. A high at diode 115 provides a high 
on the priority bus. A high at diode 117 provides imme 
diately a high to NOR gate 125 causing an immediate 
low to gate 55a. The high at point A causes capacitor 
119 to charge. Since point C is already at a low, gate 55a 
is gated to provide a high at point V to couple signals at 
that receiver associated with this module to audio pro 
cessor 71. The output at C from gate 113 stays low since 
the level at point A is high. 
When latch 57 is reset during the sample period by 

timer 73 and Q goes to a high, point A goes low, point 
P goes low, point C goes low and since capacitor 119 is 
charged the output of gate 125 stays low for the time 
period such as 25 to 50 milliseconds it takes capacitor 
119 to discharge through resistor 121 to the threshold 
level of gate 125. If this occurs before there is a newly 
received transmission, the gate 55a is gated “oft” via a 
high from gate 125. It is assumed that during normal 
conversations, a signal is detected in the comparator of 
one of the modules before capacitor 119 is suf?ciently 
discharged to gate “off” gate 55a. This time off timer 
functions with the discharge time of capacitor 119 to 
prevent revoting until the system is set up to revote. 

If the module becomes active shortly after another 
module has become active, P is already lligh before Q 
goes low. When P is high, B goes low. Q is ?rst high 
roviding a low at point A and a high at point C. When 
goes low, point A stays low with point C staying 

high. Gate 110 and 55a stay blocked keeping a low at 
points A and V. 
What is claimed is: 
1. In a system for selecting a signal from a plurality of 

signals, a separate signal quality detector being respec 
tively responsive to each of said signals for providing a 
level signal indicative of signal quality, a separate selec 
tion gate being responsive to each of said signals with 
'the outputs of said gates being connected in common to 
a utilization circuit, and means connected to each of said 
quality detectors responsive to said level signals for 
providing a control signal to the selection gate corre 
sponding to the quality detector responsive to the best 
quality signal to cause that selection gate to couple the 
signal to which it is responsive to said utilization circuit, 
the improvement for preventing more than one signal 
being selected at a time comprising: 
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means responsive to said control signal being pro 
vided to any of said selection gates for providing an 
activity signal, said last mentioned means including 
further means coupled to each of said selection 
gates and responsive to said activity signal indicat 
ing that onelof said selection gates has been oper 
ated to pass that one of said plurality of signals to 
which it is responsive to said utilization circuit to 
cause the remaining said selection gates to block 10 
the passage of the remaining signals of said plural 
ity of signals to said utilization circuit, said further 
means being responsive to the absence of said activ 
ity signal to permit the ?rst one of said selection 
gates thereafter having said control signal provided 
thereto to continue to pass to said utilization circuit 
the signal of said plurality of signals to which that 
last-mentioned one selection gate is responsive. 
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2. In a system as claimed in claim 1 and wherein said 

means responsive to said control signal is responsive to 
the termination of a signal then being passed by one of 
said selection gates or the degradation of the quality of 
that signal below a given value to permit the next selec 
tion gate having a control signal provided thereto to 
pass that one of said plurality of signals to which it is 
responsive while operating all other selection gates to 
block said remaining signals of said plurality of signals. 

3. In a system as claimed in claim 1 and wherein said 
means responsive to said control signal includes a sepa 
rate circuit means coupled to each of said selection 
gates, each circuit means being responsive to the provi 
sion of a control signal to its selection gate to forward 
an activity signal to the other circuit means and being 
responsive to an activity signal from another circuit 
means to prevent the operation of its selection gate in 
response to a control signal. 

# i t i i 
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