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To all whom, it may concern. 
Be it known that I, DIEGO LANGE, of La 

Crosse, in the county of La Grosse and State 

Improvements in a Metallic Carpet Binding 
and Fastening; and I do hereby declare the 
followingto be a full, clear, and exact descrip 

the accompanying drawings, and to the letters 
or ?gures of reference marked thereon, which 
form a part of this‘speci?cation. _ 
My invention relates to improvements in 

a metallic carpet binding and fastening. 
The object of my invention is to provide a 

device for fastening the marginal edge of a 
carpet to the floor, and the construction of 
my invention is explained by reference to the 
accompanying drawings, in which 
Figure 1 represents my device as applied to 

a carpet at one of its corners. Fig. 2 is aper 
spective view of a section of the carpet-bind 
ing. Fig. 3 is a cross-section drawn on line 
X X of Fig. 2. Fig. 4 is a perspective view 
showing a modi?ed form of tack. ‘Fig. 5 is a 
longitudinal section of the form shown in 

Like parts are represented by the same ref 
erence-letters throughout the several views. 
A represents a carpet'to which my metallic 

carpet-strip B is secured. The metallic strip 
B may be made of brass, zinc, or other sheet 
metal, which at its exterior edge is preferably 
made threefold in thickness, as more fully 
shown in Fig. 3. The exterior marginal edge 
C is ?rst bent over upon thegpart D, when 
said folded parts 0 and D are perforated for 
the series of retaining-tacks E, when said 
folded parts 0 and D are again folded down 
ward beneath the body F of the strip, whereby 
all the tacks in the series are retained in said 
perforations by the body of the strip F,which 
is folded down against them, as shown in Figs. 
3 and 5,whereby said tacks are prevented from 
becoming disengaged from said perforations. 

carpet-strip is folded downward and inward 
against the body F, whereby greater strength 
is given to the strip, and the edge of the 
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strip, which is somewhat rough and sharp, is 
removed from view and a ?nished appearance 
is given to both edges of the strip. Said inner 
edge is also slightly curved downward,w11ere 
by, when it is secured to the carpet, it is par- ‘ 
tially embedded in the fabric, and thereby re 
moved from liability of contact. 
The carpet-binding may be made in sections 

of various..lengths—from a few inches to sev 
eral feet in length, as desired-and the same 
may be secured to the ?oor with two-prong or 
staple tacks, as shown in Figs. et and 5, or with 
the ordinary carpet-tack, as shown in Figs. 2 
and 3. It is obvious that by this device the 
heads of the tacks are entirely obscured from 
View, and as they are permanently secured to 
the carpet-strip the liability of their becom 
ing lost is thereby avoided, while the strip 
thus made is ornamental in appearance and 
will retain the carpet more securely in place 
than the ordinary carpet-fastenings now in 
use. 

Having thus described my invention, what I 
claim as new, and desire to secure by Letters 
Patent, is— 

1. A metallic carpet-binding consisting of a 
strip B, having perforated folded parts 0 and 
D, provided with a series of retaining-tacks 
E, inserted through said folded parts 0 and 
D, the said parts 0 and D being turned and 
folded against the under side of the body F 
of the strip, whereby said tacks are retained 
in said perforations, substantially as and for 
the purpose specified. 

2. In a metallic carpet-binding, the strip B, 
provided at its exterior marginal edge with 
perforated folds O and D and at its inner 
marginal edge with the fold G, in combina 
tion with the series of retaining~tacks E, in 
serted through said folds O and D and turned 
beneath the body F of said strip, all substan 
tially as and for the purpose speci?ed. 
In testimony whereof I'af?x my signature in 

presence of two witnesses. 
. DIEGO LANGE. 

WVitnesses: 
JAMES G. MILLER, 
E. W. KREBs. 
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