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FISHING SEAT, ROD, AND PAIL HOLDER 

PRIOR ART 

The following patents are considered pertinent: U.S. 
Pat. Nos. 3,667,708, 3,385,544, 3,659,369, 3,095,663, 
3,074,197, 3,543,432, 3,017,149, 3,571,964. 

BACKGROUND OF THE INVENTION 

This invention relates to an improved combination of 
a holding device for ?shing rods, a ?sherman’s seat and 
a container for caught ?sh. 
A common problem associated with the sport of ?sh 

ing is that the ?sherman can become very tired from 
constant standing and from constantly holding a ?shing 
rod in the proper attitude in preparation for hauling a 
caught ?sh. Presently available devices for solving 
these problems have proven either too expensive or too 
cumbersome to use or carry to the ?shing spot desired. 

It is an object of the invention to provide a ?shing rod 
holding device which is simply constructed, is portable 
and can be constructed inexpensively. 

It is a further object of the invention to provide a 
?shing rod holding device which also serves as a seat 
for the ?sherman and as a container for caught ?sh. 

SUMMARY OF THE INVENTION 

In accordance with this invention, a plurality of verti 
cally positioned arms, each provided with a rod retain 
ing means, are attached to a ?at seat structure in a man 
ner so that the arms can be quickly and easily disassem 
bled from the seat. The seat is provided with two slots, 
each adapted to permit an “L”-shaped elbow to extend 
through the thickness of the seat structure and to en 
gage the outside surface of a container positioned below 
the seat structure. The elbows are positioned to ?t 
tightly into holes in the container surface to secure the 
seat to the container but in a manner which permits 
their being easily disassembled. The container can be 
partially ?lled with water and provide a convenient 
means to store caught ?sh. 

BRIEF DESCRIPTION OF THE DRAWING 

FIG. 1 is a side view, in partial cross-section of the 
assembled apparatus of the invention; and 
FIG. 2 is a top perspective view of the seat and rod 

holding means of this invention. 

DETAILED DESCRIPTION OF THE 
PREFERRED EMBODIMENTS 

Referring to the ?gures, the apparatus 1 of this inven 
tion comprises a seat 2, a plurality of vertically posi 
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tioned arms 4 and a container 6. To the tops of arms 4 
are pivotally mounted spring clamps 8 which may have 
adhered to their inner surfaces a resilient material 10 
such as cork which serve to protect the surfaces of the 
?shing rods 12. The arms 4 are tightly secured to seat 2 
by means of bolts 14 which extend through the thick 
ness of seat 2 and wing nuts 16. The seat 2 is secured to 
container 6 by means of “L” shaped elbows 18 which 
extend through slots 20 and wing nuts 22 which also can 
include a washer positioned between the wing nuts 22 
and the seat 2. One end of the elbow 18 ?ts into the slot 
or holes 28 on the outside surface of the container 6. 
Optionally, the apparatus can be provided with a cord 
24 and clip 26 combination secured to the seat 2, each 
associated with a rod holder so that the clip 26 ?ts 
around the rod 12 and prevents the rod from being 
removed from the clamp 8 while ?shing. The container 
6 can be weighted such as by being partially ?lled with 
water to lower the center of gravity of the apparatus 
thereby improving its stability. If desired, additional 
arms 4 can be included on the seat 2 by providing longer 
seat extensions 30 to accommodate the increased num 
ber of arms 4 and spring clamps 8. 
As is obvious from the above descripiton, the appara 

tus is easily assembled and disassembled merely by loos 
ening the wing nuts 16 and 22 so that the arms 4 can be 
folded and the elbows 18 can be disengaged from the 
container 6. 

It is to be understood that this invention is not limited 
to the features speci?cally described and that obvious 
modi?cations thereof can be made without departing 
from the scope of the invention. 
What is claimed is: 
1. A combined ?shing seat and rod and pail holder 

comprising: 
a horizontal seat, 
a plurality of vertically extending arms removably 

secured to said seat, 
spring clamps attached to the upper ends of said arms 

for holding a rod and having their rod engaging 
surfaces coated with a resilient material, 

a pair of slots extending through said seat, 
a pail positioned under said seat and having a pair of 

holes in the side thereof, 
an L-shaped member extending through each of said 

slots in said seat and into each of said holes in said 
pail, 

means to secure each said L-shaped member to said 
seat and pail, and 

a clip attachable to said rod and fastened to said seat 
by a cord. 

* * it ‘I 1k 


