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[57] ABSTRACT 
This invention relates to an improvement in a sheathed, 
hollow, cylindrical stick composed of a ?exible tube 
folded by longitudinal shirring, the improvement com 
prising a cylindrical, ?exible jacket means enveloping 
said stick and projecting over the ends thereof, parts of 
the projecting portions touching end walls of said stick 
with their inner sides, annular disc means on said pro 
jecting poztions, and said projecting portions being 
inverted outwardly around said disc means in a manner 
such that the inner walls, the end surfaces and the outer 
walls of said disc means are tightly covered, and said 
inverted portions being parallel to said jacket means and 
close to the exterior thereof. The invention also in 
cludes an embodiment wherein annular disc means are 
inserted inside the jacket means and adjacent to the end 
walls of the stick, the projecting portions of the jacket 
means are inverted around the annular disc means and 
clamping means are inserted in the opening of the annu 
lar disc means. The invention also includes processes for 
the production of the sheathed hollow cylindrical stick. 

5 Claims, 12 Drawing Figures 
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Fig. 3a 
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Fig. 6 
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METHOD OF MAKING SHEATHED TUBULAR 
STICK 

This is a division of application Ser. No. 730,753, ?led 
Oct. 7, 1976 now US. Pat. No. 4,064,673, in turn a 
division of Ser. No. 586,224, ?led June 12, 1975, now 
US Pat. No. 4,013,099. 
The invention relates to a sheathed, hollow, cylindri 

cal stick composed of a ?exible tubular casing which is 
folded by longitudinal shirring. The invention thus 
comprises a unit composed of a stick, a jacket which 
envelops the outside thereof and leaves the openings 
thereof free, as well as means for ?xing the jacket in its 
spatial position around the stick. 
The invention further relates to a process for the 

production of the above-mentioned shaped bodies. 
Large quantities and many variations of meat in the 

form of sausage meat, ?lled into synthetic tubular cas 
ings, are offered on the market. The arti?cial sausage 
casings are composed either of synthetic material or, 
preferably, of cellulose hydrate, and particularly pre 
ferred are tubes composed of cellulose hydrate having a 
?brous component. 
The production of sausages is based on tubes of the 

above-mentioned kind which have a length of, for ex 
ample, about 20 m. These tubes are longitudinally 
shirred and at the same time folded in known manner by 
common apparatuses in order to form hollow cylindri 
cal sticks which are open at both ends and are simulta 
neously or later pressed in the direction of their longitu 
dinal axis. These hollow sticks formed by shirring tubes 
have a length of about 40 cm, if the original length of 
the tubes mentioned above is taken as a basis. 

In order to be ?lled with sausage meat, a stick is ?rst 
closed on one end and then slid onto the stuf?ng horn of 
a sausage ?lling machine, with the other ori?ce thereof 
head-on. The sausage meat is then pressed into the stick, 
a process during which the stick is continuously un 
folded and thus the tube is ?lled with sausage meat. 
Tubular sticks do have a certain dimensional stability 

which is due to their production, but they are sensitive 
to bending and easily break into two or more parts 
which are connected with each other by unfolded tubu 
lar parts. 
The great mechanical stress to which the tube form 

ing the stick is subjected during the ?lling process ren 
ders it necessary to wet the sticks before they are ?lled. 
As a consequence, absorption of water by the tube, 
which causes the material forming the stick to swell, the 
danger of deforming the stick arises when the wet stick 
is further used. 
The danger is particularly great for the sticks to lose 

their original form, because of the two above-men 
tioned effects during their use, if the tubular casings 
forming the sticks have a relatively great wall thickness, 
e.g. a thickness of 0.07 mm, and have a relatively large 
inner diameter, e.g. a diameter of 40 mm. 

Therefore it already has been proposed to protect 
sticks by enveloping them with a grid tube. In this 
method, the stick is inserted in a grid tube of synthetic 
material having a suf?cient length. One of the two parts 
of the grid or lattice tube which project over the ends of 
the stick is then inverted into the hollow space of and 
pulled through the entire stick, and is connected with 
the other part of the lattice tube outside the second 
ori?ce of the stick. ' 

15 

25 

35 

40 

45 

50 

55 

65 

2 
This protection is, as are other known methods of 

protection, relatively expensive. It also has the disad 
vantage that the or?ce of the stick, through which the 
sausage meat or the stuf?ng horn of the sausage ?lling 
machine is inserted during the ?lling of the stick, is 
closed by a lock so that the entire casing must be re 
moved from the stick before it is ?lled. Furthermore, 
the folds of the shirred casing get caught in the lattice 
and thus create the danger of damaging the tubular 
casing which forms the stick, and may cause difficulties 
in unfolding the stick during ?lling. 
The fact that the sticks enveloped in the known man 

ner with lattice casings are immersed in water before 
being used causes a considerable internal pressure of the 
tubular casing which forms the stick, a pressure which 
in turn may lead to the stick bending in the lattice. As a 
consequence thereof, undesired obstructions occur 
when the stick is slid onto the stuf?ng horn of the sau 
sage ?lling machine. Furthermore, there is the danger 
of lattice ?bers entering the sausage meat. 

It is the object of the invention to provide a shirred 
tubular food casing in the form of a hollow stick the 
outside of which is closely enveloped by an equally 
tubular jacket and which renders it possible, because of 
the particular ?xing device of the tube jacket, to slide 
the sheathed stick onto the stuffing horn of a sausage 
?lling machine, and guarantees the dimensional stability 
of the stick when used according to its purpose. The 
casing prevents contamination and drying of the stick 
and renders possible a complete wetting of the tube 
forming the stick. 

This object is achieved, according to a ?rst variation, 
by a sheathed, hollow, cylindrical stick composed of a 
?exible tube which is folded by longitudinal shirring. 
The stick is surrounded by a ?exible tubular casing and 
has clamping means for ?xing this casing, the outside of 
the stick being enveloped by a cylindrical and ?exible 
jacket which projects over the ends of the stick, the 
inside of parts of the projecting portions which are close 
to the jacket touching the end walls of the stick. Annu 
lar discs are slid onto the projecting parts and touch 
those surfaces of the parts of the projecting portions 
close to the jacket which face away from the end walls 
of the stick and the projecting parts are inverted out 
wardly and downwardly around the annular discs in 
such a manner that they closely cover the inner walls, 
the surfaces and the outer walls of the annular discs. 
The inverted parts of the projecting portions which are 
directed downwardly are arranged parallel to the jacket 
and close to the outside thereof. 
The object is also achieved by another variation of 

the invention which is composed of a sheathed cylindri 
cal stick of a ?exible tube folded by longitudinal shirr 
ing, of a ?exible, tubular casing surround the stick and 
of clamping means for ?xing it. Annular discs are ar 
ranged on the end walls of the stick and the outside of 
the stick is enveloped by a cylindrical jacket the pro 
jecting parts of which are inverted around the annular 
disc and are clamped between the inner wall of the 
annular disc and a clamping device is arranged in the 
opening of the annular disc and has the form of a short 
hose liner having an ori?ce brim. 
The jacket covers only the outside of the stick, and 

the projecting portions thereof protrude over the ends 
of the stick. The jacket leaves free the openings of the 
hollow space of the stick and is a tube which may have 
a few or larger number of very ?ne perforations or 
punchings. 



4,132,047 
3 

The part of the projecting portion close to the jacket 
means an integral part of the projecting portion directly 
adjacent to the jacket, the length of which part is once 
or twice the width of the end wall of the stick. 
The jacket is connected with the stick in such a man 

ner that it cannot be unintentionally detached therefrom 
if the sheathed stick is used according to its intended 
purpose. The term “connected” means that the stick 
and the jacket can be detached without damaging either 
of them. 

If the sheathed stick is used according to its intended 
purpose, however, it is not necessary to detach the 
jacket from the stick. 

“Use of the sheathed stick according to its intended 
purpose” means the storage, transportation, wetting, as 
well as ?lling the wetted and sheathed stick with sau 
sage meat or other pasty goods in conventional ?lling 
machines. In this case the ?lling process is ?nished 
when, due to the pressure of the sausage meat which 
leaves the stuf?ng horn and enters the hollow space of 
the stick closed on one end, essentially the entire length 
of the folded tube forming the stick is unfolded and 
?lled with sausage meat. After ?lling the tube forming 
the stick with sausage meat, the jacket is no longer used. 
The jacket is composed of a ?exible tube which has, 

over its entire length, the same cross-section. Preferably 
the jacket is a plastic tube, advantageously a plastic tube 
composed of an oriented polyethylene terephthalate 
?lm. Particularly preferred is a tube of cellulose hydrate 
or, even more preferred, of a cellulose hydrate having a 
?brous component, preferably a component of paper 
?bers. It is also preferred to use a transparent jacket. 
The preferred jacket based on a cellulose hydrate 

tube having a component of paper ?bers is permeable to 
water but has wet strength. 
The expression “wet strength” means that it has a wet 

strength of at least 1 kg/mm2 in the case of a water 
content of 130 to 160 percent by weight, based on the 
total weight of the tube. The term “hollow cylindrical 
jacket composed of a ?exible tube” includes not only 
those composed of the materials stated but also thin 
walled, ?exible, dimensionally stable and cylindrical 
bodies composed of aluminum which can be inverted. 
The tubular casing which forms the jacket and the 

projecting parts has an internal diamter which is essen 
tially the same as, or only insigni?cantly greater than, 
the external diameter of the stick to be sheathed. The 
length of the jacket plus the projecting parts is such that 
it corresponds to the length of the stick to be sheathed 
plus the length corresponding to the double diameter of 
the stick. The length of each of the projecting parts 
corresponds to the diameter of the stick. Each of the 
projecting parts preferably has a length corresponding 
to about one tenth of the length of the stick. Particularly 
preferred is a length of from 3 to 5 cm. 
The wall thickness of the jacket plus the projecting 

parts preferably corresponds to the wall thickness of the 
tube forming the stick and ranges from 60 to 120p. 

In a preferred embodiment of the invention, the 
jacket and the stick are composed of a cellulose hydrate 
tube, preferably of a cellulose hydrate tube having a 
?brous component, e.g. a ?ber-reinforced cellulose 
hydrate tube. 
The invention also includes clamping elements which 

are arranged on both sides of the jacket in order to ?x it 
in its spatial position around the stick. 

' According to the ?rst variation of the invention, the 
clamping element is an annular disc. According to the 
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second variation, it is composed of two functional ele 
ments. 
The annular disc has a circular opening in its center 

and is limited by two parallel and planar surfaces as well 
as an inner and an outer wall. The external diameter of 
the annular disc corresponds essentially to the external 
diameter of the stick and its internal diameter to the 
internal diameter of the stick, which is de?ned by the 
diameter of the hollow space of the stick. The thickness 
of the annular disc is not important. According to the 
?rst variation of the invention, the annular disc prefera 
bly has a thickness ranging from 0.1 to 0.3 mm. Accord 
ing to the second variation, the annular disc advanta 
geously has a thickness of 0.5 cm. The circular ring may 
be composed of any material which imparts suf?cient 
dimensional stability thereto. It preferably is a plastic, in 
particular low-pressure polyethylene. 
The stick, the jacket and the clamping elements for 

the jacket together form a functional unit and their 
combined effect is a prerequisite for the success of the 
invention. During storage, transporation, wetting and 
the ?lling of the stick with sausage meat, the clamping 
elements are not detached from the jacket, eg the 
jacket is not detached from the stick. The hollow space 
of the sheathed stick is open at both ends. If the stick is 
used according to its intended purpose, the stuf?ng 
horn of the sausage ?lling machine can be inserted in 
this hollow space, in known manner. As explained 
above, the stick then can be continuously unfolded, in 
known manner, by pressing the sausage meat into it 
until the entire tube which forms the stick is ?lled with 
sausage meat and no tubular casing is left inside the 
jacket. Thus, it is not necessary to detach the jacket 
from the stick in order to be able to ?ll the stick with 
sausage meat in the conventional manner. 
The jacket enveloping the entire outside of the stick 

has the following effects: 
1. The dimensional stability and mechanically desir 

able condition of the stick are guaranteed if it is used 
according to its intended purpose, there is usually no 
danger of breaking the dry stick, and the stick is dimen 
sionally stable in its wet state. 

2. Contamination and a too rapid drying of the stick 
after its production are prevented. 

3. The folding edges of the stick are protected against 
damage caused by mechanical action and jackets com 
posed of material permeable to water in addition render 
possible a quick and uniform wetting without the aid of 
mechanical aids, such as dip sticks, which have to be 
detached from the stick when it is further used, and the 
direct use of the sheathed and wetted stick in the ?lling 
process. 
The embodiment according to the ?rst variation of 

the invention is produced, for example, in the following 
manner: 

A stick composed of a cellulose hydrate tube and 
folded in the longitudinal direction is slid into a section 
of a cellulose hydrate tube having the corresponding 
measurements, the internal diameter of this tube being 
only marginally greater than the external diameter of 
the stick. The length of the tube section is calculated in 
such a manner that it forms a jacket around the stick 
with projecting portions on both sides, portions of 
which each project over one end of the stick by a length 
corresponding to the external diameter of the stick. 
The annular discs which have a clamping effect are 

slid onto the projecting parts of the tube, which envel 
ops the stick, in the direction of the end wall of the stick 
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until a portion of the projecting part directly adjacent to 
the jacket is pressed against the surfaces of the annular 
discs because of their “pressure. Under conditions which 
prevent a change of the position of the annular disc with 
regard to the stick, the projecting portion of the jacket 
is then inverted to the outside and downwardly by 3' 
means of a traction acting upon the end of the project 
ing portion, in such a manner that afterwards the in 
verted part of the projecting portion of the jacket is 
arranged parallel and closely adjacent to the outside‘ 
thereof. The projecting portion of the jacket is thus 
closely adjacent to the inner wall of the annular disc, to 
its surface and its outer wall so that it is enveloped by 
the projecting portion on all sides. 

Furthermore, at leastthe projecting portion of the 
jacket is wetted ;with water before or after being in 
verted, particularly if the jacket plus the projecting 
portion thereof is composed of cellulose hydrate. Thus, 
in this case the inverted part of the projecting portion of 
the jacket easily adheres closely and ?rmly to the 
jacket, thereby» forming a particularly advantageous and 
dimensionally stable casing for the stick. 
The embodiment of the invention according to the 

second variation is produced by a process in which a 
stick is slid into a jacket composed of a tube section 
which is longer than the stick, in such a manner that the 
jacket projects over both ends of the stick. Then, an 
annular disc is applied to each of , the end walls of the 
stick, both projecting portions of the jacket are inverted 
inwardly over‘ the surface of the annular disc into the 
hollow space of the stick, and then a clamping element 
in the form of a hose liner is pressed into the opening of 
each of the annular discs in such a manner that the 
inverted parts of the projecting portions of the jacket 
are clamped between the inner wall of the annular disc 
and the outer wall of the clamping element. 
According to the second variation of the invention, 

the fastening element is composed of two shaped parts, 
i.e. an annular disc and a clamping element. The clamp 
ing element has the form of a straight, short hose liner 
which is open on both ends ‘and has a passage at its 
center in the form of a hollow space the cross-section of 
which is a circle. 
The hose liner is surrounded at one of its ori?ces by 

a ?ange-like brim, which brim is at a right angle with 
the longitudinal axis of the hose liner and protrudes to 
the outside. The hose liner has a small height, for exam 
ple 1 cm. The external diameter of the hose liner is 
slightly larger near the end opposite the brim of the 
ori?ce than in the other areas. 
The width of the ori?ce brim of the hose liner corre 

sponds to the width of the annular disc, de?ned by the 
distance between the external and internal diameters. 
The two shaped parts forming the clamping element 

are dimensionally stable and are composed of water 
insoluble material. They preferably are a plastic, for 
example low-pressure polyethylene, polyamide, polyvi 
nyl chloride, or the like. However, they also may be 
made of metal. 
The invention will now be further described with 

reference to the accompanying drawings in which 
FIG. 1 shows a stick arranged inside a tubular jacket 

having projecting portions, 
FIG. 2 shows the same sheathed stick with annular 

discs slid onto the projecting portions of the jacket. 
FIGS. 3 and-3a show the sheathed stick with areas of 

the projecting portions of the jacket near the jacket 
being clamped between the end wall of the stick and the 
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surface of the annular discs, a position obtained by slid 
ing the annular discs onto the projecting portions in the 
direction of the ori?ce of the stick, 
FIG. 4 shows the sheathed stick with the projecting 

portions of the jacket inverted to the outside and down 
wardly, the inverted part being adjacent to the outside 
of the jacket and parallel thereto, 

' 4 shows the embodiment according to the pre 
ferred ?rst variation of the invention, 

, FIGQS shows a sheathed stickaccording to FIG. 1 
whichv differs from FIG. 2 in that the annular discs 
within the tubular jacket are arranged directly adjacent 
to the end wall of the stick. 
FIG. 6 shows a sheathed stick with the projecting 

portions of the jacket inverted over the surface of the 
annular disc in the direction of the interior of the stick, 
and a clamping element ?xing the inverted projecting 
portion of the jacket, ’ 
FIG. 7 shows the zone IV of FIG.v 6 on an enlarged 

scale, 
FIGS. 8 and 9 are exploded views of the elements 

forming the clamping device, 
FIG. 10 shows a special embodiment of a part of the 

clamping device, and 
FIG. 11 shows a'sheathed tubular casing being ?lled 

with sausage meat. In this ?gure the machine for ?lling 
the stick with sausage meat is not shown, but only the 
suf?ng horn thereof out of which the sausage meat is 
pressed into the stick closed on one end. I v v , 

FIGS. 6 to 10 show an embodiment according tothe 
second variation of the invention. ‘ 

In FIG. 1, 1 is the sheathed stick, 2 is the jacket com 
posed of a portion of the tube, 4 is the hollow, cylindri 
cal stick open at both ends and being a tube folded in the 
longitudinal direction, 5 is one folding of the stick, 5a is 
the folding edge of the stick, 6 is the hollow space of the 
stick, 7 is the end wall of the stick, 8 is the outer wall of 
the stick, 8a is the inner wall of the stick and 9 is the 
projecting portion of the jacket. 

In FIG. 2 the numerals l, 2, 4, 5, 5a, 6, 7, 8, 8a, and 9 
designate the same parts as in FIG. 1. 10 is an annular 
disc, 14a and 14b are surfaces of the annular disc, and 15 
and 16 are the inner and outer walls of the annular disc, 
respectively. 

In FIGS. 3 and 3a, 21 is the part of the projecting 
portion 9 of the jacket which is arranged between the 
end wall 7 of the stick and the surface 14b of the annular 
disc 10 and which is directly adjacent the jacket. 

In FIG. 3a the end area 9a of the projecting portion 
9 of the jacket is shown inverted in part to the outside 
and downwardly. 

In FIG. 4, 32 is that part of the projecting portion 
which touches the inner wall 15 of the annular disc 10, 
33 is the part of the projecting portion which is adjacent 
the surface 14a of the annular disc, 34 shows the part 
designated by number 9 in its inverted state, the area 34a 
of the inverted part being closely adjacent to the outer 
wall 16 of the annular disc 10 and the part 34b being 
closely adjacent to the outside of the jacket and parallel 
to it. 35 is a clamping ring the spring tension of which 
works radially and thus presses the projecting portion 
against the jacket wall. The other numerals in FIG. 4 
have the same meaning as in FIG. 1. 

In FIG. 5 the numerals have the same meaning as in 
FIGS. 1 to 4. 

In FIG. 6, 11 is a clamping element, 20 is a ?ange 
brim at the clamping element 11, 27 is a thickening at 11, 
28 is the outer surface and 29 the inner surface of the 



4,132,047 
7 

?ange brim 20 of the clamping element 11, 9a is 9 in an 
inverted state (according to FIG. 1). The other numer 
als in FIG. 6 have he same meaning as in the previous 
Figures. The same applies to the numerals in FIGS. 7 
and 8. 

In FIG. 9, 11 is a clamping element, 17 is the outer 
wall of the hose liner, 18 is the inner wall of 11, 19 is a 
cocking lever of 11, 20 is a ?ange of 11, 28 is the outer 
surface of 20, 29 is the inner surface of 20, and 30 is the 
outer diameter of the cocking lever of 11. 

In FIG. 10, the numeral 11a designates the clamping 
element, 17 is the outer wall of the hose liner, 17a is the 
conical part of the outer wall of 11a, 18 is the inner wall 
of 11, 19 is the cocking lever of 11, 40 are slots, 41 is a 
?exible element, and 31 is an arrow. 

In FIG. 11, 2 is the jacket, 4 is the stick, 5 are folds of 
the stick, 7 is the end wall of the stick, 8 is the outer wall 
of the stick, 9 is the projecting part of the jacket, 91: is 
the inverted portion of the projecting part of the jacket, 
10 is the annular disc, 22 is the stuf?ng horn of the 
sausage ?lling machine, not shown, 23 is the sheathed 
stick, 24 is a hollow space in the jacket 2, 25 is a sausage 
meat, 26 is the sealed end of the tube forming the stick, 
5a is a line on the part of the tube formed by unfolding 
the stick, which line corresponds to the direction of the 
fold 5 of the stick. ' 

It will be obvious to those skilled in the art that many 
modi?cations may be made within the scope of the 
present invention without departing from the spirit 
thereof, and the invention includes all such modi?ca 
tions. 
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We claim: 
1. A process for the production of a sheathed, hollow, 

cylindrical stick composed of a ?exible tube folded by 
longitudinal shirring, which comprises inserting a stick 
composed of a longitudinally folded tube into a section 
of a jacket of sufficient length that it projects over both 
ends of said stick, 

inserting annular discs inside said jacket adjacent 
each front wall of said stick, 

inverting said projecting portions of said jacket in 
wardly over the surfaces of said annular discs, 

and inserting clamping elements into the covered 
openings in said annular discs. 

2. A process according to claim 1 in which said tube 
and said jacket are composed of ?ber-reinforced cellu 
lose hydrate. 

3. A process according to claim 1 in which said pro 
jecting portions of said jacket have a length correspond 
ing to at least half of the exterior diameter of said stick. 

4. A process according to claim 1 in which said pro 
jecting portions are inverted in a manner such that they 
are adjacent the end surfaces and inner walls of said 
annular discs. 

5. A process according to claim 1 in which the clamp 
ing elements have the form of hollow cylinders with 
ori?ce brims thereon, and the inverted portions of said 
jacket are clamped between the covered ends of said 
annular discs and the lower sides of said ori?ce brims, 
and also between the exterior surfaces of said hollow 
cylinders and the inner walls of said annular discs. 
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