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[57] ABSTRACT 
A vehicle mounted obstacle detecting radar is dis 
closed. An electromagnetic wave radiated from the 
radar apparatus is received by a ?rst antenna mounted 
on the ground and passed through a transmission line to 
a second antenna mounted on the ground and radiated 
thereby to a monitor area. A response electromagnetic 
wave from an obstacle within the monitor area is re 
ceived by the second antenna and passed through the 
transmission line to the ?rst antenna and received by the 
radar apparatus. When the transmission channel is ar 
ranged along a curved road, an. obstacle in the curved 
road can be detected. 
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OBSTACLE DETECTING RADAR APPARATUS 
FOR A MOTOR VEHICLE OR THE LIKE 

BACKGROUND OF THE INVENTION 

The present invention relates to an obstacle detecting 
radar apparatus for a motor vehicle or the like for pre 
venting collision accidents or the like. 

I-Ieretofore, an obstacle detecting system for detect 
ing an obstacle forward of a vehicle by using a radar 
apparatus mounted on the vehicle has been proposed. In 
such systems the radar apparatus generally radiates an 
electromagnetic wave toward a monitor area forward 
of the vehicle and receives and analyzes a re?ected 
wave from an obstacle. 
However, in the prior art system, since the electro 

magnetic wave is radiated toward the monitor area 
forward of the vehicle and the re?ected wave from the 
obstacle located in the monitor area is received, there is 
a big disadvantage that the electromagnetic wave is 
intercepted by a side object in a curved road so that it 
does not reach the monitor area. 

SUMMARY OF THE INVENTION 

It is an object of the present invention to provide an 
obstacle detecting radar for a motor vehicle or the like 
wherein an electromagnetic wave radiated from the 
vehicle is propagated from a ?rst antenna mounted on 
the ground to a second antenna mounted on the ground 
spaced apart by a predetermined distance in a direction 
of travel of the vehicle, through a high frequency line, 
and the electromagnetic wave is radiated from the sec 
ond antenna toward a monitor area and a re?ected 
wave from the monitor area is received by the vehicle 
to detect an obstacle so that the obstacle can be detected 
even in a curved road or branching road. 

DESCRIPTION OF THE DRAWINGS 

.FIG. 1 is a diagram illustrating a general con?gura 
tion of a ?rst embodiment of the present invention. 
FIG. 2 is a block diagram illustrating an example of a 

vehicle mounted radar circuit. 
FIG. 3 shows waveforms for explaining the operation 

of the ?rst embodiment. 
FIG. 4 is a diagram illustrating a partial con?guration 

of a second embodiment of the present invention. 
FIG. 5 is a block diagram of a radar circuit in the 

second embodiment. 
FIG. 6 shows waveforms for explaining the operation 

of the second embodiment. 
FIG. 7 is a diagram illustrating a general con?gura 

tion of a third embodiment of the present invention. 
FIG. 8 is a diagram illustrating a general con?gura 

tion of a fourth embodiment of the present invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

The preferred embodiments of the present invention 
are explained below. Referring to FIG. 1 which illus 
trates a ?rst embodiment, numeral 1 denotes a radar 
circuit mounted on a vehicle, not shown. Radar l is 
connected to a transmitting/receiving antenna 2 for 
transmitting/receiving electromagnetic waves and has 
an output terminal 15. Numeral 16 denotes a ?rst an 
tenna mounted on a road 17 such that it can be faced to 
the transmitting/receiving antenna 2, and numeral 18 
denotes a second antenna having a directional pattern 
19 mounted on the ground spaced apart by a predeter 
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2 
mined distance from the ?rst antenna 16 in the direction 
of the travel of the vehicle, that is, in the forward direc 
tion of the road 17, to establish a predetermined obsta 
cle monitoring area. The ?rst antenna 16 and the second 
antenna 118 are coupled through a high frequency line 
20. Transmission line 20, as shown in FIG. l, is suitably 
embedded in road 17. Numeral 211 denotes an obstacle 
on the road to be detected. The radar circuit ll may be 
of known type, which may comprise, as shown in FIG. 
2, a circulator 3, a radio frequency pulse generator 4, a 
mixer 5, a local oscillator 6, an ampli?er/detector 7, a 
signal shaper 8, a timing pulse generator 9, and a logical 
AND gate 10. 
The operation of the present embodiment thus con 

structed is now explained with reference to FIG. 3. The 
radio frequency pulse generator 4 is operated at a time 
to by a signal appearing at an output terminal ill of the 
timing pulse generator 9 and electromagnetic waves are 
radiated from the vehicle through the circulator 3 and 
the transmitting/ receiving antenna 2. A repetition cycle 
of radiation of the electromagnetic waves is chosen to 
be sufficiently short relative to a time period during 
which the ?rst and second antennas l6 and 18 can be 
faced to each other. Thus, each time the vehicle travels 
by a predetermined distance, the electromagnetic wave 
from the transmitting/receiving antenna 2 is received 
by the ?rst antenna 16, propagated through the high 
frequency line 20 and radiated from the second antenna 
18 toward the monitor area forward of the vehicle. If 
the obstacle 21 exists within the directional pattern 19, a 
re?ected wave from the obstacle 2i is received by the 
second antenna 13, propagated through the high fre 
quency line 20 and radiated from the ?rst antenna 116 so 
that the re?ected wave is received by the transmitting 
/receiving antenna 2. The received signal is applied 
through the circulator 3 to the mixer 5 where it is mixed 
with a signal from a local oscillator 6 and applied to the 
ampli?er/detector 7 for ampli?cation and detection. 
As a result, as shown in FIG. 3(A), a signal 22 which 

includes a signal component 26 from the obstacle 211 is 
produced at a terminal 113 at a time t3. This signal 22 is 
shaped by the shaper 8 to produce a signal 23 shown in 
FIG. 3(B) at a terminal 14. On the other hand, a signal 
24 shown in FIG. 3(C) having a duration to de?ne the 
distance of the obstacle monitor area is produced from 
the terminal 112 of the timing pulse generator 9 a prede 
termined time after the time to, for example after the 
time t; at which the echo signal from the second an 
tenna 18 is received. When the obstacle 211 exists in the 
monitor area, the AND function of the signal 23 and the 
signal 24- is met so that the AND gate is produces a 
signal 25 shown in FIG. 3(D) at a. terminal 15 indicating 
the presence of the obstacle 211. Thus, the echo signal 
from the ?rst antenna 16 received at the time t1 is 
blocked by the output signal 25 of the AND gate 110. 
The signal 25 can be used to drive a brake or indicator 
of the vehicle. 

In the above embodiment, it should be understood 
that the duration of the signal M for de?ning the moni 
tor area may be increased as the vehicle velocity in 
creases so that the monitor distance can be increased as 
the vehicle velocity increases. Even if the road T7 is 
curved, the high frequency line: 20 may be arranged 
along the curved road so that the obstacle 211 on the 
road not located forward of the vehicle can be detected. 
A second embodiment of the present invention is now 

explained for those points which differ from the ?rst 
embodiment. As shown in FIG. 4i, a wave guide, suit 
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ably embedded in road 17, is‘ used as the high frequency 
line 20 for connecting the ?rst and second antennas 16 
and 18 mounted on the road, and a re?ector 27 is in 
serted in the high frequency line 20 at a point spaced 
from the ?rst antenna 16 by a distance corresponding to 
an allowable speed of the vehicle. As shown in FIG. 5, 
the radar circuit 1 to be mounted on the vehicle includes 
an AND gate 29 and a time difference measuring circuit 
34 in addition to the construction of the ?rst embodi 
ment so that an allowable speed signal of the vehicle for 
that particular road can be produced from a terminal 35. 
In operation, the electromagnetic wave radiated from 
the transmitting/receiving antenna 2 is received by the 
?rst antenna 16 while a portion thereof is radiated by 
the re?ector 27 in the high frequency line 20. As a 
result, as shown in FIG. 6(A), the signal 22 which in 
cludes the signal 26 caused by the re?ection by the 
obstacle 21 as well as a signal 28 caused at a time t1’ by 
the re?ection of the re?ector 27 is produced. Like in the 
?rst embodiment, the signals shown in FIGS. 603), (C) 
and (D) are produced at the respective terminals 14, 12 
and 15. The timing pulse generator 9 produces a signal 
31 shown in FIG. 6(E) at the terminal 30 a predeter 
mined time after the time to, that is, after the time t1 at 
which the echo signal from the ?rst antenna 16 is pro 
duced. Thus, the AND gate 29 produces a signal 33 
shown in FIG. 6(F) at a terminal 32. The signal 33 is 
synchronized with the signal 28 shown in FIG. 6(A) 
produced by the re?ector 27. Accordingly, by measur 
ing the time period from the time to at which the timing 
pulse generator 9 produces a signal commanding the 

. radiation of the electromagnetic wave, to the time t1’ at 
which the signal 33 is produced by the time difference 
measuring circuit 34, the allowable speed information 
for the vehicle at that point can be derived from the 
terminal 35. 
' While the second embodiment uses the wave guide as 
the high frequency line 20, a similar e?'ect may be at 
tained when a coaxial line or strip line is used with a 
known re?ector being added. It should be understood 
that instead of representing the allowable speed infor 
mation by the location of the re?ector, the re?ector 
may be in the form of a plurality of coded arrangement 
and a known encoding circuit is used instead of the time 
difference measuring circuit 34. Other information such 
as intersecting angle information of the direction of the 
vehicle travel and the monitor area may be included. 
Furthermore, a known diode switch may be used as the 
re?ector such that the diode switch is externally actu 
ated to allow external control of the information to be 
transmitted. 

In the above embodiments, the construction of the 
radar circuit is not limited to the illustrated embodiment 
but any other construction such as a pulse doppler radar 
may be used, and various known technologies can be 
applicable in handling the signal. 

Referring now to FIG. 7, another embodiment of the 
present invention is explained. In FIG. 7, numeral 101 
denotes a known radar circuit mounted on a vehicle not 
shown, and it is connected to a transmitting antenna 102 
for transmitting electromagnetic wave and a receiving 
antenna 103 for receiving electromagnetic wave and has 
an output terminal 104. Numeral 105 denotes a ?rst 
receiving antenna mounted on a road such that it can be 
faced to the transmitting antenna 102, numeral 106 de 
notes a ?rst transmitting antenna mounted on the road 
such that it can be faced to the receiving antenna 103, 
numeral 107 denotes a second receiving antenna which 
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4 
is located on the road and spaced from the ?rst receiv 
ing antenna 105 by a predetermined distance in the 
direction of the vehicle travel, that is, in the direction of 
the extension of the road and which is mounted on the 
road such that it can be faced to the transmitting an 
tenna 102 similarly to the ?rst receiving antenna 105, 
numeral 108 denotes a second transmitting antenna 
mounted in a similar manner as the ?rst transmitting 
antenna 106, numeral 109 denotes a third left antenna 
which is transmitting/receiving type having a directiv 
ity to establish a predetermined obstacle monitor area 
111 and located on the road spaced from the second 
receiving antenna 107 by a predetermined distance in 
the direction of the vehicle travel, that is, in the direc 
tion of the extension of the road, numeral 110 denotes a 
third right antenna which is transmitting/ receiving type 
and mounted similarly to the third left antenna 109, 
numeral 112 denotes a right circulator having a rotation 
direction to propagate a wave from the third right an 
tenna 110 to the ?rst transmitting antenna 106 and to 
propagate a wave from the second receiving antenna 
107 to the third n'ght antenna 110, numeral 113 denotes 
a left circulator having a rotation direction to propagate 
a wave from the third left antenna 109 to the second 
transmitting antenna 108 and to propagate a wave from 
the ?rst receiving antenna 105 to the third left antenna 
109, numeral 114 denotes a right high frequency line for 
connecting the right circulator 112 to the third right 
antenna 110, numeral 115 denotes a similar left high 
frequency line, and numeral 116 denotes an obstacle on 
the road to be detected. 
The operation of this embodiment thus constructed is 

explained with reference to FIG. 7. As the vehicle runs 
and reaches a point at which the transmitting antenna 
102 faces to the ?rst receiving antenna 105 and the 
receiving antenna 103 faces to the ?rst transmitting 
antenna 106, the wave from the radar circuit 101 is 
radiated through the transmitting antenna 102, the ?rst 
receiving antenna 105, the left circulator 113, the left 
high frequency line 115 and the third left antenna 109 to 
the monitor area 111 forward'of the vehicle. The re 
?ected wave from the obstacle 116 is received by the 
third right antenna 110 and propagated through the 
right high frequency line 114, the right circulator 112, 
the ?rst transmitting antenna 106 and the receiving 
antenna 103 to the radar circuit 101. 
The radar circuit 101 analyzes the received wave by 

a known means and indicates the presence of the obsta 
cle at the output terminal 104. As the vehicle further 
runs to reach a point at which the transmitting antenna 
102 faces to the second receiving antenna 107 and the 
receiving antenna 103 faces the second transmitting 
antenna 108, the wave from the radar circuit 101 is 
radiated to the monitor area 111 through the second 
receiving antenna 107, the right circulator 112, the right 
high frequency line 114 and the third right antenna 110. 
The re?ected wave from the obstacle 1-16 is received by 
the third left antenna 109 and propagated through the 
left high frequency line 115, the left circulator 113, the 
second transmitting antenna 108 and the receiving an 
tenna 103 to the radar circuit 101 to indicate the pres 
ence of the obstacle at the output terminal 104. The 
output signal at the terminal 104 may be used to drive a 
brake or an indicator of the vehicle. When the road is 
curved so that one cannot see ahead, the third right 
antenna 110 and the third left antenna 109 are arranged 
at appropriate points and the right high frequency line 
114 and the left high frequency line 115 are arranged at 
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the curved area so that the obstacle can be detected to 
prevent collision accident. 

Referring now to FIG. 8, still another embodiment of 
the present invention is explained. In FIG. 8, numerals 
1001 and 1002 denote radar circuits mounted on a'vehi 
cle 1012, which are connected to transmitting antennas 
1003 and 1004 and receiving antennas 1005 and 1006 for 
transmitting and receiving electromagnetic waves, and 
to output terminals 1007 and 1008, respectively. Numer 
als 1009 and 1010 denote ?rst right antenna and ?rst left 
antenna located on a road 1011 and mounted such that 
they can be simultaneously faced to the transmitting 
antenna 1003 and the receiving antenna 1005, respec 
tively, numerals 1013 and 1014 denote second right 
antenna and second left antenna which are located on 
the road at points spaced from the ?rst right antenna 
1009 and the ?rst left antenna 1010, respectively, by 
predetermined distances in the direction of the vehicle 
travel, that is, in the direction of the extension of the 
road and which have directivities for de?ning a ?rst 
obstacle monitor area 1025, numerals 1015 and 1016 
denote third right antenna and third left antenna which 
are located on the road 1011 in a similar way and which 
have directivities to de?ne a second obstacle monitor 
area 1017, numeral 1021 denotes a right high frequency 
line connected to the ?rst right antenna 1009, numeral 
1019 denotes a right circulator having a rotation direc 
tion to propagate a wave from the right high frequency 
line 1021 to the second right antenna 1013, and it is 
connected to the right high frequency line 1021, the 
second right antenna 1013 and the third right antenna 
1015. Numeral 1020 denotes a left high frequency line 
connected to the ?rst left antenna 1010, numeral 1018 
denotes a left circulator having a rotation direction to 
propagate a wave from the second left antenna 1014 to 
the left high frequency line 1020, and it is connected to 
the left high frequency line 1020, the second left an 
tenna 1014 and the third left antenna 1016. Numerals 
1023 and 1022 denote ?rst travel path and second travel 
path of the vehicle, and numeral 1024 denotes an obsta 
cle which is to be detected when the vehicle 1012 runs 
along the ?rst travel path 1023. Antennas 1013, 1014, 
1015 and 1016 are, as depicted in FIG. 8, suitably 
mounted respectively at a forward and rearward (begin 
ning and end) of a curve or intersection, such that moni 
tor areas 1025 and 1017 are respectively located along 
the respective travel paths 1023 and 1022 of the inter 
section. 
The operation of this embodiment thus constructed is 

now explained with reference to FIG. 8. As the vehicle 
1012 runs on the road 1011 to reach a point at which the 
transmitting antenna 1003 faces to the ?rst right antenna 
1009 and the receiving antenna 1005 faces to the ?rst 
left antenna 1010, the wave from the radar circuit 1001 
is radiated to the ?rst monitor area 1025 on the ?rst 
travel path 1023 through the transmitting antenna 1003, 
the ?rst right antenna 1009, the right high frequency 
line 1021, the right circulator 1019 and the second right 
antenna 1013. The re?ected wave from the obstacle 
1024 is received by the second left antenna 1014 and 
propagated through the left circulator 1018, the left 
high frequency line 1020, the ?rst left antenna 1010 and 
the receiving antenna 1005. The radar circuit 1001 ana 
lyzes the received wave by a known means to indicate 
the presence of the obstacle 1024 at the output terminal 
1007. As the vehicle 1012 further runs to reach a point 
at which the transmitting antenna 1004 faces to the ?rst 
left antenna 1010 and the receiving antenna 1006 faces 
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6 
to the ?rst right antenna 1009, the wave from the radar 
circuit 1002 is radiated to the second monitor area 1017 
on the second travel path 1022 through the transmitting 
antenna 1004, the ?rst left antenna 1010, the left high 
frequency line 1020, the left circulator 1018 and the 
third left antenna 1016. If an obstacle (not shown) exists 
in the second monitor area 1017, the resulting re?ected 
wave is received by the third right antenna 1015 and 
propagated through the right circulator 1019, the right 
high frequency line 1021, the ?rst right antenna 1009 
and the receiving antenna 1006. The radar circuit 1002 
also analyzes the received wave by a known means to 
indicate the presence of the obstacle at the output termi 
nal 1008. The signals at the outputs 1007 and 1008 can 
be used to drive a brake or an indicator of the vehicle. 
When the road is curved such that one cannot see 
ahead, the second antennas 1013 and 1014 are located at 
appropriate points while the high frequency lines 1020 
and 1021 are arranged along the curved road so that the 
obstacle 1024 can be detected to prevent collision acci 
dents. 
What is claimed is: 
1. An obstacle detecting system for motor vehicles 

comprising: 
?rst antenna means, located on a vehicle running 

road, for receiving and radiating an electromag 
netic wave; 

second antenna means, located on said vehicle run 
ning road and spaced apart from said ?rst antenna 
means, for receiving and radiating said electromag 
netic wave; 

transmission line means, provided to connect said 
?rst and second antenna means and disposed hav 
ing at least a portion thereof embedded in said 
vehicle running road for transmitting said electro 
magnetic wave therethrough; 

a reflector, coupled to said transmission line means at 
a predetermined distance spaced from said ?rst 
antenna means, for re?ecting some part of said 
electromagnetic wave transmitted from said ?rst 
antenna means to said second antenna means; 

radar circuit means, carried by the motor vehicle, for 
radiating said electromagnetic wave which is re 
ceived by said ?rst antenna means and radiated by 
said second antenna means into a space and receiv 
ing said electromagnetic wave which is re?ected 
by an obstacle in said space, received by said sec 
ond antenna means and radiated by said ?rst an 
tenna means, whereby said radar circuit means 
detect said obstacle upon receipt of said electro 
magnetic wave re?ected by said obstacle; and 

time measuring means,‘connected to said radar circuit 
means, for measuring the time interval between the 
radiation of said electromagnetic wave from said 
radar circuit means and the receipt of said electro 
magnetic wave re?ected by said re?ector. 

2. An obstacle detecting system according to claim 1, 
wherein said transmission line means includes: 

a wave guide tube having one end connected to said 
?rst antenna means and the other end connected to 
said second antenna means. 

3. An obstacle detecting system according to claim 1, 
wherein said radar circuit means comprises: 

timing pulse generator circuit. means for generating 
clock pulse signal; 

radio frequency pulse wave generator circuit means 
connected to said timing pulse generator circuit 
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means, for generating pulse wave in response to the 
generation of said clock pulse signal; 

circulator means connected to said radio frequency 
pulse wave generator circuit means, for radiating 
said pulse wave into said space; 

local oscillator circuit means for generating a high 
frequency wave; 

mixer circuit means connected to both said circulator 
means and said local oscillator circuit means, for 
mixing a received reply pulse wave with said high 
frequency wave; 

ampli?er and detector circuit means connected to 
said mixer means, for amplifying and detecting said 
reply pulse wave to produce a reply pulse signal; 

signal shaper circuit means connected to said ampli 
?er and detector circuit means, for shaping said 
reply pulse ‘signal; and 

AND circuit means having two inputs, one of which 
is connected to said signal shaper circuit means and 
the other is connected to said timing pulse genera 
tor circuit means, for passing said reply pulse signal 
from said signal shaper circuit means in accordance 
with a control signal generated by said timing pulse 
generator, circuit means. 

4. An obstacle detecting system for motor vehicles 
comprising: 

radar circuit means having a transmitting antenna and 
a receiving antenna; 

a ?rst reception antenna for receiving the electro 
magnetic wave transmitted from said transmitting 
antenna; 

a ?rst circulator to direct the electromagnetic wave 
received by said ?rst reception antenna; 

a ?rst transmission line for propagating the electro 
magnetic wave directed by said ?rst circulator; 

a ?rst tran'smission/ reception antenna for radiating to 
v an obstacle the electromagnetic wave propagated 
through said ?rst transmission line; 

a second transmission/reception antenna for receiv 
ing the re?ected wave from the obstacle; 

a second transmission line for propagating the re 
?ected wave received by said second transmis 
sion/reception antenna; 

a second circulator to direct the re?ected wave 
propagaged through said second transmission line; 

a ?rst transmission antenna for transmitting the re 
?ected wave directed by said second circulator to 
the receiving antenna of said radar circuit means; 

a second reception antenna coupled to said second 
circulator for receiving the electromagnetic wave 
from the transmitting antenna of said radar circuit 
means; and 
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8 
a second transmission antenna coupled to said first 

circulator for transmitting the re?ected wave to 
the receiving antenna of said radar circuit means. 

5. The system of claim 4 wherein said ?rst transmis 
sion and ?rst reception antennas and said second trans 
mission and second reception antennas are disposed 
such that said ?rst and second obstacle monitor areas 
are disposed along respective alternate travel paths. 

6. An obstacle detecting system for motor vehicles 
comprising: ' > 

?rst radar circuit means having a ?rst transmitting 
antenna and a ?rst receiving antenna; 

a ?rst reception/transmission antenna disposed for 
receiving the electromagnetic wave from said ?rst 
transmitting antenna; 

a ?rst transmission line to propagate the electromag 
netic wave received by said ?rst reception antenna; 

a ?rst circulator coupled to said ?rst transmission 
line; 

a ?rst transmission antenna coupled to said ?rst circu 
lator for radiating the electromagnetic wave di 
rected by said ?rst circulator to a ?rst obstacle 
monitor area; ‘ 

a ?rst reception antenna for receiving the re?ected 
wave from said ?rst obstacle monitor area; 

a second circulator to direct the reflected wave re 
ceived by said ?rst reception antenna; 

a second transmission line coupled to said second 
circulator to propagate the re?ected wave directed 
by said second circulator; 

a second transmission/ reception antenna for transmit 
ting the re?ected wave propagated through said 
second transmission line to the ?rst receiving an 

I tenna of said ?rst radar circuit means; 
second radar circuit means having a second transmit 

ting antenna and a second receiving antenna, said 
second transmitting antenna being disposed to 
transmit an electromagnetic wave to said second 
transmission/ reception antenna, -the electromag 
netic wave received being propagated through said 
second transmission line to said second circulator; 

a second transmission antenna, coupled to said second 
circulator for radiating to a second obstacle moni 
tor area the electromagnetic wave from said sec 
ond radar circuit means; and 

a second reception antenna, coupled to said ?rst cir 
culator for receiving the re?ected wave from said 
second obstacle monitor area, the re?ected wave 
received being directed by said ?rst circulator and 
propagated through said ?rst transmission line and 
in turn transmitted by said ?rst reception/transmis 
sion antenna to the second receiving antenna of 
said second radar circuit means. 
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