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T0 a/ZZ whom, it may concern: 
Be it known that I, CHARLES W. WALTERS, 

a citizen ot the United States, residing at 
Tifton, in the county of Berrien and ’ State of 
Georgia, have invented certain new and use 
ful Improvements in Fire-Kindlers; and I do 
declare the `following to be a full, clear, and 
exact description of the invention, such as 
will enable others skilled in the art to which 
it appertains to make and use the same, refer 
ence being' had to the accompanying draw 
ings, and to the letters of reference marked 
thereon, which form a part of this specifica- 
tion. 

This invention relates to certain new and 
useful improvements in ñre-kindlers; and it 
has for its object to generally improve upon 
the construction and to render more efficient 
in operation this class of appliances. 
To these ends and to such others as the in 

vention may pertain, the same consists in 
the novel construction hereinafterdescribed, 
shown in the accompanying drawings, and 
then specifically defined in the appended 
claim. ‘ 

The invention is clearly illustrated in the 
accompanying drawings, which, with the let 
ters of reference marked thereon` form a part 
of this specification, like letters of reference 
indicating like parts in both views, and in 
which drawings 
Figure lis a perspective view of a ñre 

kindler constructed in accordance with my 
invention. Fig. 2 isa central longitudinal 
section of the same. 
Reference now being had to the details ot 

the drawings by letter, A designates the core 
or central port-ion of the kindler, which is a 
rod or stick of wood. Around this central 
core is wound a mass of cotton-waste or other 
fibrous material B, and the outer surface of 
the mass is provided with a hardened coat 
ing of rosin, as shown at C. 

In constructing the kindler, I first prepare 
a long strip or rod of Wood of a diameter suf~ 
iicient to render the kindler rigid, and thus 
prevent the outer coating of hardened rosin 
from being accidentally broken off, as would 
occur were a pliable core used. I wind around 
one end of the stick a mass of cotton-Waste, 
and then insert the same in a vessel contain 
ing melted rosin. The mass is at once re 
moved from the liquid rosin and is plunged 
into a vessel con-taining cold water, the eiïect 
of which sudden cooling of the rosin serves 
to harden the same, and thus leave upon the 
outer surface of the mass a thin coating of 
hard and brittle rosin. The stick is then 
broken off at the end of the mass, leaving a 
rigid core in the center of the kindler, as de 
scribed. 

It will be readily understood that tire-kin 
dlers constructed in accordance with the fore 
going description may be readily handled or 
packed for transportation Without danger of 
their being broken or injured, as the rigid core 
will serve to preventthe same from being bent. 
They are very easily and cheaply constructed, 
and will be found to be serviceable in opera 
tion. v 

Having thus described my invention, WhatI 
claim to be new, and desire to secure by Let~ 
ters Patent, is , 
The herein~described tire-kindler, the same 

consisting of a rigid wooden core surrounded 
by a mass of-cotton-waste or its equivalent, 
and the outer surface of the mass provided 
with a coating of hardened rosin, substan 
tially as described, and for the purpose speci 
fied. ` i 

In testimony whereof I aftix my signature in 
presence of two witnesses. 

CHARLES ÑV. ÑVAL'I‘ERS. 
ÑVitnesses: 

' S. F. J CNES, 
J. I. CLEMENTS. 
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