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To all whom it may concern: 
Be it known that I, FRANQOIS FRANK, of 

Grass Valley, in the'c‘ounty of Nevada and 
State of California, have invented a new and 
useful Combined Cap, Pillow, and Life-Pre 
server, of which the following is a full, clear, 
and exact description. ’ - 

My'invention relates to an improved air 
tight bag adapted to be worn as a cap, util 
ized as a pillow, or employed as a life-pre 
server, as occasion may require. 
The invention consists in the novel con 

struction and combination of the several 
parts, as will be- hereinafter fully set forth, 
and pointed out in the claims. 
Reference is to be had to the accompanying 

drawings, forming a part of this speci?cation, 
in which similar letters and ?gures of refer 
ence indicate corresponding parts in all the 
news. 

Figure 1 is a perspective view of the bag 
when shaped as a hat. Fig. 2 is a central 
vertical section through the bag when ex 
tended for use as a life~preserver. Fig. 3 is 
a plan view of the box with the cap removed, 
illustrating the arrangement of the tape em 
ployed as a belt when the device is used as a 
life-preserver; and Fig. 4 is a vertical section 
through the center of the box, illustrating 
the construction of the valve for in?ating the 
bag. 
In carrying out the invention the bag is 

constructed of rubber or other suitable ?exi~ 
ble water and air proof material, the said bag 
being preferably made in four sections, 
namely: an upper circular section A, a lower 
circular section A’, of less diameter than the 
upper section, and two central gore-sections 
A2, uniting the upper and lower sections, the 
said gore-sections at the sides of the bag be 
ing beveled or inclined in opposite directions 
from the center, as illustrated at 10 in Fig. 2. 
“Then the bag is to be used as a hat, it is 

formed in helmet shape, as shown in Fig. 1, 
the lower section A’ being intended to fold 
upward in contact with the upper section A, 
and the upper and lower walls of the gore 
sections beingfolded one upon the other form 
the front and rear visors of the hat. In the 
center of the lower section A’ an aperture is 
made,in which an interiorly-threaded socket 
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11 is rigidly secured, the said socket being 
attached to the bag with an air and water 
proof joint. In this socket an exteriorly 
threaded cap 12 is screwed, as shown in Fig. 55 
2. In the top section A, which forms the 
outer crown of the hat, an aperture is pro 
duced surrounded by a- plate 13, which plate 
is secured to the material of the‘bag in any 
approved manner, and is provided with a 
central aperture 14, registering with the ap4 
erture in theouter crown of the hat. The ' 
aperture in the'plate 13 is surrounded by an 
upwardly-extending interiorly-threaded col 
lar 15, a space being made to intervene the 
walls of the apertures and the contiguous 
walls of the collar, as illustrated in Fig. 4, 
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and the said plate is‘ further provided with ' 
an annular outwardly-extending ?ange 16, 
concentric with and a distance from the col 
lar l5,whereby an annular box having a hori— 
zontal projecting base is provided. A top or 
cap 18 is ?tted over the box around the outer 
surface of the collar 15, and within the space 
intervening the collar and the outer walls of 
the box a spring 19 is coiled, having one end 
attached to the collar and the other fastened 
to a flat, thin, yet strong, tape 20, constructed 
preferably of silk, which tape is normally 
coiled about the spring by the action thereof, 
?lling the remaining space within the box, 
the free end of the tape being led out through 
the slot in the ?ange 16 or side of the box, as 
shown in Fig. 3, and provided with a ring 21. 
In the aperture of the plate 13 the stem of 

a valve 22 is introduced, the valve consisting 
of a threaded disk 23,the stem being attached 
to the under face, and in the said disk, near 
the periphery, a series of apertures 24 is pro 
duced, while at each side of the center open 
ings 25 are formed to receive a key, whereby 
the valve may be screwed into the threaded 
surface of the collar 15 or unscrewed there 
from. ' 

In operation, when it is desired to use the 
hat as a pillow, the inner crown~section A’ is 
drawn outward from the outer crown-section 
A, whereupon the walls of the gore-sections 
are separated one from the other, the bag 
then partaking, essentially, of the contour 
shown in Fig. 2. ‘Vhen the bag has been thus 
manipulated, it is flat, and in order to in?ate 
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the same with air the valve 22 is screwed up 
ward until the stem leaves the aperture 14 of 

' the plate 13, as shown in Fig. 2, and the op‘ 
erator by blowing through the aperture read~ 
ily ?lls the bag with air, and when ?lled the 
valve is screwed down to place. The bag may 
now be utilized as a pillow or to intervene the 
body ‘and a support at any point to form a 
comfortable rest therefor; or the bag may be 
employed as a life-preserver by drawing out 
the tape and passin gthe same as a belt around 
the body. The ring of the tape, if desired, 
may be held in a ?xed position when not in 
use‘by being passed over a hook or equivalent 
retaining device secured to the plate 13. v 

a When it is desired to allow the air to es 
cape from the bag and use it as a hat, the 
lower valve-plate 12 is unscrewed. The open 
ing covered by this valve-plate may be util 
ized, if desired, as a channel, through which 
to introduce hot water into the bag to warm 
the feet or other portions of the body. 
Having thus described m y invention, I claim 

as new and desire to secure by Letters Patent~ 
1. A combined cap, pillow, and life-pre— 

server, consisting of an upper and lower ey 
’ lindrical section, one section being adapted to 
fold in the other, gore-sections having bev 
eled sides uniting the said cylindrical sec 
tions, substantially as shown and described, ‘ 
a valve located in the upper section to admit 
air, and an escape-valve in the lower section, 
as and for the purpose speci?ed. 
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2. As an improved article of manufacture, 
a combined hat, pillow, and life-preserver, con 
sisting of a bag comprising an upper cylin 
drical section, a lower cylindrical section can 
pable of folding within the upper section, 
gore~sections uniting the. upper and lower cy 
lindrical sections, having the sides beveled 
from the center in opposite directions, an in 
let~valve secured in the walls of the upper 
section, an escape~valve attached to the walls 
of the lower section, and a spring-actuated 
tape surrounding the inlet-valve, substan~ 
tially as and for the purpose speci?ed. 

3. The combination, with an essentially 
oval—shaped air~tight bag, having the sides at 
the center extended to be folded for use as a 
hat, as described, of a mouth-piece attached 
to the upper end of the bag at its highest 
point, a box or casin surrounding said mouth 
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piece, a coiled spring held within the casing, . 
a tape also coiled in the casing, having one 
end projecting therefrom and the other end 
secured to the said spring, substantially as 
shown and described, whereby when the bag 
is in?ated the tape may be withdrawn and 
utilized as a belt for tying the bag to the per 
son, ‘as and for the purpose set forth. 

FRANQOIS FRANK. 

Witnesses: 
A. W. STODDARD, 
J. M. THOMAS. 
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