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To aZZ whom it may concern. 
Be it known that I, IVILLIAM ORCUTT, a citi 

zen of the United States, residing at Abilene, 
in the county of Dickinson and State of Kan 
sas, have invented certain new and useful 
Improvements in IVindowWVashers; and I do 
declare the following to be a full, clear, and 
exact description of the invention, such as 
will enable others skilled in the art to which 
it appertains to make and use the same, ref 
erence being had to the accompanying draw 
ings, and to the letters of reference marked 
thereon, which form a part of this speci?ca 
tion. 
This invention relates to window-cleaners, 

and aims to provide a simple device for the 
purpose aforesaid that will be compact, con 
venient to handle, and ‘durable. 
The improvement consists of the novel fea 

tures and the peculiar construction and com 
bination of the parts which will be hereinaf 
ter more fully described and claimed. 
In the drawings, Figure 1 is a perspective 

View of a windowncleaner embodying my in 
vention. Fig. 2 is a detail vertical section of 
the reservoir, showing the means for con 
necting the same to the handle. Fig. 3 is a 
horizontal section of the spring, showing the 
means for connecting the nozzle to the same. 
Fig. 4 is a top plan view of the rubber. Fig. 
5 is a cross-section of the rubber on the line 
X X of Fig. 4. 
A represents the pole or handle, which is 

grooved in its side at a to receive the rubber 
tubing 13, which extends from the nozzle 0 
to the rubber bulb D, being placed in said 
groove to protect it from injury, and held 
therein by keepers 0r staples b. The rubber 
or other compressible bulb has two short 
tubes d and d’ at its upper end. The tubing 
B connects with the tube (1, and the tubing 
E, extending from the reservoir F, connects‘ 
with the tube d’. 
The reservoir F is of ordinary construction 

and convenient size, and is provided with an 
opening f in its upper end, through which. the 
water is poured when ?lling the said reser 
voir. The rim f ’, surrounding the said open~ 
ing f and extending within the reservoir, pre 
vents the water splashing out when using the 
device. The brackets G, secured at their 
lower ends .to the handle‘A, have their upper 

ends inserted in the keepers g on the side of 
the reservoir, which latter can be readily de 
tached from the handle by lifting it up and 
off the said brackets. The holder is com 
posed of two jaws II and I, which are of cor 
responding shape, each being composed of 
wire, the ends of the wire being'folded back 
and brought together to form tongs, which 
is inserted in an opening in the end of the 
handle. The ends of the wire that compose 
the jaw I are coiled just above the handle at 
2', to render said jaw yielding.v The inner 
ends of the coils i do not come close together, 
and the nozzle 0 is placed in said space and 
held in position by the wire J, which is 
passed through the coils i, and has its ends 
bent around the ends of the coils and its 
middle portion de?ected out to embrace the 
nozzle, substantially as shown. I . 
The rubber K, covered with cloth or other 

suitable soft material it, has lateral exten 
sions or side pieces L, which are provided 
with channels or pockets Z to receive or catch 
the surplus water and prevent the same drop 
ping on the ground or pavement and creat 
ing a mess. The reservoir being ?lled, the 
water passes from same to the bulb D, which 
when compressed forces‘ the water through 
the tubing B and nozzle 0 onto the glass to 
be cleansed, the rubber being applied in the 
usual manner to assist the cleansing process. 
Having thus described my invention, what I 

claim, and desire to secure by Letters Patent, 
1s—- . 

1. The herein-described handle for window 
washers, having the jaws H and I at its upper 
end and a groove in its side, the tube B, 
placed in said groove and having nozzle 0, 
the reservoir F, and the bulb D, connected 
with the reservoir and with the tube B, sub» 
stantially as‘ described. 

2. The combination, with the handle, the 
reservoir, and the tubing B and E, of the bulb 
having two tubes at its upper end to receive 
the ends of the tubing B and E, substantially 
as set forth. 

3. The combination, with the handle having 
a rubber at its upper end, of the reservoir at 
tached to the handle and having an opening 
in its upper end, and havingarim surround» 
ing the opening and extending within the 
reservoir, substantially as described. 
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4. The combination, with the handle and 
the holder comprising the jaw I, that has the 
two coils z’, of the tubing B, having its nozzle 

l placed between the ends of the coils i, and 
5 the wire J, passed through the coils and'hav 

. ing its middle portion bent out to embrace 
the said nozzle, substantially as described. 

5. The combination, with the handle, of the 
holder comprising the two spring-jaws H and 

I0 I, the jaw I, having coils 'i, subs‘antially as 
and for the purpose described. 

6. The herein~described rubber, having side 
strips L, and having‘ drainage-channels Z in 
said strips, substantially as and for the pur 
pose described. 

In testimony whereof I aPIiX my signature 
in presence of two witnesses. 

WILLIAM ORCUTT. 
WVitnesses: - 

H. M BRADFIELD, 
G. W. RUoH'rY. 


