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[57] ABSTRACT 
An electronic circuit package (11) includes a substrate 

_ (14) with leads (21) extending from at least one edge 
thereof. The leads (21) have a split end (26) formed by 
two slits (31, 51). The slits divide the end into a lead stub 
(29) and a flag end (28). The flag end (28) is formed up 
in a step of approximately the thickness of the substrate 
(14). The forming of the flag end (28) foreshortens a ?ag 
support (32) to locate a flag (34) in substantial superposi 
tion to the lead stub (29). Both the lead stub (29) and the 
?ag (34) are solder bonded to respective bond pads (18) 
on the upper and lower major surfaces of the substrate 
(14). ' ' 

8 Claims, 7 Drawing Figures 
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ELECTRONIC DEVICE PACKAGE HAVING 
SOLDER LEADS AND METHODS OF 

ASSEMBLING THE PACKAGE 

TECHNICAL FIELD 

This invention relates to a leaded electronic device 
package and to methods used in assembling such a pack 
age. The invention is, for example, applicable to leads 
attached to a substrate in a single or in dual rows, partic 
ularly to a thick-?lm dual in-line package (DIP) and to 
its assembly. 

BACKGROUND OF THE INVENTION 

Electronic device packages with multi lead outputs, 
such as those which house integrated semiconductor 
devices typically have a body portion in the shape of a 
right parallelepiped from which two parallel rows of 
leads protrude. These packages are known as dual in 
line packages or DIPs. The size of these DIPs has been 
somewhat standardized. Particularly the spacing of the 
leads is commonly one tenth of an inch. 
DIPs can also be used for electronic components 

other than semiconductor devices. For instance, a 
group of resistors could be encapsulated in a package 
having the shape of a DIP. To package components 
other than semiconductor devices in DIPs has the ad 
vantage of permitting the assembly of these other com 
ponents into printed wiring boards with the same appa 
ratus as that which assembles the semiconductor de 
vices into such boards. 
However, the DIPs housing such other components 

must, nevertheless, be price-compatible with similar 
more conventional packages housing such other com 
ponents. Thick ?lm resistors have in the recent past 
found increased acceptance and usage in the electronics 
industry. It is desirable to combine a group of thick ?lm 
components into a DIP. Price compatible manufactur 
ing techniques suggest the use of leads which are solder 
bonded to the ceramic substrates. Ceramic substrates 
are commonly used to support thick ?lm circuits. 
A problem with prior art solder leads has been that 

they typically take up more than one half of the avail 
able space with their widths, leaving less than one half 
of the space for gaps which might be used for additional 
circuit leads. When the spacing between adjacent leads 
becomes too narrow solder tends to bridge between 
adjacent conductors during the solder operation, 
thereby shorting the circuit. If the size of presently 
known leads is reduced to provide more space between 
adjacent leads, the smaller size of the surfaces to be 
soldered to the substrate tends to affect the strength of 
the bonds between the leads and the substrate. 

It is, therefore, desirable to increase the gap between 
adjacent leads. This appears to be a solution to minimize 
solder bridging between such adjacent leads. Also to 
achieve a strong solder connection, a mechanically 
clamping edge connection between the lead and the 
substrate prior to soldering is desirable. It is further 
desirable to maximize the soldered area and still main 
tain a narrow lead termination. 

SUMMARY OF THE INVENTION 

This invention contemplates a lead structure capable 
of being clamped to an edge and across the thickness of 
a circuit substrate. Clamping lead portions are located 
substantially within the lateral con?nes of the lead on 
opposite faces of the substrate and at least in part in 

2 
vertical superposition with one another. A single thick 
ness of the lead material at the solder connection re 
duces an accumulation of solder, upon the lead becom 
ing solder bonded to the substrate. 
The lead structure has a metal body and at least one 

end with ?rst and second lateral edges terminating in a 
top edge extending between the lateral edges. The end 
has a ?rst slit extending from the ?rst lateral edge of the _ 
body toward the center of the body. A second slit is 
located substantially at a right angle to the ?rst slit. The 
second slit starts at the intersection of the ?rst slit sub 
stantially at the center of the body and extends from 
there along the center away from the end of the body. 
The slits from a lead stub and a ?ag held to the body by 
a support. 

BRIEF DESCRIPTION OF THE DRAWING 

A description of a preferred embodiment of this in 
vention may be read with reference to the appended 
drawing wherein: 
FIG. 1 is a pictorial representation of a ?lm circuit 

‘ DIP assembled in accordance with this invention; 
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FIG. 2 is an enlarged pictorial representation of of a 
single lead of the DIP in FIG. 1; . ' 
FIG. 3 is a plan view of a portion of a lead frame strip 

in which frames are shown as they may appear in differ 
ent stages of the assembly of the DIP of FIG. 1; 
FIG. 4 is an end view of the lead frame strip of FIG. 

3; 
FIG. 5 is a plan view of a portion of a single lead of 

the frame in FIG. 3; ' > ' 

FIG. 6 is a plan view of a portion of the lead of FIG. 
4 after the lead has been assembled to the substrate of 
the DIP; and 
FIG. 7 is a block diagram of a preferred DIP assem 

bly in accordance with the present invention. 

DETAILED DESCRIPTION 7 

Referring to FIG. 1, there is shown a “Dual In-line 
Package” (DIP) which is designated generally by the 
numeral 11. A body portion 12 of a molded plastic 
material, shown partially cut away houses a substrate 
14. The substrate 14 is of alumina ceramic material. 
Alumina or a similar type ceramic is commonly used as 
a substrate material in the manufacture of ?lm circuits. 
Film circuit patterns are formed on at least one, but 

preferably on both, major surfaces in accordance with 
known techniques. The patterns and other elements are 
combined into ?lm circuits 17 which may be simple or . 
quite complex. 
These circuits 17 terminate in contact pads or bond 

pads 18 adjacent to both longitudinal edges of 19 of the 
substrate 14. The bond pads 18 are preferably spaced 
along the edges 19 at a nominal distance of one tenth of 
an inch. However, other spacings are possible within 
the scope of this invention, if so desired. Preferably, the 
bond pads 18 are located on the substrate 14 in verti 
cally coinciding pairs, one on each major surface of the 
substrate 14. ' 

A lead 21 is solder-bonded to each of the pairs of 
bond pads 18. These leads 21 extend in two rows 22 
from the two opposite longitudinal edges 19 of the sub 
strate 14. External to the body portion 12 each lead 21 
is bent through a right angle, so that all leads in the two 
rows 22 extend in the same direction. This right-angle 
bend is not necessary to practice the present invention. 
However, this external orientation of the leads 21 is 
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characteristic for DIPs. It is desired that the DIPs 11 
having leads 21 formed in this manner can be assembled 
into circuit boards (not shown) employing commonly 
used methods and commercially available equipment. 
The external con?guration of the package and the ori 
entation of the leads 21 are, therefore, not critical to the 
invention. However, it is advantageous that the leads 
correspond to currently standard dimensions and spac 
ings to permit standard methods of assembly. 

Solder-bonded connections 24 of an inner end 26 of 
each lead 21 are shown in greater detail in FIG. 2. The 
term “inner end” of each lead 21 refers to the end 26 
which is soldered to the bond pads 18 on the substrate 
14. The end 26 is located within the plastic molded body 
portion 12 of the DIP 11, hence the term inner end. 
However, in reference to FIG. 3, the inner end 26 is also 
the inner, free end of each lead in a strip 27. 

Referring back to FIG. 2, the inner end 26 is split into 
an upper flag end 28 and a lower lead stub 29. A slit or 
cut 31 longitudinally slits the end 26 and divides it into 
a flag support 32 and the lead stub 29. The widths of 
both the stub 29 and the ?ag support 32 together are no 
greater than the overall width of the lead 21. A ?ag 34 
of the flag end 28 is integrally formed at the end of the 
support 32. The flag 34 faces toward the adjacent and 
underlying lead stub 29. Since the end 28 forms a step to 
raise the ?ag 34 by approximately the thickness of the 
substrate 14 with respect to the lead stub 29, the vertical 

_ projection of the ?ag 34 becomes foreshortened. Conse 
quently, the surface area of the ?ag 34 becomes located 
in substantial superposition to the end of the lead stub 
29. The substrate 14 is interposed between the lead stub 
29 and the ?ag 34. . 
The stub 29 and the flag 34 grasp the substrate 14 at 

the respective pair of pads 18 in a mechanical hold even 
in the absence of a solder bond. The grasping surfaces of 
the flag 34 and the stub 29 on the pads 18 of the sub 
strate 14 provide the basis for a subsequently applied 
strong solder joint between the lead 21 and the substrate 
14. ' 

Referring now to FIG. 3, the strip 27 shows a se 
quence of lead frames 36, 37 and 38 at different stages of 
the assembly of the DIP. The lead frame designated 
generally by the numeral 36 is shown after having been 
punched from a solid strip of metal. A progressive 
punch and die operation is typical for forming the lead 
frames 36. After the lead frames 36 have been formed, 
the strip 27 containing a plurality of identical lead 
frames 36 in sequence may be re-reeled and stored. 

After the strip 27 has been formed, two outer rails 41 
and 42 remain ?xed with respect to each other by cross 
supports 43. Two of the cross supports 43 position the 
two opposed rows 22 of the leads 21 in each of the 
frames 36. The inner end 26 of each of the leads extends 

' in a free, cantilevered manner from a respective one of 
the cross supports 43 toward one of the opposed leads 
21. Each of the inner ends 26 terminates in an opposed, 
spaced relationship to the inner end 26 of the opposite 
lead 21. The distance by which the two opposite inner 
ends 26 are spaced is determined by the width of the 
substrate 14 which is to be attached to the ends of the 
leads 21. 
An outer portion 46 of each lead 21 extends away 

from the cross supports 43 as an extension of and in a 
direction opposite to the inner end. The outer lead por 
tions 46 of the leads do not terminate in free ends like 
the inner ends. The tip of each outer lead portion 46 in 

40 

45 

55 

65 

4 
the strip 27 is bridged to the tip of an outer lead portion 
of the adjacent lead frame 36 in the strip. 
For a more detailed description of the inner end 26 of 

the lead, reference is made to FIGS. 3 and 5. The inner 
end 26 has the longitudinal slit 31, which terminates in 
its intersection with a lateral slit 51. The slit 51 extends 
inward from a ?rst lateral edge 52 of the inner end 26 to 
form the shape of an “L” with the longitudinal slit 31. 
The slits 31 and 51 are formed by lancing the material of 
the lead. By lancing or slitting the material, it is sepa 
rated, but then returned and left substantially in its origi 
nal position. The lead material is preferably copper or a 
copper alloy of a type which is normally used for form 
ing lead frames. Other materials which have similar 
conductive properties and also permit such forming 
operations are, of course, acceptable. 
The two slits 31 and 51 form the lead stub 29 and the 

flag end 28. The lead stub 29 is shorter than the flag 34 
by a width 53 of the ?ag. The width 53 is de?ned bythe 
distance along the lateral edge 52 from the slit 51 to a 
top edge 54 of the inner end 26. In a ?at layout of the 
inner end 26, the lead stub 29 fills the rectangular space 
which de?nes the flag support 32 and the flag 34. 
A ?rst operation after forming the lead frames 36 in 

the strip 27 is the mechanical assembly of the substrate 
14 to the strip. All steps in the assembly process are 
most conveniently done by advancing the strip to vari 
ous stations at which assembly operations are per 
formed. Spaced apertures 55 in the outer rails 41 and 42 
correspond in intervals to the pitch of feed sprockets of 
handling equipment (not shown). The apertures 55 are 
used for advancing the strip 27 as well as for aligning it 
during various stages of the assembly of the DIP. To 
prepare each frame for receiving a substrate, the ends 26 
in each frame undergo a forming operation, which is 
best explained in reference to FIGS. 3 and 4. The frame 
37 shows the inner ends 26 after such a forming opera 
tion prepared to receive one of the substrates 14. The 
flag supports 32 have been formed up through a right 
angle. The flags 34 are pointing up in both rows 22. 
The lead stubs 29 also have undergone a slight form 

ing operation. At its root 56, each stub 29 has been 
formed downward through a small angle. The deviation 
of the stub 29 from the horizontal plane is then compen 
sated for by a slight upward bend which causes a tip 57 
of the lead stub to be raised upward at a slight angle 
from the horizontal plane of the lead frame 37. The 
formed up ?ag 34 and the lead stub 29 become oriented 
at substantially a right angle with respect to each other. 
The flags 34 and the lead stubs 29 of the frame 37 

form a nest for receiving one of the substrates 14. The 
substantially vertically oriented flags 34 function as 
guides and restraints to the longitudinal edges of the 
substrate 14 upon its insertion into the nest. The lead 
stubs 29 become a pedestal onto which the substrate 14 
is placed. 
The substrate 14, inserted into the nest, is then locked 

into place by forming the ?ags 34 over and against the 
top surface of the substrate 14 into contact with the pads 
18. A clamping action by each lead in the frame 38 
occurs through a resilient action by the lead stub 29. 
The initial slight upward bend of the lead stub 29 is 
straightened by bending the flag 34 over the top of and 
against the substrate 14. However, the straightening is 
only an elastic deformation, so that the flag 34 and the 
lead stub 29 exert a force toward each other. This force 
mechanically locks each corresponding lead 21 to the 
substrate 14. 
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An important feature in the mechanical assembly of 
the leads 21 to the substrate 14 is the relatively large size 
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of contact area which exists between the pads 18 on - 
- both surfaces of the substrate and the respective lead 21. 
Signi?cantly these contact areas remain located within 
the lateral edge 52 and the opposite edge 58 of the lead 

with a forming die as an operation by'itself. Of course, 
it is possible to perform all frame punching and forming 
steps in the strip 27 in a combined operation if such an 
integrated process is desired. In the preferred process, 
the lead frame 36, shown in FIG. 3, is already pre 

'- punched in the strip and merely the nest in each frame 
21. FIG. 6 shows the vertical projection of the end , 
portion of the lead stub 29 to correspond substantially 
with the area of the flag 34. The vertical superposition, 
of the lead. stub 29 and the ?ag 34 results in a non-torqu 
ing, grasping mechanical contact. ‘ . 

The superposition of the ?ag 34 over the lead stub 29 
becomes possible through the foreshortening of the ?ag 
support_32 as it is formed over the thickness of the 
substrate. A complete superposition or overlap is, of 

. course, not necessary, though it is desirable to have the 
lead stub 29 extend past the edge 19 of the substrate 14 
by approximately the same distance as that by which 

i the flag 34 extends past the edge 19 on the'upper surface 
of the substrate 14. . 
' FIG. 6 shows a portion of the substrate 14 with a lea 

I 21 and also with a special lead 59 located at the end of 
the substrate 14. The lead 59 is special to the extent that 
an offset in the lead stub 29 and the flag end v28 with 
respect to the center of the lead 59 permits the last 
contact pads 18 to be offset from the standard spacing. 
The last pair of contact pads are consequently more 
closely spaced to the next pair than the one tenth of an 
.inch spacing would normally require. The substrate 14, 
in turn, is‘foreshortened to permit a greater amount of 

a molded plastic to cover the end of the substrate 14. 
The amount of the offset in the lead 59 is a matter of 

choice. It is a compromise between a greater strength in 
the plastic body portion and an associated risk of short 
ing the lead 21 to the lead 59 during the solder opera 
tion. 

to the upper or to the lower surface of the substrate, 
such a reference is meaningful only in relationship to 
the speci?cally described embodiment. It must be real 

_ It should also be noted that, when reference is made ' 

i 

5 . . 
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is formed as shown by the frame 37. 
The strip 27 is then advanced to align the lead frame 

in which the inner ends 26 have been formed into a nest 
with a ?lm circuit insertion location 62. The substrates 
14 are fed in sequence from ‘a load magazine 63 to the 
insertion location 62. And one substrate 14 is inserted 
into each nest as it becomes aligned with the substrate. 
After the insertion of the substrate 14 into the nest of the 
lead frame 37, the strip 27 is again indexed to advance 
the frame 37 and the inserted substrate 14 to a locking 
location 64. At the locking location 64, a forming die 
(not shown) is preferably used to lock the substrates 14, 
one after the other, in place by bending the ?ag support 
32 to position the ?ag 34 against the upper pad 18 in the 

, manner described. 

After looking each substrate 14 into its respective 
frame as shown by the frame 38,'it is presently preferred 
to re-reel the product, namely, the strip 27 with assem 
bled substrates 14. The strip 27 is safely re-reeled at this 
point in the process and can be stored if it is so desired. 
With respect to the above-described substrate assembly, 
it should be noted that the forming of the inner ends 26, 
the insertion of the substrates 14 into the formed nest, 
and the locking of the substrates into the strip is prefera 
bly intended to be performed simultaneously on differ 

Q ent frames which may be, of course, adjacent to one 
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40. 
ized that the lead 21 can be easily inverted with respect 7 
to the substrate 14. Also the external leads may ulti- ' 

- Y mately by bent up or down with respect to the package, 
without departing from the scope of the present inven 
tion; ‘ . 

Of the assembly process of the DIPs in accordance 
' 'with this invention, several groups of process steps can 
be distinguished. A ?rst group has already been de 
scribed. It relates to the forming of the lead frame 36 in 
the strip 27. The mechanical steps of forming the lead 
frames are similar to making other known lead frames. 

_ The method differs from other known methods in that 
the inner ends are lanced in the described manner to 
form the flag end 28 and the lead stub 29. The flag end 
28 and the stub 29 are preferably retained in the same 
plane. This permits the strip 27 to be routinely re-reeled 
without damaging the inner ends 26 of the leads 21. 

I ‘However, the forming of the lead frames 36 can be 
combined with the assembly of the substrate 14 into the 
strips. Such an integration of steps leads to the elimina 

‘ tion of the lead frame 36 as an intermediate step in the 
assembly of the DIPs. The elimination of the lead 
frames 36 by forming the lead frames 37 in the strip 27 
is, at the present time, not preferred. 
FIG. 7 shows a schematic process diagram of major 

. ‘assembly steps following the forming of the lead frames 
36 in the strip 27. The strip 27 is unreeled and fed into 
a lead forming position. The forming is preferably done 

another, as it is shown in the strip 27 of FIG. 3. More 
practically, however, the various locations or stations 
may be separated from each other. Consequently, the 
frames may have to advance through several index 
positions before they are subjected‘to the next following 
step as it has been described. - > 

The following group of assembly steps shown in 
FIG. 7 pertain to the application of solder paste, and to 

‘assembling some components according to presently 
known techniques. The strip 27 is dereeled and fed 

' successively through a solder application station 67, a 
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component assembly station 68, a solder drying station 
69, and a frame cutting station 70. At the solder applica 
tion station, a commercially available solder paste is 
applied. If it is also desired to place additional compo 
nents on the substrate 14 such as chip capacitors (not 
shown) for instance, the solder paste is not only applied 
to the leads 21 in the area where they clamp the sub 
strate 14, but also to such selected sites for the compo 
nents. ' 

At the component placement station 68, components, 
> such as chip capacitors, are placed into the areas which 
have been pre-coated with solder paste. The strip is then 
advanced to permit all assembled circuits to pass 
through the solder drying station 69 to the frame cut 
ting station 70. The solder drying station uses elevated 
temperatures to evaporate a volatile substance from the 
paste to set or harden the paste. However, the tempera 
tures at the drying station 69 are kept within a range in 
which the circuits or components on the substrates 14 
wouldnot be damaged should the indexing movement 
of the continuous strip 27 be stopped for any great 
length of time as, for instance, during any unforeseen 
downtime of the process line. 7 
After the strip‘has been indexed past the drying Sta 

tion 69, it advances to the frame cutting station 70. It is 



4,214,120 
7 

presently contemplated to cut the strip 27 into lengths 
of several of the frames 38. The lengths correspond to 
the lengths of molds in which the body portion is 
formed. > 

A commercially available reflow solder oven heats 
.the assembled frames 38 prior to molding in a separate 
operation. The solder re?ow operation 72 is performed 
separately to prevent damage to assembled parts should 
the previously described assembly operation have to be 
stopped for any reason. 
The solder re?ow operation 72 permanently attaches 

each of the leads 21 to the substrate 14. Also, any added 
components, such as chip capacitors, have become per 
manently assembled to the circuits on the substrates 14 
during the solder re?ow operation. Remaining steps in 
the assembly operation involve cleaning the frames 
from oxides and solder residue and molding the body 
portions 12. The molding operation is then followed by 
conventional ?nishing steps such as deflashing, trim 
ming the leads from their frames and forming the leads. 
From the above description it can be seen that vari 

ous changes in the preferred embodiment can be made 
without departing from the spirit and scope of the in 
vention. The invention is intended to be de?ned only by 
the scope of the appended claims. 
What is claimed is: 
1. An electrical structure comprising: 
a metal body having at least one end with ?rst and 

second lateral edges and a top edge extending be 
tween the lateral edges, the end having a ?rst slit 
extending from the ?rst lateral edge of the body 
toward the center of the body and a second slit 
located substantially at a right angle to the ?rst slit, 
the second slit originating at an intersection with 
the ?rst slit and extending away from said end of 
the body, said ?rst and second slits forming a lead 
stub bounded by said ?rst lateral edge of the body 
and by said ?rst and second slits, said ?rst slit also 
forming a ?ag from the body, said flag being 
bounded by said ?rst slit, by an end portion of said 
?rst lateral edge of said body, by the top edge of 
the end and by an end portion of the second lateral 
edge of the body, the flag being attached to the 
body by a support bounded by an extension of the 
second lateral edge away from the flag and by the 
second slit; and 

a substrate having two major surfaces and at least one 
contact pad located on each of the surfaces adja 
cent to an edge thereof, the lead stub being located 
against the contact pad on the one major surface of 
the substrate and the support forming a step adja 
cent to the edge of the substrate, the flag being 
offset by the height of the step with respect to the 
lead stub and located against the corresponding 
contact pad on the other major surface of the sub 
strate. - 

2. An electrical lead structure according to claim 1, 
wherein the length of the support extends through the 
step and the ?ag has a width which is substantially as 
great as the height of the step. 

3. An electrical lead structure according to claim 2, 
wherein the lead stub and the ?ag are solder bonded to 
their respective contact pads. 

4. An electrical article wherein a plurality of leads 
extend in a row from at leastone edge ‘of a substrate, 
each lead having one end bonded to the substrate, the 
article comprising: 

a plurality of bond sites located along the edge, each 
bond site including-a pair of conductive pads in 
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8 
substantial superposition on opposite major sur 
faces of the substrate; and ' 

each of the leads being bonded to a respective one of 
the pairs of pads, such lead having a substantially 
flat lead stub located at the end of a body portion of 
the lead in contact with one of the pads, a support 
extending from the body portion laterally offset 
from the lead stub in a direction of the longitudinal 
extent of the edge and being formed around the 
edge of the substrate, and a flag integrally formed 
with the support and extending from the support in 
a direction of the longitudinal extent of the edge 
and opposite to the offset of the support from the 
lead stub, said flag located in contact with the other 
one of the pads. 

5. An electrical article according to claim 4, wherein 
the end of the ?ag is in substantial superposition to the 
end of the lead stub. 

6. A method of assembling an article wherein a plu 
rality of leads held in a lead frame become attached to 
a substrate, comprising: 

lancing an inner free end of each lead in the lead 
frame with an “L” type slit extending from a lateral 
edge of each lead toward its center and along its 
center away from the end of the lead, thereby 
forming a stub lead and a support adjacent the stub 
lead, the support terminating in a ?ag extending 
acrosss the end of the lead; 

forming the support and the flag upward as a vertical 
guide for an edge of the substrate; 

placing the substrate on top of the lead stub with the 
edge of the substrate substantially against the sup 
port; and 

forming the support to place the flag against the 
upper surface of the substrate. 

7. An electrical lead frame structure comprising: 
a plurality of leads arranged in at least one group, 
wherein each lead extends in parallel to the other 
leads, and terminates in an end, said end having 
?rst and second lateral edges and a top edge ex 
tending between the lateral edges, said end having 
a ?rst slit extending from the ?rst lateral edge of 
the end toward the center of the end and a second 
slit located substantially at a right angle to the ?rst 
slit, the second slit originating at an intersection 
with the ?rst slit and extending away from said top 
edge, said ?rst and second slits forming a lead stub 
bounded by said ?rst lateral edge of said end and by 
said ?rst and second slits, said ?rst slit also forming 
a ?ag from said end, said flag being bounded by 
said ?rst slit, by an end portion of said ?rst lateral 
edge of said end, by the top edge of said end and by 
an end portion of the second lateral edge of said 
end, the flag being attached to said end by a sup 
port bounded by an extension of the second lateral 
edge away from the flag and by the second slit; 

a cross support interconnecting said ends of such 
group to retain the relative spacings between such 
ends; and 

a pair of parallel, spaced outer rails integrally con 
nected to the cross support of such group. 

'8. An electrical lead frame structure according to 
claim 7, wherein said at least' one group of leads com 
prises at least one ?rst and one second group of leads, 
and wherein said outer rails locate said ends of said ?rst 
group of leads spaced from and opposite to said end of 
said second group of leads. 

#1 =l= * =k * 


