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[57] ABSTRACT 

A digital radio pager provides for the reception and 
detection of ( 1) a preamble signal for synchronizing the 
pager to the incoming signal, (2) a calling signal com 
prised of a unique word associated with the particular 
individual pager, and (3) a display signal representing 
the caller identi?cation or other data for display. A 
switch is provided to enable the pager to selectively 
produce an audio signal either automatically upon the 
reception of a properly coded calling signal or, when 
the user does not want to be disturbed, at any particular 
time after receiving the calling signal. The switch fur 
ther provides for selective and repeated visual display 
of the display signal word upon the request of the user. 

6 Claims, 6 Drawing Figures 
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DIGITAL RADIO PAGER 

This invention relates to a radio pager and, more 
particularly, to a digital radio pager having a plurality 
of modes of operation which can be selected by a single 
multi-position switch. 
A typical example of this type of radio pager is shown 

in an Instruction Manual titled “Motorola ‘Metro 
Pageboy’ Binary Digital Radio Pager” and published 
by Motorola in 1974. The pager described in this publi 
cation has a three-position slide switch combined with a 
push switch. When the slide switch is set to the OFF 
position, the pager stays turned off. When it is placed in 
the center position (‘Mem-O-Lert’ position), the pager 
is on to enable the correct paging address to be received 
and stored without the alert tone sounding, which may 
disturb the user when silence is desired. When the need 
for silence has passed, either the switch is placed in the 
slide ON position or the push switch is pressed to allow 
the stored page to be read out and emit the alert tone. 
The stored page is cleared after the actuation of the 
push switch. 
With the switch in the ON position, the pager is ready 

to receive pages or calling signals and emit alert tone 
when the correct one is received. The alert tone once 
started can be stopped by pressing the push switch. 
With this conventional pager, the stored page is easily 

cancelled when the user inadvertently presses down on 
the push switch twice in a very short period of time. 
This makes it impossible for the user to recheck the call. 
Furthermore, when the pager is provided with the dual 
function capability to allow two callers to be differenti 
ated, the user cannot easily differentiate between the 
two tones, with the stored page read out only once and 
cancelled immediately thereafter in response to the 
subsequent pressing of the switch. Repeated sounding 
of the alert tone is often needed to con?rm which one of 
the two callers has paged. 
These problems, unavoidable with the conventional 

pager, are solved when the stored page is visually 
shown on a display device upon interrogation. How 
ever, this approach would involve a greater power 
consumption. It is for this reason that there has been no 
development of a display device for a pager. However, 
the development of liquid crystal display devices makes 
such use feasible. 

It is therefore an object of the present invention to 
provide a digital radio pager, which has a display de 
vice for the caller identi?cation and other purposes, and 
which is controllable by a single multi-position slide 
push switch. 

It is another object of the present invention to pro 
vide a digital radio pager having a display device which 
is actuated for power saving only when the page stor 
age is interrogated. 
According to the present invention, there is provided 

a digital radio pager having a display device which is 
free from the disadvantages encountered in the conven 
tional pagers. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The invention will now be described in more detail 
referring to the accompanying drawings, in which: 
FIG. 1 shows partly in blocks an embodiment of the 

present invention; , 
FIG. 2 shows a signal format used in the embodiment; 
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2 
FIGS. 3A to 3C show details of the signal format 

shown in FIG. 2; and 
FIGS.,4 to 6 show time charts for describing various 

modes of operation of the present invention. 
Referring to FIG. 1, when the slidable portion 3008 

of a three-position slidable push switch 300 is moved 
?rst from the OFF position to position M or N as shown 
with its center S coinciding with M or N as shown, 
preset line 400 connected to pin 6 of the switch 300 is 
grounded through pin 4 to apply voltage VDD from a 
battery 102 to a paging address decoder 103 (The 
switch 300 may be of the type described in the Japanese 
Patent Application Disclosure No. 52-14887 ?led by 
Mitsumi Electric Co., Tokyo, Japan). At the same time, 
receiver section 101 having an RF ampli?er, frequency 
converters, IF ampli?ers and a frequency discriminator 
is set in operation to supply a train of pulses to the 
decoder 103. 
To describe the signal format of the received pulse 

train referring to FIG. 2, each sequence of the pulse 
train has portions A and B. A is a preamble signal for 
the frame synchronization and for the battery saving 
function and B is the calling signal, i.e., paging address 
for the pager identi?cation. The portion A consists of 38 
3l-bit binary words. Similarly, the portion B consists of 
1st to 40th binary word pairs, each pair having one 
word representing the paging address and the other 
representing the caller identi?cation and/or other data 
for display. In FIG. 2, the paging addresses are labeled 
#1, #2, . . . #40, while the display data are denoted by 
D1, D2, . . . D40. The portion A is given a time length 
of 5.89 seconds and B 12.4 seconds. 
The pulse train of the same preamble signal is repeat 

edly transmitted with or without an interval depending 
on the paging traffic. 
Each of the 38 words constituting the preamble por 

tion A is a 31-bit unique word of a time length of 155 
milliseconds as shown in FIG. 3A. Similarly, as shown 
in FIG. 3B each of the 1st to 40th paging address words 
or calling signal words #1, #2, . . . and #40 consists of 
a l6-bit code corresponding to the identi?cation num 
ber unique to the subscriber to be called, followed by 15 
parity bits added to insure the error-free decoding. The 
display data has 16 bits for the data itself, followed by 15 
dummy bits for bit number equalization as shown in 
FIG. 3C. It is assumed in FIG. 3C that the 16 bit portion 
of the display data consists of four 4-bit codes represent 
ing the decimal numbers ‘9’, ‘6’, ‘7’, and ‘8’, respectively. 

Referring again to FIG. 1, the received pulse train 
described above is applied to a clock recovery circuit 
200 (For details, reference is made to US. Pat. No. 
4,087,627), which generates a clock pulse synchronized 
with the incoming pulse train. The same pulse train is 
applied to a preamble signal detector 210, which has a 
shift register 211 supplied with the clock pulse, and an 
AND gate 214. The respective bistable stages of the 
shift register 211 are connected directly or through the 
inverters 212 and 213 to the input of the AND gate 214, 
so that when the code pattern ?lling up the shift register 
211 coincides with the unique word as shown in FIG. 
3A, all the input binary bits to the AND gate 214 may 
be “1”. 
The output of the AND gate 214 constituting that of 

the preamble signal detector 210 and representing the 
presence of the unique word resets a 31-bit counter 222 
of a calling signal detector 200 to enable it counting 
under control of the clock pulse supplied from the cir 
cuit 200. The output of the preamble signal detector 210 
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is also supplied to a memory address generator 230 and 
a memory read-out control circuit 240 to enable the 
decoder 103 to decode the incoming pulse train. ' 

Referring also to FIG. 4 showing waveforms (K) and 
(A) through (H) observed at various points denoted by 
the reference characters in FIG. 1'. The 31-bit calling 
signal word (A) is applied to one input of an Exclusive 
NOR gate 221 of the incoming signal detector 220 at a 
time point t1, which is immediately after the preamble 
signal detector 210 has detected the last unique word in 
the preamble. Simultaneously, the address generator 
230 provides, in timed relationship with the clock pulse, 
an address signal for the programmable read only mem 
ory (PROM) 104. The address signal is in the form of 
logic “1” appearing at one of the eight bistable stages of 
a shift register of the generator 230. In response to the 
address signal, the PROM 104, which stores the pager 
identi?cation number in 31-bit binary form, provides a 
time sequential readout at four output terminals. The 
eight parallel input leads and four parallel output leads 
of the PROM 104 are arranged in matrix so that their 
cross points may be respectively scanned at the rate of 
the clock pulse to read out the binary bits stored at those 
cross points. 
The readout control circuit 240 supplied with the 

readout output at four AND gates 243 to 244 has a shift 
register 241 and an OR gate 242 for feeding the output 
of its ?nal stage to its D input to achieve the above 
mentioned scanning of the memory matrix, and for 
receiving the above-mentioned output from the pream 
ble signal detector 210. The output of the AND gates 
243 to 244 are supplied to the Exclusive NOR gate 221 
of the calling signal detector 220. 
Due to the bit-by-bit comparison at the Exclusive 

NOR gate 221 between the incoming pulse train and the 
PROM output supplied through the control circuit 240, 
the 3l-bit pulse counter 222 of the detector 220 is ?lled 
up only when the incoming pulse train coincides in its 
pattern with that stored in advance in the PROM 104 
corresponding to the designated pager identi?cation. 
Thus, the output (B) of the 3l-ary counter 222 repre 
sents the detection of the call addressed to this particu 
lar pager. 
The Q output of the ?ip-?op circuit 223, which has 

been brought to a set state in response to the call-detec 
tion output (B) is supplied to an alert tone generator 
250, which consists of an audio frequency generator 
251, a pair of D-type ?ip-?op circuits 252 and 253 con 
stituting a frequency divider for the oscillator outmit, an 
OR gate 310 for applying the above-mentioned Q out 
put of the ?ipi?op circuit 223 and the potential at the 
pin 3 of the switch 300 to the reset input R of the‘?ip 
flop circuits 252 and 253, and an AND gate 254 con 
nected at its input to the D-type ?ip-flop circuit 253 and 
the oscillator 251. 

Since the pin 3 of the switch 300 is grounded when 
the latter is in the N position, R terminals of the D-type 
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?ip-?op circuits are at the ground potential, allowing ' 
the Q output of the ?ip-flop circuit 223 Ito-drive the 
D-type ?ip-?op circuits 252 and 253 into operation. 
Thus, the alert tone signal (E) is generated to emit an 
alert tone from a loud speaker 260. j 
The call-detection output (B) of counter 222 is ap 

plied also to a display data detector 270, driving a timer 
271 and a shift register 274 into a set state and thereby 
making the detector 270 ready for receiving the display 
data that immediately follows the calling signal. ‘ 

4 
The Q output (C) of the ?ip-?op circuit 223 is fed to 

an AND gate 272 of the detector 270. The AND gate 
272 is also supplied with the output of timer 271 to 
allow the clock pulse to pass there-through so that the 
display data (G) starting at time point t; may be written 
into- the shift register 274 through a ?ip-?op circuit 273 
in response to the intermittent clock pulse (F). 
At time t3 where the display data (G) is terminated, 

the push switch portion 300P of the push switch 300 is 
not pressed down ‘yet, with the logic (H) remaining a 
high-level logic leaving the display device 280 unactu 
ated. 
Upon depressing the switch portion 300P for the time 

period from t4 to t5, the logic (H) is brought to a low 
level to actuate the decoder-driver 280 to display the 
display data stored in the shift register. The low-level 
logic (H) also resets the ?ip-flop circuit 223 through 
NOR gate 290, thereby to reset the D_type ?ip-?op 
circuits 252 and 253 to stop the alert tone sounding, as 
will be clear from waveforms (E) and (H) at time point 
t4. If the user wishes to check the stored data once 
again, he has only to press down on the push switch 
portion 300P to provide the low-level logic (H). The 
second press down is assumed in FIG. 4 to start at time 
point t6. 

Referring to FIG. 5 showing a time chart similar to 
FIG. 4 for the switch portion 300$ set at position M, the 
pin 3 remains at a high level logic (D), keeping the 
?ip-?op circuits 252 and 253 non-responsive, even 
when the correct calling signal detected at the detec 
tor 220 to provide the low level Q output at the ?ip-?op 
circuit 223. In contrast, theQ output (C) at, the, circuit 
223 is supplied to the display data detector 270 to store 
the display data. Depressing the push switch 300P does 
not provide the alert tone sounding this time, because 
the NOR gate 290 remains closed. However, the display 
data stored in the shift register 274 in the above-men 
tioned manner can be shown on display device 280 
every time the switch portion 300P is pressed down, 
e. g., from t4’ to t5’ and from t6 to an arbitrary time point. 
When the slidable switch portion 3008 is driven to N 

position at time point t4” as shown in FIG. 6, the Q 
output of the ?ip-?op circuit 223 and the low level logic 
at pin 3 of the switch portion 3008 causes the alert 
signal‘ generator 250 to emit alert tone as shown by 
waveform (E) in FIG. 6. Furthermore, when the push 
switch portion 300P is pressed down at time point t5", 
the low level logic is supplied through the NOR gate 
290 to reset the ?ip-?op circuit 223 thereby to stop the 
alert tone sounding. Regardless of the switchover of the 
slidable switch portion 3008 from the M to N position, 
the display data stored in the shift register 274 is kept 
unchanged and ready for display in response to depress 
ing the switch portion 300P, until it is replaced by the 
next call or erased by turning off of the switch portion 
3005. 
As will be apparent from the foregoing description, 

the present invention allows the display data, that has 
been‘ received and stored immediately after receiving 
the calling signal to be displayed repeatedly by depress 
ing the press switch portion 300P of the single switch 
300, which also vpermits receiving the calling signal 
without the alert tone sounding by placing the slide 
switch portion 3005 in the position M. This feature 
obviates the possibility of inadvertent cancellation of 
the stored data and insures power saving for the display, 
while maintaining the minimum dimension for the 
switch. 
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What is claimed is: 
1. A digital radio pager adapted to receive a train of 

pulses arranged in a pre?xed format, said pulses includ 
ing a preamble signal providing a reference for the 
synchronization of said pager, a calling signal represen 
tative of identi?cation number for said pager, and dis 
play data representing an identi?cation number of a 
caller and the like, said pager comprising: 
means responsive to said pulse train for generating a 

clock pulse in timed relationship with said pulse 
train; 

5 

means responsive to said pulse train and said clock 
pulse for detecting said preamble signal to provide 
a preamble signal detection pulse; 

means for storing said pager identi?cation number; 
means responsive to the preamble signal detection 

pulse, said pager identi?cation number, and said 
pulse train, for detecting said calling signal to pro 
vide a ?rst control signal; 

bistable means for holding said ?rst control signal; 
means responsive to the output of said bistable means 

for annunciating the detection of said calling signal; 
means responsive to said ?rst control signal and said 

pulse train for detecting said display data; 
means for storing the detected display data; 
means responsive to said storing means for displaying 

the display data stored in said storing means; 
means lying between said storing means and said 

display means for controlling the display of the 
display data in response to a second control signal; 

a multi-position slide switch means selectively cou 
pled with said annunciating means for selectively 
keeping said ?rst control signal from being sup 
plied to said annunciating means; and a push switch 
means mechanically combined with said slide 
switch means for providing said second control 
signal to said display control means to enable said 
stored display data to be shown on said display; 
whereby said stored display data can be displayed 
on said display means in response to the press down 
of said push switch means. 
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6 
2. The radio pager of claim 1, wherein said bistable 

means further includes means responsive to said second 
control signal for clearing said held ?rst control signal. 

3. A radio pager unit comprising: 
(a) ?rst means for synchronizing said pager unit with 

an incoming signal having identi?cation and data 
portions; 

(b) second means responsive to said ?rst means for 
receiving said identi?cation signal; 

(0) third means responsive to said second means for 
comparing said identi?cation signal to a preses 
lected identi?cation code and for producing and 
storing a ?rst control output when said identi?ca 
tion signal corresponds to said identi?cation code; 

(d) fourth means for receiving and storing said data 
signal under the control of said ?rst control output; 

(e) ?rst and second switch means each having ?rst 
and second states; 

(f) ?rst indicator means for indicating the presence of 
said ?rst control output: 
(i) when said ?rst switch means is initially in said 

?rst state, said ?rst indicator means immediately 
indicating the presence of said ?rst control out 
Put; 

(ii) when said ?rst switch means is initially in said 
second state, said ?rst indicator means indicating 
the presence of said ?rst control output upon 
switching said ?rst switch means from said sec 
ond state to said ?rst state; 

(g) second indicator means for indicating said data 
signal in response to said second state of said 
second switch means, whereby said data signal is 
maintained in said fourth means when said sec 
ond switch means is in said ?rst state. 

4. The radio pager of claim 3, wherein said ?rst indi 
cator means produces an audio signal and said second 
indicator means produces a visual display. 

5. The radio pager of claim 3, wherein said ?rst and 
second switch means are manually switched between 
said ?rst and second states. 

6. The radio pager of claims 3, 4 or 5, further com 
prising means, when said second switch means is in said 
second state, for clearing said ?rst control output stored 
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