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[57] ABSTRACT 
The invention relates to a starter device for single 
phase, asynchronous motors, the starter device being of 
the type which provides a PTC resistor for series start 
ing operation with the auxiliary winding. The starter 
device may be used for different types of motors by 
reason of an arrangement of contacts for connecting the 
main and auxiliary windings, starting capacitors and a 
two phase power supply which accommodates different 
modes of starting operation required by different mo 
tors. . 

Three capacitor contacts provide for connecting capac 
itors in different ways relative to the PTC resistor and 
one of two sets of winding contacts may be selected to 
suit a desired mode of starting operation. 

3 Claims, 6 Drawing Figures 
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STARTER DEVICE FOR A SINGLE-PHASE 
ASYNCHRONOUS MOTOR 

The invention relates to‘a starter device for a single 
phase asynchronous motor, comprising a PTC resistor 
connectible in series with the auxiliary winding, and a 
housing ‘carrying ?rst and second contacts for connect 
ing the two mains leads, a third contact for connecting 
the common pole of the main and auxiliary windings, a 
fourth contact for connecting the other pole of the main 
winding and a ?fth contact for connecting the other 
pole of the auxiliary winding, the ?rst contact being 
connected to the third contact and the second contact 
being connected to the fourth contact and, by way of 
the PTC resistor, to the ?fth contact. 

In a known starter device of this kind, the PTC resis 
tor is accommodated in the form of a cylindrical disc in 
a housing provided with air apertures. A ?at housing 
extension carries three parallel plug sockets arranged at 
the ends of a triangle for plug'connecting a three-pole 
lead-through as is usual with encapsulated refrigerators 
and two spade-like contacts for connecting the mains 
leads to the opposite side of the ?at housing extension. ‘ 
This enables a resistance start to be achieved for which 
the time within which the PTC resistor becomes heated 
to the high ohmic condition determines the starting 
period. This starter device is designed for a special type 
of motor or a special manner of operation. 

It is also known to provide starter devices with a 
starting condenser‘ in series with the PTC resistor and 
/or an operating condenser in shunt connection. The 
starter devices so constructed are likewise suitable only 
for a particular type of motor or a particular manner of 
operation. 'I 

The invention is based on the problem of providing a 
starter device of the aforementioned kind which can be 
used for different types of motors or manners of opera 
tion and is preferably universally applicable. 

This problem is solved according to the invention by 
a sixth contact connected to the~fourth contact, a sev 
enth contact connected to the ?fth contact, an eighth 
contact, and a ninth contact connected to the latter. 
Such a starter device can be used as a basic construc 

tional block for every kind of starting operation. A 
resistance start is obtained when none of the additional 
contacts is used. A condenser start is obtained when a 
starting condenser is connected between the seventh 
and eighth contacts, it being necessary for the one pole 
of the auxiliary winding to be connected to the ninth 
contact instead of the ?fth contact. In both cases, an 
operating condenser can be connected between the 
sixth and seventh or between the sixth and eighth 
contacts. All these features do not call for switching 
within the starter device but merely appropriate appli 
cation of the external connections. 
When the third, fourth and ?fth contacts are disposed 

as parallel plug sockets at the corners of a triangle, as is 
usual in connection with an encapsulated compressor 
for placing on the three-pole lead-through, there is 
preferably a second plug contact arrangement arranged 
in the form of a like triangle and consisting of the third 
contact, the ninth contact disposed adjacent to the ?fth 
contact, and a tenth contact which is disposed adjacent 
to the fourth contact and connected thereto. The 
change from the ?fth to the ninth contact required for 
connecting the starting condenser is obtained merely by 
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plugging the second instead of the ?rst triangle onto the 
three-pole lead-through. 
A particularly favourable arrangement of contacts is 

achieved if the contacts for connecting the motor wind 
ings are disposed at one end face and the other contacts 
at the peripheral face of the housing. Such a starter 
device can for example be plugged onto a three-pole 
lead-through without the connections at the other 
contacts colliding therewith. Nevertheless, the other 
end face of the housing remains free for other purposes. 
Naturally one can, also use such a starter device for 
conventional motors irrespective of whether the corre 
sponding connecting leads are connected to the 
contacts at the end face or to the appropriate contacts at 
the peripheral face, it being possible to use the contacts 
at the end face for connecting the condensers. 
Even greater versatility in use is achieved if the hous 

ing is closed, the PTC resistor is in thermally conduc 
tive contact with the housing end wall, which is free 
from contacts but otherwise thermally insulated from 
the housing, and if the end wall consists of electrically 
insulating but thermally conductive material. In this 
way the dissipation of heat from the PTC resistor to the 
surroundings is restricted to the end wall of the housing 
that is free from contacts. Every provision made at this 
end wall therefore has direct influence on the operating 
behaviour. If one insulates the free end wall one obtains 
a comparatively short starting period, a very low con 
sumption of energy during operation but very slow 
cooling. This is advantageous for an asynchronous 
motor with comparatively long down times, e.g. three 
minutes, as is the case for refrigerator compressors. For 
longer starting and shorter cooling-off periods, one can 
apply the free end face direct to the heat-dissipating 
metal portion. In this case one must, however, apply 
more heat- during operation. By selecting suitably di 
mensioned cooling plates which are applied to the free 
end wall, one can achieve the optimum conditions for 
every motor or its manner of operation. 

In this case it is particularly favourable if the end wall 
is provided with a plug-on member in?uencing the 
dissipation of heat. 
The invention will now be described in more detail 

with reference to preferred examples shown in the 
drawings, wherein: 

FIG. 1 is a pictorial view of the starter device accord 
ing to the invention; 
FIG. 2 shows a cooling plate that can be plugged on; 
FIG. 3 shows an insulating cover that can be plugged 

on; 
FIG. 4 is a diagrammatic longitudinal section 

through the starter device; ' , 

FIG. 5 is a diagrammatic cross-section showing the 
connection of a motor and an operating condenser, and 
FIG. 6 is a diagrammatic cross-section showing the 

connection of a motor, an operating condenser and a 
starting condenser. 
The starter device of FIG. 1 comprises a substantially 

cylindrical housing 1, consisting of three portions, 
namely an end portion 2 with an end face 3 and periph 
eral face 4 in which contacts are accommodated, a cen 
tral portion 5 for receiving the PTC resistor 6, and an 
end wall 7 of electrically insulating but thermally con 
ductive material such as glass. These three portions are 
for example interconnected by adhesive. The PTC re 
sistor 6 has two electrodes 8 and 9. The electrode 8 is 
thermally conductively applied to the end wall 7 and is 
otherwise arranged in a chamber 10 which is ?lled with 
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a thermally insulating material such as dry air or a plas: 
tics foam material. The end wall 7 has a ?ange 11 with 
two ?ats 12 for the easier application of plug-on mem 
bers. 
A plug-on member in the form of a colling plate 13 is 

shown in FIG. 2 and can be held ?xed to the ?ange 11 
by means of two sheet metal lugs 14 in such a way that 
the cooling plate 13 is in thermal contact with the end 
wall 7. 
FIG. 3 shows a plug-on member 15 which can like 

wise be secured to the ?ange 11 by two sheet metal lugs 
16 and then forms an insulating air space 17 in front of 
the end wall 7 for making the dissipation of heat more 
dif?cult. 
Ten contacts are provided in the end portion 2, 

namely ?ve bushing-like ‘plug contacts in the end face 3 
and ?ve spade-like contacts in the peripheral face 4. 
These contacts have the following function (also see 
FIGS. 5 and 6): The ?rst contact K1 serves to connect 
a mains lead 18. The contact K2 serves to connect the 
other mains lead 19. The common pole of the main 
winding 20 and auxiliary winding 21 of a single-phase 
asynchronous motor 22 is connected to the contact K3. 
The other pole of the main winding 20 is connected to 
the contact K4 and the other pole of the auxiliary wind 
ing 21 to the contact K5. As is shown by the connec 
tions of the conductors, the ?rst contact K1 is con 
nected to the third contact K3 and the second contact 
K2 is connected to the fourth contact K4 and, by way of 
the PTC resistor 6, to the ?fth contact K5. 
A sixth contact K6 connected to the fourth contact 

K4 and a seventh contact K7 connected to the ?fth 
contact K5 serve for connecting an operating condenser 
23 in the case of the resistance start shown in FIG. 5. 
An eighth contact K8 serves to connect the seventh 

contact K7 to the terminal of a starting condenser 24. If 
one wishes likewise to connect this combination to an 
operating condenser 23, use is made of the contacts K6 
and K8. The contact K8 is connected to a ninth contact 
K9 which, on operation with a starting condenser, is 
used instead of the contact K5 for connecting the auxil 
iary winding 21. Together with the contacts K3 and K9, 
a tenth contact K10 connected to the contact K4 forms 
a triangle which is similar to the triangle formed by the 
contacts K3, K4 and K5. In this way, simple turning of 
the starter device through 30° about the contact K3 will 
change the necessary connections if a start with a start 
ing condenser is desired instead of a resistance start. 
As is shown by FIGS. 5 and 6, the starter device is 

suitable as a basic component for four different manners 
of operation, namely operation with (1) starting resis 
tance (2) starting resistance and operating condenser, 
(3) starting condenser and (4) starting condenser and 
operating condenser. 

Further, the starter device is suitable for special mo 
tors, namely the motor of an encapsulated small refrig 
erator, as well as for conventional motors. In the one 
case, the motor windings can be connected to three of 
the ?ve bushing contacts K3, K4, K5, K9 and K10 and 
the other components to the remaining spade contacts. 

5 

4 
However, in the case of a conventional motor the spade 
contacts can also be used for connecting the motor 
windings whereas the respectively connected bushing 
contacts can be utilised for connecting the condensers. 
With the aid of the plug-on members 13, 15 and oth 

ers, the starter device can be adapted to the operating 
conditions of the motor, particularly its down time. If 
one uses a screening cover 15, a thermally insulating 
chamber 17 is produced. By reason of the low dissipa 
tion of heat, the energy consumption during operation 
required to maintain the temperature resulting in the 
high resistance is low, for example in the order of 2 to 
5 W. However, this results in a slow cooling-off period 
and therefore requires down times of for example three 
minutes. If the end wall 7 is applied to a good thermally 
conductive surface, e.g. a ?at part of a motor housing, a 
very short cooling-off period is achieved as is necessary 
for motors with short down times, but one must make 
the sacri?ce of a higher power consumption during 
operation. If a cooling plate 13 of limited area is applied 
to the end wall 7, one obtains operation between the 
two outer limits such as is best for the appropriate man 

. ner of operation. Instead of a screening cover 15 ac 
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cording to FIG. 3, a larger cover can also be applied to 
the entire starter device, which has the additional ad 
vantage of safeguarding the live terminals against 
contact. _ 

What is claimed is: 
1. A starter device for single phase asynchonous mo 

tors, comprising, a housing, a PTC resistor mounted in 
said housing having ?rst and second capacitor contacts 
connected to opposite sides thereof, a third capacitor 
contact mounted in said housing, ?rst and second power 
input contacts mounted in said housing, ?rst and second 
sets of main and auxiliary windings contacts mounted in 
said housing with three contacts in each said set, said 
?rst set having ?rst and second contacts connected to 
opposite sides of said PTC resistor and respectively to 
said ?rst and second capacitor contacts, said second set 
having a ?rst contact connected to one side of said PTC 
resistor and a second contact connected to said third 
capacitor contact, said ?rst and second sets having a 
third contact which is common to both said sets and is 
connected to one of said input contacts, said ?rst 
contact of each of said sets being connected to each 
other and to the other of said input contacts, and all said 
contacts being accessible from the exterior of said hous 

' ing. 

2. A starter device according to claim 1 wherein said 
?rst and second sets of contacts form two congruent 
triangles angularly displaced from each other relative to 
‘said common contact. 

3. A starter device according to claim 1 wherein said 
housing has a cylindrically shaped peripheral face and a 
planar end face, said ?rst and second sets of windings 
contacts being in said end face in the form of plug sock 
ets, and said capacitor contacts and said input contacts 
being in said peripheral face on opposite sides thereof. 

* * it * ‘It 


