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[57] ABSTRACT 
An emergency pipeline shut off apparatus for interposi 

[22] Filed; Apr_ 16, 1979 tioning within a ?uid transmitting pipe circuit in which 
a resilient plug stopper is capable of alternative p lace 
ment between an open and closed position to allow or 
block passage of the ?uid respectively. Remote stopper 
activation elements cooperate with control members 
and locking features to position the stopper in the de 
sired open or closed con?guration followed by the 
automatic locking of the stopper in that particular posi 

U.S_ PATENT DOCUMENTS tion. The remote stopper control device can be ex 
pressly reactivated to‘be withdrawn from its locked 
position. 
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EMERGENCY PIPELINE SHUT-OFF APPARATUS 

BACKGROUND OF THE INVENTION 
The present invention relates in general to ?uid con 

trol devices or valves and particularly to an emergency 
pipeline shut-off apparatus for interposition within a 
?uid transmitting pipe circuit. _ 
While there exist many types of valves for utilization 

in the “in-circuit” interruption of ?uid passage, many if 
not most of these valves are incapable of adaptation to 
remote control operation. Additionally,‘ of those valves 
that are operated by remote control or are capable of 
operation by remote control, many of these fail to uti 
lize automatic locking features which preclude the inad 
vertent release of the ?uid stoppage device from its 
closed position. 
The present invention has as one of its objects, a 

shut-off stopper for utilization in ?uid circuit emer 
gency situations, which is capable of activation by re 
mote control devices. 

It is further an object of the present invention to 
provide such a pipeline shut-off stopper which can be 
easily and ef?ciently incorporated into a circuit at virtu 
ally any desired position along the circuit, and one 
which is further economical to manufacture. 

It is further the object of the present invention to 
provide such a shut~off apparatus which incorporates a 
“lock out” feature to preclude the inadvertent release of 
the stopper from its extended ?uid interruption position. 
These and other objects of the invention will become 

apparent in light of the present speci?cation. ‘ 

SUMMARY OF THE INVENTION 

The present invention is an emergency pipeline shut 
‘off apparatus interposition within a ?uid transmitting 
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attachment to the exposed end of the circuit through 
heat sealing techniques. - _ 

The resilient plug stopper comprises a substantially 
cylindrically shaped stopper of a rubber material. The 
cylindrically shaped ‘stopper has a substantially spheri 
cal shape at one end, the end that is interposed into the 

' circuit to shut-off ?uid flow. A substantially flattened 
shape occurs at the second end of the stopper where the 
stopper is connected to the stopper control means. As 
stated, the spherically shaped portion at the ?rst end is 
capable of direction between its extended and with 
drawn positions within the housing so as to itself be 
directly'positionable in and out of the ?uid path circuit 
to provide an effectively sealed open or closed appara 
tus position. 

In one embodiment of the invention the remote stop 
per activation means comprises a rotatable cable activa 
tion assembly. This rotatable cable activation means 
comprises a cable in a cable housing as well as a means 
for imparting rotation to the cable, and means for at 
taching the end of the cable to the stopper control 
means in the housing. As rotation is imparted to the 
cable, rotation will also be imparted to the control 

v means to which the cable is attached to in turn alterna 
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tively extend or withdraw the plug stopper which is 
subsequently attached to the control means. 
The means for imparting rotation to the cable itself 

comprises attachment of the remote or furthest end of 
the cable to a ?rst threaded stem which is engaged in a 
?rst threaded bushing. This ?rst threaded stem rotates 
within the ?rst bushing to in turn rotate the cable and 
alternatively extend or withdraw the remote end of the 

‘ cable as the stem is turned in a clockwise or counter 

pipe circuit. The apparatus comprises housing means, 
which can be positioned into the ‘pipe circuit and at 
tached to it, as well as resilient plug stopper means 
capable of being operated between an alternative open 
position wherein it is retracted and a closed position 
wherein it is extended to interrupt the passage of the 
?uid passing through the circuit. Stopper control means 
are operatively attached to'the rear side of the plug 
stopper means and positioned within the housing for 
controlling the retraction and extension of the stopper. 
Remote stopper activation means are‘ attached .to the 
control means and operatively activate the control 
means to in turn control the stopper from a position 
remote to the apparatus housing means. Additionally, 
stopper locking means are utilized for automatically and 
?xedly restraining the plug stopper after positioning the 
plug stopper into its extended-closed position, to pre 
clude inadvertent retraction of the plug stopper itself. 

In the preferred embodiment of the invention, the 
housing for the apparatuscomprises a T-shaped housing 
having substantially aligned legs on opposite sides of the 
main stem portion, the legs of which are capable of 
alignment and attachment with the exposed ends of the 
circuit into which the shut-off apparatus is being inter 

I Iposed. When being a joined ‘into a metallic circuit, the 
‘apparatus housing would be equivalently formed of a 
metallic material to be capable of secure, ?xed and 
‘leak-proof attachments to the exposed ends of the cir 
cuit through welding. If the ?uid circuit is formed of a 
plastic material, the housing could also be of a plastic 
material and be capable of equivalent ?xed, leak~proof, 
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clockwise direction. This rotating cable in turn rotates 
the control means in an equivalent fashion to extend or 
withdraw in position, relative to the inside of the appa 
ratus housing. < 

In this particular embodiment the control means itself 
comprises a second stem threadedly received within a 
second threaded bushing within the apparatus housing. 
This second stem of the control means is rigidly con~ 
nected at one end of the cable and at a second end, 
opposite the ?rst end, to the stopper plug means. The 
connection of the second threaded stem at the second 
end, that is to the stopper plug, is such that slippage is 
allowed therebetween so as to avoid rotating the plug 
stopper itself, as the stem rotates while simultaneously 
extending or withdrawing in position within the hous 
mg. i 

In another embodiment of the invention, the remote 
stopper activation means comprises a ?uid energizing 
means such as a hydraulic or pneumatic type of energiz 
ing system. The energizing means comprises a ?uid 
circuit operably connected to the‘ stopper control means ~ 
as well as a ?uid substance capable of being directed 
under pressure to extend said control means to its for 
ward position. The ?uid pressure can also be reduced to 
permit withdrawal of the ‘stopper control means 
through biasing means associated with such control 
means.‘ I 

In the preferred version of this embodiment the stop 
per control means comprises a ?uid operation cylinder 
withstem means longitudinally interposed within it. 
The stem means is operably connectedto the plied. 
Biasing means are used to keep the piston, stem and 
stopper in a withdrawn, open, position in the absence of 
suf?cient pressurized ?uid and in this particular em 
bodiment, such biasing means comprising a compressive 
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spring interposed between the cylinder and the plug 
stopper. 

In this preferred version of the second embodiment, 
that in which hydraulic or pneumatic means are used to 
remotely operate the apparatus, the control means stem 
is connected at its second end to the stopper plug means 
to equivalently allow slippage therebetween, as in the 
mechanical version of the invention, to preclude rota 
tion of the stopper in response to any rotation of the 
stem. 
Each of the two primary embodiments of the inven 

tion preferably rely upon stopper locking means to lock 
the stopper into its extended closed position. In the 
pneumatic embodiment, said stopper locking means 
comprises a series of stationary guide columns with 
which a guide cam and locking cam cylinder cooperate. 
The locking cam cylinder is capable of rotation within 
the guide cam in response to the successive application 
of pneumatic force. Locking stops are positioned be 
tween every other pair of stationary guides to alterna 
tively restrain or release locking cams on the locking 
cam cylinder upon said applications of force. Guide 
cam teeth act to rotate the locking cam cylinder and the 
positions of the locking cams themselves alternatively 
into and out of communication with the respective lock 
ing stops when the locking cam returns after force ap 
plication, through spring biasing. The rotation results 
from cooperation between the angled top surface of the 
cams with the angled bottom surface of the guide cam 
teeth to effectuate rotation in a single rotational direc 
tion. The guide cams on the guide cam cylinders main 
tain the guide cam cylinder from rotating through se 
curement between respective stationary guides. 

Thus, in this embodiment automatic release means are 
utilized for releasing the stem from its locked position in 
which the stopper is extended. Such release occurs in 
response to a second or successive application of ?uid 
pressure from the remote stopper activation means. 

In the mechanical embodiment the stopper locking 
means comprises the threaded locking receipt of the 
second threaded stem within the second threaded bush 
ing. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 of the drawings is a top cross-sectional view 
of the shut-off apparatus housing; 
FIG. 2 of the drawings is an equivalent view of the 

housing in cross-section showing positioning of the 
stopper means in its open-withdrawn position; 
FIG. 3 of the drawings is a top cross-sectional view 

of the apparatus showing the stopper means in its 
closed, extended position; 
FIG. 4 of the drawings is a side view of the apparatus 

in cross-section showing the stopper means in its closed 
extended position; 
FIG. 5 of the drawings is a side elevational view of 

the apparatus with the stopper means in its open-with 
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drawn position showing particularly, the remote stop- ' 
per activation means as comprising a rotatable cable 
assembly; 
FIG. 6 of the drawings is a view of the apparatus as 

shown in FIG. 5 in which the stopper means has been 
directed to its closed-extended position; 
FIG. 7 of the drawings is a cross-sectional side view 

showing the embodiment of the apparatus in which the 
stopper control means comprises a pneumatically or 
hydraulically powered control device; 

4 
FIG. 8 of the drawings is an equivalent side view as 

FIG. 7 in which stopper means is in its closed-extended 
position, and which shows the pneumatic remote stop 
per activation means associated therewith; 
FIG. 9 of the drawings is an enlarged cross-sectional 

view showing with particularity Applicant's stopper 
control and release features in the pneumatic-hydraulic 

embodiment; 
FIG. 10 of the drawings is a top view of the guide 

cam cylinder; 
FIG. 11 is a top view of the locking cam cylinder; 
FIG. 12 is an exploded elevational view of the guide 

cam cylinder, locking cam cylinder and ?uid operation 
cylinder arrangement; and 
FIG. 13 is a schenatic drawing illustrating the coop 

eration between the guide cam cylinder and locking 
cam cylinder to achieve rotation. 

DETAILED DESCRIPTION OF THE 
DRAWINGS 

While this invention is susceptible in embodiment in 
many different forms, there is shown in the drawings 
and will herein be described in detail, several speci?c 
embodiments with the understanding that the present 
disclosure should be considered as an exempli?cation of 
the principles of the invention and is not intended to 
limit the invention to the embodiments illustrated. ‘ 

Apparatus housing 10 as shown in FIG. 1 comprises 
T-?tting 12 integrated with pipe portion 11 and cup 
portion 28. T-?tting 12 is attached to pipe portion 11 
through weld 16, which if metal material is used, would 
comprise a standard metal weld or, in the case of ther 
moplastics, would comprise a heat sealed weld.- Equiva 
lently, pipe portion 11 is in turn attached to cup portion 
28 through weld 15 therebetween. Passages 13 and 14 
are described by T-?tting 12 for alignment with the 
exposed ends of the fluid conducting circuit. 
The apparatus is shown in FIG. 2 in a comparable 

view to that of FIG. 1, wherein passages 13 and 14 are 
also shown as are T-?tting 12, pipe portion 11 and cup 
portion 28 all making up apparatus housing 10. Addi 
tionally, shown in FIG. 2, are the stopper control means 
as well as the stopper itself 25 positioned within housing 
10 after aperture 21 has been created in cup portion 28. 
Stopper 25 has spherical end 26 and at its opposite ?at 
end 266 is attached to attachment plate 24 and swivel 
ball 23. Attachment stem 22 directly attachesgsecond 
threaded stem 18 positioned in second threaded bushing 
20 to swivel ball 23. Attachment stem 22 directly at 
taches second threaded stem 18 positioned in second 
threaded bushing 20 to swivel elements 23 and 24 which 
eliminate rotation between rotatable stem 18 and stop 
per 25. Faceted aperture 19 is provided in second 
threaded stem 18 to enable the receipt of the rotatable 
cable activation means. FIG. 2 of the device shows the 
stopper and the stopper control means in their with 
drawn-open position whereby fluid passing through the 
circuit would be allowed to pass freely between pas~ 
sages 13 and 14 for example... 

In FIG. 3, however, the stopper and the stopper 
control means are shown in their closed-extended posi 
tion so as to block the space between passages 13 and 14 
to in turn close off the actual ?ow of ?uid within the 
circuit. Because of the spherical shape of the foremost 
end of stopper 25, a substantially bulbous shape is ac 
quired by the stopper in its extended position. Due to 
the threaded receipt of the threads 17 on stem 18 within 
bushing 20, stem 18 is capable of moving the stopper 
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into itsv extended position upon rotation of the stem 
‘ within bushing 20. As previously mentioned, while stern 
. 18 is capable of rotation within bushing 20, such rota 
tion will not be imparted through attachment stem 22 to 
stopper 25, due to the swivelling structure of swivel ball 
23 and attachment‘plate 24. A side view of the device 
having its stopper in its extended-closed position is 
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shown in FIG. 4 wherein the outline of passage 13 can I 
be seen, as can be the shape of the stopper as it ?lls the 
fluid passage circuit portion within housing 10. 
The apparatus of the mechanical cable embodiment, 

is shown in FIG. 5 in which the remote activation 
means 29 are illustrated. First threaded stem 32 is 

‘ threadedly ‘received by ?rst'threaded bushing 43, en 
closed within remote casing 31 having removable plug 
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30 permitting the insertion of a crank, for example, for ' 
rotating stem 32 in either a clockwise or counterclock 
wise direction. The rotation of stem 32 in turn rotates 
cable 33 within its second bushing. As can be seen, the 
rotation of ?rst‘stem 32 will rise or lower its position 
within ?rst bushing 43 to in turn lower or raise the 
position of the cable and serve to withdraw or extend 
the position of second stem 36 within its threaded bush 
ing. Such extension or withdrawal of stem 36 in turn 
extends or withdraws the position of stopper 37 within 
housing portions 39, to close off the circuit ?uid 
through passage 40 and out the opposite leg of the T 
shaped housing. 
FIG. 6 shows the position of ?rst threaded stem 32 

after it has been rotated within bushing 43 in a clock 
wise fashion (from above), so as to push down the posi 
tion of cable 33vand to extend the position of second 
stem 36 to, in turn, position stopper 37 into a closed 
position where sealing of the circuit is obtained along 
interface 41. As previously described, swivel allowance 
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means such as swivel ball 45 and attachment plate 44 ‘ 
enables the rotation of stem 36 in and extended or with 
drawn position without rotating the stopper 37 itself. 

Another embodiment of the pipeline shut off appara 
tus is shown in FIGS. 7 and 8 in which the stopper 
control means are actuated through ?uid pressure ener‘ 
gizing means. Pneumatic or hydraulic power may be 
alternatively utilized in the embodiment illustrated by 
these ?gures. ‘ 

FIG. 7 particularly shows the apparatus in its with 
drawn-open position whereby ?uid passing through 
channel 61 is uninterrupted. Stopper 60 is connected at 
its ?at end 60b to the stopper control means by plate 59 
and swivel mechanism 58. Sealing ?ares 63 are fabri 
cated into the periphery of stopper 60 proximate to ?at 
end 60b, to effectuate a seal between the stopper itself 
and housing ‘64.. When pneumatic or hydraulic ?uid 
pressure is applied through line 50 and in turn through 
channel 66 enetering cylinder 70, it ?lls both cylinder 70 
and chamber. 7011 so as to contact and apply pressure 
against piston 55 and end 60b of stopper 60. Accord 
ingly, both stopper .60 and stem 57 operably connected 
thereto, advance towards the closed position wherein 
stopper 60 interrupts the passage of ?uid through chan 
nel 61. Biasing spring 53 is interposed between one end 
of cylinder 70 and the ?at end 60b of stopper 60. This 
biasing spring 53 maintains stopper 60, stem 57 and 
piston 67 in their withdrawn-open position until. ?uid 

‘ pressure is suf?ciently ‘conducted through line 50 into 
jcylinder 70 and chamber 70b. Stopper 60 is shown in its 
closed position blocking off channel 61 in FIG. 8 
wherein biasing spring 53 is placed under tension. 
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6 
The locking and locking release features of the em 

bodiment of the invention shown in FIGS. 7 and 8 are 
disclosed in detail in FIGS. 9 through 13. 

' In FIG. 9 the pipe line shut off apparatus is shown in 
its closed, ?uid interrupting position wherein stopper 
102b ‘is blocking the fluid conduction path. Several 
elements, namely stationary guides 104 through 107, 
guide cam cylinder 113' with teeth 117 and 138, locking 
cam cylinder 108 with locking cams 109412, locking 
stops 118 and 119 as well as guide cams 114 and 126 on 
guide cam cylinder 113, cooperate to alternatively lock 
and release stem 103 and in turn stopper 102b from its 
closed position, upon successive applications of hydrau 
lic or pneumatic force. 

Particularly, guide cam cylinder 113 is shown in 
FIGS. 10 and 12 while locking cam cylinder 108 is 
shown in FIGS. ‘11 and 12. Guide cam cylinder 113 has 
guide cams such as cams 114 and 115. Locking cam 
cylinder 108, as shown in FIG. 11 has locking cams 109 
through 112. As shown in FIG. 12, as well as FIG. 9, 
locking cam cylinder 108 is telescopically received 
within guide cam cylinder 113 whereby locking cam 
cylinder 108 is capable of rotation within guide cam 
cylinder 113 while said guide cam cylinder is restrained 
against rotation through the location of guide cams such 
as cams 114 and 115 in the passages described by sta 
tionary guides 104 through 107. It should be realized 
that both the guide cam cylinder 113 and locking cam 
cylinder 108 are both capable of reciprocating move 
ment between the'ends of cylinder 120 as stem 103 and 
stopper 102b collectively reciprocate between their 
open and closed positions. 

In operation, when ?uid pressure is applied under 
force into cylinder 120 and chamber 120b, stem 103 and 
piston 121, having the guide cam cylinder and locking 
cam cylinder interposed therebetween, draw these two 
cylinders into position proximate to locking stops 118 
and 119. Due to the previous positions of the locking 
cams 109, 110, 111, and 112 before pressure was applied, 
application of the force in direction 124 guide cam teeth 
on guide cam cylinder 113 into position with the sloped 
tops of the locking cams such as locking cam 110 in 
FIG. 13 to impart rotation in direction 125 to the lock 
ing cam cylinder 108. Upon release of this applied pres 
sure, locking cam 110. locks in place behind lock stop 
118. Upon a successive application of ?uid pressure, the 
guide cam teeth on guide cam cylinder 113 rotates lock 
ing cam cylinder 108 an equivalent interval to reposi 
tion locking cam 110, for example, between stationary 
guides 105 and 106 at which position there is no lock 
stop so as to make capable the entire retraction of the 
overall'locking assembly under spring bias, back to its 
original position where stem 103 and stop 102b are 
‘withdrawn. ‘ 

55 . Through such a procedure, the remote application of 
a ?rst quantity of ?uid pressure locks the shut off appa 
ratus into its closed position while a successive applica 
tion of ?uid power releases the locking cam from its 
closed position behind a lock stop to make capable the 
unimpeded ?ow of ?uid through the channel portion of 
the valve. . - 

The foregoing description and drawings merely ex 
plain and illustrate the invention and the invention is not 
limited thereto, except insofar as the appended claims 
are so limited, as those skilled in the art who have the 
disclosure before them will be able to make modi?ca 
tions and variations therein without departing from the 
scope of the invention. 
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What is claimed is: 
1: An emergency pipeline shut-off apparatus for inter 

position within a ?uid transmitting pipe circuit said 
apparatus comprising: 

apparatus housing means capable of being positioned 
into said pipe circuit and for attachment therewith; 

resilient plug stopper means capable of being alterna 
tively operated between a retracted-open position 
and an extended-closed position to interrupt the 
passage of said ?uid; ' 

stopper control means operatively attached to a rear 
side of said plug stopper means and positioned ' 
within said housing for controlling the alternative 
retraction and extension of said stopper; 

remote stopper activation means attached to and 
operatively activating said control means to in turn 
control said stopper means from a position remote 
to said apparatus housing means, 

said remote stopper activation means comprising 
rotatable cable activation means, 

said rotatable cable activation means comprising a 
cable in a cable housing with a proximate and a 
remote end, and means for imparting rotation to 
said cable, as well as means for attaching the proxi 
mate end of said cable to said stopper control 
means in said apparatus housing, 

said rotation imparted to said cable rotating said con 
trol means to in turn alternatively extend or with 
draw said plug stopper means; and 

stopper locking means for automatically and ?xedly 
restraining said plug stopper means after position 
ing into said extended-closed position thereby pre 
cluding inadvertent retraction of said plug stopper 
means. 

2. The apparatus according to claim 1 in which said 
means for imparting rotation to said cable comprises a 
?rst threaded stem to which the remote end of said 
cable is attached, ‘ 

a ?rst threaded bushing into which said ?rst threaded 
stem is threadedly engaged, ‘ 

said ?rst threaded stem rotating within said ?rst bush 
ing to rotate said cable and alternatively extend or 
withdraw the remote end of said cable as said stem 
is turned in a clockwise or counterclockwise direc 
tion, _ 

said cable, in turn, rotating said control means in an 
equivalent fashion to extend or withdraw its posi 
tion relative to said apparatus housing. 

3. The apparatus according to claim 1 in which said 
stopper control means comprises a second stem and a 
second threaded bushing within said apparatus housing, 

said second stem threadedly received within said 
second threaded bushing, 

said second stem of the control means rigidly conn 
nected at said remote end to said cable and at said 
proximate end to said stopper plug means, 

said connection of said second threaded stem at said 
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proximate end to said stopper plug means allowing ‘ 
slippage therebetween thereby avoiding rotation of 
said plug stopper means as said stem rotates in an 
extended or withdrawn position to, in turn, alterna~ 
tively extend or withdraw said stopper means with 
out rotating same. 

4. The invention according to claim 3 which said 
stopper locking means comprises the threaded locking 
receipt of said second threaded stem within said second 
threaded bushing. 
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5. The invention according to claim 4 wherein said 

locking release means comprises arrangement of said 
?rst and second stems in said ?rst and second threaded 
bushings whereby reverse rotation retracts said second 
stem and bushing and in turn said stopper from said 
closed position. 1 

6. An emergency pipeline shut-off apparatus for inter 
position within a ?uid transmitting pipe circuit said 
apparatus comprising: 

apparatus housing means capable of being positioned 
into said pipe circuit and for attachment therewith; 

resilient plug stopper means capable of being alterna 
tively operated between a retracted-open position 
and an extended-closed position to interrupt the 
passage of said ?uid; 

stopper control means operatively attached to a rear 
side of said plug stopper‘ means and positioned 
within said housing for controlling the alternative 
retraction and extension of said stopper; 

remote stopper activation means attached to and 
operatively activating said control means to in turn 
control said stopper means from a position remote 
to said apparatus housing means; 

said remote stopper activation means comprising 
?uid energizing means, 

said energizing means comprising a ?uid circuit oper 
ably connected to said stopper control means; 

a ?uid substance capable of being directed under 
pressure to extend said control means and said 
stopper in a forward position; 

said ?uid substance pressure being reducible to per 
mit withdrawal of said stopper control means; 

biasing means for overcoming said reduced ?uid 
substance pressure to withdraw said stopper con 
trol means; and 

stopper locking means for automatically and ?xedly 
restraining said plug stopper means after position 
ing into said extended-closed position thereby pre 
cluding inadvertent retraction of said plug stopper 
means. 7 

7. The invention according to claim 6 in which said 
stopper control means comprises, - 

a ?uid operation cylinder; 
stem means longitudinally interpose within said cylin 

der, ~ 

said stem means being operably connected to said 
stopper means at a second end opposite to ?rst end, 

said stem means having piston means at a ?rst end 
with which said ?uid under pressure cooperates to 
extend said stem and said stopper, 

said biasing means for keeping said piston, stern and 
stopper means in a withdrawn position in the ab~ 
sence of said pressurized ?uid comprising compres 
sive spring means interposed between 'said cylinder 
and said plug stopper means. 

8. The apparatus according to claim 7 in which said 
connection of said control means stem at said second 
end of said stem to said stopper plug means includes 
means to allow slippage therebetween thereby preclud 
ing rotation of said stopper means in response to any 
rotation of said stem. v - 

9. The apparatus according to claim 8 in which said 
stopper locking means comprises: 

a plurality of stationary guides within said operation 
cylinder; 

a guide cam cylinder positioned for reciprocating 
movement within said operation cylinder between 
said stem and and said piston; ~ 
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said guide cam cylinder having a plurality of guide 
cams about its periphery respectively positioned 
between said stationary guides to preclude the 
impartation of rotation to said guide cam cylinder; 

a plurality of lock stops positioned at one end of said 
operation cylinder between alternating ones of said 
stationary guides; 

locking cam cylinder means operably disposed be 
tween said guide cam cylinder and said stem for 
rotatable movement therebetween; 

said locking cam cylinder means having a plurality of 
locking cams which cooperate with a plurality of 
guide cam teeth on said guide cam to impart rota 
tional movement to said locking cam cylinder of 
pre-set interval when said guide cam teeth are forc 
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10 
ibly brought into contact with said respective lock 
ing cams; 

said locking cams alternatively being positioned 
under said respective lock stops and being removed 
from position under said lock stops upon successive 
application of force between said guide cam cylin 
der and said locking cam cylinder thereby locking 
said stem and stopper into its extended position 
upon a ?rst application of ?uid pressure followed 
by the release of said stem and stopper from said 
extended position upon a successive ?uid pressure 
application whereby said stem, piston guide cam 
cylinder and locking cam cylinder are withdrawn 
in said operation cylinder to said open withdrawn 
‘position by said biasing spring. 
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