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[57] ABSTRACT 
The article is a box or holder with partition members or 
shelves to hold items in the container between the said 
members. In a preferred form the box or holder may be 
square. Certain of the partition or shelf members are 
spaced so as to snugly hold a rectilinear item of a certain 
size transversely in the box. Spaced ribs are provided on 
the shelf members with a different spacing to hold addi 
tional items having a different width in a transverse 
position in the box. In this manner the box or holder has 
the capability of snugly and efficiently holding within it 
rectilinear articles of different widths and overall sizes, 
such as, for example, TV and computer game car 
tridges, or video tape cartridges, and the like. This capa 
bility is realized in a box of minimum size and with 
optimum efficiency. 

5 Claims, 4 Drawing Figures 
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HOLDER OR CONTAINER FOR TAPE 
CARTRIDGES - 

BACKGROUND OF THE INVENTION 

1. Field of the Invention ' 

The ?eld of the invention is that of containers, cabi 
nets, or holders particularly adapted for holding, stor 
age and/or carrying of articles, particularly rectilinear 
articles which may be items such asTV and computer 
game cartridges, and the like. 

2. Description of the Prior Art 
Known prior art patents having some relation to the 

?eld include U.S. Pat. Nos. 3,032,381; 3,561,004; 
3,627,113; 3,666,337; 3,674,132; 3,710,900; and 
3,830,363. The prior art patents deal primarily with 
cabinets or trays or similar structures which lack the 
capability or adaptability of being to hold in ‘a single 
space, rectilinear articles of different sizes and thick 
nesses. The prior art is lacking in the unique qualities 
and capabilities of the invention as described in detail 
hereinafter. 

SUMMARY OF THE INVENTION 

The invention as referred to in the abstract is a holder 
or container which may simply be a box particularly 
adapted for holding small rectilinear articles and more 
particularly TV and computer game tape cartridges, or 
video tape cartridges. These articles, this is the car 
tridges, typically are rectilinear in con?guration but 
come in different sizes and particularly in different 
thicknesses. It is desired to have available a container or 
holder for storage or. carrying purposes in which vari 
ous of these articles of different sizes can be held snugly 
and carried, stored, or transported. It is desired that 
these capabilities be embodied in a single container or 
holder and the herein invention realizes this purpose in 
a unique way. 
The container or holder of the invention may prefera 

bly be square and of modular construction embodying a 
plurality of square units. Provided on the inner side 
walls of a unit are partition members or shelves. The 
partition members are spaced so that rectilinear articles, 
that is’, cartridges can be snugly held between the mem 
bers. Preferably the box has a face or front panel with 
rectangular openings to accommodate receiving car 
tridges that fit the openings, the cartridges then being 
held between the partitions or shelves. ' 

In the light of the foregoing, the primary object of the 
invention is to provide and make available a container 
or holder having the capability of snugly holding within 
it rectilinear articles of a plurality of different sizes by 
way of partitions or shelves arranged so that articles can 
be positioned and held between the partitions or shelves 
within the container. 
A further object is to provide a holder or container as 

in the foregoing object, wherein the partition members 
have spacings adapting the container to snugly hold 
various particular items and more especially TV and 
computer game tape cartridges, cassettes, and boxes for 
tape cassettes. 

Further objects and additional advantages of the 
invention will become apparent from the following 
description and detailed drawings. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is an isometric view of a preferred form of the 
invention; 
FIG. 2 is a sectional view taken along the line 2—2 of 

FIG. 1; 
FIG. 3 is a sectional view of the box of FIG. 1, illus 

trating the modular construction. 
FIG. 4 is a detail sectional view taken along line 4—4 

of FIG. 2; 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

FIGS. 1, 2, 3 and 4 show a preferred embodiment of 
the invention in which the holder or box is substantially 
square. Preferably it may be made of plastic by an injec 
tion molding process. In these ?gures the box has a 
sidewall 10 and opposite sidewall 12, a backwall 14, a 
top wall 16, and bottom wall 18. The box has one face 
over which there is placed a panel, as designated at 22, 
which will be identi?ed herein as the front panel cover 
ing the face of the box. 

In a preferred construction the design is modular 
whereby a plurality of boxes can be readily secured or 
joined together. To accommodate this, boxes are pro 
vided with tongues and grooves whereby various sides 
of a box can be readily joined to another box by way of 
a tongue and groove joint. As shown in FIG. 3 the side 
10 is provided with a groove as designated at 26, the 
ends of which are under cut as shown. The opposite side 
12 is provided with a tongue 28, the side edges of which 
are under cut as shown so that they can fit into a groove 
26. Side 16 is provided with a groove 30 like the groove 
26 and is provided with a tongue 32 like the tongue 28. 
FIG. 3 illustrates how the modular construction is used 
this ?gure showing additional boxes being secured to 
the one box by way of the tongue and groove joints 
formed between ‘the tongues and the grooves on the 
sides of the boxes. 
The front plate or panel 22 is generally ?at and of a 

size to cover the front opening of the box. It is in the 
form of a frame having a top member 36, a bottom 
member 38, and side members 40 and 42. The top mem 
ber 36 and the side member 40 have cutouts as shown so 
as to conform to the grooves 16 and 26 in the top 16 and 
the side 10 of the box. The side 42 and the bottom mem~ 
ber 38 have extending parts as shown to'accom'modate 
their ?tting over the tongues 28 and 32 on the side 12 
and the bottom 18. 
At each corner of the panel 22 on the inside there is 

provided an angular rib or lug designated at 50. These 
lugs fit inside the front corners of the box and then 
preferably can be secured by adhesive bonding or oth- - 

erwise. 
The front panel 32 has a plurality of similar rectangu 

lar openings in it as designated at 52, 53, 54 and 55. 
These openings are of a size to snugly receive a rectilin 
ear object such as, for example, a TV computer game 
cartridge or a video tape cassette, which will ?t through 
the opening. On the inside of the box are a plurality of 
partitions or shelves as designated at 55, 56, 57, which 
are equally spaced apart and are similarly spaced from 
the top and bottom walls. With the box in the position 
as shown in FIG. 1 these partitions form shelves as in a 
cabinet or the like. The openings 52-55 are in a position 
so that objects inserted through them come into posi 
tion between the partitions and/or between a partition 
and top or bottom wall. Thus, as can be seen, due to the 
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sizing of the openings at 52-55, the article to be stored 
is received through the opening and is then snugly held 
between the partitions or shelves which are aligned 
with the part of the front panel 22 and between the 
openings. ' I 

The box is constructed to accommodate objects as for 
example, tape cartridges of different widths. The width 
dimension is the dimension transversely of the box, as 
shown. The vertical dimension is identi?ed as the thick 
ness dimension. The third dimension is the length of the 
object or otherwise the depth of the box‘ or cabinet. 

Provided on the shelf 55 are spaced ribs 62 and 64 
which are spaced to accommodate an object such as a 
tape cartridge of a different width which can be inserted 
through the opening 52. Similarly such object is held 
between the partition or shelf 55 and the top of the box. 
Shelf 55 has similar ribs 66 and 68 and additionally this 
particular shelf also has similarly spaced ribs on its 
lower side as designated at 70 and 72 to accommodate 
an object inserted into a position between the partitions 
or shelves 56 and 57. The partition 57 has ribs as shown 
at 74 and 76 on its under side having the same spacing as 
the other ribs on the shelves. The ribs 74'and 76 can 
accommodate an object such as a tape cartridge of a 

' narrower width inserted through the opening 55 into a 
position between the shelf 57 and the bottom wall 18. 

If desired the partitions or shelves 55-57 can be con 
‘ structed for sliding movement so as to slide in and out 
with respect to the box. As may be seen the ribs on the 
shelves are positioned to accommodate and hold snugly 
an object in any one of the spaces either between 
shelves or between a shelf and the top and bottom wall. 
The shelf 56 has ribs on both sides since it‘ is between 
two other shelves and therefore the ribs accommodate 
articles between shelf 56 and either the shelf 55 above’ 
and/or the shelf 57 below it. 
From the foregoing those ‘skilled in the art will under 

stand the nature, construction and utilization of the 
invention and the manner in which it achieves and real 
izes the objects as set forthin the foregoing. 
The foregoing disclosure is representative of a pre 

ferred form of the invention and is to be interpreted in 
an illustrative rather than a limiting sense, the invention 
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to be accorded the full scope of the claims appended 
hereto. ' 

I claim: 
1. As a product of manufacture a holder or cabinet 

constructed for holding rectilinear ?at sided articles of 
different sizes, especially tape cartridges ‘comprising a 
rectilinear container having a front side having a plural 
ity of uniform rectangular openings spaced from each 
other and being of a size to receive articles such as tape 
cartridges of a ?rst size, means forming partitions 
within the container in a position normal to the said‘ 
front side and in positions between the said front open 
ings to form spaces opposite said openings of a size to 
receive articles of said ?rst size, said partitions having 
means including relatively short ribs upstanding from 
the surface of the partitions on at least one side thereof, 
thesaid ribs being spaced apart an amount that is less 
than the corresponding dimension of the said rectangu~ 
lar openings in the front face of the container, the said 
spacing of the ribs being in an amount to snugly accom 
modate articles of a second size being placed into said 
container through said front openings, the‘. said ribs 
being suf?ciently short to allow insertion of articles of 
the ?rst size into the said spaces. 

2. A product as in claim 1 wherein at least one of said 
partition has ribs as identi?ed on opposite sides of the 
partition whereby an article of the second size received 
in the holder through one of said front openings is held 
by ribs on at least one of said partitions on opposite sides 
of the article. ‘ ' ' ‘ 

3. A product as in claim 1 wherein said front side is in 
the form of a panel having integral corner projections 
shaped to ?t into the inside of the container for secure 
ment of the panel thereto. 

4. A product as in claim 3 wherein each of said pro 
jections is right angular shaped having surfaces engaga 
ble with interior surfaces of the container. - 

5. A product as in claim 1 wherein the container has 
at least one tongue formed on a wall thereof and it has 
at least one groove formed on a wall thereof, the 
tongues and grooves being of such con?guration that an 
individual container forms a module attachable to an 
other container by way of a tongue and groove joint 
formed by a tongue on a wall of one container and a 
groove on a wall of another container. 
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