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MECHANICAL SEAL WITH ECCENTRIC SEAL 
FACES 

BACKGROUND OF THE INVENTION 

Conventional mechanical seals are used to separate 
different ?uids and comprise a rotatable seal ring rota 
tionally connected to a rotatable shaft with a seal face 
engaging a seal face of a stationary seal ring connected 
to a housing and the like, one or both of the seal rings 
being axially movable and being resiliently urged 
toward one another so to insure seal face engagements. 
Distortion of the seal ring support, either shaft or hous 
ing which occurs primarily because of temperature 
considerations as transmitted to the seal rings causing 
distortion of the seal rings and malfunction‘of the seal. 
Wearing of the seal faces can be expected because of the 
speed of rotation therebetween which can become se 
vere in high speed applications. ‘ 

THE INVENTION 

According to the invention, there is disclosed a me 
chanical seal assembly comprising a rotatable seal ring, 
a stationary seal ring and an intermediate ?oating or 
central seal ring, the latter having spaced seal faces one 
of which engages the seal face on the rotatable seal ring 
and the other of which engages the seal face on the 
stationary seal ring. The central seal ring is centered by 
the housing yet is free to rotate, the housing forming a 
bearing therefor. One of the important features of this 
invention is the eccentric seal faces of the central seal 
ring; the faces are eccentric to one another and also to 
the axial center of the assembly. Thus, the seal faces of 
the central ring may operate as rotating faces or as 
stationary faces or as rotating faces with rotational 
speeds differing from that of the shaft depending upon 
the differential friction existing at any time between the 
contacting seal faces. 

THE DRAWINGS 

FIG. 1 is a sectional view of one embodiment of the 
invention; 
FIG. 2 is a sectional view of a second embodiment of 

the invention; and 
FIG. 3 is a face view of a sealing face of the central 

ring showing the spaced face in broken lines. 

DETAILED DESCRIPTION 

Looking now at FIG. 1, there is illustrated a mechani 
cal seal assembly 10 associated with a rotatable shaft 12 
and a multiple part stationary housing 14. The seal as 
sembly 10 comprises a stationary seal ring 16 connected 
by a ?anged ring 18 and bolts 20 to the housing 14, a 
rotatable seal ring 22 and a central seal ring 24. The 
rotatable seal ring 22 surrounds a shaft sleeve 26 which 
is keyed to the shaft 12 by a key 28 in keyways 30, 32, 
and is keyed by a key 34, received in keyways 36 and 38 
in the seal ring 22 and in a rotating face body 40, respec 
tively. A resilient U-cup 42 is located in a cavity 44 in 
the body 40. A U-cup follower 46 engages the U-cup 42 
and is resiliently urged towards the U-cup 42 by a plu 

' rality of springs 48 received in the spring pockets 50 in 
a spring holder 52 surrounding the shaft sleeve and 
surrounded by a portion of the U-cup follower 46. The 
springs 48 thus urge the seal ring 22 toward the central 
ring 24. The central seal ring has opposed faces 54 and 
56 engaging seal faces 58 and 60 of the seal rings 16 and 
22, respectively. The outer periphery of the central ring 
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24 is contained within the ?anged ring 18 and a portion 
62 of the ring 18 acts as a bearing for the ring 24. 
The faces 58 and 60 of the seal ring 16 and 22 can be 

titanium carbide, tungsten carbide, stellite, aluminum 
oxide and the like; the central seal ring 24 can be made 
of carbon while the portion 62 of the ?anged ring 18 can 
be surfaced with the same material as are the seal faces 
58 and 60. 
The seal faces 54 and 56 are eccentric to the seal faces 

58 and 60, respectively, and are also eccentric to one 
another, as illustrated in FIG. 3‘ of the drawings. 
A second embodiment of the invention is illustrated 

in FIG. 2. The arrangement of parts is the same as in the 
FIG. 1 embodiment and the same reference characters 
are used. The main difference is in the materials used for 
the seal rings 16, 22, and 24 and the bearing surface 62. 
In this embodiment the seal rings 16 and 22 and the 
bearing surface 62 are made of carbon or carbon-like 
material while the central seal ring 24 or at least the 
faces 54, 56 thereof are made of titanium carbide, tung 
sten carbide, stellite, aluminum oxide and the like. 
The drive system for the right hand portion of the 

seal (as viewed in the drawings) is the same as described 
in applicant’s U.S. Pat. No. 3,858,890, granted Jan. 7, 
1975. In that this drive system forms no part of the 
present invention, the parts, while shown, are not de 
scribed in detail. 
The seal of this invention has two sets of wearing 

surfaces which are provided by the engaging seal faces. 
The central of intermediate seal ring is free to operate as . 
a stationary ring or a rotating ring depending on the 
differential friction at a seal face thereof. In other 
words, the seal of the central ring will operate on one 
contact surface or the other depending on which one 
has the lowest coefficient of friction at that time; as that 
contact surface wears and its coefficient of friction 
increases, the seal will then run on the other face or 
contact surface. Each time the seal is started and 
stopped, it will alternate from one wearing surface to 
the other; having two sets of wearing surfaces increases 
the seal life. The operation of alternating wear surfaces 
is enhanced by the surfaces of the central seal ring being 
eccentric to its engaging surface: and also to the other. 

In testing a seal constructed according to this inven 
tion, it has been observed that when standing still, the 
seal permits some slight leakage across the seal faces. 
Thus, a ?uid ?lm exists between seal faces. Therefore, 
starting torque for this seal is of a low value. 

I claim: 
1. In a mechanical seal assembly adapted to be associ 

ated with a rotatable shaft and a housing having a rotat 
able seal ring, a stationary seal ring and a central seal 
ring between the stationary and rotatable seal rings, the 
central seal ring having spaced faces which engage 
respectively a face of the stationary seal ring and the 
rotatable seal ring, the central seal ring being centered 
in a peripheral bearing therefor, the improvement 
which comprises: 
one seal face of one of said engaging seal faces being 

eccentric to the other engaging seal face. 
2. In a mechanical seal assembly as in claim 1, said 

seal faces of said central seal ring being eccentric to the 
respective seal faces of said engaging seal faces of said 
stationary and rotatable seal rings. 

3. In a mechanical seal assembly as in claim 2, further 
comprising said seal faces of said central seal ring being 

' eccentric to one another. 


