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iFLUID TRANSFER DEVICE 

This application is a continuation-in-part application 
of copending application Ser. No. 20,956, ?led Mar. 13, 
1979, now abandoned, which is a continuation of co 
pending application Ser. No. 778,024, ?led Mar. 15, 
1977, now abandoned. 
This invention pertains to devices for the transfer of 

fluids, and in particular to the use of catheters for trans 
fer of ?uids (liquids or gases‘) into or from the body. 

,It is a well known practice to place a catheter tube 
into the body, e.g., into a vein, by maintaining the end of 
the tube within a hollow needle while the needle is 
inserted into the interior of the vein. The tube is then 
pushed through the needle until any desired length of 
the tube is within the vein. ‘The needle is then with 
drawn from the body while the tube is held against 
withdrawal. However, a serious problem exists because 
the needle cannot subsequently be removed from the 
tube. It is impossible to slide the needle off the tube at 
the outer end of the latter, because present intravenous 
(IV) tubing equipment is such that maintenance of ste 
rility and safety factors require that the adapter utilized 
on the catheter tube is of a larger diameter than the 
inserting needle. Furthermore, the catheter tube must 
be ?xed permanently to the adapter to prevent possible 
separation of the catheter tube from the adapter with 
movement or slippage of the catheter into the vein and 
resultant passage of the catheter to other internal parts 
of the body. 

‘To overcome this problem, a slot has been provided 
along the entire length of the needle at a position of the 
wall generally opposite from the leading or cutting edge 
of ‘the needle. US. Pat. No. 3,603,311 to Huggins 
(1971), US. Pat. No. 3,550,591 to MacGregor (1970), 
US. Pat. No. 3,584,625 to Swick (1971), US. Pat. No. 
3,472,232 to Earl (1967), US. Pat. No. 2,842,133 to 
Uhma (1958), US Pat. No. 2,829,644 to Anderson 
(1958), British Pat. No. 904,237 to Elliott (1962), Ger 
man Reference No. 2,055,027 (1971) and German Refer 
ence No. 2,063,484 (1972) and an article by Mitchell in 
The British Medical Journal, February, 1952, page 435, 
all teach a needle with some form of slot. 

After the insertion is made and the catheter tube is 
positioned within the body, the needle is withdrawn 
from the body. The needle and catheter tube are then 
separated from each other by slipping the tube through 
the slot in the needle. 
However, a number of problems still remain with 

these prior art devices. Speci?cally, due to the shape of 
the needle, it is extremely dif?cult to maintain the sterile 
?eld about the insertion site. In many instances, surgical 
draping of the insertion site is necessary to guard against 
contamination of the catheter during placement. 

‘This fact, plus the complexity of a number of the 
prior art needles make their use dif?cult and slow. Also, 
the complexity increases the manufacturing costs of 
these needles. 

Furthermore, in some of the prior art needles, the 
resistance between the needle and catheter makes dif? 
cult the removal of the catheter after insertion. If undue 
force is necessary to remove the catheter, the possibility 
of completely pulling the catheter out of the insertion 
site increases. 
The present invention overcomes these problems. In 

the present invention, a needle having a continuous slot 
is provided with an adapter on the end of the needle 
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2 
opposite the cutting or leading edge. The height of the 
adapter is continuously tapered from a greatest height 
near the needle to the least height away from the needle. 
This enables the use of any of the three or four catheter 
guards currently on the market which have varying 
diameters so that sterility around the insertion site is 
easily maintained. ' 

In an alternative embodiment, the adapter is not ta 
pered, but is made of a non-rigid material. The use of a 
non-rigid material enables a tight ?t between the 
adapter and the catheter'guard so that the sterile ?eld is 
easily maintained. Furthermore, the non-rigid adapter 
also increases the ease of catheter insertion. The posi 
tion of the catheter with respect to the insertion needle 
may be ?xed by squeezing the adapter. When the needle 
is to be removed, less pressure is applied to the adapter 
so that the needle can slip with respect to the catheter. 

In addition, a further embodiment of the invention 
employs a tapered slot in the needle. The tapered slot 
enables a smooth removal of the catheter from the nee 
dle and minimizes the possibility of detrimental tension 
or pulling on the catheter. 
The inventor has also developed a novel catheter 

useful with “through the needle” type insertion devices 
which is tapered and has a slot at the narrow end. 
These and other objects and advantages of the inven 

tion will become more apparent and more readily ap 
preciated from the following detailed description of the 
presently preferred exemplary embodiments of the in 
vention taken in conjunction with the accompanying 
drawings, of which: 
FIG. 1 is a side view of a needle having a rigid 

adapter in accordance with the invention; 
FIG. 2 is a right hand end view of the needle of FIG. 

1; 
FIG. 3 is a left hand end view of the needle of FIG. 

1; 
FIG. 4 is a cross-sectional view taken along line 4—4 

of FIG. 2; 
FIG. 5 is a top view of FIG. 1; 
FIG. 6 is a cross-sectional view taken along the line 

6—6 of FIG. 1; 
FIG. 7 shows a catheter tube in place in the needle 

and ready for connection to a supply of ?uid to be 
transferred; 
FIG. 8 shows the needle in place in a vein and the 

catheter tube pushed into the vein beyondv the end of the 
needle; 
FIG. 9 shows the catheter tube being separated from 

the needle after withdrawal of the needle from the vein; 
FIG. 10 is a cross-sectional view taken along a sym 

metrical vertical plane of a needle having two slots in 
accordance with the invention; 
FIG. 11 is a top view of the cutting end of the needle 

of FIG. 10; 
FIG. 12 is a left hand end view taken at line l2——12 of 

FIG. 10; 1 
FIG. 13 is a cross section at line 13-13 of FIG. 13; 
FIG. 14 is a top plan view ofa needle having a non 

rigid adapter in accordance with the invention; 
FIG. 15 is an end elevation view of FIG. 14; 
FIG. 16 is a cross-sectional view taken along the 

16—-—16 line of FIG. 15; - 
FIG. 17 is a cross~sectional view taken along asym< 

metrical vertical plane of a needle having a non-rigid 
adapter and two slots in accordance with the invention; 
FIG. 18 is an end view taken along the 18—18 line of 

FIG. 17; 
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FIG. 19 is a top view of the needle in FIG. 1, except 
with a tapered slot; 
FIG. 20 is a top view of the needle in FIG. 14, except 

with a tapered slot; 
FIG. 21 is a top view of a catheter; 
FIG. 22 is an end view taken along the 22—-22 line of 

FIG. 21; 
FIG. 23 illustrates schematically one method of re 

moving the catheter from a needle in accordance with 
the invention; and 
FIG. 24 illustrates a second method of removing the 

catheter from a needle in accordance with the inven 
tion. 

In FIGS. 1-9 of the drawing, hollow needle 10 has a 
cutting edge terminating at forward tip 12. Continuous 
slot 14, in the needle wall, is positioned opposite from 
the position of the cutting edge 12. At the end of the 
needle opposite tip 12 tapered adapter 16, which is 
U-shaped in cross section, is provided for facilitating a 
grip on the needle for insertion thereof into and with 
drawal from a vein, as described below. As is evident 
from the FIGS. 1 and 2, adapter 16 has its greatest 
height near needle 10 and decreases with increasing to 
its least height on the opposite end. Needle 10 may be 
af?xed to adapter 16 in any convenient manner, for 
example, by laying the end of the needle open as best 
shown in FIGS. 4, 5 and 6 to fit the inner bottom con 
tour of adapter 16, and welding the two parts together. 
The taper of adapter 16 provides a very useful and 

advantageous function. As is well known in the art, a 
catheter guard sleeve usually is attached to the needle, 
or more precisely, to the adapter therefore, in order to 
maintain the sterile ?eld about the portion of the cathe 
ter that will be inserted within the patient. There are 
three or four catheter guards currently on the market, 
each having different diameters. The taper of adapter 16 
enables any of these sleeves to be used with the present 
invention. 
FIG. 7 shows needle 10 with catheter tube 18 inside 

the needle. Tube 18 has an outer diameter less than the 
inner diameter of the needle so that it is freely slidable 
thereon. Slot 14 has a lesser width than the outer diame 
ter of tube 18, but the thickness of the wall of the needle 
and the width of the slot should be selected so that with 
modest force the wall of the needle and/ or the tube will 
yield and the tube may be stripped out of the needle 
through the slot. In FIG. 7, tube 18 is ?tted with hollow 
receptacle 20 at its outer end. Hollow plug 22 is at 
tached to a further tube 24 which extends to a so-called 
IV bottle 26. When plug 22 is inserted into receptacle 20 
?uid may pass through tubes 18 and 24 as desired. 

In use, the needle is inserted into vein 28 to a position 
as shown in FIG. 8. Catheter tube 18, which is shown 
connected to the ?uid supply container 26, is pushed 
through the needle until the end of the tube is a desired 
distance into the vein, as shown in FIG. 8. The needle is 
then withdrawn from the body, to a position such as 
that shown in FIG. 9. The needle is separated from the 
tube by pulling the tube through the slot 14. In this way 
the needle may be removed from the tube with or with 
out disconnecting the tube 18 from the tube 24 leading 
to the ?uid supply apparatus. 
A modi?cation of the invention is shown in FIGS. 

10-13. Here the needle, designated 100, has slot 14 and 
an additional slot 30. Slot 30 is located opposite from 
slot 14, dividing the needle into two parts, except near 
the cutting edge 12. Slot 30 terminates at point 32, leav 
ing a web of needle material 34 for holding the two 
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parts of the needle together at the incision end. Modi 
?ed adapter 36 is ?tted to needle 100, being comprised 
of two side-by-side plates 38 and 40, each fastened to 
one side of the tube 10a. Adapter 36 is tapered as illus 
trated in FIG. 10 and as described above with respect to 
adapter 16 for the reasons discussed above. The plates 
have mating recesses at 38a and 40a to provide a pas 
sage for tube 18. However, plates 38 and 40 are not 
connected to each other. Therefore, when catheter tube 
18 is to be withdrawn from needle 100 through slot 14, 
plates 38 and 40 may be moved apart suf?ciently for 
tube 18 to pass therebetween. The needle sides are suffi 
ciently ?exible to permit this separation of the plates. If 
desired, plate 38 may have apertures 42 therein, into 
which pins 44 ?xed in plate 40 would be inserted for 
indexing purposes. 
The needle of FIGS. 10—13 has the advantage of 

separation of the needle parts, except at the cutting end, 
to thereby facilitate the separation of catheter tube 18 
from the needle. 
The fact that slot 30 does not intercept cutting edge 

12 of the needle means that a complete incision is made 
through the wall of the vein, without leaving any seg 
ment of vein wall to impede the movement of the cathe~ 
ter tube through the needle. The present design thusly 
avoids the formation of a tissue plug on incision of the 
skin and vein. The present inventor has discovered that 
the incision a needle makes in a venipuncture is actually 
related to the transverse diameter of the needle rather 
than its circumference. Therefore, open slot 14 in the 
needle at a position opposite the cutting edge does not 
present any problems of the type just mentioned. 
A further modi?cation of the invention is shown in 

FIGS. 14-16. In this embodiment, needle 10 has slot 14 
as discussed with respect to FIGS. 1~9. Adapter 50, 
which is not tapered as is the adapter in the embodi 
ments illustrated in FIGS. 1-13, is attached to the nee 
dle. However, adapter 50 is made of a non-rigid mate 
rial. In the preferred embodiment, adapter 50 is a non 
rigid plastic. Adapter 50 is cylindrical with slot 52 cut 
ting longitudinally, partially therethrough. Annulus 54 
is provided on adapter 50 to facilitate the gripping of 
adapter 50 and insertion of catheter 18. As illustrated in 
FIG. 15, slot 52 aligns with slot 14. During insertion, 
catheter 18 lies along the hollow portion of needle 10 
and at the bottom of slot 52. Although adapter 50 is 
illustrated as non-tapered, it can also be tapered. 
Adapter 50 greatly simpli?es the maintenance of 

sterility of the entire needle-catheter assembly during 
placement of the catheter into a vein or other lumen. 
The use of a non-rigid adapter enables a tight ?t be 
tween adapter 50 and the catheter guard. This tight ?t, 
in addition to the passage of the catheter through deep 
U-shaped slot 52 serves to function operatively so that 
the catheter placement can be done quickly, conve 
niently and aseptically. 

Non-rigid adapter 50 also enables control of the posi 
tion of catheter 18 passing therethrough during inser 
tion. This enables the maintenance of sterility of the unit 
and proper placement of the catheter in the vein. 
FIGS. 17 and 18 illustrate another embodiment of the 

present invention with a needle 1011 similar to the needle 
in FIGS. 10-13 attached to adapter portions 56 and 58. 
As discussed above with respect to FIGS. 10-13, needle 
10a comprises slots 14 and 30 on opposite sides of the 
needle body. Slot 14 extends the entire length of the 
needle, while slot 30 stops at point 32 to leave web 34 
connecting the needle halves. Each half of needle 10a is 
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connected to adapter portions 56 and 58, respectively. 
These portions are made of a non-rigid material, prefer 
ably non-rigid plastic. Grooves 60 and 62 are provided 
in adapter portions 56 and 58, respectively, to permit 
passage of the catheter through the adapter portions 
and the hollow portion of needle 10a. Annular portions 
64 on adapter portions 56 and 58 facilitate grasping the 
adapter portions during insertion and withdrawal of 
needle 10a. All of the advantages discussed above with 
respect to the inclusion of slot 30 and a non-rigid 
adapter accrue to this embodiment of the present inven 
tion. 
FIGS. 19 and 20 illustrate a variation on the embodi 

ments illustrated in FIGS. I—9 and l4—16, respectively. 
In the embodiments illustrated in FIGS. 19 and 20, 
needles 10b have slots 14b which are tapered, instead of 
uniform as illustrated in FIGS. I-9 and 14-16. The 
narrowest portion of slot 14b is near cutting edge 12, 
and the slot tapers continuously to nearly the opposite 
end of the needle. The precise width of the slot of the 
needle can be varied depending on the speci?c use of 
‘the needle and the size and shape of the catheter with 
which it is to be used. In the preferred embodiment, the 
minimum width of the slot near cutting edge 12 is ap 
proximately 0.0l mm less than the outer diameter of 
catheter 18. The slot then gradually widens toward the 
opposite end to a width approximately equal to the 
outer diameter of the needle. The use of a tapered slot 
greatly increases the ease of removal of the needle from 
either the standard intravenous catheter presently in 
use, or tapered and various other shaped catheters. 
The conventional wisdom of prior art needle-makers 

is that the entire length of the slot in the needle must be 
‘made as narrow as possible. This results from a belief 
that a narrower slot increases the ease of venipuncture 
and decreases the discomfort experienced by the pa 
tient. However, the present inventor has discovered 
‘that this is not accurate. As indicated above, the incision 
a needle makes in a venipuncture is actually related to 
the transverse diameter of the needle rather than its 
circumference. 

This discovery enables the employment of a wider 
flared slot in the needle which results in a number of 
distinct advantages over narrow slotted needles. A nee 
dle with a wider ?ared slot is much simpler and easier to 
use in actual practice. Furthermore, the use of a wider 
flared slot greatly increases the versatility of the needle, 
allowing use with more types, sizes, and shapes of cath 
eters or other devices. In addition, the needle with the 
‘wider ?ared slot is much easier and more economical to 
‘manufacture than prior art devices. ' 
One of the major problems with “through the nee 

dle” catheter insertion devices is their tendency to leak 
around the venipuncture site. The outer diameter of the 
standard intravenous catheter must obviously be less 
than the outer diameter of the needle, and accordingly 
the resulting venipuncture hole is always of a larger 
diameter than the cathether. 

FIGS. 21 and 22 illustrate a tapered catheter which 
‘overcomes these problems. Catheter 180 comprises a 
narrow, non-tapered portion 66 and tapered portion 68. 
Slot 70 extends from end 72 of catheter 180 well into 
tapered portion 68 of catheter 180. In the preferred 
embodiment slot 70 extends from end 72 to a point on 
tapered portion 68 which has a diameter of approxi 
mately twice that of non-tapered portion 66. 

Since the diameter of tapered portion 68 at the end of 
slot 70 is twice that of non-tapered portion 66 (which is 
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typically the size of a conventional non-tapered cathe 
ter), slot 70 approximately doubles the effective diame 
ter of the catheter after insertion. The volume of ?uid 
delivered by any intravenous catheter is related to the 
diameter of the catheter. Thus, by effectively doubling 
the catheter diameter, the volume of ?uid delivered 
increases. 

Following placement of catheter 18a in vein 74 or 
other site, and removal of the needle, catheter 18a is 
advanced into vein 74 to the point where the diameter 
of tapered portion 68 fully occupies the opening of the 
venipuncture site. This maneuver, combined with 
proper dressing of the site and associated infusion equip 
ment, effectively seals the skin and venipuncture site 
precluding any leakage of body or intravenous ?uid. 
Further, the absence of leakage around the site also 
facilitates the maintenance of an aseptic environment 
around the catheter and related equipment, thereby 
decreasing the incidence of local phlebitis and other 
complications of present day intravenous therapy. 
FIGS. 23 and 24 illustrate two ways of removing the 

catheter from the needle after insertion. In the stripping 
method illustrated in FIG. 23, catheter 18 is pulled up 
and out of needle 10 through slot 14, so that the entire 
length of catheter l8 pulls through slot 14. At the same 
time, needle 10 is pulled slightly down and back. Con 
siderable care must be taken to avoid pulling the cathe 
ter 18 out vein 74 and thus ruining the insertion proce 
dure. . 

In the slipping method illustrated in FIG. 24, needle 
10 is held stationary while the portion of catheter 18 in 
slot 52 is raised out of slot 52 until the catheter forms an 
angle of approximately 90° with needle 10. Forward 
pressure is then applied on catheter 18. The catheter 
then slips easily along slot 14 and out the pointed end of 
needle 10. Thus, only one point of catheter 18 pulls 
through slot 14. Since only forward pressure is applied 
to the catheter and the catheter moves only in the for 
ward direction, the possibility of pulling catheter 18 out 
of vein 74 is avoided. 
The methods of removal illustrated in FIGS. 23 and 

24 are discussed with respect to theembodiment of the 
present invention illustrated in FIGS. 14-16. Obviously, 
these methods of removal apply equally to any insertion 
needle having a single slot, with either a tapered or 
non-tapered catheter, tapered or non-tapered slot, and 
either a rigid or non-rigid adapter. 
The foregoing description has been made only for 

purposes of illustration, and the true scope of the inven 
tion is to be taken from the appended claim. 
What is claimed is: 
1. A device for supporting a ?uid transfer tube, the 

device comprising: 
an elongated hollow needle having a ?rst end shaped 

to form a cutting edge for making an incision into 
tissue and a second end opposite said ?rst end; 

a slot along the length of said needle at a position in 
the wall thereof removed from the position of the 
forward extremity of the cutting edge; and 

adapter means attached to said needle for gripping 
and moving said needle during insertion and re 
moval, said adapter means being generally cylindri 
cal and de?ning a passage extending longitudinally 
from one end of said cylinder to the other, said 
passage having a U-shaped cross section and being 
aligned with the hollow portion of said needle, said 
needle being attached to the walls de?ning said 
passage, the smallest width of said passage being no 
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smaller than the inner diameter of said needle, said 
adapter means being suf?ciently non-rigid to de 
form upon manual squeezing of the portion of said 
adapter means adjacent the curved bottom portion 
of said U-shaped cross-section to hold a catheter 
passing through said passage; 

the arrangement being such that the fluid transfer 
tube positioned within the needle may be removed 
from the needle through said slot therein. 

2. A device for supporting a fluid transfer tube, the 
device comprising: 

an elongated hollow needle having a ?rst end shaped 
to form a cutting edge for making an incision into 
tissue and a second end opposite said ?rst end; 

a ?rst slot along the length of said needle at a position 
in the wall thereof removed from the position of 
the forward extremity of the cutting edge; 

a second slot in said needle wall at a position substan 
tially opposite from said ?rst slot, the second slot 
extending from said needle second end to a point 
adjacent to but not through said needle cutting 
edge; and 

adapter means for gripping said needle during the 
insertion and removal thereof, said adapter means 
comprising ?rst and second portions each having 
an indentation, said portions forming a cylindrical 
body and said indentations de?ning a passage ex 
tending longitudinally from one end of said body to 
the other when said ?rst and second portions are 
disposed proximately, said needle being attached to 
the walls de?ning said passage, said adapter means 
being suf?ciently non-rigid to deform upon manual 
squeezing to hold in place a catheter passing 
through said passage; 

the arrangement being such that a ?uid transfer tube 
positioned within said needle may be removed 
from the needle through said ?rst slot therein. 

3. A system for administering a ?uid to the body 
comprising: 

an elongated hollow needle having a ?rst end shaped 
to form a cutting edge for making an incision into 
tissue and a second end opposite said ?rst end; 

a slot along the length of said needle at a position in 
the wall thereof removed from the position of the 
forward extremity of the cutting edge; 

adapter means for gripping and moving said needle 
during insertion and removal; 

a catheter having a tapered portion, said catheter 
de?ning a slot extending longitudinally from one 
end to at least said tapered portion; and 

means for supplying said ?uid to said catheter, 
the arrangement being such that said catheter within 

the hollow portion of said needle may be removed 
from said needle through said slot therein. 

4. A'device for inserting a ?uid transfer tube, the 
device comprising: 
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8 
an elongated hollow needle having a ?rst end shaped 

to form a cutting edge for making an incision into 
tissue and a second end opposite said ?rst end; 

a slot along the length of said needle at a position in 
the wall thereof removed from the position of the 
forward extremity of the cutting edge, said slot 
being continuously tapered from a most narrow 
point near said needle ?rst end and a widest point at 
said needle second end; and 

adapter means for gripping and moving said needle 
during insertion and removal; 

the arrangement being such that a ?uid transfer tube 
positioned within the needle may be removed from 
the needle through the slot therein. 

5. A device for supporting a ?uid transfer tube, the 
device comprising: 

an elongated hollow needle having a ?rst end form a 
cutting edge for making an incision into tissue and 
a second end opposite said ?rst end; 

a ?rst slot along the length of said needle at a position 
in the wall thereof removed from the position of 
the forward extremity of the cutting edge; 

a second slot in said needle wall at a position substan 
tially opposite from said ?rst slot, said second slot 
extending from said needle second end to a point 
adjacent to but not through said needle cutting 
edge, at least one of said ?rst and second slots being 
continuously tapered from a most narrow point 
near said needle ?rst end to a most wide point near 
said needle second end; and 

adapter means having a ?rst end attached to said 
needle second end and a second end opposite said 
adapter means ?rst end, for gripping said needle 
during the insertion and removal thereof, said 
adapter means comprising mating plates fastened to 
the respective sides of said needle de?ned by said 
?rst and second slots, 

the arrangement being such that a fluid transfer tub‘e 
positioned within said needle may be removed 
from the needle through the slot therein. 

6. A system as in claim 3, 4 or 5 wherein said adapter 
means having a ?rst end attached to said needle second 
end and a second end, said adapter means having a 
greatest height at said adapter means ?rst end, said 
height decreasing without increasing to the least height 
of said adapter means at said adapter means second end. 

7. A system as in claim 3, 4 or 5 wherein said adapter 
means having a U-shaped cross section de?ning a pas 
sage aligned with the hollow portion of said needle, the 
smallest diameter of said passage being no smaller than 
the inner diameter of said needle, said adapter means 
being suf?ciently non-rigid to deform upon manual 
squeezing of the portion of said adapter means adjacent 
the curved bottom portion of said U-shaped cross sec 
tion to hold a catheter passing through said passage. 
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