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CAPACITIVE KEYBOARD 

CROSS REFERENCE TO RELATED APPLICATION 

This application is a continuation-in-part of a'prior 
copending U.S. application Ser. No. 318,483, ?led Nov. 
5, 1981, and now abandoned. ‘ 

TECHNICAL FIELD OF THE INVENTION 
The invention generally relates to keyboards with 

switch keys that de?ne one capacitance when at rest 
and a different capacitance when activated. More par 
ticularly, the invention relates to such a capacitive key 
board wherein the capacitance of each key is de?ned by 
the position of a spring within the key. ' 

BACKGROUND OF THE INVENTION 

Capacitive keyboards typically have many switch 
keys which may be pressed and released to respectively 
de?ne active and inactive switch states. Each switch 
key has a capacitive element that de?nes a low capaci 
tance when the key is inactive and a relatively higher 
capacitance when the key is pressed. The change in 
capacitance of a key therefore indicates the operational 
state of the key. 

Capacitive keyboards are desirable because of their 
structural simplicity and their associated relatively low 
manufacturing cost. Also, capacitive keyboards have a 
potentially higher reliability and a longer life then key 
boards with keys that physically make and break con 
ductive connections. 
The above-referenced parent patent application Ser. 

No. 318,483, ?led Nov. 5, 1981, shows several embodi 
ments of an improved capacitive keyboard and associ 

' ated switch keys that have many desirable features. One 
such embodiment of a switch key utilizes a spring to 
de?ne a capacitance which indicates the operational 
state of the key. In operation, when the key is at rest, the 

_ spring is fully extended to de?ne a minimum capaci 
tance with respect to an underlying dielectric sheet and 
stationary capacitor plate. When the key is pressed, the 
spring is compressed so that its coils spread out over the 
dielectric sheet and the underlying capacitor plate. The 
compressed coils of the spring are disposed adjacent to 
the underlying plate and therefore de?ne an increased 
capacitance for as long as the key is pressed. 
The spring for each switch key of the disclosed ca 

pacitive keyboard is connected to an underlying printed 
circuit board by inserting a downwardly extending end 
of the spring into a plated hole of the board and solder 
ing the end of the spring in the hole. In manufacturing 
such a capacitive key, the spring must ?rst be carefully 
positioned on the printed circuit board and rotated until 
its downwardly extending end slips into its associated 
solder hole. If the keyboard has many keys, it can take 
a substantial amount of time to align and solder all of the 
springs to the board. The alignment process therefore 
adds to the cost of manufacturing. 

Moreover, if the spring is rotated slightly when its 
end is in the printed circuit board, the body of the spring 
will move out of alignment with respect to its underly 
ing capacitor plate and will therefore have to be re 
aligned prior to soldering. Such realignment further 
reduces manufacturing ef?ciency and increases manu 
facturing costs. 

Accordingly, it is an object of the invention to pro 
vide a relatively simple, inexpensive and rapid means 
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2 
for conductively af?xing capacitive springs to a printed 
circuit board of a capacitive keyboard. 
Another object of the invention is to provide a 

printed circuit board of va capacitive keyboard with 
plated holes that are positioned adjacent to the outer 
edge of the base of a capacitive‘ spring to pass molten 
solder to the spring and thereby conductively connect 
the spring to the circuit-board. 
A further object of the invention is to provide a man 

ufacturing process whereby capacitive springs may be 
easily aligned and conductively af?xed to a printed 
circuit board of a capactive keyboard. 
Another object of the invention is to provide a capac 

itive switch with a capactive spring which is positioned 
in relation to an underlying capacitive plate to maximize 
the difference between a switch capacitance de?ned 
when the spring is compressed and a switch capacitance 
defined when the spring is released. 

SUMMARY OF THE INVENTION 

In order to achieve the objects of the invention and to 
overcome the problems of the prior art, a preferred 
embodiment of a capacitive switch key includes a 
switch body that contains a capacitive spring and a 
plunger that slides into and out of the body and that 
rests on top of the spring. The spring biases the plunger 
outwardly and therefore fully extends the plunger out 
side the housing when the switch key is at rest. When 
the plunger is pressed into the housing, the spring is 
compressed against an underlying capacitive pad that is 
supported on a circuit board. 
The capactive pad is comprised of a metal capactive 

plate that is disposed on the top surface of the circuit 
board and a dielectric sheet or membrane that covers 
the capacitive plate. The capacitive spring and capaci 
tive pad are dimensioned so that when the key switch is 
inactive, a minimum area of contact is de?ned between 
the spring and the pad. When the plunger of the switch 
key is pressed, and coils of the capacitive spring are 
compressed and are therefore ?exed against the dielec 
tric surface of the pad. The proximity of the coils to the 
surface of the capacitive pad increases the capacitance 
of the switch key and thereby indicates that the key is 
activated. 

Plated holes are formed through the printed circuit 
board and are positioned adjacent to the outer coil of 
the base of the capacitive spring. Each hole has a pe 
ripheral ?ange upon which a portion of the base of the 
spring rests. The spring is af?xed to the printed circuit 
board by molten solder which passes up through the 
plated holes and over the associated ?anges to the base 
of the spring. The solder hardens to conductively con 
nect the plated holes and the spring. 
vIn manufacturing, capacitive springs are aligned on a 

printed circuit board by a jig which has holes that are 
dimensioned to receive the bases of the springs. The jig 
is aligned on the circuit board and springs are placed in 
the holes at their proper keyboard positions. A pressure 
plate is then positioned over the jig and is lowered to 
compress the springs against the underlying printed 
circuit board. Clamps are applied to hold the pressure 
plate, jig, and printed circuit board together. Molten 
solder is thereafter applied to plated holes of the printed 
circuit board to af?x the capacitive springs to the board. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 illustrates a top elevation, partial cut-away 
view of a printed circuit board and one capacitive 
spring positioned over the board in accordance with the 
invention. 
FIG. 2 illustrates a cross-sectional view of a preferred 

embodiment of two switch keys of an assembled key 
board, taken along a line corresponding to the line 2—2 
of FIG. 1. 
FIG. 3 illustrates a cross-sectional view of a capac 

tive spring mounted in accordance with the invention, 
taken along a line 3——3 of FIG. 1. ' 
FIG. 4 illustrates a perspective view of a printed 

circuit board and apparatus for conductively af?xing 
capacitive springs to the board. 
FIG. 5 illustrates a cross-sectional view of the capaci 

tive spring mounting apparatus of FIG. 4, taken along a 
line 5---5. ’ 

FIG. 6 illustrates a cross-sectional view of a portion 
of the apparatus of FIG. 5, taken along a line 6—6. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

The remaining portion of the speci?cation will de 
scribe preferred embodiments of the invention when 
read in conjunction with the attached drawings, in 
which like reference characters designate identical ap 
paratus. 
FIG. 1 illustrates a top elevation, partial cutaway 

view of a portion of a printed circuit board 1 of a {are 
ferred embodiment of the capacitive keyboard of the 
invention. The printed circuit board is a relatively rigid 
panel that supports conductive forms which are’pro 
duced on the surface of the panel by known photolitho 
graphic techniques. Thus, the board 1 supports a con 
ductive capacitive plate 2, conductive support bars 3 
positioned in insulated, spaced relation to the plate 2, 
and conductive eyelets 4, 5 and 6. The eyelets 4 and 5 
are conductively connected by an intermediate conduc 
tive trace 7 and the eyelet 6 is conductively connected 
to the plate 2 by a conductive trace 8. A dielectric sheet 
or membrane 9 covers the plate 2, bars 3 and a portion 
of the underlying board 1. For purposes of discussion, 
the plate 2 and overlying dielectric sheet 9 will be col 
lectively referred to as a capacitive pad 10. 
A second conductive plate 11 is shown in insulated, 

spaced relation to the plate 2. The plate 11 and an over 
lying dielectric sheet 13 form a capacitive pad 21. The 
pad 21 has support bars 12, eyelets 14, 15 and 16 and 
traces 19 and 20 in the same relative positions as de 
scribed for the pad 10. 
The capacitive pad 21 is illustrated with an overlying 

capacitive spring 22. The outer base coil of the spring 22 
rests on the support bars 12 outside the area of the pad 
21 and the remaining coils of the spring are supported in 
spaced relation over the pad. In a preferred embodi 
ment of the invention, the bars 12 are formed of the 
same conductive material and with the same thickness 
as the plate 11. The dielectric sheet 13 covers the bars so 
that their support surface is at the same level as the top 
surface of the capacitive pad 21. Thus, the bars support 
the spring in stable relation to the underlying plate 11. 
The spring 22 may alternatively be supported by a 
structure made of insulating material, and positioned to 
support the base coil of the spring outside the area of the 
plate. 
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4 
As shown in FIG. 2, the capacitive pad 10 has a 

capactive spring, 29 supported on the bars 3 and posi 
tioned as shown for the spring 22. The spring 29 is 
omitted from FIG. 1 in order to provide an unob 
structed view of the pad 10 and its support bars 3. 
The capacitive springs 22 and 29 are preferably made 

of stainless steel with a copper coating applied, for 
‘example by electroplating. The stainless steel springs 
resist corrosion and maintain their resiliency over a 
relatively long life. Moreover, the copper coating pro 
vides a lubricated surface and thereby facilitates the 
formation of the springs. The copper plated springs are 
also readily soldered to facilitate conductive mounting 
on the printed circuit board. 

It should generally be understood that the printed 
circuit board 1 may be made any desired size and may 
include any desired number of capacitive pads and asso 
ciated capacitive springs. Thus, the two capacitive pads 
and single spring of FIG. 1 are shown merely to facili 
tate an understanding of the invention and are not in 
tended to limit the invention to a particular number of 
pads and springs. 
The physical relationship of the springs 22 and 29 and 

their respective underlying pads 21 and 10 may be bet 
ter understood by reference to a cross-sectional view of 
a portion of a capacitive keyboard which is illustrated in 
FIG. 2. The cross-sectional view of FIG. 2 is taken 
along a line corresponding to the line 2-—2 of FIG. 1. As, 
shown in FIG. 2, two switch keys 23 and 24 are 
mounted in a front panel 25 through apertures 26 which 
are dimensioned to pass the respective housings 31 and 
32 of the switch keys. Each of the switch keys has resil 
ient locking tabs 27 which are compressed inwardly 
when the housing of the key is passed through its aper 
ture of the front panel 25. The tabs spring outwardly to 
lock the housing within the front panel when the bot 
tom of the housing abutts the printed circuit board 1 in 
position over an associated capacitive pad. 
The switch key 23 of FIG. 2 has a plunger mechanism 

with a shaft 27 that is slidingly retained in the housing 
31 of the key. An end cap 28 is af?xed at the free end of 
the shaft. The key 23 of FIG. 2 is shown in its inactive 
state, with the shaft 27 supported by the capacitive 
spring 29 and biased to a fully extended position outside 
the housing. 
When the switch key 23 is in the inactive state shown 

in FIG. 2, the outer base coil of the spring 29 is sup 
ported by the bars 3 outside the area of the plate 2 and 
allof the inner movable coils of the spring are supported 
above the plate 2 and the overlying dielectric sheet 9. In 
the inactive state the spring 29 and its underlying capac 
itive plate2 de?ne a minimum capacitance which may 
be monitoredby a capacitance monitoring circuit (not 
shown) connected across the plate and spring. The 
conductive bars 3 do not contribute to the capacitance 
of the plate, because they are positioned in insulated, 
spaced relation to the plate. The inactive state of the 
key is therefore characterized by a near zero capaci 
tance. This near zero capacitance is desirable because it 
de?nes an inactive switch state that is relatively easy to 
detect. . 

As shown in FIG. 2, the switch key 24 is pressedso 
that its shaft is fully extended into its housing 32 and its 
capacitive spring 22 is compressed. When the spring 22 
is compressed, several of its inner coils are . pressed 
down over the underlying pad 21. The compressed 
inner coils form a capacitor plate in close association 
with‘the plate 11 and therefore de?ne a maximum ca 
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pacitance for the key 24. The above-mentioned capaci 
tance monitoring circuit (not shown) is connected 
across the spring 22 and plate 11 to sense the increased 
capacitance and provide an electrical indication that the 
key 24 has been activated. 
Each of the conductive springs of the printed circuit 

board 1 is soldered to a conducting output terminal of 
the circuit board. As shown in the enlarged cross-sec 
tional view of FIG. 3, the spring 22 is held in operative 
position with respect to its underlying capacitive plate 
11 by soldered connections through the plated hole 33 
of the eyelet 15 and the plated hole 35 of an eyelet 37 of 
the circuit board 1. The plated holes 33 and 35 extend 
through the printed circuit board and have respective 
conducting eyelet ?anges that are disposed on the sur 
face of the board. In operation, molten solder .38 and 39 
?ows up the plated holes 33 and 35 by capillary action 
and spreads over the ?anges of the respective eyelets 15 

. and 37 to contact the base of the spring 22. Thereafter 
the solder hardens to conductively af?x the spring to 
the eyelets. 
As explained above, the eyelet 15 is conductively 

connected to an output terminal eyelet 14 by an inter 
mediate conductive trace 19. The capacitance monitor 

_ ing circuit is connected to the eyelet. 14 and is thus 
conductively connected to the spring 22 through the 
solder 38. 

In manufacturing, molten solder is applied at the back 
of the board 1 to the holes 33 and 35, for example by 
means of a wave solder process known in the art. It 
should be understood that the base of the spring does 
not have to pass over the holes in order to effectuate a 
satisfactory solder connection. The base of the spring 
need only contact the ?anges of the eyelets 15 and 37 in 
order to receive the flow of solder up through the re 
spective holes. 
As shown in FIG. 1, the printed circuit board has 

openings 40 that are dimensioned to pass screws 53, for 
example as illustrated in FIG. 2. The screws 53 pass up 
through the printed circuit board and screw into associ 
ated walls 55 of the housings of the switch keys 23 and 
24. The screws 53 are provided to insure that there is a 
close contact between the base of the housing of a 
switch key and its underlying printed circuit board. 
Many switch key housings do not require a screw 53 to 
maintain the necessary close contact with the printed 
circuit,board, because the dimensioning of the front 
panel 25, resilient locking tabs 27 and switch housing is 
suf?cient to wedge the base of the housing ?rmly 
against the board. However, if the printed circuit board 
is expected to ?ex in a particular area, switch key hous 
ings in the area might require screw connections to 
maintain their housing bases in contact with the board. 
Thus, for example, if a relatively long printed circuit 
board is employed, the center of the board might be 
expected to ?ex or sag and therefore the switch key 
housings in the central area could be screwed to the 
board. 

If the screw 53 is made of a conducting material, it 
should be insulated from its associated capacitive plate 
so that it does not affect the capacitance of the switch 
key. Thus, for example, the opening 40 of FIG. 1 is not 
plated and therefore the associated metal screw 53 is not 
conductively connected with the capacitive plate 11. 
The capacitive plate 11 is conductively connected to 

an eyelet 16 which de?nes the output terminal for the 
capacitive plate 11 and which is conductively con 
nected to the capacitance monitoring circuit. 
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6 
FIG. 4 illustrates a simple apparatus which may be 

employed in a manufacturing process to easily locate 
and solder many springs on a supporting printed circuit 
board. The apparatus is shown with respect to two 
springs for simplicity of illustration. However, it should 
be understood that the apparatus and process may be 
employed to af?x any desired number of springs to a 
printed circuit board. _ 

In operation, a locator jig 41 is placed on the printed 
circuit board 1 and is aligned with the printed circuit 
board so that openings 43 of the jig are located at re 
spective positions for capacitive springs. Each of the 
openings 43 is dimensioned to receive and pass the base 
coil of a spring. Moreover, the springs and openings of 
the jig may be color coded so that particular desired 
sizes of springs can be easily placed at required positions 
on the printed circuit board. 
When all of the springs have been placed in their 

respective holes of the jig 41, a solid compression plate 
45 is pressed against the springs to ?rmly hold them 
against the printed circuit board and adjacent to the 
plated mounting holes through which they will be 
soldered to the board. Clamps 47 are provided to hold 
the printed circuit board 1, locator jig 41 and compres 
sion plate 45 in contact. The capacitive springs are 
thereafter soldered at their respective locations by ap 
plying molten solder to the underside of the board at the 
plated mounting eyelets. 
FIG. 5 illustrates a cross-sectional view of the spring 

mounting apparatus taken along a line 5-5. As shown 
in FIG. 5, a spring 49 is mounted in contact with the 
?anges of its associated eyelets 51. Voids are provided 
to allow beads of solder to form at the surface of the 
printed circuit board in contact with the base of the 
spring. FIG, 6 shows an additional cross-sectional view 
of the apparatus of FIG. 5 to illustrate the positioning of 
the outer coil of the spring 49 over the ?anges of the 
eyelets 51. 

After the springs have all been soldered to the printed 
circuit board, the clamps, compression plate and locator 
jig are removed and the operation of each of the capaci 
tive springs is tested by measuring the minimum capaci 
tance of each spring at rest and then pressing the springs 
and measuring their associated maximum capacitance. 
After the springs are tested, the printed circuit board is 
secured, for example by screws, within a keyboard 
housing having the front panel 25 of FIG. 2. Individual 
switch key housings are then pressed through associ 
ated apertures of the front panel and are snapped into 
place over their associated capacitive springs. As ex 
plained above, switch key housings located in sections 
of the printed circuit board that are likely to ?ex may be 
af?xed to the board by screws 53. 
The particular disclosed shapes and relative sizes of 

the springs and underlying capacitive plates and dielec 
tric sheets are preferred for use in a relatively inexpen 
sive and reliable capacitive keyboard. However, the 
invention is not necessarily limited to the disclosed 
relative sizes and shapes of the springs, underlying ca 
pacitive plates and dielectric sheets. Thus, it is expected 
that other sizes and shapes of such components could be 
employed without departing from the spirit of the in 
vention. 

Individual housings have been provided for each 
switch key in order to facilitate the manufacture of 
keyboards having different numbers of keys and differ 
ent arrangements of keys. However, the invention is not 
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necessarily limited to key switches which have individ 
ual housings. 
Moreover, the invention is not limited to the particu 

lar described materials of the spring or even necessarily 
to the use of solder alone to af?x the springs to the 
printed circuit board. In general, a spring of any desired 
conductive material could conceivably be employed 
and a molten conductive af?xing material could be 
utilized to conductively contact the base of the spring to 
underlying plated holes in the manner generally de 
scribed in the speci?cation for solder. 

Accordingly, the invention may be embodied in other 
speci?c forms without departing from its spirit or essen 
tial characteristics. The present embodiments are, there 
fore, to be considered in all respects as illustrative and 
not restrictive, the scope of the invention being indi 
cated by the claims rather than by the foregoing de 
scription. All changes which come within the meaning 
and range of the equivalents of the claims are, therefore, 
intended to be embraced therein. 

I claim: 
1. A switch key, comprising: 
an insulating base; 
at least one conducting plate supported on the base; 
a dielectric sheet disposed over said plate; 
an electrically conducting conical spring having a 

base coil supported on said dielectric sheet and a 
plurality of movable coils arranged in spaced rela 
tion above the base.- coil and over said dielectric 
sheet and said conducting plate; 

at least one channel means for forming a passage 
through said insulating base, said channel means 
including a metal plated hole formed through said 
base and a metal ?ange extending from said hole to 
contact said base coil; 

a conducting output terminal; 
solder for ?owing in a liquid state through said metal 

plated hole and contacting said base coil and for 
hardening to a solid state for conductively connect 
ing said output terminal and said base coil; and 

means for compressing said spring in response to a 
switch activating force and releasing the spring 
when the activating force is removed, so that the 
movable coils of the spring de?ne a capacitance 
when compressed that is distinguishable from a 
capacitance de?ned when the movable coils are 
released. 

2. The switch key of claim 1, including means for 
conductively connecting said output terminal to said 
metal plated hole. 

3. The switch key of claim 1, wherein said channel 
means includes two metal plated holes. 

4. The switch key of claim 1, further including means 
for supporting said base coil outside an area de?ned by 
said conducting plate. 

5. The switch key of claim 4, wherein said means for 
supporting includes a plurality of pedestal bars for de 
?ning a spring support surface that is at substantially the 
same level as the top surface of said conducting plate, 
said bars arranged in insulated relation to the plate and 
covered by said dielectric sheet. 

6. A switch key, comprising: 
an insulating base; 
at least one conducting plate supported on the base; 
a dielectric sheet disposed over said plate; 
at least one electrically conducting channel means 
having a conducting passage formed through said 
base and a conductive ?ange exposed on the top 
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8 
surface of said base, said channel means including 
an electrically conducting output terminal; 

an electrically conducting spring and means for sup 
porting said spring on said dielectric sheet and in 
contact with said conductive ?ange with at least a 
portion of the spring extending over said conduct 
ing plate; 

solder for ?owing in a molten state through said 
conducting passage and over said ?ange to said 
spring and for hardening to conductively contact 
said conducting channel means and spring; and 

means for compressing said spring to de?ne an acti 
vated switch key capacitance and for releasing said 
spring to de?ne a distinguishable inactivated 
switch key capacitance. 

7. The switch key of claim 6, including two of said 
channel means. 

8. A switch key comprising: 
an insulating base; 
at least one conducting plate supported on the base; 
a dielectric sheet disposed over the plate; 
a conductive contact exposed on said base and con 

ductively connected to a metal-plated hole formed 
through said base; 

movable plate means having a conductive base ele-, 
ment resting on said dielectric sheet and a plurality 
of conducting movable elements conductively con 
nected and supported in spaced relation above said 
dielectric sheet, said movable elements for collaps 
ing to de?ne a maximum capacitance in response to 
a compressive switch activating force and for re 
turning to their spaced positions above the dielec 
tric sheet to de?ne a minimum capacitance when 
the force is removed; and 

solder for ?owing in a molten state through said 
plated hole and over at least a portion of said 
contact to said base element and for hardening to 
conductively connect said contact and said base 
element. 

9. A capacitive keyboard, comprising: 
an insulating base; 
a plurality of switch keys, each switch key including 
at least one conducting plate supported on said base, 
a dielectric sheet disposed over said plate, 
a housing, 
a plunger for slidingly moving into said housing to 
de?ne an active switch state and for slidingly mov 
ing out of the housing to de?ne an inactive switch 
state, 

a conductive spring for biasing said plunger out 
wardly and for de?ning with said conducting plate 
and said dielectric sheet a capacitance that is repre 
sentative of said active and inactive switch states, 
and 

means for af?xing said spring to said base, said means 
for af?xing including at least one metal-plated hole 
through said base, a contact means conductively 
connected to said plated hole and‘including a con 
ducting output terminal and a conducting ?ange 
contacting the base of said spring, and solder for 
?owing in a molten state through said plated hole 
and over said ?ange to the base of said spring and 
for hardening to conductively connect the spring 
and the output terminal. 

10. The capacitive keyboard of claim 9, wherein said 
spring includes a base coil which surrounds the con 
ducting plate and at least one additional coil suspended 
over the conducting plate and dielectric sheet for ?ex 
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ing against the sheet when the spring is compressed by 
said plunger. 

11. The capacitive keyboard of claim 10, further in 
cluding means for supporting said base coil at a level 
de?ned by said conducting plate and dielectric sheet. 

12. The capacitive keyboard of claim 9, further in 
cluding at least one screw for af?xing the base of said 
housing to said insulating base. 

13. A switch key, comprising: 
at least one conducting plate; 
a circuit board for supporting said conducting plate; 
pedestal bars disposed around said conducting plate 
and in insulated spaced relation to the plate, the 
bars having substantially the same thickness as the 
plate; 

a dielectric ?lm covering said conducting 
pedestal bars; 

a conducting conical spring having a base surround 
ing said conducting plate and supported by said 
pedestal bars and including additional coils posi 
tioned above said dielectric ?lm and overhanging 
said conductive plate; 

actuator means for compressing said spring to de?ne 
a predetermined switch actuating capacitance and 
for releasing the spring to de?ne a predetermined 
distinguishable switch release capacitance; 

at least one conductive passage formed through said 
circuit board; 

at least one conductive contact supported on said 
circuit board abutting said base coil and conduc 
tively connected to said at least one conductive 
passage; and 

solder for ?owing in a molten state through said 
conductive passage and over said contact to said 
base coil and for hardening to conductively con 
nect said spring and contact. 

14. A method for constructing a capacitive keyboard, 
comprising the steps of: 

placing a jig having spring alignment openings over a 
circuit board having a plurality of capacitive pads; 

aligning the jig with respect to'the circuit board so 
that alignment openings are positioned over re 
spective capacitive pads; 

placing capacitive springs in an upstanding orienta 
tion in their respective alignment openings of the 
jig, so that each spring contacts metal rims of asso 
ciated metal-plated holes in the printed circuit 
board; 

placing a compression plate over the jig and the up 
standing springs; 
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10 
clamping the compression plate, jig and circuit board 

together; 
applying molten solder to openings of the ‘metal 

plated holes at the back side of the circuit board, so 
that the solder ?ows through the holes, over the 
rims of the holes and contacts the bases of the asso 
ciated springs; 

allowing the solder to harden to conductively con 
nect the springs and their associated plated holes; 
and 

removing the clamps, pressure plate and jig from the 
circuit board. 

15. A capacitive switch, comprising: 
at least one conducting plate; 
an insulating dielectric sheet means disposed over 

said at least one conducting plate; 
an electrically conducting coiled spring; 
means for compressing said spring adjacent to said at 

least on conducting plate to de?ne a predetermined 
activated switch capacitance and for releasing said 
spring to de?ne a. distinguishable inactivated 
switch capacitance; and ' 

means for supporting said spring means in spaced 
relation to said at least one conducting plate for 
maximizing the difference between said activated 
switch capacitance and inactivated switch capaci 
tance. 

16. The capacitive switch of claim 15, wherein said 
coiled spring is conical in shape. 

17. A capacitive switch, comprising: 
at least one conducting plate means; 
an insulating dielectric sheet means disposed over 

said at least one conducting plate means; 
an electrically conducting helical spring for ?exing 
between an expanded rest position and a com 
pressed switch activation position, said spring hav 
ing a base coil supported adjacent to said at least 
one conducting plate means and a plurality of mov 
able coils positioned in spaced relation above the 
base coil in the rest position and in a telescopically 
collapsed relation in said switch activation posi 
tion; ' 

means for compressing said helical spring for de?ning 
a predetermined activated switch capacitance with 
respect to said at least one plate means and for 
releasing the helical spring for de?ning a distin 
guishable inactivated switch capacitance; and 

means for supporting the base coil of said helical 
spring in spaced relation to said at least one con 
ducting plate means for maximizing the difference 
between said activated switch capacitance and said 
inactivated switch capacitance. 

1K * * * III 
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