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SIGNAL TRANSMITTING SYSTEM HAVING 
SPURIOUS RADIATION'PREVENTING 

FUNCTION 
BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a signal transmitting 

system. More particularly, the present invention relates 
to a system for transmitting a signal having relatively 
high frequency components wherein a spurious radia 
tion from the signal source can be effectively attenu 
ated. ' ' . 

2. Description of the Prior Art 
FIG. 1 is a schematic block diagram showing a gen; ' 

eral hardware structure of a product utilizing a mi 
crocomputer, for illustrating the background of the 
present invention. This apparatus 1 comprises a power 
supply circuit 20 connected to anlalternating current 
power source, such as commercial power line, through 
a plug 10 and a power source line 11'. The power supply 
circuit 20 comprises a well-known voltage transforming 
means (transformer), a direct current power supply 
circuit and the like, not shown. The circuit 20 supplies 
direct current power to a power source line 21 and it 
also supplies alternating current to a'power source line 
22. Power on line 21 operates a digital circuit 30. The 
digital circuit 30 comprises a circuit board (not shown) 
on which a microcomputer and an associated circuit are 
mounted. As is well known, the microcomputer ,in 
cludes a combination of a read only memory (ROM), a 
random access memory (RAM), an arithmetic logic unit 
(ALU) and an I/O port. An input port of the digital 
circuit (microcomputer) 30 .is connected to_._an, input 
device 40 through a signal line 31. The input device 40 
comprises a keyboard, a-manual switch and the like to 
apply their operation‘ signal (ON/QFF signal)'to the 
digital circuit (microcomputer) 30 asfan input/signaLAn 
output port of the digital circuit ‘30' applies an output 
signal (for example, a digital signal and or ‘analog signal 
such as a video signal) to an output, device 50 through 
the signal line 32. The outputdevice'50 includes a cath 
ode ray tube (CRT) display and a__sound circuit, not 
shown, to output a picture or asound in response to a 
signal applied from the digital circuit 30 through the 
signal line 32. ' f v ‘ i i 

The digital apparatuses as shown ‘in FIG. 21, ‘particu 
lar, products utilizing a microcomputer, are widespread 
and are even used in the home ‘already. However, a 
spurious radiation of electromagnetic waves generated , 
by sucn~ digital circuits has caused certain problems. 
More particularly, with an increase in the processing 
speed in a recent microcomputer and the high speed of 
electronic circuits, a spurious electromagnetic wave of 
up to several hundred MHz above an audio frequency is 
radiated into the air by various dividing signals and 
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serves as a signal source in a shielded casing. However, 
if only such a signal source is housed in a shielded cas 
ing, there is almost no effect because a power supply ‘ 
line and a signal line all act as antennas if and-when a 
power supply-and input-output devices are connected 
to the signal source. Another approach is to house all of 
the power supplycircuits and other apparatuses in a 
shielded casing. However, if a power supply circuit and 
other apparatuses areall housed in a shielded casing, the 
mechanism becomes complicated and large in size. 
Hence, the cost thereof becomes too expensive, and the 
work ef?ciency is remarkably decreased. Therefore, the 
following approaches are proposed as further ap 
proaches for a power source line and a signal line that 
are necessarily exposedfrom the shielded casing to the 
exterior. That is, such. approaches are, for example, to 
bypass high frequency components by making the sig 

‘ nal line pass through a feed-through capacitor or to 

25 

30 

35 

99 

higher harmonic components with respect to a basic , 
_' frequency of several HMz. Accordingly, on the 
grounds that such spurious radiation, interferes with 
general radio communication or is'an obstacle to com 
mercial communication such as television broadcasting, 
considerably strict restrictions to such spurious radia 
tion will be enacted in many countries, for example, by 
the FCC and the FTZ.. ‘ ' 

conventionally, some approaches are known‘ for 
preventing spurious radiation in the apparatus shown in 
FIG. 1, for example. One approach is to house a circuit _ 
board (on which a microcomputer is mounted) which 

causes a‘ decrease of 

relay such asignal line by using a connector, having a 
special bypass capacitor, for removing high frequency 
components. However, in accordance with such ap 
proach attempting to prevent spurious radiation by 
removing such high frequency components, a necessary 
information-signal is adversely affected by such a feed 
through capacitor and vspecial‘connector, and hence, 
there has been a problem in that the quality of, for ex 
ample, video signalsand other synchronization signals 
or’ clock signals are remarkably deteriorated. In addi 
tion, a frequency spectrum which is to prevent spurious 
radiation must be as widely spread as described in the 
foregoing and the number of required signal lines differs 
widely depending on the situation. For this reason, 
there are few'components suitable for this purpose, 
which causes‘ a further cost increase. Furthermore, al 
though the power source line and signal line are 
shieldedby a metalpipe or a special shielded cable, such 
an approach using a metal‘ pipe or a shielded cable 

work efficiency and an increased 
cost. ’ ' " ‘ ‘ 

, .. SUMMARY OF THE INVENTION 

Accordingly, a principal object of the present inven 
tion‘ is tic-provide an improved signal transmitting sys 
tern'capable of effectively preventing spurious radiation 
without causing any decrease of work efficiency or 
adversely affecting mass production requirements and 
also without causing any deterioration of the quality of 
a required signal. 

_ Brie?y stated, the present invention is directed to a 
signal ‘transmitting system wherein high frequency com 
ponents'of ‘a signal to be transmitted are emphasized in 
advance prior to transmittal and a high frequency com 
ponent in the emphasized signal is attenuated, so that a 
spurious radiation component, that is, a spurious high 
frequency component is largely'attenuated. 
‘In accordance with the present invention, the quality 

of the original signal is not reduced and spurious radia 
tion can be effectively'prevented since high frequency 
components are emphasized in advance of their trans 
mittal and thereafter the emphasized high frequency 
components are attenuated by high frequency attenuat 
ing means, together with the spurious components. 

,_ In an embodiment of the present invention, signal 
lines for transmitting an ON/OFF signal, such as a 
switching signal, to or from a signal processing circuit 
comprising a high frequency signal source, are always 
coupled to a reference potential,‘ such as ground in 
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terms of alternating current, irrespective of the ON or 
OFF state of a signal. 

In accordance with the embodiment, a spurious signal 
component from a signal processing circuit is never 
radiated from a signal line since the ON/OFF signal is 
supplied to a signal processing circuit including a high 
frequency signal source or a signal line for withdrawing 
therefrom is connected to a reference voltage in terms 
of alternating current, irrespective of the ON or OFF 
state of a signal. In addition to this, the structure is 
simpli?ed and any decreases in mass productivity and 
work ef?ciency can be avoided. 

In another embodiment of the present invention, a 
shielded casing and a printed circuit board covering an 
opening of the shielded casing are included and a circuit 
for preventing spurious radiation is wired and mounted 
on or attached to the printed board. 

In accordance with another embodiment, since a 
spurious radiation preventing circuit is adapted to be 
attached to a printed circuit board covering an opening 
of a shielded casing, it is not necessary to redesign the 
circuit to prevent spurious radiation even if a speci?ca 
tion of the electronic circuit housed in the shielded 
casing is changed, and hence an excellent mass produc 
tivity can be obtained. In addition, since spurious radia 
tion is almost perfectly reduced by such a spurious 
radiation preventing circuit and by a shielded casing (a 
printed board), it is not necessary to use a combination 
of a shielded casing and a metal pipe and hence an ex 
tremely good work ef?ciency is obtained. 
These objects and other objects, features, aspects and 

advantages of the present invention will become clear 
from the following detailed description of the present 
invention when taken in conjunction with the accompa 
nying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic block diagram showing an 
example of an apparatus that utilizes a microcomputer 
as in the background of the present invention; 
FIG. 2 is a schematic block diagram showing an 

embodiment of the present invention; _ 
FIG. 3 is a diagrammatic view of an external appear~ 

ance showing an example of a shielded casing inaccor 
dance with the embodiment of FIG. 2; 
FIG. 4 is a circuit diagram of an essential part show 

ing a preferred example of a spurious radiation prevent 
ing circuit 311; . 
FIG. 5 is a schematic block diagram showing an 

example of a spurious radiation preventing circuit 321; 
FIG. 6 is a circuit diagram of an essential part show 

ing a preferred example in accordance with the embodi 
ment of FIG. 5; 
FIGS. 7 to 10 show the intensity of radiated electric 

?elds to a frequency, respectively, wherein FIGS. 7 and 
9 show the cases where no countermeasure to spurious 
radiation is taken whereas FIGS. 8 and 10 show the 
cases in which a counter measure to spurious radiation 
in accordance with the present invention is taken; 
FIG. 11 is a schematic diagram showing an example 

of a spurious radiation preventing circuit 321 in the case 
in which a signal to be transmitted is an analog signal; 
FIG. 12 is a circuit diagram of an essential part show 

ing a preferred example in accordance with the embodi 
ment of FIG. 11; 
and 
FIG. 13 is a schematic perspective view showing the 

other embodiment of the present invention. 
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DESCRIPTION OF THE PREFERRED 
‘ EMBODIMENTS 

FIG. 2 is a schematic block diagram showing an 
embodiment of the present invention. In its structure, 
the present embodiment is the same as the previous 
FIG. 1 embodiment except for the following points, and 
therefore, for the purpose of avoiding a duplicate de 
scription, the description of the same portions is omit 
ted. A digital circuit 30 such as a microcomputer is 
housed in a shielded casing 100 as shown in FIG. 3. The 
shielded casing 100 is in the shape of a rectangular par 
allelepiped, for example, and is made of a mesh-like 
metal box, one side of which is opened. The opening is 
covered by a printed circuit board 101. On the printed 
board 101, spurious radiation preventing circuits 211, 
311 and 321 are formed which are shown in FIG. 2 and 
described with reference to FIGS. 4 and 6. A well 
known feed-through capacitor and a special connector 
may be used as the spurious radiation preventing circuit 
211 connected to a direct current source line 21 of a 
power supply circuit 20. Such a capacitor and connec 
tor form an output impedance of the source line 21 as 
viewed from the signal source (microcomputer), and 
hence, even conventional feed-through capacitors or 
the like can effectively prevent feeding of a spurious 
electromagnetic wave to these source lines 21 from said 
signal source. ' 

The spurious radiation preventing circuits 311 and 
321 comprise active elements such as transistors and 
passive elements such as resistors, capacitors and the 
like, as described subsequently, and are structured on 
the printed circuit board 101. Accordingly, the printedv 
‘board 101 comprises a printed pattern necessary for 
respective circuits, which is not shown in the FIGS. 
The‘ printed board 101 is preferably a two-sided board 
and it may be assumed‘v that excess copper ?lm or foil is 
left as wide as possible-in the portions other than the 
pattern necessary ‘for the circuit wiring. As a result, a 
further shielding effect can be obtained by a coopera 
tion of the shielded casing ‘100 and the printed board 
101. 
The spurious radiation preventing circuit 311 is con 

nected to the signal line 31 from the input device and a 
signal line 31a is connected between the circuit 311 and 
an input port of the digital circuit 30 within the shielded 
casing 100. The spurious radiation preventing circuit 
321 is connected to a signal line 32 from an output port 
of the'digital circuit 30 and a signal line 32a is connected 
between the circuit 321 and the output device 50. More 
particularly, the spurious radiation preventing circuits, 
311 and 321 are, respectively, interposed between the 
signal lines 31 and 31a and between the signal lines 32 
and 32a to operate so that spurious high frequency 
components are not fed to each of signal lines in a subse 
quently described manner. 
As taught herein, to prevent a spurious radiation, it is 

not necessary to implement a specific design for a digi 
tal circuit housed in the shielded casing 100, by provid 
ing' a spurious radiation preventing circuit on the 
printed circuit board 101 cooperating with the shielded 
casing 100. More particularly, even if the number of the 
signal lines 31, 32, and the like, from the digital circuit 
housed in the shielded casing 100 increases or decreases, 
spurious radiation can be effectively prevented by co 
operation of the shielded casing 100 with the printed 
board 101 by merely increasing or decreasing the num 
ber of these circuits 311, 321 correspondingly. Accord 
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ingly, even if there are many signal lines, there is no 
problem as to design, work ef?ciency and mass produc 
tivity. 

In the following, the spurious radiation preventing 
circuits 311 and 321 will be described in detail. 
FIG. 4 is a circuit diagram of an essentialpart show 

ing a preferred embodiment of the spurious radiation 
preventing circuit 311. The input device 40 comprises a 
manually operable switch 41, for example. One end of 
the switch 41 is connected to a low level voltage and 
thus, in response to the ON or OFF signal of the switch 
41, a low level or a high level signal (ON/OFF signal) 
is withdrawn to the signal line 31. The signal line 31 is 
connected to the signal line 310 through a complemen 
tary circuit CC included in a spurious radiation prevent 
ing circuit 321. The signal line 31a is connected to an 
input port of the digital circuit or microcomputer 30. 
The signal line 31a is grounded through a capacitor C2. 
The complementary circuit CC includes a complemen 
tary connection of an NPN transistor T1 with a PNP 
transistor T2, the collector of the transistor T1 being 
connected to a power source Vcc and the collector of 
the transistor T2 being connected to the ground. The 
bases of the transistors T1 and T2 are commonly con 
nected to the signal line 31 and the emitters thereof are 
commonly connected to the signal line 31a. Meanwhile, 
the bases of the transistors T1 and T2 are commonly 
connected tothe ground through a chatter preventing 
capacitor C1 and are also connected to the power 
source Vcc through a resistor R1 for normally pulling 
the line 31 up to a high level. The capacitor C2 is used 
for preventing an overshoot. . . 

In operation, since the signal line 31 is usually pulled 
up to the power source Vcc through the resistor R1, 
one transistor T1 in the complementary circuit CC is 
rendered conductive. Therefore, the signal line 31a is 
connected to a power source Vcc and hence a high 
level signal is obtained there. If and when the switch 41 
is turned on, the signal line 31 is forced to be in a low 
level and hence the other transistor T2 in the comple 
mentary circuit CC is rendered conductive. As a result, 
the signal line 31a is connected to the ground through 
the transistor T2 and hence the low level signal is ob 
tained there. In such a way, in response to the ON or 
OFF signal of the switch 41, the low level or high level 
signal is applied to the input port of the digital circuit 30 
through the signal line 31, the spurious radiation pre 
venting circuit 311, that is, the complementary circuit 
CC and the signal line 31a. The digital circuit 30 per 
forms a predetermined processing operation in response 
to such an applied ON/OFF signal. 
The digital circuit 30 operates as a signal source for 

spurious radiation components, with respect to the sig 
nal line connected to the input port of the digital circuit 
30, just like the signal line 31. More particularly, the 
digital circuit or microcomputer comprises an operating 
clock of 64 kHz, for example, and thus, if such a circuit 
311 is not provided, such operating clock or the lower 
order or higher order harmonic components thereof are 
radiated to the exterior through the signal line 31._ In the 
embodiment of FIG. 4, since in a normal state one tran 
sistor T1 constituting the complementary circuit CC is 
rendered conductive as described in the foregoing, the 
signal line 31a is connected to the power source (refer 
ence potential) Vcc. Accordingly, the spurious radia 
tion components fed to the signal line 31a from the 
digital circuit 30 are drawn to the ground, in terms of 
alternating current, through the transistor T1. Even in 
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6 a 
the case in which the signal line 31 reaches the low 
level, the transistor T2 is rendered conductive and 
hence the signal line 31a is grounded, in terms of alter 
nating current. Thus, the spurious signal components 
fed to the signal line 31a from the digital circuit 30 can 
be effectively prevented from being radiated to the 
exterior, primarily by the transistors T1 and T2 in 
cluded in the complementary circuit CC and second 
arily by the capacitors C1 and C2. 
FIG. 5 is a schematic block diagram showing an 

example of the spurious radiation preventing circuit 
321. The spurious radiation preventing circuit 321 is a 
circuit for effectively preventing a spurious radiation 
component from feeding through the signal line 32 from 
the digital circuit or microcomputer 30 to the output 
device 50. 

In structure, an output of the digital circuit or mi 
crocomputer 30 is connected to the signal line 32. The 
signal line 32 is connected to an emphasis network EN 
and also connected to an adder circuit AD. The empha- _ 
sis network EN is a circuit for emphasizing a high fre 
quency component of a pulse signal (digital signal), for 
example, withdrawn from the signal line 32 as shown in 
FIG. 5, the output therefrom being applied to the other 
input of the adder circuit AD. The adder circuit AD 
addsthe two applied signals, that is, an original signal 
and an'emphasized signal, in a superimposed manner 
and provides, the added output to a current booster 
circuit IB. The current booster circuit IB includes an 
emitter follower circuit, or the like, and the output 
therefrom is applied to a high-cut ?lter HCF. The high 
cut ?lter HCF appropriately removes or cuts the previ 
ously emphasized high frequency components. Since 
the high frequency component of the signal was previ 
ously emphasized, a signal having almost the same 
waveform as that of the original signal is obtained at 
signal line 32a even if the signal passes through the 
high-cut ?lter HCF. Since the signal 32a is connected to 
the output device 50, the output device 50 can receive a 
signal in which a high frequency component is attenu 
ated or cut so that the signal comprises approximately 
the same waveform as the original signal. 

In the embodiment of FIG. 5, since a spurious high 
frequency component from the signal line 32 is blocked 
by the above described high-cut ?lter HCF, such a 
spurious high frequency component is never fed to the 
signal line 32a. Therefore, spurious components are not 
radiated from the signal lines 32, 32a acting as antennas. 

In a conventional case where the emphasis network 
EN and an adder circuit AD are not provided and only 
the ?lter HCF is interposed, a wave shape as shown by 
a dotted line in FIG. 5 is obtained, which means that the 
quality of a signal to be transmitted is remarkably dete 
riorated. On the other hand, in the present embodiment, 
a digital signal having substantially the same quality as 
that of the original signal can be obtained even after 
passing through a high-cut ?lter HCF for removing 
high frequencies, by emphasizing a high frequency 
component in advance and feeding the emphasized 
components with as low an impedance as possible. 
FIG. 6 is a circuit diagram of an essential part show 

ing a preferred example embodiment of FIG. 5. A ca 
pacitor C11 and a resistor R11 comprise an emphasis 
network and are connected to a signal line 32. The 
resistor R11 transmits the original signal sent out to the 
signal line 32 to a node P11 comprising an adder circuit 
in a subsequent stage. Accordingly, the summing point 
P11 adds the emphasized component differentiated by 
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the capacitor C11 and the original signal in a superim 
posed manner. The sum signal obtained in the summing 
point P11 is applied to a current booster IB. The current 
booster IB includes a differential ampli?er which com 
prises a pair of transistors T11 and T12. Thus, the cur 
rent booster IB includes an emitter follower type of 
complementary circuit. The bases of the transistors T11 
and T12 are commonly connected to the summing point 
P11 and the emitters thereof are commonly connected 
to the signal line 32a. The collector of the transistor T11 
is connected to the power supply Vcc and the collector 
of the transistor T12 is connected to the ground. The 
resistors R12 and R13 connected to the bases of the 
transistors T11 and T12 determine the bias of these 
transistors and also determine a charge-discharge time 
constant of a differential capacitor in cooperation with 
the input impedances of these transistors. Accordingly, 
in consideration of the foregoing, these resistors R12‘ 
and R13 need be selected so as to have suitable values, 
however, these may also be omitted, depending on the 
situation. The capacitor C12 interposed between each 
of emitters of the transistors T11 and T12 and the 
ground is a capacitor for preventing an overshoot, such 
as is used in a usual emitter follower circuit. These 

/ resistors R15 and R16 can also be omitted if desired. 
A parallel connection of the capacitor C13 and the 

resistor R14 is interposed in the signal line 32a, the 
capacitor C13 and resistor R14 constituting an impe 
dance matching circuit together with a resistor R15. A 
resistor R16 interposed between the signal line 32a and 
the ground is a biasing resistor. The re?ection of a sig 
nal from a terminated end of the signal line 320 can be 
effectively prevented by properly selecting the‘value of 
the impedance matching circuit, and hence the high 
?delity transmission of a signal waveform becomes 
possible. ' 

The signal line 32a passes through a feed-through 
capacitor C14 to be connected to the output device 50. 
The feed-through capacitor C14 constitutes a high fre 
quency component removing ?lter, the outer electrode 
thereof being grounded. Thus, a high frequency compo 
nent is removed or attenuated by the feed-through ca 
pacitor C14 and, as a result, a spurious component can 
be effectively prevented from being radiated from the 
signal line 32a. As described in the foregoing, even if 
such a high frequency component is cut or attenuated, a 
waveform that is approximately the same as the original 
signal is applied to the output device 50 from the signal 
line 32a. 

In the above described embodiments in FIG; 5 and 
FIG. 6, it is possible to omit the current booster IB. In 
addition, many more emphasis networks may be option 
ally provided as necessary, that is, in accordance with 
the amount of attenuation caused by a high-cut ?lter 
HCF. 
FIGS. 7 to 10 show graphs for explaining meritorious 

effects of the present invention, wherein the abscissas 
indicate frequency and the ordinates indicate the inten 
sity the radiated electric ?eld at a point three meters 
away from the apparatus. FIGS. 7 and 8 show a hori 
zontally polarized component and FIGS. 9 and 10 show 
a vertically polarized component. FIGS. 7 and 9 show, 
respectively, an example wherein no approach for pre 
venting spurious radiation is taken in the apparatus as 
shown in FIG. 1. FIGS. 8 and 10 show, respectively, 
the cases where the above described embodiments are 
applied. As seen in FIGS. 7 to 10, as compared with the 
case where no steps for preventing spurious radiation 
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are taken, in the case where the above described em 
bodiments are applied, the rather strict limit value im 
posed by the FCC for class B can be suf?ciently satis 
?ed by the present teaching. 

In a certain example embodiment wherein a digital 
circuit includes a signal containing the components of 
60 Hz to 300 kHz, the values of the other elements may 
be set as follows: R1=50Q, C1=860 pF, C2=390 pF, 
T1=2SC1740, and T2=2SA937 in the embodiment of 
FIG. 4. In the embodiment of FIG. 6, C11=30 pF, 
R11=lk(l, R12 and R13 are omitted, C12=390 pF, 
C13=0.2 pF, R14=22?, R15=68Q, R16 is omitted, 
C14=2200 pF, T11=2SC1740, and T12=2SA937. 
The above described embodiments are mainly di 

rected to the cases in which a signal to be transmitted is 
a digital signal. However, the idea of the present inven 
tion is applicable to the case in which an analog signal 
such as a video signal is transmitted. 

FIG. 11 is a block diagram showing another example 
of the spurious, radiation preventing circuit 321. The 
embodiment of FIG. 11 is an example wherein an ana 
log signal such as a television signal is applied to the 
output device 50 using signal lines 32 and 32a. The 
analog signal sent out to the signal line 32 from an ana 
log signal source 30’ is applied to a mixer MIX through 
paths PA1 and PA2 which are different in their fre 
quency response characteristic with respect to each 
other. Accordingly, the mixer MIX adds analog signals 
passing through the paths PA1 and PA2 having differ 
ent frequency response characteristics and applies the 
added output to an input of an ampli?er AMP. The 
ampli?er AMP is a circuit for further amplifying the 
analog signals from the mixer MIX, the high frequency 
components thereof being emphasized, and includes a 
feedback loop having a predetermined frequency re= 
sponse characteristic. By properly adjusting the fre~ 
quency response characteristic of the ampli?er AMP 
through the feedback loop, the high frequency compo= 
nents can be emphasized by any amount corresponding 
to the attenuation amount caused by the high-cut ?lter 
HCF in the latter stage. The output from the ampli?er 
AMP is applied to the signal line 32a through an in 
verter and a current booster IB. The inverter is needed 
in those cases in which the polarity is inverted by the 
ampli?er AMP and the current booster IB is the same as 
the previous current booster in FIGS. 5 and 6. The 
outputs from the inverter and the current booster 113 are 
connected to the signal line 32a which is connected to 
the output device through the high-cut ?lter HCF. The 
manner in which a spurious component can be effec 
tively prevented from being radiated from the signal 
line 32a by the high-cut ?lter HCF is the same as in the 
embodiments described above. In this case, by means of 
the paths PA1, PA2 and the mixer MIX and the ampli» 
?er AMP, the signal component, in a frequency band 
attenuated by the ?lter HCF, is relatively emphasized as 
compared with signal components of other frequencies 
and hence, an analog signal that is approximately the 
same as the original analog signal is applied to the out~ 
put device 50 through the output line 32a even if a high 
frequency component is cut or attenuated by the high 
cut ?lter HCF. 
FIG. 12 is a circuit diagram showing a preferred 

embodiment of FIG. 11. In the structure, a capacitor 
C21 and a resistor R21 constitute paths having different 
frequency responses. The parallel circuit of this capaci 
tor C21 and resistor R21 is connected between the base 
of a transistor T21 included in an ampli?er and the 
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signal line 32. Accordingly, to the input of the transistor 
T21 are applied the sum of the analog signals passing 
through the paths having different frequency response 
characteristics. The collector of the transistor T21 is 
connected to the power source Vcc througha resistor 
R22 and ‘also connected through a resistor R25 to the 
base of a transistor T22 constituting an inverter. The 
emitter of the transistor T21 is connected to the ground 
through an impedance circuit comprising resistors R23 
and R24 and a capacitor C22. The input impedance 
viewed from the base of the transistor T21 is caused to 
be different by .the impedance circuit, depending on the 
frequencies. More particularly, in the case of lower 
frequency components, the input impedance is deter 
mined based on the resistor R23 and in the case of 15 
higher frequency components the input impedance is 
determined based on the resistors R23 and R24. Ac 
cordingly, at the output of the transistor T2 constituting 
an ampli?er, high frequency components are with 
drawn as a higher voltage as compared with those in the 
lower frequency components. More particularly, high 
frequency components are emphasized at that point. 
The biasing point for the transistor T21 is determined 
by the resistor R22 and the impedance circuit. The 
transistor T22 constituting an inverter is adapted such 
that the operating bias thereof is determined by the 

- related resistors R28, R29, R30 and R31. Since the po 
larity of the analog signal is inverted by the ampli?er, 
that is, the transistor T21, the polarity is again inverted 
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by the inverter T22 so that the same polarity as that of 30 
the original signal is obtained. The bases of the transis 
tors T23 and T24 constituting a current booster are 
commonly connected to the collector of the inverter 
transistor T22. A feedback loop comprising resistors 
R26, R27 and a capacitor C23 and having a predeter 
mined frequency characteristic, is connected between 
an emitter of the inverter transistor T22 and the emitter 
of the transistor T21 in the ampli?er. The signal line 32a 
is commonly connected to each of emitters of the tran 
sistors T23 and T24 in the current booster and passes 
through a feed-through capacitor C24 constituting a 
high-cut ?lter and then is connected to the output de 
vice 50. The operation of the FIG. 12 embodiment is 
omitted since it can be easily understood from the de 
scription related to the previous embodiment of FIG. 
11. 
FIG. 13 is a schematic perspective view showing 

another embodiment of the present invention. The pres 
ent embodiment shown is effectively applied to a spuri 
ous radiation preventing circuit inserted in the signal 
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ment resides inithat capacitors 311d are connected be 
tween terminals of the connector 3110 and the grounded 
pattern 311b. Thevcapacitors 311d serve as a high-cut 
?lter for attenuating a high frequency component in the 
signal ' from the input device 40 to the circuit 30, 
whereby'the vhighffrequency component is bypassed to 
the ground'poten'tial. Thus, a spurious high frequency 
component is effectively prevented from being radiated 
from the signal line 31. _ 
The embodiment of FIG. 13 is useful in preventing 

spurious radiation which occurs in the signal path 
where a relatively low frequency signal such as an 
ON/OFF signal from a manually operated switch (not 
shown) is propagated. 
Although the present invention has been described 

and illustrated in detail, it is clearly understood that the 
same is by way of illustration and example only and is 
not to be taken as any limitation, the spirit and scope of 
the present invention being limited only by the terms of 
the appended claims. 
What is claimed is: 
1. A system for transmitting a desired signal compo 

nent of an original signal having relatively high fre 
quency components from a signal source to a further 
device and for simultaneously preventing the transmis 
sion of undesired high frequency components, compris 
ing signal line means for withdrawing said original sig 
nal from said signal source, emphasizing network means 
coupled to said signal line means for emphasizing unde 
sired high frequency components of said original signal, 
signal attenuating circuit means operatively connected 
to said emphasizing network means for attenuating em 
phasized high frequency signal components from said 
emphasizing network means, wherein said emphasizing 
network means comprises means for producing an em 
phasized signal component based on said original signal, 

' and means for adding, in a superimposed manner, said 
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line connected between the signal processing circuit 30 ' 
and the input device 40. The circuit 30 is housed in the 
shielded casing 100 which has an open portion 101 at 
one side thereof. The open portion 101 is covered by a 
metallic plate 102 ?xed to the casing 100 with screws. 
The metallic plate 102 has an open portion 1020 which 
is covered by a printed circuit board 311a ?xed to the 
plate 102 with screws. The printed circuit board 311a 
serves as a base board of the spurious radiation prevent 
ing circuit 311, which is a two-sided printed board hav 
ing a grounded pattern 311b surrounding a portion 
where a connector 3110 is attached. The connector 311:: 
serves as a connecting terminal between the signal line 
31a connected to the circuit 30 and the signal line 31 
connected to the input device. Thus, an input signal 
(ON/OFF signal) from the input device 40 is applied to 
the circuit 30 through the signal line 31, the connector 
311c and the signal line 31a. A feature of the embodi 
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emphasized component from said emphasized compo 
nent producing means to said original signal to form a 
superimposed signal, whereupon said attenuating cir 
cuit means remove the emphasized signal component 
from said superimposed signal and wherein said means 
for producing an emphasized signal component of said 
emphasizing network means comprises signal paths 
having different frequency response characteristics 
with respect to each other, at least one of said signal 
paths comprising ampli?er means including an impe 
dance circuit for providing different input impedances 
in accordance with different frequency components, 
said ampli?er means including a feedback loop having a 
predetermined frequency response characteristic. 

2. The system of claim 1, wherein said signal com 
prises a rising edge and a falling edge having a ramp, 
and wherein said emphasized component producing 
means of said emphasizing network means includes 
differentiating circuit means for differentiating at least 
one of said rising edge and falling edge of said signal. 

3. The system of claim 1, wherein said attenuating 
circuit means comprises capacitor means interposed 
between a signal line in a stage of said ampli?er circuit 
means and a reference potential. 

4. A spurious radiation preventing apparatus for sup 
pressing spurious radiation from an electronic circuit 
generating such spurious radiation, comprising a 
shielded casing having an opening said electronic cir 
cuit being housed in said shielded casing, a printed cir 
cuit board having a conduction pattern and covering 
said opening of said shielded casing, circuit means 
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formed on said printed circuit board for preventing 
spurious high frequency components from leaking out 
of said electronic circuit, signal lines for connecting said 
circuit means to said electronic circuit, means for con 
necting said electronic circuit with an external circuit, 
wherein said conduction pattern comprises a pattern 
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connected to ground potential, and wherein said circuit 
means further comprises capacitor means connected 
between said signal line and said pattern connected to 
ground potential. 


