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T0 to” whom it may concern: 
Be it known that I, WILLIAM H. DONO 

VAN, of Boston, in the county of Suffolk, 
State of Massachusetts, have invented cer 
tain new and useful Improvements in Ticket 
Punches, of which the following is a descrip 
tion sufficiently full, clear, and exact to en 
able any person skilled in the art or science 
to which said invention appertains to make 
and use the same, reference being had to the 
accompanying drawings, forming part of this 
speci?cation, in which 
Figure 1 is a side elevation of my improved 

ticket-punch; Fig. 2, an edge elevation of 
same; Fig. 3,’ a vertical transverse section 
taken on line 00 x in Fig. 2, and Fig. 4 a side 
elevation illustratinga modi?cation of t-heim 
provement. 
Like letters and ?gures of reference indi 

cate corresponding parts in the different ?g 
ures of the drawings. 
My invention relates to a reversible ticket 

punch which is particularly adapted for use 
by railway-conductors and persons in simi 
lar occupation; and it consists in certain 
novel features hereinafter fully set forth and 
claimed, the object being to produce a, sim 
pler, cheaper, and more effective device of 
this character than is now in ordinary use. 
The nature and operation of the improve 

ment will be readily understood by all con 
versant with such matters from the follow 
ing explanation. 

In the drawings, A B represents the punch 
arms, which are pivoted together at b, one 
end of said arms forming the jaws d f in the 
opposite ends of the handles 9 h in the ordi 
nary manner. The handles are spread by a 
spring 2', and one of said handles is provided 
with a ?nger-loop j in the usual way. Each 
jaw (Z f is provided with a socket is of differ 
ent shape. The arms A B are recessed cen 
trally at the pivot-point, and a bushing m is 
disposed on said pivot, said bushing being 
extended. The arms A B are recessed cen 
trally, and a sleeve or bushing m is disposed 
on the pivot 17 in said recesses, said bushing 
being extended to form a cutter-block p. 
Said block is provided at its. outer or free 

end withcuttin g arms or punch es q 0', adapted 
to be respectively projected ihto opposite 
sockets 70. On each side of the block 19 a 
stripping-plate t is pivoted, their free ends 
having openings 4;, which register with the 
respective sockets 7t, and through which the 
punches q 0“ respectively project. A coiled 
spring 10, passing through the block onto 
pins 011 said strippers, acts expansively to force 
them away from the cuttersqo'. A U-shapedv 
lever or loop y is pivoted to the block and is 
adapted to encircle either jaw d or f. A 
spring-pushed plug 2' is chambered in the 
outer face of each jaw and is adapted to lock 
the loop y in position thereon; Said plugs are 
held in their chambers by locking-plates 15. 
Conductors are frequently required to use 

two punches cutting different forms to indi 
cate that the ticket was canceled on an in 
-ward or outward trip. - 
My improvement combines these two 

punches in one. lVhen the form punched by 
the cutter r, for example, is required, the 
loop (1/ is turned downward over the jaw d. 
and locked by plug a. This con?nes the 
block 12 and intermediate stripper t to said jaw, 
the cutter q being projected into the socket 7c, 
as best shown in Fig. 3. The punch is now op 
erated in the ordinary manner of punches of 
this class, the ticket being inserted between 
the opposite stripper t and adjacent jaw f, 
and, perforated by the cutter 0* when said jaws 
are closed. Said stripper, being spring 
pushed, frees the ticket from the cutter when 
the handles A B are released and spread by 
their spring 2'. By forcing the plug 2 in 
ward the loop y may readily be passed over 
the jaw f, con?ning the cutter-block thereto 
and enabling the opposite cutterq to be used 
in like manner. 
In the formshown in Fig. A the strippers t 

are secured to the jaws cl 1“, instead of to the 
cutter-block, avoiding thereby the necessity 
of using the spring 10. . 
Having thus explained my invention,what 

I claim is—— 
1. In a ticket-punch, two pivoted jaws pro 

vided, respectively, with cutter~openings, in 
combination with a block mounted on the 
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jaw-pivot and provided with cutters, spring 
pushed stripping-plates on said block, and a 
loop pivoted to said block for looking it to 
either of said jaws, substantially as set forth. 

2. In a ticket~punch, the jaws cl f, having 
sockets 7c, in combination with the block 19, 
having cutters q a", the strippers t,100p y, and 
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catches 2, arranged to operate substantially 
as described. 

WILLIAM H. DONOVAN. 

Witnesses: 
O. M. SHAW, 
K. DURFEE. 


