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[5 7] ABSTRACT 
A hip prosthesis comprises a one piece element includ 
ing a head, a plate portion, a neck interconnecting the 
head and plate portion, and a ?exible femoral rod which 
includes thin longitudinal elements extending away 
from the head in opposition to one another. The longi 
tudinal elements are obtained by providing at least a 
longitudinal cutting in the rod which extends to its end 
opposite the head. A slot in each end coincident with 
the cutting houses a linking part for holding the ele 
ments together in one plane while permitting their rela 
tive movements in a second substantially orthogonal 
plane. The elements are made in one piece with the 
head, the neck and the plate of the prosthesis, with the 
rod itself being forged from a single piece. 

19 Claims, 3 Drawing Figures 
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ARTICLE COMPRISING AND METHOD FOR 
FABRICATING A HIP PROSTHESIS HAVING A 
FLEXIBLE MULTI-ELEMENT FEMORAL ROD 

BACKGROUND OF THE INVENTION 

This invention relates to a process for manufacturing 
a hip prosthesis with a ?exible rod, as described in 
French Pat. No. 2,245,237. This patent relates to a pros 
thesis of a type comprising an intramedullary femoral 
rod, a plate formed integral with the rod, a neck in 
clined relative to the rod and a generally spherical head 
integral with the neck. The prosthesis is characterized 
in that it further comprises elastic means able to damp 
the impacts in the direction of the axis of the femoral 
rod. 
According to a particular embodiment of the prosthe 

sis described in this patent, the femoral rod consists of 
several thin longitudinal elements, extending from the 
plate, and the elastic means consist of an end piece inte 
gral with at least one of said elements, the other longitu~ 
dinal elements being able to slide in housings respec 
tively provided for this purpose in said end piece. 

In this embodiment, the connection of the longitudi 
nal elements of the rod to the plate is made by welding, 
which necessitates the presence, on the lower surface of 
the plate, of a projection against which said elements 
are applied longitudinally before being attached to it by 
said welding operation. 

SUMMARY OF THE PRESENT INVENTION 

The object of this invention is essentially to reduce 
the production costs of such a prosthesis by simplifying 
its manufacturing operations and by eliminating the 
delicate and expensive Welding operations and the man 
ufacture and the putting in place of an end piece en 
gaged on its free ends with elements of the rod. 

This invention further aims to improve the mechani~ 
cal characteristics of such a prosthesis. 
For this purpose, according to the process to which it 

relates, the elements of the fasciculate rod are obtained 
by longitudinal cutting of a rod made in one piece with 
the head, the neck and the plate, the rod itself being 
obtained by molding or forging from a single piece; in 
this way, therefore, the welding operations are totally 
eliminated. 

Preferably, the longitudinal cutting of the rod is per 
formed in two successive operations and in two direc 
tions perpendicular to one another, so as to obtain a 
cluster of four elements arranged in a cross, each cut 
ting operation being performed along the median line of 
the rod. 
Taking into account the direction of the stress to 

which this prosthesis is subjected, and consequently, the 
conditions of ?exibility that they require, one of the 
operations for cutting the fasciculate rod is performed 
along a plane containing the median line and the centers 
of curvature of the rod of this prosthesis, the other 
operation being performed along a cylindrical surface 
perpendicular to said plane and containing the median 
axis of the rod. 

Advantageously, only one of the two cuttings made 
during said operations, namely the one along the curva 
ture of the rod, emerges at the free end of the rod so that 
the free ends of the elements of the fasciculate rod lo 
cated on the same side of this cutting are connected to 
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2 
one another, which does not interfere with the ?exibil 
ity of the rod by modifying its curvature. 
According to another characteristic of the invention, 

to make possible the total elimination of the end piece 
for joining the free ends of the elements of the fascicu 
late rod while allowing the partial solidifying ofthe free 
ends of the two pairs of associated elements, on the one 
hand there is made, in the vicinity of this free end of 
each pair of elements, a longitudinal slot coinciding 
with its homologue of the other pair and, on the other 
hand, there is provided a connecting part that passes 
through the two slots and is equipped with shoulders 
preventing the ends of the pairs of elements from mov 
ing apart from one another without, however, opposing 
their axial movement in relation to one another. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In any case, the invention will be better understood 
from the description which follows, in reference to the 
accompanying diagrammatic drawing that represents, 
by way of nonlimiting example, an embodiment of this 
prosthesis, wherein: 
FIG. 1 is a side view in elevation; 
FIG. 2 is a front view in elevation; 
FIG. 3 is, on a larger scale, a view along section along 

3-3 of FIG. 1. 

DETAILED DESCRIPTION OF THE 
INVENTION 

As the drawings show, the prosthesis is of the type 
having a fasciculate rod 2 intended to be engaged in the 
medullary canal of the femur, and after resection of the 
upper end of the latter, a plate 3 is provided to rest 
against the resectioned end of the femur and a spherical 
head 4 connected to plate 3 by a neck 5 for resting in the 
cotyloidal cavity of the hip of the patient either directly, 
or by cups sealed in this cavity or built up on head 4. 
As in French Pat. No. 2,425,237, rod 2 of this prosthe 

sis is a fasciculate rod, i.e., it is composed of longitudinal 
elements 2a and 2b that give this rod the flexibility 
necessary to reduce the risks of breaking. 
As in the French patent, elements 2a and 2b are inte 

gral with plate 3 by their upper ends, while their lower 
ends enjoy relative independence. 
According to the manufacturing process of this in 

vention, elements 20 and 2b which are 4 in number are 
obtained by two cutting operations made at 90° with 
respect to each other both along the longitudinal me 
dian line of the single-piece rod obtained originally by 
forging or molding and integral with plate 3, head 4 and 
neck 5. 
As shown in FIG. 1 of the drawing, since a prosthesis 

for the hip exhibits a certain curvature with several 
centers located in the same plane, one of the cutting 
operations is performed in the plane containing both the 
longitudinal median line of the rod and its centers of 
curvature, the second cutting operation being per 
formed perpendicular to said plane along the curvature 
of the median line. 

Therefore, four elements are thus obtained, namely 
two elements 20 and two elements 212 arranged in a 
cross around the median line of rod 2 and each of these 
elements is formed integral, at its upper end, with plate 
3; thus it is unnecessary to resort to any welding opera 
tion. 

Taking into account that the ?exibility of rod 2 is 
especially necessary around the centers of maximum 
curvature on the cutting made in the rod portion adja 
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cent plate 3, cutting 6, seen in FIG. 1, extends to the free 
end of the rod. The elements of this rod have their 
lower ends connected to each ‘other, two by two, to 
form two pairs of elements, namely the pair of elements 
20 and the pair of elements 2b, each pair of elements 
being located on one side or the other of cutting 6. 
During the implanting of rod 2 in the medullary canal 

of the femur of the patient, to prevent the two pairs of 
elements 20 and 212 from tending to move apart from 
one another, at each end of a pair 20 and 217, there is 
provided a slot 7 that preferably, but need not, commu 
nicate with cutting 8 made along the plane containing 
the median line of rod‘2 and its centers of curvature, and 
a connecting part 9 provided with two end shoulders, 
serving as rivets and engaged in the two slots 7 which 
are opposite one another. Of course, linking part 9 is 
sufficiently long to make possible the longitudinal clear 
ance of the pair of elements 2a in relation to the pair of 
elements 217 and not to modify the ?exibility of rod 2. 

It goes without saying that the invention is not lim 
ited to the single embodiment of the prosthesis which 
was described above by way of nonlimiting example; on 
the contrary, it includes all the variant embodiments of 
it. 

I claim: 
1. In a process for making a hip prosthesis including 

a bulbous head, a neck extending from said head, a plate 
connected to the neck opposite the head, and a femoral 
rod attached to, and extending from, the plate in a direc 
tion away from the neck, the improvment comprising: 

forging said head, neck, plate and rod as a single 
unitary piece; 

cutting said rod once along one longitudinally ex 
tending portion thereof to form a pair of opposing 
longitudinal elements; and 

linking said pair of elements with separate holding 
means, said separate holding means both permitting 
relative movements of said elements longitudinally 
of one another during ?exing of said elements, and 
holding said pair of elements in opposing relation 
ship while preventing the ends of said longitudinal 
elements from moving apart from one another. 

2. The improvement of claim 1, wherein said step of 
cutting further comprises cutting the rod a second time 
in a longitudinal direction perpendicular to said longitu 
dinal extent, so as to obtain a bundle of four elements 
arranged in a cross and separated by two cuttings, each 
cutting operation being performed along the median 
line of the rod. 

3. The improvement of claim 2, wherein the step of 
cutting comprises performing a ?rst cutting operation 
along a plane containing the median line and the centers 
of curvature of the rod and performing a second cutting 
operation along a cylindrical surface perpendicular to 
said plane and containing the median axis of the rod. 

4. The improvement of claim 3, wherein the step of 
cutting comprises performing the second cutting opera 
tion along a portion of the longitudinal extent of the rod 
away from said head so that the free ends of the ele 
ments of the rod located on the same side of this cutting 
are connected to one another, thus forming two pairs of 
elements. 

5. The improvement of claim 4, wherein said second 
cutting operation further comprises forming opposing 
longitudinal slots in the vicinity of each said free end of 
each pair of elements that coincides with its homologue 
of the other pair; passing said holding means through 
the two slots and forming shoulders on opposing ends of 
said holding means to fix said holding means within said 
slots and prevent the ends of the pairs of elements from 
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moving apart from one another without, however, op 
posing their movements longitudinally of one another. 

6. A hip prosthesis made by the process as set forth in 
claim 1. 

7. A hip prosthesis made by the process set forth in 
claim 2. 

8. A hip prosthesis made by the process set forth in 
claim 3. 

9. A hip prosthesis made by the process set forth in 
claim 4. 

10. A hip prosthesis made by the process set forth in 
claim 5. _ 

11. A process for making a hip prosthesis including a 
bulbous head, a neck extending from said head, a plate 
connected to the neck opposite the head, and a femoral 
rod attached to, and extending from, the plate in a direc 
tion away from the neck, the process comprising: 

forging said head, neck , plate and rod as a single 
unitary piece; 

cutting said rod along one longitudinally extending 
portion thereof from a region near the head to the 
free end of the rod to form a pair of longitudinal 
elements; 

forming slots in opposing homologous regions of said 
longitudinal elements near the free ends thereof; 

inserting a linking element through said slots; and 
deforming opposing ends of said linking element so 

that each linking element end is retained within 
each respective slot, 

whereby while movements of said elements longitu 
dinally of one another are permitted during ?exing 
of said elements, the ends of said longitudinal ele 
ments are prevented from moving apart from one 
another. 

12. The process of claim 11 wherein 
said step of cutting comprises cutting along a plane 

containing the median line, and the centers of cur 
vature, of the rod. 

13. The process of claim 11, wherein 
said step of cutting further comprises cutting said rod 

a second time along a longitudinally extending 
portion thereof from a region near said head to a 
region near the free ends of said longitudinal ele~ 
ments, said second longitudinally extending por~ 
tion and said one longitudinally extending portion 
being substantially perpendicular, whereby two 
pairs of longitudinally extending elements are 
formed. 

14. The process of claim 12, wherein 
said step of cutting further comprises cutting said rod 

a second time along a longitudinally extending 
portion thereof from a region near said head to a 
region near the free ends of said longitudinal ele 
ments, said second longitudinally extending por 
tion and said one longitudinally extending portion 
being substantially perpendicular, whereby two 
pairs of longitudinally extending elements are 
formed. 

15. The process of claim 13, wherein 
said second cutting is made in a plane containing the 

median axis of the rod. 
16. The process of claim 11. wherein 
said step of deforming comprises forming shoulders 
on said opposing ends. 

17. A. hip prosthesis made by the process set forth in 
claim 11. 

18. A hip prosthesis made by the process set forth in 
claim 13. 

19. A hip prosthesis made by the process set forth in 
claim 16. 
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